3GPP TSG-RAN WG4 Meeting #98-bis-e                            R4-2104937
Electronic Meeting, Apr. 12-20, 2021
Agenda Item:
5.7.2.2.1
Source: 
CMCC

Title: 


 Simulation results for CSI-RSRP
Document for:
Information 
1. Introduction

This contribution provides simulation results for the measurement of CSI-RSRP.
2. Discussion 
The simulation of FR1 CSI-RSRP is performed based on the agreed updated simulation assumption [1]. 5 samples are simulated. The bandwidth is 48PRB. The density is 3. Table 1 is the summary of the simulation results. 
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Figure 1 measurement performance for CSI-RSRP, timing difference = 0
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Figure 2 measurement performance for CSI-RSRP, timing difference = +0.9*CP
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Figure 3 measurement performance for CSI-RSRP, timing difference = +CP

Table 1 simulation results for FR1 CSI-RSRP
	Side condition
	Timing difference
	SCS
	5%
	95%
	max (5%, 95%)

	-6dB
	0
	30kHz
	-0.03
	0.68
	0.68

	
	
	15kHz
	-0.04
	0.68
	0.68

	
	0.9*CP
	30kHz
	-1.59
	-0.26
	1.59

	
	
	15kHz
	-1.60
	-0.25
	1.60

	
	CP
	30kHz
	-1.88
	-0.43
	1.88

	
	
	15kHz
	-1.87
	-0.43
	1.87


3. Conclusion
This contribution provides simulation results for the measurement of FR1 CSI-RSRP.
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