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1 Introduction
This is a TP into TR 38.717-02-01 to introduce CA_n14A-n77A.
********************** Start of TP *********************************
[bookmark: _Toc519555228][bookmark: _Toc12305]6.X		CA_n14-n77
[bookmark: _Toc13284][bookmark: _Toc519555229]6.X.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc2439]6.X.1.1 Operating bands for CA
Table 6.X.1-1: CA band combination of band CA_n14-n77
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n14-n77
	n14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


[bookmark: _Toc519555230][bookmark: _Toc17847]6.X.1.2	Channel bandwidths per operating band for CA
Table 6.x.1.2-1: Supported bandwidths per CA band combination of band CA_n14-n77
	NR CA configuration
	UL configuration
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	Bandwidth combination set

	CA_n14A-n77A
	CA_n14A-n77A
	n14
	5
	10
	
	
	　
	　
	　
	　
	　
	　
	　
	　
	　
	0

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	

	CA_n14A-n77(2A)
	CA_n14A-n77A
	n14
	5
	10
	
	
	　
	　
	　
	　
	　
	　
	　
	　
	　
	0

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	



[bookmark: _Toc519555231][bookmark: _Toc30863]6.X.1.3	Co-existence studies
Table 6.X.1.3-1/2 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_n14-n77.
[bookmark: OLE_LINK48]Table 6.X.1.3-1: Impact of UL/DL Harmonic 
	 
	 
	 
	 
	 
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	14
	788
	798
	758
	768
	1576
	1596
	2364
	2394
	3152
	3192
	3940
	3990

	77
	3300
	4200
	3300
	4200
	6600
	8400
	9900
	12600
	13200
	16800
	16500
	21000



Based on above table, there is no UL 5th harmonic issue for CA_n14-n77.

Table 6.X.1.3-2: Impact of UL/DL Harmonic mixing
	 
	 
	 
	 
	 
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	14
	788
	798
	758
	768
	1516
	1536
	2274
	2304
	3032
	3072
	3790
	3840

	77
	3300
	4200
	3300
	4200
	6600
	8400
	9900
	12600
	13200
	16800
	16500
	21000



Based on above table, there is 5th order harmonic mixing issue for CA_n14-n77.
[bookmark: _Toc519555232][bookmark: _Toc3517]6.X.1.4	∆TIB and ∆RIB values
Table 6.X.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n14-n77
	n14
	0.5

	
	n77
	0.8



Table 6.X.1.4-2: ΔRIB
	Inter-band CA Configuration
	NR Band
	ΔRIB [dB]

	CA_n14-n77
	n14
	0.2

	
	n77
	0.5



[bookmark: _Toc519555233][bookmark: _Toc22846]6.X.1.5	REFSENs requirements
It is proposed to reuse UL harmonic MSD from DC_12_n78.
Table 7.3B.2.3.1-1: Reference sensitivity exceptions (MSD) due to UL harmonic for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz (dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	70 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n14
	n774,5
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	
	1.7
	1.2
	0.7

	NOTE 4:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 5:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the



	E-UTRA or NR Band / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5
MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	70 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	n14
	n77
	15
	
	10
	15
	20
	
	
	20
	20
	20
	
	20
	20
	20



It is proposed to reuse DL harmonic mixing MSD from DC_13_n77
Table 7.3B.2.3.2-1: Reference sensitivity exceptions (MSD) due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5
MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n77
	n142
	31
	28
	
	
	
	
	
	
	
	
	

	

NOTE 2:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that   with  the DL carrier frequency in the lower band and  the UL carrier frequency in the higher band, both in MHz.



Table 7.3B.2.3.2-2: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	n77
	n14
	15
	25
	50
	
	
	
	
	
	
	
	
	



[bookmark: _Toc22796][bookmark: _Toc523930200][bookmark: _Toc24456][bookmark: _Toc13133208][bookmark: _Toc9607697]6.X.1.6	OOB blocking exception requirements
Table 6.2.1.6-1: CA band combination with exceptions allowed
	CA band combination

	CA_n14-n77



[bookmark: _Toc26717]6.X.2		Specific for 2 bands UL CA
[bookmark: _Toc11562]6.X.2.1	Maximum output power for inter-band CA
Table 6.X.2.1-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

		CA_n14A-n77A	
	23
	+2/-32

	NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



[bookmark: _Toc19929][bookmark: _Toc13133209][bookmark: _Toc9607698][bookmark: _Toc523930201][bookmark: _Toc27062]6.X.2.2		UE co-existence
Table 6.X.2.2-1 gives IMD interference analysis for CA_ n14-n77 with 2 ULs.
Table 6.X.2.2-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	788
	798
	3300
	4200

	DL frequency (MHz)
	758
	768
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1576
	1596
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2364
	2394
	9900
	12600

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz) 
	3152
	3192
	16500
	16800

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3940
	3990
	16500
	21000

	Two tone 2nd order IMD products
	|fy_low - fx_high|
	|fy_high - fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2502
	3412
	4088
	4998

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2624
	1704
	5802
	7612

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4876
	5796
	7388
	9198

	Two-tone 4th order IMD products
	|3*fx_low - fy_high|
	|3*fx_high - fy_low|
	|3*fy_low - fx_high|
	|3*fy_high - fx_low|

	IMD frequency limits (MHz)
	1836
	906
	9102
	11812

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5664
	6594
	10688
	13398

	Two-tone 4th order IMD products
	|2*fx_low - 2*fy_high|
	|2*fx_high - 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	6824
	5004
	8176
	9996

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	16012
	12402
	108
	1048

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	13988
	17598
	6452
	7392

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	11024
	8304
	4206
	6036

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11476
	14196
	8964
	10794



Based on the table 6.x.2.2-1, there IMD2 potentially interfering n77 and IMD5 interfering n14. 
Table 6.X.2.2-2 lists the protected bands required for the 2UL bands CA configuration.
Table 6.X.2.2-2: Protected bands for the 2UL bands CA configuration
	NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n14-n77

	E-UTRA Band 2, 4, 5,  12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41, 53, 66, 70, 71, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	4, 20

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4, 20

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x 180 kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 4:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.X.3.1-1 from the edge of the channel bandwidth.
NOTE 20:	The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB



[bookmark: OLE_LINK69][bookmark: _Toc9607699][bookmark: _Toc18279][bookmark: _Toc523930202][bookmark: _Toc13133210][bookmark: _Toc10666]6.X.2.3		REFSENS requirements
IMD5 interfering n14 own DL needs MSD requirement. MSD is re-used from CA_n28-n77 which is very similar combination.
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA band combination
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n14-n77
	n14
	793
	5
	20
	763
	5.5
	FDD
	IMD5

	
	n77
	3935
	10
	50
	3935
	N/A
	TDD
	N/A



********************** End of TP *********************************
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