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Background
This contribution provides text proposal on the NR CA band combination CA_n13-n77 as defined in Revised WID on NR inter-band Carrier Aggregation/Dual connectivity for 2 bands DL with x bands UL (x=1, 2) RP-210495 [1].
 
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc519555228]6.x	CA_n13-n77
[bookmark: _Toc519555229]6.x.1	Common for 1 band UL and 2 bands UL CA
6.x.1.1 Operating bands for CA
Table 6.x.1.1-1: CA band combination of band n13 + n77
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n13-n77
	n13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


[bookmark: _Toc519555230]6.x.1.2	Channel bandwidths per operating band for CA
Table 6.x.1.2-1: Supported bandwidths per CA band combination of band n13+n77 
	NR CA configuration / Bandwidth combination set [MHz]

	NR CA configuration
	UL configuration
	NR Band
	SCS
(kHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	Bandwidth combination set

	CA_n13A-n77A
	CA_n13A-n77A
	n13
	15
	Yes
	Yes
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	0

	
	
	
	30
	　
	Yes
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	

	
	
	
	60
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	　
	

	
	
	n77
	15
	　
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	　
	　
	　
	　
	　
	

	
	
	
	30
	　
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	　
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	





[bookmark: _Toc519555231]6.x.1.3	Co-existence studies
[bookmark: OLE_LINK5][bookmark: OLE_LINK6]Table 6.x.1.3-1/2 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_n13-n77.
Table 6.x.1.3-1: Impact of UL/DL Harmonic 
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	[bookmark: RANGE!I390][bookmark: _Hlk16242357]n13
	777
	787
	746
	756
	1554
	1574
	2331
	2361
	3108
	3148
	3885
	3935

	n77
	3300
	4200
	3300
	4200
	6600
	8400
	9900
	12600
	13200
	16800
	16500
	21000



Based on above table, there is a 5th harmonic issue.
Table 6.x.1.3-2: Impact of UL/DL Harmonic mixing
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	n13
	777
	787
	746
	756
	1492
	1512
	2238
	2268
	2984
	3024
	3730
	3780

	n77
	3300
	4200
	3300
	4200
	6600
	8400
	9900
	12600
	13200
	16800
	16500
	21000



Based on above table, there is a 5th harmonic mixing issue for CA_n13-n77.
[bookmark: _Toc519555232]6.x.1.4	∆TIB and ∆RIB values
For CA_n13-n77, the TIB,c and RIB values are given in the tables below.
Table 6.x.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n13-n77
	n71
	0.5

	
	n78
	0.8



Table 6.x.1.4-2: ΔRIB
	Inter-band CA Configuration
	NR Band
	ΔRIB [dB]

	CA_n13-n77
	n71
	0.2

	
	n78
	0.5



[bookmark: _Toc519555233]6.x.1.5	REFSENs requirements
[bookmark: _Toc24456][bookmark: _Toc13133208][bookmark: _Toc523930200][bookmark: _Toc9607697]Based on the table Table 6.x.1.3-1, the n13 5th harmonics may fall in to the own RX band of band n77. The MSD value can refer to CA_n28-n77 and DC_13_n77.
Table 6.x.1.5-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	
	dB
	dB
	dB

	n13
	n776,7
	
	10.4
	8.9
	7.8
	6.7
	6
	4.7
	3.7
	3
	2.3
	1.7
	1.2
	0.7

	NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 7:	The requirements should be verified for UL NR‑ARFCN of a low band (superscript LB) such that [image: ]in MHz and [image: ] with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.



Table 6.x.1.5-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90 MHz
	100 MHz

	n13
	n77
	
	10
	15
	20
	20
	20
	20
	20
	20
	20
	20
	20
	20



Based on the table Table 6.x.1.3-2, there is a 5th harmonic mixing issue. The MSD value can refer to DC_13_n77.
[bookmark: _Hlk515991175]Table 6.x.1.5-3: Reference sensitivity exceptions due to harmonic mixing for CA in NR FR1
	NR Band / Channel bandwidth of the affected DL band

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30
MHz(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	70
MHz(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n77
	n135
	31
	28
	
	
	
	
	
	
	
	
	
	
	

	

NOTE 5: The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that  in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.




Table 6.x.1.5-4: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for CA in NR FR1
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS
(kHz)
	5 MHz
	10 MHz

	15 MHz

	20 MHz

	25 MHz

	30
MHz
	40 MHz

	50 MHz

	60 MHz

	70
MHz
	80 MHz

	90 MHz
	100 MHz


	n77
	n13
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	



[bookmark: _Toc47701548][bookmark: OLE_LINK35]6.x.1.6	OOB blocking exception requirements
Table 6.x.1.6-1: CA band combination with exceptions allowed
	CA band combination

	CA_n13-n77



6.x.2		Specific for 2 bands UL CA
[bookmark: _Toc47701550]6.x.2.1	Maximum output power for inter-band CA
Table 6.x.2.1-1: UE Power Class for uplink inter-band CA
	Uplink CA Configuration
	Class 3 (dBm)
	Tolerance (dB)	

	CA_n13A-n77A
	23
	+2/-32

	NOTE 2:	2 refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



[bookmark: _Toc19929][bookmark: _Toc13133209][bookmark: _Toc9607698][bookmark: _Toc523930201]6.x.2.2		UE co-existence
Table 6.x.2.2-1 gives IMD interference analysis for CA_ n13-n77 with 2 ULs.
Table 6.x.2.2-1: IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	777
	787
	3300
	4200

	Two tone 2nd order IMD products
	fy_low – fx_high
	fy_high – fx_low
	fx_low + fy_low
	fx_high + fy_high

	IMD frequency limits (MHz)
	2513
	3423
	4077
	4987

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	2*fy_low – fx_high
	2*fy_high – fx_low

	IMD frequency limits (MHz)
	2646
	1726
	5813
	7623

	Two-tone 3rd order IMD products
	2*fx_low + fy_low
	2*fx_high + fy_high
	2*fy_low + fx_low
	2*fy_high + fx_high

	IMD frequency limits (MHz)
	4854
	5774
	7377
	9187

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	3*fy_low – fx_high
	3*fy_high – fx_low

	IMD frequency limits (MHz)
	1869
	939
	9113
	11823

	Two-tone 4th order IMD products
	3*fx_low + fy_low
	3*fx_high + fy_high
	3*fy_low + fx_low
	3*fy_high + fx_high

	IMD frequency limits (MHz)
	5631
	6561
	10677
	13377

	Two-tone 4th order IMD products
	2*fy_low – 2*fx_high
	2*fy_high – 2*fx_low
	2*fx_low + 2*fy_low
	2*fx_high + 2*fy_high

	IMD frequency limits (MHz)
	5026
	6846
	8154
	9974

	Two-tone 5th order IMD products
	|4*fx_low – fy_high|
	|4*fx_high – fy_low|
	4*fy_low – fx_high
	4*fy_high – fx_low

	IMD frequency limits (MHz)
	1092
	152
	12413
	16023

	Two-tone 5th order IMD products
	4*fx_low + fy_low
	4*fx_high + fy_high
	4*fy_low + fx_low
	4*fy_high + fx_high

	IMD frequency limits (MHz)
	6408
	7348
	13977
	17587

	Two-tone 5th order IMD products
	|3*fx_low – 2*fy_high|
	|3*fx_high – 2*fy_low|
	3*fy_low – 2*fx_high
	3*fy_high – 2*fx_low

	IMD frequency limits (MHz)
	6069
	4239
	8326
	11046

	Two-tone 5th order IMD products
	2*fx_low + 3*fy_low
	2*fx_high + 3*fy_high
	2*fy_low + 3*fx_low
	2*fy_high + 3*fx_high

	IMD frequency limits (MHz)
	11454
	14174
	8931
	10761



Table 6.x.2.2-2 lists the protected bands required for the 2UL bands CA configuration.
Table 6.x.2.2-2: Protected bands for the 2UL bands CA configuration
	NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n13-n77
	E-UTRA Band 2, 5, 7, 12, 13, 25, 26, 41, 66
	FDL_low 
	-
	FDL_high 
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	4

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4

	NOTE 4:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.



[bookmark: OLE_LINK69][bookmark: _Toc523930202][bookmark: _Toc9607699][bookmark: _Toc18279][bookmark: _Toc13133210]6.x.2.3		REFSENS requirements
Based on the table 6.x.2.2-1, two-tone 5th order IMD products may fall into the own Rx Band of Band n13. The MSD value can be reused from CA_71A-n78A.
Table 6.x.2.3: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n13A-n77A
	n13
	782
	5
	20
	751
	5.5
	FDD
	IMD5

	
	n77
	3880
	10
	50
	3880
	N/A
	TDD
	N/A


---End of changes---
Reference
[bookmark: OLE_LINK40][1]	RP-210495, “new WID on Rel-16 NR Inter-band Carrier Aggregation/Dual Connectivity  for 2 bands DL with x bands UL (x=1,2)”, ZTE Corporation
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