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	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30 
	40
	50
	60
	80
	90
	100
	

	CA_n1A-n3A-n7A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	CA_n1A-n3A-n7B
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	

	
	
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n1A-n3A-n8A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n1A-n3A-n28A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	

	
	
	n28
	5
	10
	15
	202
	
	
	
	
	
	
	
	
	

	CA_n1A-n3A-n41A
	CA_n1A-n3A
CA_n1A-n41A
CA_n3A-n41A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	

	CA_n1A-n3A-n78A
	-CA_n1A-n3A
CA_n1A-n78A
CA_n3A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n1A-n8A-n78A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n1A-n7A-n28A
	CA_n1A-n7A
CA_n1A-n28A
CA_n7A-n28A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n1A-n7A-n78A
	CA_n1A-n7A
CA_n1A-n78A
CA_n7A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	901
	100
	

	CA_n1A-n7A-n78(2A)
	CA_n1A-n7A
CA_n1A-n78A
CA_n7A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 in TS 38.101-1
	

	CA_n1A-n28A-n78A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	202
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n1A-n40A-n78A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n3A-n7A-n28A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n3A-n7B-n28A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n3A-n7A-n78A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n3A-n7B-n78A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n3A-n8A-n78A
	CA_n3A-n8A
CA_3A-n78A
CA_n8A-n78A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n3A-n28A-n77A
	CA_n3A-n28A
CA_n3A-n77A
CA_n28A-n77A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n3A-n28A-n77(2A)
	CA_n3A-n28A
CA_n3A-n78A
CA_n28A-n78A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n3A-n28A-n78A
	-
	n3
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	202
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n3A-n28A-n78(2A)
	-
	n3
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	202
	
	
	
	
	
	
	
	
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n3A-n40A-n41A
	CA_n3A-n40A
CA_n3A-n41A
CA_n40A-n41A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	
	
	

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n3A-n41A-n79A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	80
	
	100
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	100
	

	
	
	n3
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	100
	

	CA_n5A-n66A-n78A
	CA_n5A-n66A
CA_n5A-n78A
CA_n66A-n78A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n7A-n25A-n66A
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	0

	
	
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	CA_n7A-n28A-n78A
	-
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n7B-n28A-n78A
	-
	n7
	See CA_n7B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n7A-n66A-n78A
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n7A-n66A-n78(2A)
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n8-n39A-n41A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	80
	
	100
	

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	1

	
	
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	

	CA_n8A-n41A-n79A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	80
	
	100
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	100
	

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	100
	

	CA_n20A-n28A-n78A
	-
	n20
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	

	CA_n25A-n41A-n66A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	CA_n25A-n41C-n66A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.1-1
	

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	CA_n25A-n41(2A)-n66A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in 38.101-1 Table 5.5A.2-1
	

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	CA_n25A-n41A-n71A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n25A-n41(2A)-n71A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in 38.101-1 Table 5.5A.2-1
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n25A-n41C-n71A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.1-1
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n25A-n66A-n71A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n25A-n66A-n78A
	CA_n25A-n66A
CA_n25A-n78A
CA_n66A-n78A -
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n28A-n40A-n78A
	-
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	100
	

	CA_n28A-n41A-n78A
	CA_n28A-n41A
CA_n41A-n78A
CA_n28A-n78A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	90
	100
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	

	CA_n29A-n66A-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n29A-n66B-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1 in TS38.101-1
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n29A-n66(2A)-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 in TS38.101-1
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n39A-n41A-n79A
	-
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	90
	
	

	
	
	n39
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	90
	
	

	CA_n40A-n41A-n79A
	CA_n40A-n41A
CA_n40A-n79A
CA_n41A-n79A
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	80
	
	100
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	100
	

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	100
	

	CA_n41A-n66A-n71A
	-
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n41(2A)-n66A-n71A
	-
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in 38.101-1 Table 5.5A.2-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n41C-n66A-n71A
	-
	n41
	See CA_n41C Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.1-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n66A-n70A-n71A
	CA_n66A-n71A
CA_n70A-n71A
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n66B-n70A-n71A
	CA_n66A-n71A
CA_n70A-n71A
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A-n71A
	CA_n66A-n71A
CA_n70A-n71A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 in TS 38.101-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink
NOTE 2:	For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz.
NOTE 3: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.




<<End of change>>
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