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Introduction
The WID for NR DC was updated in RAN #91e meeting. This contribution provides a TP for TR 37.717-31-11 to finish the UE RF requirements for the band combination. 
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Text Proposal
<TP for TR 37.717-31-11>
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[bookmark: _Toc49532099][bookmark: _Toc49522985][bookmark: _Toc49522562][bookmark: _Toc49450795][bookmark: _Toc49450419][bookmark: _Toc49450353]5.1.x.1	 Configurations for EN-DC
Table 5.1.x.1-1: Band combinations EN-DC (four bands)
	EN-DC
Configuration
	Uplink EN-DC
configuration

	[bookmark: OLE_LINK64][bookmark: OLE_LINK65][bookmark: OLE_LINK66]DC_1A-7A-38A_n28AX
	DC_1A_n28A

	NOTE X:	Band 7 and Band 38 are restricted as DL Scell. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within 6dB.



[bookmark: _Toc49532100][bookmark: _Toc49522986][bookmark: _Toc49522563][bookmark: _Toc49450796][bookmark: _Toc49450420][bookmark: _Toc49450354]5.1.x.2	 ∆TIB and ∆RIB values
Table 5.1.x.2-1: ΔTIB,c due to EN-DC(four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-7-38_n28
	1
	0.3

	
	7
	0

	
	38
	0

	
	n28
	0.6



Table 5.1.x.2-2: ΔRIB,c due to EN-DC (four bands)
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1-7-38_n28
	1
	0

	
	7
	0

	
	38
	0.2

	
	n28
	0.2
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REFSENS exceptions are not needed.
<End of TP >

3GPP
