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1. Introduction
This contribution is a text proposal for TR 38.717-02-01 to include BCS’s and UL configurations for n66-n71 as defined in WID [1].
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc9607646][bookmark: _Toc14619][bookmark: _Toc26368][bookmark: _Toc8158][bookmark: _Toc13133157][bookmark: _Toc24194][bookmark: _Toc36560798][bookmark: _Toc46348634][bookmark: _Toc46349408][bookmark: _Hlk32391732]6.x	CA_n66-n71 
[bookmark: _Toc9607647][bookmark: _Toc36560799][bookmark: _Toc32074][bookmark: _Toc18397][bookmark: _Toc8210][bookmark: _Toc13133158][bookmark: _Toc18170][bookmark: _Toc46348635][bookmark: _Toc46349409]6.x.1	Common for 1 band UL and 2 bands DL CA
[bookmark: _Toc9607648][bookmark: _Toc16953][bookmark: _Toc6942][bookmark: _Toc13133159][bookmark: _Toc22483][bookmark: _Toc36560800][bookmark: _Toc2745][bookmark: _Toc46348636][bookmark: _Toc46349410]6.x.1.1		Operating bands for CA
[bookmark: _Toc9607649][bookmark: _Toc4521][bookmark: _Toc14385][bookmark: _Toc36560801][bookmark: _Toc7800][bookmark: _Toc13133160][bookmark: _Toc4536][bookmark: _Toc46348637][bookmark: _Toc46349411]No updates compared to Rel-16 TR 38.716-02-00 v16.0.0
6.x.1.2		Channel bandwidths per operating band for CA
Table 6.x.1.2-1: Supported bandwidths per CA band combination of band n66+n71
	[bookmark: _Toc23638][bookmark: _Toc9607650][bookmark: _Toc16661][bookmark: _Toc25160][bookmark: _Toc26871][bookmark: _Toc13133161][bookmark: _Toc36560802][bookmark: _Toc46348638][bookmark: _Toc46349412]NR CA configuration
	NR Uplink CA configuration
	NR
Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	70 MHz
	80
MHz
	90
MHz
	100
MHz
	Max Aggr BW
[MHz]
	BCS

	CA_n66A-n71(2A)
	CA_n66A-n71A
	n66
	15
	5
	10
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	10
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	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.2-1
	
	


6.x.1.3		UE co-existence studies
No updates compared to Rel-16 TR 38.716-02-00 v16.0.0
[bookmark: _Toc13749][bookmark: _Toc36560803][bookmark: _Toc18863][bookmark: _Toc20915][bookmark: _Toc9607651][bookmark: _Toc32302][bookmark: _Toc13133162][bookmark: _Toc46348639][bookmark: _Toc46349413]6.x.1.4		∆TIB and ∆RIB values
No updates compared to Rel-16 TR 38.716-02-00 v16.0.0
[bookmark: _Toc13133163][bookmark: _Toc9607652][bookmark: _Toc19582][bookmark: _Toc21112][bookmark: _Toc36560804][bookmark: _Toc3213][bookmark: _Toc15172][bookmark: _Toc46348640][bookmark: _Toc46349414]6.x.1.5		REFSENS requirements
[bookmark: _Toc17386][bookmark: _Toc36560805][bookmark: _Toc28239][bookmark: _Toc46348641][bookmark: _Toc46349415]No updates compared to how it is already written in clause 6.4.1.5 of Rel-16 TR 38.716-02-00 v16.0.0, see below:
There are no specific REFSENS requirements for 1 band UL.
6.x.2		Specific for 2 bands UL CA
[bookmark: _Toc26195][bookmark: _Toc36560806][bookmark: _Toc32763][bookmark: _Toc46348642][bookmark: _Toc46349416]6.x.2.1		UE co-existence studies
No updates compared to Rel-16 TR 38.716-02-00 v16.0.0
[bookmark: _Toc28936][bookmark: _Toc36560807][bookmark: _Toc17400][bookmark: _Toc46348643][bookmark: _Toc46349417]6.x.2.2		REFSENS requirements
No updates compared to how it is already written in clause 6.4.2.2 of Rel-16 TR 38.716-02-00 v16.0.0, see below:
MSD is defined for n66 as follows.
Table 6.4.2.2-1: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	Source of IMD

	CA_n66A-n71A
	n66
	1750
	5
	25
	2150
	5
	FDD
	IMD4

	
	n71
	675
	5
	25
	629
	N/A
	FDD
	N/A


---End of changes---
Reference
[1] 		RP-210495, Rel-17 NR Inter-band Carrier Aggregation/Dual Connectivity  for 2 bands DL with x bands UL (x=1,2), ZTE
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