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1. Introduction
[bookmark: OLE_LINK2]A text proposal for TR 37.717-31-11 to add  DC_2A-14A-30A-66A_n2A.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc47508865][bookmark: _Toc46998014][bookmark: _Toc48289199]5.1.X	DC_2-14-30-66_n2
[bookmark: _Toc47508866][bookmark: _Toc46998015][bookmark: _Toc48289200]5.1.X.1	Configuration for EN-DC
Table 5.1.X.1-1: Band combinations EN-DC (five bands)
	EN-DC band configuration
	UL configuration(s)

	DC_2A-14A-30A-66A_n2A
	
DC_2A_n2A1
DC_14A_n2A
DC_30A_n2A
DC_66A_n2A



	
NOTE 1: 	Only single switched UL is supported




[bookmark: _Toc47508867][bookmark: _Toc46998016][bookmark: _Toc48289201]5.1.X.2	∆TIB and ∆RIB values
Based on values for CA_2-14-30-66 in 36.101.
Table 5.1.X.2.-1: ΔTIB,c due to EN-DC (five bands)
	EN-DC band
	E-UTRA and NR Band
	ΔTIB,c [dB]

	[bookmark: _Hlk67603448]DC_2-14-30-66_n2
	2
	0.5

	
	14
	0.3

	
	30
	0.3

	
	66
	0.5

	
	n2
	0.5



Table 5.1.X.2.-2: ΔRIB,c due to EN-DC (five bands)
	EN-DC band
	E-UTRA and NR Band
	ΔRIB,c (dB)

	DC_2-14-30-66_n2
	2
	0.4

	
	14
	0

	
	30
	0.5

	
	66
	0.4

	
	n2
	0.4



[bookmark: _Toc47508868][bookmark: _Toc46998017][bookmark: _Toc48289202]5.1.X.3	Reference sensitivity exceptions
 Compared to its fallback modes, there are no additional MSD requirements for this band combination.


---End of changes---
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