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1	Introduction
This contribution is a TP into TR 38.717-04-01 to introduce CA_n25-n66-n71-n77
******************************* Start of TP *************************************
[bookmark: _Toc25838670][bookmark: _Toc47371071][bookmark: _Toc49441242][bookmark: _Toc49441289]5.x	CA_n25-n66-n71-n77
[bookmark: _Toc25838671][bookmark: _Toc47371072][bookmark: _Toc49441243][bookmark: _Toc49441290]5.x.1	Operating bands for CA
Table 5.x.1-1: 4DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n25-n66-n71-n77
	n25
	1850 MHz
	-
	1915 MHz
	1930 MHz
	-
	1995 MHz
	FDD

	
	n66
	1710 MHz
	-
	1780 MHz
	2110 MHz
	-
	2200 MHz
	FDD

	
	n71
	663 MHz
	-
	698 MHz
	617 MHz
	-
	652 MHz
	FDD

	
	n77
	3300 MHz
	-
	4200 MHz
	3300 MHz
	-
	4200 MHz
	TDD



[bookmark: _Toc25838672][bookmark: _Toc47371073][bookmark: _Toc49441244][bookmark: _Toc49441291]5.x.2	Channel bandwidths per operating band for CA
Table 5.x.2-1: Supported channel bandwidths per CA configuration for 4DL inter-band CA
	NR CA Configuration
	UL Config
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n25A-n66A-n71A-n77A
	-
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	



NOTE: 	For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in Table 5.3.5-1 of TS 38.101-1 [3] and in Table 5.3.5-1 of TS 38.101-2 when operating in single carrier mode.
[bookmark: _Toc25838674][bookmark: _Toc47371075][bookmark: _Toc49441245][bookmark: _Toc49441292]5.x.3	∆TIB,c and ∆RIB,c values
For CA_n25-n66-n71-n77 following TIB,c and RIB,c values are specified based on  CA_n25-n66-n71.
Table 5.x.3-1: ΔTIB,c for 4DL aggregation
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n25-n66-n71-n77
	n25
	0.5

	
	n66
	0.5

	
	n71
	0.6

	
	n77
	0.8



Table 5.x.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	NR Band
	ΔRIB,c [dB]

	CA_n25-n66-n71-n77
	n25
	0.3

	
	n66
	0.3

	
	n71
	0.3

	
	n77
	0.5



[bookmark: _Toc25838675][bookmark: _Toc47371076][bookmark: _Toc49441246][bookmark: _Toc49441293]5.x.4	REFSENS requirements
There are no additional MSD requirements for this band combination.
******************************* End of TP *************************************

