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1 Introduction
This is a TP into TR 38.717-02-01 to introduce CA_n25A-n48A BCS1, CA_n25A-n48C BCS1 and CA_n25A-n48(2A) BCS1.
********************** Start of TP *********************************
[bookmark: _Toc527641601][bookmark: _Toc17369]6.8	n25-n48
[bookmark: _Toc527641602][bookmark: _Toc10617]6.8.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc527641603][bookmark: _Toc17940]6.8.1.1		Operating bands for CA
Table 6.8.1.1-1: CA band combination of band n25 and n48
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	n48
	3550 MHz
	–
	3700 MHz
	3550 MHz
	–
	3700 MHz
	TDD



[bookmark: _Toc527641604][bookmark: _Toc26627]6.8.1.2		Channel bandwidths per operating band for CA
Table 6.8.1.2-1: Supported bandwidths per CA band combination of band n25 and n48
	NR CA configuration
	UL
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70 MHz
	80
MHz
	90
MHz
	100 MHz
	BCS

	CA_n25A-n48A
	-
	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n48
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	

	
	
	n25
	
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n48
	
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n25A-n48(2A)
	-
	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n25
	
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n48
	
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n25A-n48C
	-
	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n25
	
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	



[bookmark: _Toc527641605][bookmark: _Toc14947]6.8.1.3		UE co-existence studies
Table 6.8.1.3-1 lists up to 7th harmonics for n25A-n48A which shows that there are 2nd harmonics issues.
Table 6.8.1.3-1: Impact of UL/DL Harmonic 
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic
	6th Harmonic
	7th Harmonic

	
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n25
	1850
	1915
	3700
	3830
	5550
	5745
	7400
	7660
	9250
	9575
	11100
	11490
	12950
	13405

	n48
	3550
	3700
	7100
	7400
	10650
	11100
	14200
	14800
	17750
	18500
	21300
	22200
	24850
	25900



Table 6.8.1.3-2 list harmonic mixing issue for the 2DL bands CA with 1 UL. As can be seen there are no harmonic mixing issues.
Table 6.8.1.3-2 Harmonic mixing for 2DLs/1UL
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	n25
	1850
	1915
	1930
	1995
	3860
	3990
	5790
	5985
	7720
	7980

	n48
	3550
	3700
	3550
	3700
	7400
	10650
	11100
	14200
	14800
	7400



[bookmark: _Toc527641606][bookmark: _Toc31853]6.8.1.4		∆TIB and ∆RIB values
[bookmark: _Toc527641607]For CA_n25-n48, the TIB,c and RIB,c values are derived from CA_2-48 and CA_n2-n48 and are given in the tables below.
Table 6.8.1.4-1: ΔTIB,c
	NR CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n25-n48
	n25
	0.6

	
	n48
	0.8



Table 6.8.1.4-2: ΔRIB,c
	NR CA Configuration
	NR Band
	ΔRIB,c [dB]

	CA_n25-n48
	n25
	0.2

	
	n48
	0.5



[bookmark: _Toc9664]6.8.1.5 		REFSENS requirements
As can be seen in the co-existence studies in 6.8.1.3 there are 2nd harmonics issues from n25 UL into the n48 DL. MSD values are same as for CA_n2A-n48A and need to be inserted into the 38.101-1 tables below.
CA_n25-n48 need to be added in NOTE 1 of Table 7.3A.4-1.
Table 7.3A.4-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n25
	n481, 2
	27.1
	23.9
	22.1
	20.9
	
	
	17.9
	16.912
	16.112
	14.812
	14.312
	13.812

	
	n483
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the band combination: ∆FHD = 10 MHz for CA_n1-n77, CA_n2-n78, CA_n3-n77, CA_n3-n78, CA_n2-n48, CA_n25-n48, CA_n25-n78, CA_n48-n66, CA_n66-n78. 


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 12:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.



Table 7.3A.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n25
	n48
	25
	50
	50
	50
	
	
	50
	50
	50
	50
	50
	50


[bookmark: _Toc19104]6.8.1.6 		OOB blocking exception requirements
No need to specify OOB exception requirement for CA_n25-n48 since it belongs to H-H configuration-
Table 6.8.1.6-1: CA band combination with exceptions allowed
	CA band combination

	No exceptions

	

	



********************** End of TP *********************************
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