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#########################   Start of change#1  ############################
[bookmark: _Toc21100133][bookmark: _Toc29809931][bookmark: _Toc36645324][bookmark: _Toc37272378][bookmark: _Toc45884624][bookmark: _Toc53182656][bookmark: _Toc58860440][bookmark: _Toc61182557]8.3.7	Performance requirements for interlacing PUCCH format 0
[bookmark: _Toc21100134][bookmark: _Toc29809932][bookmark: _Toc36645325][bookmark: _Toc37272379][bookmark: _Toc45884625][bookmark: _Toc53182657][bookmark: _Toc58860441][bookmark: _Toc61182558]8.3.7.1	Definition and applicability
The performance requirement of single user PUCCH format 0 with interlacing structure for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as conditional probability of detection of the ACK when the signal is present.
The transient period as specified in TS 38.101-1 [21] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC center, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.
[bookmark: _Toc21100135][bookmark: _Toc29809933][bookmark: _Toc36645326][bookmark: _Toc37272380][bookmark: _Toc45884626][bookmark: _Toc53182658][bookmark: _Toc58860442][bookmark: _Toc61182559]8.3.7.2	Minimum Requirement
The minimum requirements are in TS 38.104 [2] clause 8.3.8.
[bookmark: _Toc21100136][bookmark: _Toc29809934][bookmark: _Toc36645327][bookmark: _Toc37272381][bookmark: _Toc45884627][bookmark: _Toc53182659][bookmark: _Toc58860443][bookmark: _Toc61182560]8.3.7.3	Test purpose
The test shall verify the receiver's ability to detect ACK under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21100137][bookmark: _Toc29809935][bookmark: _Toc36645328][bookmark: _Toc37272382][bookmark: _Toc45884628][bookmark: _Toc53182660][bookmark: _Toc58860444][bookmark: _Toc61182561]8.3.7.4	Method of test
[bookmark: _Toc21100138][bookmark: _Toc29809936][bookmark: _Toc36645329][bookmark: _Toc37272383][bookmark: _Toc45884629][bookmark: _Toc53182661][bookmark: _Toc58860445][bookmark: _Toc61182562]8.3.7.4.1	Initial conditions
Test environment: Normal, see annex B.2.
[bookmark: _Toc21100139]RF channels to be tested: single carrier M; see clause 4.9.1.

[bookmark: _Toc29809937][bookmark: _Toc36645330][bookmark: _Toc37272384][bookmark: _Toc45884630][bookmark: _Toc53182662][bookmark: _Toc58860446][bookmark: _Toc61182563]8.3.7.4.2	Procedure
1)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in annex D.5 and D.6 for BS type 1-C and type 1-H respectively.
2)	Adjust the AWGN generator, according to the channel bandwidth and sub-carrier spacing defined in table 8.3.7.4.2-1.
Table 8.3.7.4.2-1: AWGN power level at the BS input
	Subcarrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	20
	-77.2 dBm / 19.08 MHz

	30
	20
	-77.4 dBm / 18.36 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [17] and the specific test parameters are configured as mentioned in table 8.3.7.4.2-2:
Table 8.3.7.4.2-2: Test Parameters
	Parameter
	Test

	Number of UCI information bitsNote1
	1

	Number of symbol
	1

	Intra-slot frequency hopping
	N/A 

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	13

	Number of interlaces
	1

	Interlace index
	0Note2

	Note 1: The UCI information only contain HAQR-ACK and the bit pattern is [0].
Note 2: RBs 0, 10, 20,…,100 are allocated for 15kHz and RBs 0,5,10,…,50 are allocated for 30kHz.



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex B.
5)	Adjust the equipment so that the SNR specified in table 8.3.7.5-1 or table 8.3.7.5-2 is achieved at the BS input during the ACK transmissions.
6)	The signal generator sends a test pattern with the pattern outlined in figure 8.3.7.4.2-1. The following statistics are kept: the number of ACKs detected in the idle periods and the number of missed ACKs.


Figure 8.3.7.4.2-1: Test signal pattern for single user interlacing PUCCH format 0 demodulation tests
[bookmark: _Toc21100140][bookmark: _Toc29809938][bookmark: _Toc36645331][bookmark: _Toc37272385][bookmark: _Toc45884631][bookmark: _Toc53182663][bookmark: _Toc58860447][bookmark: _Toc61182564]8.3.7.5	Test Requirement
The fraction of falsely detected ACKs shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.3.7.5-1.
Table 8.3.7.5-1: Test requirements for interlacing PUCCH format 0 
	Number of Tx antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex G)
	Channel bandwidth (MHz)
	SCS (kHz)
	SNR (dB)

	1
	2
	TDLA30-10 Low
	20
	15
	[TBD]

	
	
	
	
	30
	[TBD]



[bookmark: _Toc21100141][bookmark: _Toc29809939][bookmark: _Toc36645332][bookmark: _Toc37272386][bookmark: _Toc45884632][bookmark: _Toc53182664][bookmark: _Toc58860448][bookmark: _Toc61182565]8.3.8	Performance requirements for interlacing PUCCH format 1
[bookmark: _Toc21100142][bookmark: _Toc29809940][bookmark: _Toc36645333][bookmark: _Toc37272387][bookmark: _Toc45884633][bookmark: _Toc53182665][bookmark: _Toc58860449][bookmark: _Toc61182566]8.3.8.1	NACK to ACK detection
[bookmark: _Toc21100143][bookmark: _Toc29809941][bookmark: _Toc36645334][bookmark: _Toc37272388][bookmark: _Toc45884634][bookmark: _Toc53182666][bookmark: _Toc58860450][bookmark: _Toc61182567]8.3.8.1.1	Definition and applicability
The performance requirement of PUCCH format 1 with interlacing structure for NACK to ACK detection is determined by the two parameters: probability of false detection of the ACK and the NACK to ACK detection probability. The performance is measured by the required SNR at probability of the NACK to ACK detection equal to 0.1% or less. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK at particular bit position when input is only noise. Each false bit detection is counted as one error.
The NACK to ACK detection probability is the probability of detecting an ACK bit when an NACK bit was sent on particular bit position. Each NACK bit erroneously detected as ACK bit is counted as one error. Erroneously detected NACK bits in the definition do not contain the NACK bits which are mapped from DTX, i.e. NACK bits received when DTX is sent should not be considered.
The transient period as specified in TS 38.101-1 [21] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC center, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.
[bookmark: _Toc21100144][bookmark: _Toc29809942][bookmark: _Toc36645335][bookmark: _Toc37272389][bookmark: _Toc45884635][bookmark: _Toc53182667][bookmark: _Toc58860451][bookmark: _Toc61182568]8.3.8.1.2	Minimum Requirement
The minimum requirement is in TS 38.104 [2] clause 8.3.9.
[bookmark: _Toc21100145][bookmark: _Toc29809943][bookmark: _Toc36645336][bookmark: _Toc37272390][bookmark: _Toc45884636][bookmark: _Toc53182668][bookmark: _Toc58860452][bookmark: _Toc61182569]8.3.8.1.3	Test purpose
The test shall verify the receiver's ability not to falsely detect NACK bits as ACK bits under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21100146][bookmark: _Toc29809944][bookmark: _Toc36645337][bookmark: _Toc37272391][bookmark: _Toc45884637][bookmark: _Toc53182669][bookmark: _Toc58860453][bookmark: _Toc61182570]8.3.8.1.4	Method of test
[bookmark: _Toc21100147][bookmark: _Toc29809945][bookmark: _Toc36645338][bookmark: _Toc37272392][bookmark: _Toc45884638][bookmark: _Toc53182670][bookmark: _Toc58860454][bookmark: _Toc61182571]8.3.8.1.4.1	Initial Conditions
Test environment: Normal; see annex B.2.
[bookmark: _Toc21100148]RF channels to be tested: for single carrier: M; see clause 4.9.1.
[bookmark: _Toc29809946][bookmark: _Toc36645339][bookmark: _Toc37272393][bookmark: _Toc45884639][bookmark: _Toc53182671][bookmark: _Toc58860455][bookmark: _Toc61182572]8.3.8.1.4.2	Procedure
1)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in annex D.5 and D.6 for BS type 1-C and type 1-H respectively.
2)	Adjust the AWGN generator, according to the combinations of SCS and channel bandwidth defined in table 8.3.8.1.4.2-1.
Table 8.3.8.1.4.2-1: AWGN power level at the BS input
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	20
	-77.2 dBm / 19.08 MHz

	30
	20
	-77.4 dBm / 18.36 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [17], and the specific test parameters are configured as below:
Table 8.3.8.1.4.2-2: Test parameters
	Parameter
	Test

	Number of information bitsNote1
	2

	Number of symbols
	14

	Intra-slot frequency hopping
	N/A

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0

	Number of interlace
	1

	Interlace index
	0Note2

	Note 1: The UCI information only contain HAQR-ACK and the bit pattern is [0 1].
Note 2: RBs 0, 10, 20,…,100 are allocated for 15kHz and RBs 0,5,10,…,50 are allocated for 30kHz



[bookmark: _Toc21100149]4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex G.
5)	Adjusting the equipment so that the SNR specified in table 8.3.8.1.5-1 and table 8.3.8.1.5-2 is achieved at the BS input during the transmissions.
6)	The signal generator sends random codeword from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits detected in the idle periods and the number of NACK bits detected as ACK.
[bookmark: _Toc29809947][bookmark: _Toc36645340][bookmark: _Toc37272394][bookmark: _Toc45884640][bookmark: _Toc53182672][bookmark: _Toc58860456][bookmark: _Toc61182573]8.3.8.1.5	Test Requirement
The fraction of falsely detected ACK bits shall be less than 1% and the fraction of NACK bits falsely detected as ACK shall be less than 0.1% for the SNR listed in tables 8.3.8.1.5-1.
Table 8.3.8.1.5-1: Required SNR for interlacing PUCCH format 1 
	Number of Tx antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex G)
	Channel bandwidth (MHz)
	SCS (kHz)
	SNR (dB)

	1
	2
	TDLA30-10 Low
	20
	15
	[TBD]

	
	
	
	
	30
	[TBD]



[bookmark: _Toc21100150][bookmark: _Toc29809948][bookmark: _Toc36645341][bookmark: _Toc37272395][bookmark: _Toc45884641][bookmark: _Toc53182673][bookmark: _Toc58860457][bookmark: _Toc61182574]8.3.8.2	ACK missed detection
[bookmark: _Toc21100151][bookmark: _Toc29809949][bookmark: _Toc36645342][bookmark: _Toc37272396][bookmark: _Toc45884642][bookmark: _Toc53182674][bookmark: _Toc58860458][bookmark: _Toc61182575]8.3.8.2.1	Definition and applicability
The performance requirement of PUCCH format 1 with interlacing structure for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as conditional probability of detection of the ACK when the signal is present.
The transient period as specified in TS 38.101-1 [21] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC center, i.e. intra-slot frequency hopping is enabled.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.
[bookmark: _Toc21100152][bookmark: _Toc29809950][bookmark: _Toc36645343][bookmark: _Toc37272397][bookmark: _Toc45884643][bookmark: _Toc53182675][bookmark: _Toc58860459][bookmark: _Toc61182576]8.3.8.2.2	Minimum Requirement
The minimum requirement is in TS 38.104 [2] clause 8.3.9.
[bookmark: _Toc21100153][bookmark: _Toc29809951][bookmark: _Toc36645344][bookmark: _Toc37272398][bookmark: _Toc45884644][bookmark: _Toc53182676][bookmark: _Toc58860460][bookmark: _Toc61182577]8.3.8.2.3	Test purpose
The test shall verify the receiver's ability to detect ACK bits under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21100154][bookmark: _Toc29809952][bookmark: _Toc36645345][bookmark: _Toc37272399][bookmark: _Toc45884645][bookmark: _Toc53182677][bookmark: _Toc58860461][bookmark: _Toc61182578]8.3.8.2.4	Method of test
[bookmark: _Toc21100155][bookmark: _Toc29809953][bookmark: _Toc36645346][bookmark: _Toc37272400][bookmark: _Toc45884646][bookmark: _Toc53182678][bookmark: _Toc58860462][bookmark: _Toc61182579]8.3.8.2.4.1	Initial Conditions
Test environment: Normal; see annex B.2.
[bookmark: _Toc21100156]RF channels to be tested: for single carrier (SC): M; see clause 4.9.1.
[bookmark: _Toc29809954][bookmark: _Toc36645347][bookmark: _Toc37272401][bookmark: _Toc45884647][bookmark: _Toc53182679][bookmark: _Toc58860463][bookmark: _Toc61182580]8.3.8.2.4.2	Procedure
1)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in annex D.5 and D.6 for BS type 1-C and type 1-H respectively.
2)	Adjust the AWGN generator, according to the combinations of SCS and channel bandwidth defined in table 8.3.8.2.4.2-1.
Table 8.3.8.2.4.2-1: AWGN power level at the BS input
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	15
	20
	-77.2 dBm / 19.08 MHz

	30
	20
	-77.4 dBm / 18.36 MHz



3)	The characteristics of the wanted signal shall be configured according to TS 38.211 [17], and the specific test parameters are configured as below:
Table 8.3.8.2.4.2-2: Test parameters
	Parameter
	Test

	Number of information bitsNote1
	2

	Number of symbols
	14

	Intra-slot frequency hopping
	N/A

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0

	Number of interlace
	1

	Interlace index
	0Note2

	Note 1: The UCI information only contain HAQR-ACK and the bit pattern is [0 1].
Note 2: RBs 0, 10, 20,…,100 are allocated for 15kHz and RBs 0,5,10,…,50 are allocated for 30kHz



4)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex G.
5)	Adjusting the equipment so that the SNR specified in table 8.3.8.2.5-1 and table 8.3.8.2.5-2 is achieved at the BS input during the transmissions.
6) The signal generator sends random codewords from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits falsely detected in the idle periods and the number of missed ACK bits. Each falsely detected ACK bit in the idle periods is accounted as one error for the statistics of false ACK detection, and each missed ACK bit is accounted as one error for the statistics of missed ACK detection. 
Note that the procedure described in this clause for ACK missed detection has the same condition as that described in clause 8.3.8.1.4.2 for NACK to ACK detection. Both statistics are measured in the same testing.
[bookmark: _Toc21100157][bookmark: _Toc29809955][bookmark: _Toc36645348][bookmark: _Toc37272402][bookmark: _Toc45884648][bookmark: _Toc53182680][bookmark: _Toc58860464][bookmark: _Toc61182581]8.3.8.2.5	Test Requirement
The fraction of falsely detected ACK bits shall be less than 1% and the fraction of correctly detected ACK bits shall be larger than 99% for the SNR listed in tables 8.3.8.2.5-1.
Table 8.3.8.2.5-1 Required SNR for interlacing PUCCH format 1 
	Number of Tx antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex G)
	Channel bandwidth (MHz)
	SCS (kHz)
	SNR (dB)

	1
	2
	TDLA30-10 Low
	20
	15
	[TBD]

	
	
	
	
	30
	[TBD]




#########################   End of change#1  ############################
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