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1	Introduction
3B NR CA of CA_n3-n79-n257 was approved in RAN#91[1]. This TP is to capture the basic aspects for NR CA. 

2.  Reference
[1]  RP-210901  Revised WID: Rel-17 NR inter-band CA for 3 bands DL with 1 band UL



Annex.   
[Unchanged Parts Skipped]
[bookmark: _Toc521068528][bookmark: _Toc528077785]6.X	CA_n3-n79-n257
[bookmark: _Toc521068529][bookmark: _Toc528077786]6.X.1	Operating band for CA
Table 6.X.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n3-n79-n257
	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD

	
	n257
	26500 MHz
	–
	29500 MHz
	26500 MHz
	–
	29500 MHz
	TDD



[bookmark: _Toc521068530][bookmark: _Toc528077787]
[bookmark: _Toc521068532][bookmark: _Toc528077789]6.X.2	Channel bandwidths per operating band for CA
Table 6.X.2-1: Supported channel bandwidths per CA configuration for 3DL inter-band CA
	[bookmark: _Hlk53786014]NR CA configuration / Bandwidth combination set

	NR CA configuration
	UL Config
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	200 MHz
	400 MHz
	Bandwidth combination set

	CA_n3A-n79A-n257A
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	
	
	Yes
	
	
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	
	
	Yes
	
	
	
	
	Yes
	Yes
	Yes
	

	CA_n3A-n79A-n257G
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	n257
	CA_n257G
	

	CA_n3A-n79A-n257H
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	n257
	CA_n257H
	

	CA_n3A-n79A-n257I
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	
	Yes
	
	Yes
	
	
	

	
	
	n257
	CA_n257I
	



6.X.3	Co-existence studies

6.X.4	∆TIB and ∆RIB values
For CA_n3-n79-n257, the TIB,c and RIB,c values are given in the tables below.
Table 6.X.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n3-n79-n257
	n3
	0.3

	
	n79
	0.8

	
	n257
	0



Table 6.X.4-2: ΔRIB
	Inter-band CA Configuration
	NR Band
	ΔRIB [dB]

	CA_n3-n79-n257
	n3
	0

	
	n79
	0.5

	
	n257
	0



[bookmark: _Toc521068533][bookmark: _Toc528077790]6.X.5	REFSENS requirements
MSD studies can be omitted because harmonic interference between FR1 bands have been already studied in the fallback band combination and harmonic interference between FR1 bands and FR2 band are negligible.
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