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1. Introduction
[bookmark: OLE_LINK2]Rel-17 LTE-NR DC combinations LTE 1 band + NR 1 band combination are defined in the WID [1]. This contribution is a text proposal for TR 37.717-11-11 to include DC_30_n77.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc494295560][bookmark: _Toc495923660][bookmark: _Toc500344913][bookmark: _Toc507677786][bookmark: _Toc512349564][bookmark: _Toc523348026][bookmark: _Toc443593769][bookmark: _Toc460338147][bookmark: _Toc405202255]6.1.x	DC_30A_n77A
[bookmark: _Toc494295561][bookmark: _Toc495923661][bookmark: _Toc500344914][bookmark: _Toc507677787][bookmark: _Toc512349565]6.1.x.1	Operating bands for DC
Table 6.1.x.1-1: DC band combination of 1 LTE band + 1 NR band
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_30_n77
	30
	n77
	No



[bookmark: _Toc494295562][bookmark: _Toc495923662][bookmark: _Toc500344915][bookmark: _Toc507677788][bookmark: _Toc512349566]6.1.x.2	Configuration for DC
Table 6.x.2.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_30A_n77A
	DC_30A_n77A
	30A
	n77A



[bookmark: _Toc520808396]6.1.x.3	Maximum output power for DC
Table 6.1.x.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_30A_n77A
	23
	+2/-3



[bookmark: _Toc520808397]6.1.x.4	Spurious emission band UE co-existence for DC
[bookmark: _Toc494295563][bookmark: _Toc495923663][bookmark: _Toc500344916][bookmark: _Toc507677789][bookmark: _Toc512349567]Table 6.1.x.4-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_30_n77
	E-UTRA Band 2, 4, 5, 7, 12, 13, 14, 17, 24, 25, 26, 27, 29, 30, 41, 53, 66, 70, 71, 85
	FDL_low
	-
	FDL_high
	-50
	1
	



6.1.x.5	MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.5-1
Table 6.1.x.5-1: Harmonic and IMD analysis
	[bookmark: _Toc460338151]UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2305
	2315
	3300
	4200

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high
	2*fx_low
	2*fx_high

	2nd harmonics frequency limits (MHz) 
	4610
	4630
	6600
	8400

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high
	3*fx_low
	3*fx_high

	3rd harmonics frequency limits (MHz)
	6915
	6945
	9900
	12600

	4th harmonics frequency limits
	4* fy_low
	4* fy_high
	4*fx_low
	4*fx_high

	4th harmonics frequency limits (MHz)
	9220
	9260
	13200
	16800

	5th harmonics frequency limits
	5* fy_low
	5* fy_high
	5*fx_low
	5*fx_high

	5th harmonics frequency limits (MHz)
	11525
	11575
	16500
	21000

	6th harmonics frequency limits
	6* fy_low
	6* fy_high
	6*fx_low
	6*fx_high

	6th harmonics frequency limits (MHz)
	13830
	13890
	19800
	25200

	7th harmonics frequency limits
	7* fy_low
	7* fy_high
	7*fx_low
	7*fx_high

	7th harmonics frequency limits (MHz)
	16135
	16205
	23100
	29400

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1895
	985
	5605
	6515

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	410
	1330
	4285
	6095

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7910
	8830
	8905
	10715

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3790
	1970
	11210
	13030

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2715
	3645
	7585
	10295

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10215
	11145
	12205
	14915

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14495
	10885
	5960
	5020

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15505
	19115
	12520
	13460

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	7990
	5270
	345
	1485

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14510
	17230
	13515
	15345



Based on Table 6.1.X.5-1, it can be seen that
· 4th order IMD products may fall into own Rx frequencies of band 30.
6.1.x.6	∆TIB and ∆RIB values
For DC_30_n77, the TIB,c and RIB,c values are reused from CA_n7-n78 and are given in the tables below.
Table 6.1.x.6-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_30_n77
	30
	0.5

	
	n77
	0.8



Table 6.1.x.6-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	DC_30_n77
	30
	0

	
	n77
	0.5



6.1.x.7	MSD
Co-existence studies shows that MSD need to be defined for IMD4 falling into own Rx frequencies of band 30. MSD value same as in DC_1A_n77A.
Table 6.1.x.7-1: Reference sensitivity exceptions due to dual uplink operation for EN-DC in NR FR1 (two bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_30A_n77A
	30
	2310
	5
	25
	2355
	8.0
	IMD4

	
	n77
	3487.5
	10
	50
	3487.5
	N/A
	N/A


---End of changes---
Reference
[1]		RP-202545, Rel-17 Dual Connectivity (DC) of 1 band LTE (1DL/1UL) and 1 NR band (1DL/1UL), CHTTL
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