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<Start of Change 1>

9.10.2.5	Intra-frequency measurements without measurement gaps
If a UE is configured with the higher layer parameters CSI-RS-Resource-Mobility and associatedSSB, the CSI-RS based measurement shall include PSS/SSS detection time of associatedSSB, the time period used to acquire the SFN information and CSI-RS based measurement period without gap.
PSS/SSS detection time of associatedSSB is the intra-frequency TPSS/SSS_sync_intra in Clause 9.2.5.1. If the associatedSSB is already detected, the time period is equal to 0.
The time period used to acquire the SFN information is intra-frequency TSSB_time_index_intra in Clause 9.2.5.1 or in clause 9.2.6.2 or inter-frequency TSSB_time_index_inter in clause 9.3.4. If the UE is indicated that the neighbour cell is synchronous with the serving cell (deriveSSB-IndexFromCell is enabled), the time period is equal to 0. It is assumed that deriveSSB-IndexFromCell is always enabled for FR1 TDD and FR2.
· [bookmark: OLE_LINK29][bookmark: OLE_LINK30][bookmark: OLE_LINK6][bookmark: OLE_LINK7]Note: TSSB_time_index_intra in 9.2.5.1 is not applicable to FR1 TDD and FR2. 
The measurement period for intra-frequency measurements without gaps is as shown in table 9.10.2.5-1,  and Table 9.10.2.5-2.
Additionally, for a given CSI-RS resource, if the associated SS/PBCH block is configured but not detected by the UE, or if CSI-RS configured with associated SSB but not QCL-ed to the associated SSB, the UE is not required to monitor the corresponding CSI-RS resource.
Table 9.10.2.5-1: Measurement period for intrafrequency CSI-RS based measurements without gaps(Frequency FR1)
	DRX cycle
	T CSI-RS_measurement_period_intra  

	No DRX
	max(200ms, ceil( [5] x Kp) x CSI-RS period)  x CSSFintra

	DRX cycle≤ 320ms
	max(200ms, ceil(1.5x [5] x Kp) x max(CSI-RS period, DRX cycle))  x CSSFintra

	DRX cycle>320ms
	ceil( [5] x Kp ) x DRX cycle x CSSFintra

	NOTE 1:	The requirements apply assuming CSI-RS configuration with {D=3 with PRBs ≥ 48}. D is frequency domain density for the 1-port CSI-RS for L3 mobility defined in clause 7.4.1 of TS38.211 [6].



Table 9.10.2.5-2: Measurement period for intrafrequency CSI-RS based measurements without gaps(Frequency FR2)
	DRX cycle
	T CSI-RS_measurement_period_intra  

	No DRX
	max(400ms, ceil(Mmeas_period_w/o_gaps x Kp) x CSI-RS period) x CSSFintra

	DRX cycle≤ 320ms
	max(400ms, ceil(1.5x Mmeas_period_w/o_gaps x Kp) x max(CSI-RS period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	Mmeas_period_w/o_gaps x DRX cycle x CSSFintra

	NOTE 1:	The requirements apply assuming CSI-RS configuration with {D=3 with PRBs ≥ 48}. D is frequency domain density for the 1-port CSI-RS for L3 mobility defined in clause 7.4.1 of TS38.211 [6].



Mmeas_period_w/o_gaps : For a UE supporting power class 1, Mmeas_period_w/o_gaps =[40]. For a UE supporting FR2 power class 2, Mmeas_period_w/o_gaps =[24]. For a UE supporting power class 3, Mmeas_period_w/o_gaps =[24]. For a UE supporting power class 4, Mmeas_period_w/o_gaps =[24].	
CSSFintra: it is a carrier specific scaling factor and is determined according to CSSFoutside_gap,i in clause 9.1.5.
	If any CSI-RS resource in the CSI-RS MO is fully overlapping with gap, then the CSI-RS MO shall be measured within gap, otherwise,
-	if intra-frequency CSI-RS resource is fully non overlapping with measurement gaps, Kp=1;
-	if intra-frequency CSI-RS resource is partially overlapping with measurement gaps, Kp = 1/(1- (CSI-RS resource period /MGRP)).

<End of Change 1>

<Start of Change 2>

9.10.2.6	Scheduling availability of UE during CSI-RS based intra-frequency measurements 
UE is required to be capable of measuring without measurement gaps when CSI-RS resources are completely contained in the active BWP of the UE. Note the configured CSI-RS symbol is indicated in firstOFDMSymbolInTimeDomain included in CSI-RS-ResourceConfigMobility for RRM. When UE is required to perform CSI-RS based RRM measurements, and any of the conditions in the following clauses is met, there are restrictions on the scheduling availability; otherwise, there is no scheduling restriction. Note same numerology for intra-frequency CSI-RS and data of serving cell is considered in this release. 
[bookmark: OLE_LINK27][bookmark: OLE_LINK28]9.10.2.6.1	Scheduling availability of UE performing CSI-RS based measurements in TDD bands
When UE performs CSI-RS intra-frequency measurements in a TDD band, 
-	UE is not expected to transmit PUCCH/PUSCH/SRS on configured CSI-RS resource symbols, and on 1 OFDM symbol before and after each consecutively configured CSI-RS symbols.
When TDD intra-band carrier aggregation is performed, the scheduling restrictions due to a given serving cell should also apply to all other serving cells in the same band on the symbols that fully or partially overlap with the aforementioned restricted symbols. 
Editor’s note: scheduling restriction in TDD band may be added after RAN4 reaches the consensus on the requirement.
9.10.2.6.2	Scheduling availability of UE performing CSI-RS based measurements in FR2 
When the UE performs CSI-RS based intra-frequency measurements for L3 mobility management in FR2, the following restrictions apply.
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS for CQI on the configured CSI-RS symbol within the configured slot as indicated in slotConfig of the corresponding CSI-RS resource to be measured for mobility. 
<End of Change 2>

