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11.1.8	PSCCH decoding capability test
11.1.8.1	2RX requirements
11.1.8.1.1	Minimal requirement
[bookmark: OLE_LINK8]The purpose of this test is to verify the maximum number of Sidelink processes per TTI supported by the V2X UE. 
[bookmark: OLE_LINK114]Table 11.1.8.1.1-1:  Test Parameters_
	[bookmark: OLE_LINK137]Parameter
	Unit
	value

	Sidelink UE i,
0 ≤ i ≤ 9 (Note 4)
	Sidelink Transmissions
	 
	PSCCH + PSSCH

	
	Timing offset (Note 1)
	s
	0

	
	Frequency offset (Note 2)
	Hz
	0

	
	Synchronization source
	
	GNSS 

	
	[bookmark: OLE_LINK24]Propagation Channel
	 
	[bookmark: OLE_LINK25]Static propagation condition without external noise

	
	Antenna configuration
	 
	1x2 Low

	
	PSSCH RMC
	 
	[bookmark: OLE_LINK44]R.PSSCH.2-1.1

	
	PSCCH RMC (Note 3)
	
	[bookmark: OLE_LINK46]R.PSCCH.2-1.1

	Note 1: Time offset of received signal by Sidelink UE with respect to GNSS reference timing.
Note 2: Frequency offset of Sidelink UE with respect to GNSS reference frequency.
Note 3: OCC index for PSCCH DMRS is randomly selected between {0, 1, 2} for each PSCCH transmission as per in Clause 8.4.1.3.2 of TS 38.211[9].
Note 4: Each UE occupies one sub-channel so that all sub-channels are filled.
Note 6: The mapping procedure of PSSCH resource and PSFCH resource is specified in Clause 16.3 of TS 38.213 [11].



The minimum requirements are specified in Table 11.1.8.1.1-2 with the test parameters specified in Table 11.1.8.1.1-1
Table 11.1.8.1.1-2: Minimum performance
	[bookmark: OLE_LINK166]Test 
Number
	[bookmark: OLE_LINK16]Bandwidth (MHz)/
Subcarrier spacing(kHz)
	PSCCH Reference channel
	Propagation Channel
	Reference value

	
	
	
	
	Probability of missed PSCCH (%)

	1
	40/30
	R.PSCCH.2-1.1
	Static propagation condition without external noise
	1
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