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[bookmark: _Toc53185402][bookmark: _Toc53185778][bookmark: _Toc57820256][bookmark: _Toc57821183][bookmark: _Toc61183459][bookmark: _Toc61183853][bookmark: _Toc61184245][bookmark: _Toc61184637][bookmark: _Toc61185027][bookmark: _Toc21127539][bookmark: _Toc29811748]<Start of proposed changes> 
7.4.2	In-band blocking
[bookmark: _Toc53185403][bookmark: _Toc53185779][bookmark: _Toc57820257][bookmark: _Toc57821184][bookmark: _Toc61183460][bookmark: _Toc61183854][bookmark: _Toc61184246][bookmark: _Toc61184638][bookmark: _Toc61185028]7.4.2.1	General
The in-band blocking characteristics is a measure of the receiver's ability to receive a wanted signal at its assigned channel at the TAB connector for IAB-DU type 1-H and IAB-MT type 1-H in the presence of an unwanted interferer, which is an NR signal for general blocking or an NR signal with one resource block for narrowband blocking.
[bookmark: _Toc53185404][bookmark: _Toc53185780][bookmark: _Toc57820258][bookmark: _Toc57821185][bookmark: _Toc61183461][bookmark: _Toc61183855][bookmark: _Toc61184247][bookmark: _Toc61184639][bookmark: _Toc61185029]7.4.2.2	Minimum requirement for IAB-DU type 1-H
Minimum requirement is the same as specified for BS type 1-H in TS38.104[2], subclause 7.4.2.2.
[bookmark: _Toc53185405][bookmark: _Toc53185781][bookmark: _Toc57820259][bookmark: _Toc57821186][bookmark: _Toc61183462][bookmark: _Toc61183856][bookmark: _Toc61184248][bookmark: _Toc61184640][bookmark: _Toc61185030]7.4.2.3	Minimum requirement for IAB-MT type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to IAB-MT type 1‑H TAB connector using the parameters in tables 7.4.2.3-1, 7.4.2.3-2 and 7.4.2.3-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the wanted signal is identified in clause 7.2.2 for each IAB-MT channel bandwidth and further specified in annex [A.1.] The characteristics of the interfering signal is further specified in annex [D]. 
The in-band blocking requirements apply outside the IAB-MT RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges or Radio Bandwidth edges.
The in-band blocking requirement shall apply from FDL,low - ΔfOOB to FDL,high + ΔfOOB. The ΔfOOB for wide area IAB-MT type 1-H is defined in table 7.4.2.3-0.
Minimum conducted requirement is defined at the TAB connector for IAB-MT type 1-H.
Table 7.4.2.3-0: ΔfOOB offset for NR operating bands
	IAB-MT type
	Operating band characteristics
	ΔfOOB (MHz)

	IAB-MT type 1-H
	FDL,high – FDL,low < 100 MHz
	20

	
	100 MHz ≤ FDL,high – FDL,low ≤ 900 MHz 
	60



For an IAB-MT operating in non-contiguous spectrum within any operating band, the in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in tables 7.4.2.3-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in tables 7.4.2.3-1.
For an IAB-MT operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the NR interfering signal in Table 7.4.2.3-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the narrowband blocking requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in Table 7.4.2.3-3. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.4.2.3-1: IAB-MT general blocking requirement
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10, 15, 20
	PREFSENS + 6 dB
	Wide Area IAB-MT: -43
Local Area IAB-MT: -35
	±7.5
	5 MHz CP-OFDM NR signal
15 kHz SCS, 25 RBs

	25, 30, 40, 50, 60, 70, 80, 90, 100
	PREFSENS + 6 dB
	Wide Area IAB-MT: -43
Local Area IAB-MT: -35
	±30
	20 MHz CP-OFDM NR signal
15 kHz SCS, 100 RBs

	NOTE:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the IAB-MT channel bandwidth as specified in tables 7.2.2-1, 7.2.2-2. 



Table 7.4.2.3-2: IAB-MT narrowband blocking requirement
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	10, 15, 20, 25, 30, 40, 50, 60, 70, 80,90, 100 (Note 1)
	PREFSENS + 6 dB
	Wide Area IAB-MT: -49
Local Area IAB-MT: -41

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the IAB-MT for that IAB-MT channel bandwidth
NOTE 2:	PREFSENS depends on the IAB-MT channel bandwidth as specified in tables 7.2.2-1 and 7.2.2-2. 
NOTE 3:	7.5 kHz shift is not applied to the wanted signal.




Table 7.4.2. 3-3: IAB-MT narrowband blocking interferer frequency offsets
	[bookmark: _Hlk499878362]IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 2)
	Type of interfering signal

	5
	±(350+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz CP-OFDM NR signal, 15 kHz SCS, 1 RB

	10
	±(355+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	15
	±(360+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±(350+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	3

	30
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap. 
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.




<unchanged sections ommited>
[bookmark: _Toc57820266][bookmark: _Toc57821193][bookmark: _Toc61183469][bookmark: _Toc61183863][bookmark: _Toc61184255][bookmark: _Toc61184647][bookmark: _Toc61185037]7.5.6	Co-location minimum requirements for IAB-MT type 1-H
This additional blocking requirement may be applied for the protection of IAB-MT receivers when GSM, CDMA, UTRA, E-UTRA, NR BS or IAB-Node operating in a different frequency band are co-located with an IAB Node. The requirement is applicable to all IAB-MT channel bandwidths supported by the IAB Node.
The requirements in this clause assume a 30 dB coupling loss between interfering transmitter and IAB Node receiver and are based on co-location with base stations of the same class.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to IAB type 1-H TAB connector input using the parameters in table 7.5.6-1 for all the IAB Node classes. The reference measurement channel for the wanted signal is identified in subclause 7.2.1 and subclause 7.2.2 for each IAB-MT channel bandwidth and further specified in annex A.1.
The blocking requirement for co-location with BS or IAB-Node in other bands is applied for all operating bands for which co-location protection is provided.
Minimum conducted requirement is defined at the TAB connector for IAB-MT type 1-H.
Table 7.5.6-1: Blocking performance requirement for the IAB Node
	Frequency range of interfering signal
	Wanted signal mean power (dBm)
	Interfering signal mean power for WA IAB Node (dBm)
	Interfering signal mean power for LA IAB Node (dBm)
	Type of interfering signal

	Frequency range of co-located downlink operating band
	PREFSENS +6dB
(Note 1)
	+16
	x (Note 2)
	CW carrier

	NOTE 1:	PREFSENS depends on the IAB-MT channel bandwidth as specified in subclause 7.2.1 and subclause 7.2.2.
NOTE 2:	x = -7 dBm for IAB-MT co-located with Pico GSM850 or Pico CDMA850
x = -4 dBm for IAB-MT co-located with Pico DCS1800 or Pico PCS1900
x = -6 dBm for IAB-MT co-located with UTRA bands or E-UTRA bands or NR bands
NOTE 3:	The requirement does not apply when the interfering signal falls within any of the supported downlink operating band(s) or in ΔfOOB immediately outside any of the supported downlink operating band(s).





<unchanged sections ommited>
10.5.2.5	Minimum requirement for IAB-MT of type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and:
-	when the wanted signal is based on EISREFSENS: the AoA of the incident wave of a received signal and the interfering signal are within the OTA REFSENS RoAoA.
-	when the wanted signal is based on EISminSENS: the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with OTA wanted and OTA interfering signal specified in tables 10.5.2.5-1, table 10.5.2.5-2 and table 10.5.2.5-3 for general OTA and narrowband OTA blocking requirements. The reference measurement channel for the OTA wanted signal is identified in clause 10.3.3 and are further specified in annex A.1. The characteristics of the interfering signal is further specified in annex F.
The OTA in-band blocking requirements apply outside the IAB-MT RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges or Radio Bandwidth edges.
For IAB-MT type 1-O the OTA in-band blocking requirement shall apply in the in-band blocking frequency range, which is from FDL,low - ΔfOOB to FDL,high + ΔfOOB.. The ΔfOOB for wide area IAB-MT type 1-O is defined in table 10.5.2.5-0.
Table 10.5.2.5-0: ΔfOOB offset for NR operating bands in FR1
	IAB-MT type
	Operating band characteristics
	ΔfOOB (MHz)

	IAB-MT type 1-O
	FDL,high – FDL,low < 100 MHz
	20

	
	100 MHz ≤ FDL,high – FDL,low ≤ 900 MHz 
	60



For RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 10.5.2.5-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band RIBs, the OTA in-band blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in tables 10.5.2.5-1 and 10.5.2.5-3.
For a RIBs supporting operation in non-contiguous spectrum within any operating band, the OTA narrowband blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the interfering signal minimum offset in table 10.5.2.5-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band RIBs, the OTA narrowband blocking requirements apply in the narrowband blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the interfering signal minimum offset in table 10.5.2.5-3.
Table 10.5.2.5-1: General OTA blocking requirement for IAB-MT type 1-O
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10, 15, 20
	EISREFSENS + 6 dB
	Wide Area IAB-MT: -43 - ΔOTAREFSENS
Local Area IAB-MT: -35 - ΔOTAREFSENS
	±7.5
	5 MHz CP-OFDM NR signal, 15 kHz SCS, 25 RBs

	
	EISminSENS + 6 dB
	Wide Area IAB-MT: -43  – ΔminSENS
Local Area IAB-MT: -35 - ΔminSENS
	±7.5
	

	25 ,30, 40, 50, 60, 70, 80, 90, 100
	EISREFSENS + 6 dB
	Wide Area IAB-MT: -43 - ΔOTAREFSENS
Local Area IAB-MT: -35 - ΔOTAREFSENS

	±30
	20 MHz CP-OFDM NR signal, 15 kHz SCS, 100 RBs

	
	EISminSENS + 6 dB
	Wide Area IAB-MT: -43  – ΔminSENS
Local Area IAB-MT: -35 - ΔminSENS
	±30
	



Table 10.5.2.5-2: OTA narrowband blocking requirement for IAB-MT type 1-O
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	OTA Wanted signal mean power (dBm)
	OTA Interfering signal mean power (dBm)

	10, 15, 20
	EISREFSENS + 6 dB
	Wide Area IAB-MT: -49 - ΔOTAREFSENS
Local Area IAB-MT: -41 - ΔOTAREFSENS

	
	EISminSENS + 6 dB
	Wide Area IAB-MT: -49  – ΔminSENS
Local Area IAB-MT: -41 - ΔOTAREFSENS

	25, 30, 40, 50, 60, 70, 80, 90, 100
	EISREFSENS + 6 dB
	Wide Area IAB-MT: -49 - ΔOTAREFSENS
Local Area IAB-MT: -41 - ΔOTAREFSENS

	
	EISminSENS + 6 dB
	Wide Area IAB-MT: -49  – ΔminSENS
Local Area IAB-MT: -41 - ΔOTAREFSENS

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the IAB-MT for that bandwidth. 
NOTE 2:	7.5 kHz shift is not applied to the wanted signal.



Table 10.5.2.5-3: OTA narrowband blocking interferer frequency offsets for IAB-MT type 1-O
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to  the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 2)
	Type of interfering signal

	5
	±(350 + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz CP-OFDM NR signal, 15 kHz SCS, 1 RB

	10
	±(355 + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	15
	±(360 + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±(350 + m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±(565 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	20 MHz CP-OFDM NR signal, 15 kHz SCS, 1 RB

	30
	±(570 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±(565 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±(560 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±(570 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±(565 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±(560 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±(570 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±(565 + m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block is positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap. 
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.




<end of proposed changes>
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