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Introduction
The WID for NR DC was updated in RAN #91e meeting. This contribution provides a TP for TR 37.717-11-11 to finish the UE RF requirements for the band combination. 
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6.1.x.1	Configuration for DC
Table 6.1.x.1-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	Single UL allowed

	DC_38_n28
	DC_38_n28
	No

	


6.1.x.2	Maximum output power for DC
Table 6.1.x.2-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_38_n28 
	23
	+2/-3

	


[bookmark: _Toc520808397]6.1.x.3	Spurious emission band UE co-existence for DC
Table 6.1.x.3-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_38_n28
	E-UTRA Band 2, 3, 5, 8, 20, 27, 31, 34, 40, 72,
NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1, 4, 22, 32, 42, 43, 50, 51, 52, 65, 66, 74, 75, 76,
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	470
	-
	694
	-42
	8
	5, 17

	
	Frequency range
	470
	-
	710
	-26.2
	6
	14

	
	Frequency range
	662
	-
	694
	-26.2
	6
	5

	
	Frequency range
	758
	-
	773
	-32
	1
	5

	
	Frequency range
	773
	-
	803
	-50
	1
	

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x 180 kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 5:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.
NOTE 14:	This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart < 48.
NOTE 17:	This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.



6.1.x.4	MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.4-1.
Table 6.1.x.4-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	2570
	2620

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	5140
	5240

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	7710
	7860

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	2812
	2992
	10280
	10480

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3515
	3740
	12850
	13100

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1822
	1917
	3273
	3368

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1214
	1074
	4392
	4537

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3976
	4116
	5843
	5988

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	511
	326
	6962
	7157

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4679
	4864
	8413
	8608

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3834
	3644
	6546
	6736

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	9777
	9532
	422
	192

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6454
	6214
	2896
	3131

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10983
	11228
	5382
	5612

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	9116
	9356
	7249
	7484



There is no harmonic and IMD issue for this band combination.
6.1.x.5	∆TIB and ∆RIB values
For DC_38_n28, the ΔTIB,c and ΔRIB,c values are given in the tables below.
Table 6.1.x.5-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_38_n28
	38
	0.3

	
	n28
	0.3


Table 6.1.x.5-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	[bookmark: _Hlk47001658]DC_38_n28
	38
	0

	
	n28
	0
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