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[bookmark: OLE_LINK196][bookmark: OLE_LINK197]1 Background
This contribution provides text proposal on the NR CA band combination CA_n28A-n71A as defined in New WID on NR Inter-band Carrier Aggregation/Dual Connectivity  for 2 bands DL with x bands UL (x=1,2) RP-202199 [1].
2 Discussion
The possible RF architecture is shown as below. For single UL, there is no MSD requirements.
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Figure 1 the RF architecture for CA_n28-n71
The addition 2dB insertion loss may be observed for both band n71 and n28. Based on the delta Tx and Rx calculation, 
∆TIB = (Average Tx)/2 + 0.1 = 1.1dB
∆RIB = (Average Rx – 0.6)/2 = 0.7dB

Text Proposal
[bookmark: _Toc405202255]---Start of changes---
6.X	CA_n28-n71
[bookmark: _Toc16675]6.X.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc7224]6.X.1.1 Operating bands for CA
Table 6.X.1.1-1: CA band combination CA_n28-n71
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n28-n71
	n28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n71
	663 MHz
	–
	698 MHz
	617 MHz
	–
	652 MHz
	FDD

	



[bookmark: _Toc10408]6.X.1.2	Channel bandwidths per operating band for CA
Table 6.X.1.2-1: Supported bandwidths per CA band combination CA_n28-n71
	[bookmark: OLE_LINK101][bookmark: OLE_LINK102]NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n28A-n71A
	-
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	



[bookmark: _Toc24509]6.X.1.3	UE Co-existence studies
Table 6.X.1.3-1/2 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_n28-n71.
Table 6.X.1.3-1: Impact of UL/DL Harmonic 
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	[bookmark: _Hlk16242357][bookmark: _Hlk51577872][bookmark: _Hlk68250593]n28
	703
	748
	758
	803
	1406
	1496
	2109
	2244
	2812
	2992

	[bookmark: _Hlk59890697]n71
	663
	698
	617
	652
	1326
	1396
	1989
	2094
	2652
	2792



Based on above table, there is no harmonic interference.
Table 6.X.1.3-2: Impact of UL/DL Harmonic mixing
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	[bookmark: _Hlk68251172]n28
	703
	748
	758
	803
	1516
	1606
	2274
	2409
	3032
	3212

	n71
	663
	698
	617
	652
	1234
	1304
	1851
	1956
	2468
	2608



Based on above table, there is no harmonic mixing issue.

[bookmark: _Toc17664]6.X.1.4	∆TIB and ∆RIB values
For CA_n28A-n71A, the TIB,c and RIB are given in the tables below.
Table 6.X.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n28-n71
	n28
	1.1

	
	n71
	1.1

	



Table 6.X.1.4-2: ΔRIB
	Inter-band CA Configuration
	NR Band
	ΔRIB [dB]

	CA_n28-n71
	n28
	0.7

	
	n71
	0.7

	



[bookmark: _Toc22173]6.X.1.5	REFSENs requirements
[bookmark: OLE_LINK17]There is no MSD exception requirement for CA_n28-n71.
[bookmark: _Toc31432]6.X.1.6	OOB blocking exception requirements
There is no MSD exception requirement for CA_n28-n71.
---End of changes---
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