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1 Introduction
Currently in TR38.817-03-02, sub-clause 5.2 is for the specific band combination part for both bands within FR2 Carrier Aggregation. The main reason is that the 2UL/3DL NR CA/DC basket WID includes FR1-FR1, FR1-FR2 and FR2-FR2 band combination, and the TR includes all of these three types band combinations within separate sections.
Actually, when Rel-16 TR 38.816-03-02 was built, the section for specific band combination part for both bands within FR2 Carrier Aggregation was incorporated by using same sub-clause arrangements as FR1-FR1 NR CA combinations, such as operating bands, co-existence studies, etc. However, none of the contents were added for FR2-FR2 NR CA band combinations under this sections although there were some FR2-FR2 NR CA band combinations were requested in the basket WID.
During the Rel-16, there were no 2UL/3DL inter-band CA within FR2 discussed, even no proponents requested.
To date, there are still no  2UL/3DL inter-band CA within FR2 requested in Rel-17 basket WID, and in terms of the agreements in RAN #91e, inter-band FR2 2UL CA are excluded in Rel-17. To avoid the confusions and misunderstandings, we think it is better to remove the current sub-sections arrangement under section 5.2 in TR38.817-03-02.
Proposal 1. Remove the current sub-sections arrangement under section 5.2 in TR38.817-03-02.
In our understanding, whether the current basket WID procedure can be applied for FR2-FR2 inter-band CA band combinations is not clear. If it is the case, then the skeleton needs to update further to fit the FR2-FR2 inter-band  CA band combination studies.
2 Reference
[1] TR38.717-03-02,Rel-17 NR inter-band Carrier Aggregation for 3 bands DL with 2 bands UL,v0.3.0
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[bookmark: _Toc6228][bookmark: _Toc47701688][bookmark: _Toc15045]5.2 	Inter-band within FR2
5.2.1	 CA_nX-nY-nZ
5.2.1.1 	Operating bands for CA
Table 5.2.x.1-1: CA band combination of band nX+nY+nZ
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	nX
	
	 –
	
	
	–
	
	

	nY
	
	 –
	
	
	–
	
	

	nZ
	
	–
	
	
	–
	
	



5.2.2.1	 Channel bandwidths per operating band for CA
Table 5.2.x.2-1: Supported bandwidths per CA band combination of band nX+nY+nZ
< Edtor's note: Align with the table format in TS38.101-2 later>
5.2.3.1	UE co-existence studies
< Edtor's note: Text will be added on whether there are IMD issues due to dual uplink operation falling into the DL of the third band. For example: for CA_nXA-nYA-nZA with 2UL CA_nXA-nYA, intermodulation due to Band nX and Band nY falling into Band nZ shall be verified.>
5.2.4.1	REFSENS requirements
< Editor's note: Text will be added on reference sensitivity exceptions if IMD issue due to dual uplink operation falling into DL of the third band are identified. >
< Editor's note: This section is reserved for future used>
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