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1	Introduction
In RAN4 98-e, the topic of beam configuration used to derive gNB measurement accuracy requirements has been discussed. Companies’ views were summarized in WF [1], the content copied below.
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This paper discusses the open issues listed above in the WF and provide our view.
2	Beam configuration
The discussion has been going on for several meetings actually and here we repeat our opinion that it’s not necessary to specify Rx beams in the requirements since the actual Rx beam used by gNB shall be up to gNB implementation rather than specifications. In our understanding, Option 1 is the default option and shall be adopted. In RRM specification 38.133 [2] for UE requirements, it is very rare to restrict the exact UE behavior. What is done is that some requirements are specified, and any UE implementation which can satisfy such requirements are allowed. Likewise, there is absolutely no need to specify gNB behavior for positioning and it’s not necessary to capture anything in the spec, since not capturing anything already means no restrictions on gNB behavior. We don’t understand the motivation for capturing such a statement and thus cannot support to do so. The specification will also benefit from Option 1 for simplicity.
gNB accuracy requirements do not mandate gNB RX beam sweeping is captured only in the WF.
3	Conclusion
Proposal 1: gNB accuracy requirements do not mandate gNB RX beam sweeping is captured only in the WF.
References
[1] R4-2017159
[2] TS 38.133
image1.png
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« gNB accuracy requirements do not mandate gNB RX beam sweeping

« Options for capturing above agreements:
+ Option 1:
« gNB accuracy requirements do not mandate gNB RX beam sweeping is captured only in the WF.
+ Option 2:

+ gNB accuracy requirements do not mandate gNB RX beam sweeping is included in the accuracy side
conditions.

+ Other options not precluded




