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1	Introduction
This is a TP to TR 38.717-04-01 to add CA_n25A-n41(A/C/2A)-n71A-n77A with 2UL
************************************* Start of TP*****************************************
[bookmark: _Toc527641601]5.2.x	CA_n25-n41-n71-n77
5.2. x.1	Operating bands for CA
Table 5.2.x-1: Inter-band CA operating bands of CA_n25-n41-n71-n77
	NR CA Band
	NR Band
(Table 5.2-1 in TS38.101-1[2])

	CA_n25-n41-n71-n77
	n25, n41, n71, n77


CA_n25A-n41A 2UL defined in 38.101-1 Table 5.5A.3.1-1
CA_n25A-n71A 2UL defined in 38.101-1 Table 5.5A.3.1-1
CA_n25A-n77A 2UL defined in 38.101-1 Table 5.5A.3.1-1
CA_n41A-n71A 2UL defined in 38.101-1 Table 5.5A.3.1-1
CA_n41A-n77A 2UL defined in 38.101-1 Table 5.5A.3.1-1
CA_n71A-n77A 2UL defined in 38.101-1 Table 5.5A.3.1-1
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5.2.x.2	Channel bandwidths per operating band for CA
Table 5.2.x.2-1: Supported bandwidths per CA_n25-n41-n71-n77 
	NR CA Configuration
	UL Config
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n25A-n41A-n71A-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25A-n41C-n71A-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C bandwidth combination set 1 in Table 5.5A.1-1
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25A-n41(2A)-n71A-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) bandwidth combination set 1 in Table 5.5A.2-1
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	



[bookmark: _Toc1348][bookmark: _Toc22401][bookmark: _Toc21095][bookmark: _Toc10602][bookmark: _Toc70599325][bookmark: _Toc21336]This table is a continuation of the Table 5.8.2-1 in 3GPP TR 38.717-04-01 V0.4.0 (2021-04), but an error was spotted in the table as highlighted below
Table 5.8.2-1: Supported channel bandwidths per CA configuration for 4DL inter-band CA
	NR CA Configuration
	UL Config
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n25A-n41A-n71A-n77A
	-
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25A-n41C-n71A-n77A
	-
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C bandwidth combination set 1 in Table 5.5A.1-1
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n25A-n41(2A)-n71A-n77A
	-
	n25
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) bandwidth combination set 1 in Table 5.5A.1-2
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	



5.2.x.3	UE co-existence study
The coexistence studies have been captured into the constituent fallback modes in TR 38.717-03-02 and in TS 38.101-1, there is no additional harmonic and intermodulation impact for the additional band receiver.
[bookmark: _Toc0]5.2.x.5	REFSENS requirements
MSD requirements are captured in lower order combinations.
************************************* End of TP*****************************************
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