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[bookmark: _GoBack]>>>>>Start of Change 1<<<<<
A.5.7.1.2.2	Test parameters
In this set of test cases, there are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.7.1.2.2-1 and Table A.5.7.1.2.2-2 below. Both absolute and relative accuracy of RSRP intrer-frequency measurements are tested by using the parameters in Table A.5.7.1.2.2-1 and Table A.5.7.1.2.2-2. The inter-frequency measurements are supported by a measurement gap. 
Table A.5.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~4
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1~4
	
	100:
NRB,c = 66
	100:
NRB,c = 66

	Duplex mode
	1~4
	
	TDD
	TDD
	TDD
	TDD

	TDD configuration
	1~4
	
	TDDConf.3.1
	TDDConf.3.1

	PDSCH Reference measurement channel
	1,2

	
	SR.3. 2 TDD
	-
	SR.3. 2 TDD
	-

	
	3,4
	
	SR.3.3 TDD
	
	SR.3.3 TDD
	

	RMSI CORESET Reference Channel
	1,2
	
	CR.3.1 TDD
	-
	CR.3.1 TDD
	-

	
	3,4
	
	CR.3.2 TDD
	
	CR.3.2 TDD
	

	Dedicated CORESET Reference Channel
	1,2
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	
	3,4
	
	CCR.3.7 TDD
	
	CCR.3.7 TDD
	

	SSB configuration
	1,2
	
	SSB.3 FR2
	SSB.3 FR2

	
	3,4
	
	SSB.4 FR2
	SSB.4 FR2

	PDSCH/PDCCH subcarrier spacing
	1~4
	kHz
	120
	120

	OCNG Patterns
	1~4
	
	OP. 5
	OP. 5

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~4
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~4
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~4
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~4
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	1~4
	-
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void



Table A.5.7.1.2.2-2: SS-RSRP inter frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Angle of arrival configuration
	1~4
	
	Setup 4b according to clause A.3.15.4.2
	Setup 4b according to clause A.3.15.4.2

	
	
	
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak

	Assumption for UE beamsNote 7
	1~4
	
	Rough
	Rough

	
Note1
	1, 2
	dBm/15kHzNote4
	-90.6
	-90.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +1.97dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 -3.03dB)

	
	3, 4
	
	-93.7
	-93.7
	
	

	
Note1
	1, 2
	dBm/SCSNote4
	-81.6
	-81.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +11.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +6.0dB)

	
	3, 4
	
	-81.7
	-81.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +14.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +9.0dB)

	

	1~4
	dB
	6.0
	6.0
	17.0
	-1.0

	SSB_RPNote2
	1, 2
	dBm/SCS
	-75.6
	-75.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +28.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +5.0dB)

	
	3, 4
	
	-75.7
	-75.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +31.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +8.0dB)

	(SSB_RPCell 2 – SSB_RPCell 3)
	1~4
	dB
	0
	23.00

	
BBNote6
	1, 2
	dB
	5.26
	5.96
	9.53
	-3.46

	
	3, 4
	
	4. 61
	5.91
	
	

	IoNote2
	1, 2
	dBm/95.04 MHz Note4
	-50.00
	-50.00
	(Table B.2.3-2 Rx Beam PeakNote 8 +52.68dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +33.13dB)

	
	3, 4
	
	-50.09
	-50.09
	(Table B.2.3-2 Rx Beam PeakNote 8 +55.69dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +36.14dB)

	(Iofreq 1 – Io freq 2)
	1~4
	dB
	0
	19.55

	
Note 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, Es/Iot, Io, (SSB_RPCell 3 – SSB_RPCell 2) and (Iofreq 2 – Io freq 1) levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	Void
Note 6:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP or ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4. 
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	The value in Table B.2.3-2 is the Minimum SSB_RP for SCSSSB = 120 kHz, selected according to the operating band of Cell 3 and UE power class, without ∆MBP,n adjustment.



>>>>>End of Change 1<<<<<
>>>>>Start of Change 2<<<<<
A.5.7.1.3.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.7.1.3.2-1 and Table A.5.7.1.3.2-2 below. Both aAbsolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.5.7.1.3.2-1 and Table A.5.7.1.3.2-2. The inter-frequency measurements are supported by a measurement gap.
Table A.5.7.1.3.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~6
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10:
NRB,c = 52
	100:
NRB,c = 66
	10:
NRB,c = 52
	100:
NRB,c = 66

	
	2,5
	
	10:
NRB,c = 52
	
	10:
NRB,c = 52
	

	
	3,6
	
	40:
NRB,c = 106
	
	40:
NRB,c = 106
	

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1,4
	
	FDD
	TDD
	FDD
	TDD

	
	2,5
	
	TDD
	
	TDD
	

	
	3,6
	
	TDD
	
	TDD
	

	TDD configuration
	1,4
	
	N/A
	TDDConf.3.1
	N/A
	TDDConf.3.1

	
	2,5
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	
	3,6
	
	TDDConf.2.1
	
	TDDConf.2.1
	

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3,6
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2,5
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3,6
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2,5
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3,6
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR2
	SSB.1 FR1
	SSB.1 FR2

	
	2,5
	
	SSB.1 FR1
	
	SSB.1 FR1
	

	
	3,6
	
	SSB.2 FR1
	
	SSB.2 FR1
	

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~6
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~6
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~6
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~6
	-
	NA
Link only, see clause A.3.7A
	AWGN
	NA
Link only, see clause A.3.7A
	AWGN

	Antenna configuration
	1~6
	-
	
	1x2
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.5.7.1.3.2-2: SS-RSRP inter-frequency OTA related test parameters 
	Parameter
	Config
	Unit
	Test 1
	Test 2 NOTE 3

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Angle of arrival configuration according to clause A.3.15
	
	
	NA
	Setup 2b
	NA
	Setup 2b

	Assumption for UE beamsNote 4
	
	
	N/A
	Rough
	N/A
	Rough

	

	1~4
	dBm/15kHz
	NA
Link only, see clause A.3.7A
	-90
	NA
Link only, see clause A.3.7A
	NA

	

	1,2
	dBm/SSB SCS
	
	-80.97
	
	NA

	
	3,4
	
	
	-80.97
	
	NA

	

	1~4
	dB
	
	-4
	
	NA

	SS-RSRPNote1
	1,2
	dBm/SCS
	
	-84.97
	
	As in Table B.2.3-2

	
	3,4
	
	
	-84.97
	
	As in Table B.2.3-2

	IoNote1
	1~4
	dBm/
95.04MHz
	
	—50.53
	
	SS-RSRP+28.98

	

	1~4
	dB
	
	-4
	
	NA

	Note 1:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 3:	No additional noise is added by the test system in Test 2.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation


>>>>>End of Change 2<<<<<
>>>>>Start of Change 3<<<<<
[bookmark: _Toc535476795]A.7.7.1.2.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 1 and Cell 2 are given in Table A.7.7.1.2.2-1 and Table A.7.7.1.2.2-2 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.7.7.1.2.2-1 and Table A.7.7.1.2.2-1. The inter-frequency measurements are supported by a measurement gap. 
Table A.7.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~2
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1~2
	
	100:
NRB,c = 66
	100:
NRB,c = 66

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1~2
	
	TDD
	TDD
	TDD
	TDD

	TDD configuration
	1~2
	
	TDDConf.3.1
	TDDConf.3.1

	PDSCH Reference measurement channel
	1
	
	SR.3. 2 TDD
	-
	SR.3. 2 TDD
	-

	
	2
	
	SR.3.3 TDD
	
	SR.3.3 TDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.3.1 TDD
	-
	CR.3.1 TDD
	-

	
	2
	
	CR.3.2 TDD
	
	CR.3.2 TDD
	

	Dedicated CORESET Reference Channel
	1
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	
	2
	
	CCR.3.7 TDD
	
	CCR.3.7 TDD
	

	SSB configuration
	1
	
	SSB.3 FR2
	SSB.3 FR2

	
	2
	
	SSB.4 FR2
	SSB.4 FR2

	PDSCH/PDCCH subcarrier spacing
	1~2
	kHz
	120
	120

	OCNG Patterns
	1~2
	
	OP. 5
	OP. 5

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~2
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~2
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~2
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~2
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~2
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~2
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	1~2
	-
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void.



Table A.7.7.1.2.2-2: SS-RSRP inter frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Angle of arrival configuration
	1~2
	
	Setup 4b according to clause A.3.15.4.2
	Setup 4b according to clause A.3.15.4.2

	
	
	
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak

	Assumption for UE beamsNote 7
	1~2
	
	Rough
	Rough

	
Note1
	1
	dBm/15kHzNote4
	-90.6
	-90.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +1.97dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 -3.03dB)

	
	2
	
	-93.7
	-93.7
	
	

	
Note1
	1
	dBm/SCSNote4
	-81.6
	-81.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +11.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +6.0dB)

	
	2
	
	-81.7
	-81.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +14.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +9.0dB)

	

	1~2
	dB
	6.0
	6.0
	17.0
	-1.0

	SSB_RPNote2
	1
	dBm/SCS
	-75.6
	-75.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +28.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +5.0dB)

	
	2
	
	-75.7
	-75.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +31.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +8.0dB)

	(SSB_RPCell 1 – SSB_RPCell 2)
	1~2
	dB
	0
	23.00

	
BBNote6
	1
	dB
	5.26
	5.96
	9.53
	-3.46

	
	2
	
	4. 61
	5.91
	
	

	IoNote2
	1
	dBm/95.04 MHz Note4
	-50.00
	-50.00
	(Table B.2.3-2 Rx Beam PeakNote 8 +52.68dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +33.13dB)

	
	2
	
	-50.09
	-50.09
	(Table B.2.3-2 Rx Beam PeakNote 8 +55.69dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +36.14dB)

	(Iofreq 1 – Io freq 2)
	1~2
	dB
	0
	19.55

	
Note 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, Es/Iot, Io, (SSB_RPCell 2 – SSB_RPCell 1) and (Iofreq 2 – Io freq 1) levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	Void
Note 6:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP or ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4. 
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	The value in Table B.2.3-2 is the Minimum SSB_RP for SCSSSB = 120 kHz, selected according to the operating band of Cell 2 and UE power class, without ∆MBP,n adjustment.



>>>>>End of Change 3<<<<<
>>>>>Start of Change 4<<<<<
A.7.7.1.3.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) in FR1 and Cell 2 in FR2 . The test parameters for the Cell 1 and Cell 2 are given in Table A.7.7.1.3.2-1 and Table A.7.7.1.3.2-2 below. Both aAbsolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.7.7.1.3.2-1 and Table A.7.7.1.3.2-2. The inter-frequency measurements are supported by a measurement gap.
Table A.7.7.1.3.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1
	MHz
	10:
NRB,c = 52
	100:
NRB,c = 66
	10:
NRB,c = 52
	100:
NRB,c = 66

	
	2
	
	10:
NRB,c = 52
	
	10:
NRB,c = 52
	

	
	3
	
	40:
NRB,c = 106
	
	40:
NRB,c = 106
	

	Duplex mode
	1
	
	FDD
	TDD
	FDD
	TDD

	
	2
	
	TDD
	
	TDD
	

	
	3
	
	TDD
	
	TDD
	

	TDD configuration
	1
	
	N/A
	TDDConf.3.1
	N/A
	TDDConf.3.1

	
	2
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	
	3
	
	TDDConf.2.1
	
	TDDConf.2.1
	

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR2
	SSB.1 FR1
	SSB.1 FR2

	
	2
	
	SSB.1 FR1
	
	SSB.1 FR1
	

	
	3
	
	SSB.2 FR1
	
	SSB.2 FR1
	

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~3
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~3
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~3
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~3
	-
	NA
Link only, see clause A.3.7A
	AWGN
	NA
Link only, see clause A.3.7A
	AWGN

	Antenna configuration
	1~3
	-
	
	1x2
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.7.7.1.3.2-2: SS-RSRP inter-frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2 NOTE 3

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Angle of arrival configuration according to clause A.3.15
	
	
	NA
	Setup 2b
	NA
	Setup 2b

	Assumption for UE beamsNote 4
	
	
	N/A
	Rough
	N/A
	Rough

	

	1~4
	dBm/15kHz
	NA
Link only, see clause A.3.7A
	-90
	NA
Link only, see clause A.3.7A
	NA

	

	1,2
	dBm/SSB SCS
	
	-80.97
	
	NA

	
	3,4
	
	
	-80.97
	
	NA

	
[image: ]
	1~4
	dB
	
	-4
	
	NA

	SS-RSRPNote1
	1,2
	dBm/SCS
	
	-84.97
	
	As in Table B.2.3-2

	
	3,4
	
	
	-84.97
	
	As in Table B.2.3-2

	IoNote1
	1~4
	dBm/
95.04MHz
	
	-50.53
	
	SS-RSRP+28.98

	

	1~4
	dB
	
	-4
	
	NA

	Note 1:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 3:	No additional noise is added by the test system in Test 2.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation


>>>>>End of Change 4<<<<<
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