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1	Introduction
In RAN4 98-bis-e, the third meeting to discuss performance part of NR-U, companies had some discussions on the scope of test cases, test configurations and the work plan. Company views on test cases for RRC IDLE cell re-selection were captured in the WF [1] as shown below.
	The way to introduce RRC IDLE cell re-selection test cases
The following options have been discussed during the meeting:
· Option 1a: Use the same test case to verify cell reselection for E-UTRAN (FDD,TDD)->NR-U and NR-U -> E-UTRAN (FDD,TDD). 
· Option 1b: Use the same test case to verify cell reselection for NR(FR1) -> NR-U and NR-U -> NR(FR1).
· Option 2: Define separate tests for the test cases mentioned in Options 1a and 1b.



This paper provides our view on the topic.
2	Discussion
[bookmark: _GoBack]First of all we propose that test cases shall be defined for NR to NR-U and NR-U to NR cases since NR to NR cell reselection is the most frequent use case and this shouldn’t be controversial.
As to Option 1a, where scenarios of E-UTRAN to NR-U or NR-U to E-UTRAN are involved, we think that this is comparatively less common than NR to NR-U or NR-U to NR cell reselection. However, it would also be nice to have such test cases since this might be a feasible scenario. For instance, some UEs may support only NR-U and E-UTRAN but not NR in licensed mode. 
Observation 1: Some UEs may support only NR-U and E-UTRAN but not NR in licensed mode.
Thus, for such UEs, cell reselection between E-UTRAN and NR-U shall be quite common. Thus, we support to also define test cases for these UEs.
Define separate tests for the test cases mentioned in Options 1a and 1b.
3	Conclusion
Observation 1: Some UEs may support only NR-U and E-UTRAN but not NR in licensed mode.
Proposal 1: Define separate tests for the test cases mentioned in Options 1a and 1b.
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