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<< Start of change >>
A.5.4.1.1	NR UE Transmit Timing Test for FR2
A.5.4.1.1.1	Test Purpose and environment
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.
Supported test configurations are shown in Table 5.4.1.1.1-1.
Table A.5.4.1.1.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz

	2
	LTE TDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz



The test consists of E-UTRA PCell and NR PSCell. The configuration for E-UTRA is given in A.3.7.2.1. Tables A.5.4.1.1.1-2 and A.5.4.1.1.1-2A define the parameters to be configured and strength of the transmitted signals. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.5.4.1.1.1-3.
Table A.5.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2
	Band Group

	SSB ARFCN
	
	1,2
	Freq1
	Freq1
	

	Duplex Mode
	
	1,2
	TDD
	

	TDD configuration
	
	1,2
	TDDConf.3.1
	

	BWchannel
	MHz
	1,2
	100: NRB,c = 66
	

	Data RBs allocated
	
	1,2
	66
	

	Initial BWP Configuration
	
	1,2
	DLBWP.0.1
ULBWP.0.1
	

	Dedicated BWP Configuration
	
	1,2
	DLBWP.1.1
ULBWP.1.1
	

	TRS Configuration
	
	1,2
	TRS.2.1 TDD
	

	PDSCH/PDCCH TCI state
	
	1,2
	TCI.State.2
	

	DRx Cycle
	ms
	1,2
	N/A
	DRX.8Note5
	

	PDSCH Reference measurement channel
	
	1,2
	SR.3.3 TDD
	

	RMSI CORESET Reference Channel
	
	1,2
	CR.3.2 TDD
	

	Dedicated CORESET Reference Channel
	
	1,2
	CCR.3.7 TDD
	

	OCNG Patterns
	
	1,2
	O P.1
	

	SSB Configuration
	
	1,2
	SSB.4 FR2
	

	SMTC Configuration
	
	1,2
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	kHz
	1,2
	120
	

	EPRE ratio of PSS to SSS
	dB
	1,2
	0
	0
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	Propagation condition
	
	1,2
	AWGN
	

	SRS Config
	
	1,2
	SRSConf.1Note6
	SRSConf.2Note6
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Void
Note 4:	Void
Note 5:	DRx related parameters are given in Table A.3.3.8-1
Note 6:	SRS configs are given in Table A.5.4.1.1.1-3




[bookmark: _Hlk16712639][bookmark: _Hlk16810059]Table A.5.4.1.1.1-2A: OTA related test parameters
	[bookmark: _Hlk16723823]Parameter
	Unit
	Test 1
	Test 2

	Angle of arrival configuration
	
	Setup 1 according to clause A.3.15.1

	Assumption for UE beamsNote 6
	
	Fine

	
Note1

	dBm/15kHzNote4
	-112

	
Note1

	dBm/SCSNote3
	-100

	

	dB
	4

	SS-RSRPNote2
	dBm/SCS Note4
	-96

	

	dB
	4

	IoNote2
	dBm/95.04 MHz Note4
	-68.5

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS B_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation




Table A.5.4.1.1.1-3: SRS Configuration for Timing Accuracy Test
	
	Field
	SRSConf.1
	SRSConf.2
	Comments

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0
	

	
	srs-ResourceIdList
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	

	SRS-Resource
	SRS-ResourceId
	0
	0
	

	
	nrofSRS-Ports
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	

	
	combOffset-n2
	0
	0
	

	
	cyclicShift-n2
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	

	
	resourceMapping
nrofSymbols	
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	

	
	freqDomainShift
	0
	0
	

	
	freqHopping
c-SRS
	17
	17
	Matches NRB,c

	
	freqHopping
b-SRS
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1,0
	sl2560,4
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	Any 10 bit number



Table A.5.4.1.1.1-4: Void

[bookmark: _Toc535476333]A.5.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up E-UTRA PCell according to parameters given in Table A.3.7.2.2-1 and setup NR PSCell according to parameters given in Table A.5.4.1.1.1-1.
2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 13792 
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.5.4.1.1.2-1
Table A.5.4.1.1.2-1 Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	240
	+8*64Tc
	+4*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Clause 7.1.2 Table 7.1.2.1-1 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB. Skip this step for test 2 with DRX configured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment
<< Unchanged sections skipped >>
[bookmark: _Toc535476394][bookmark: _Hlk531974220][bookmark: _Toc535476400]A.5.5.5.2	EN-DC Beam Failure Detection and Link Recovery Test for FR2 PSCell configured with SSB-based BFD and LR in DRX mode
A.5.5.5.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.5.5.5.2.1-1, A.5.5.5.2.1-2, A.5.5.5.2.1-3, A.5.5.5.2.1-4 and A.5.5.5.2.1-5 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.5.2.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.5.5.5.2.1-1 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled in PCSell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.5.5.5.2.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth

	2
	LTE TDD, TDD duplex mode, 240 kHz SSB SCS, 100 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.5.2.1-2: General test parameters for FR2 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active E-UTRA PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1, 2
	
	TDD
	

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66
	

	Data RBs allocated
	Config 1, 2
	
	66
	

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR. 3.1 TDD
	

	
	Config 2
	
	CR.3.2 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	

	
	Config 2
	
	SSB.2 FR2
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.3
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz
	

	PRACH Configuration
	Config 1, 2
	
	FR2 PRACH configuration 2
	A.3.8.3

	SSB index assigned as BFD RS (q0)
	
	0
	

	SSB index assigned as CBD RS (q1)
	
	1
	

	TCI Configuration
	Config 1, 2
	
	TBD
	

	OCNG parameters
	
	OP.1
	

	CP length
	
	Normal
	

	Beam 
	DCI format
	
	1-0
	

	failure detection 
	Number of Control OFDM symbols
	
	2
	

	transmission 
	Aggregation level 
	CCE
	8
	

	parameters
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.3
	A.3.3.3

	Gap pattern ID 
	
	N.A.
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	dBm/SCS kHz
	TBD
	Threshold used for Qin_LR_SSB

	[bookmark: OLE_LINK19]rsrp-ThresholdSSB
	Config 1
	dBm/SSB SCS
	-94.5
	Threshold used for Qin_LR_SSB

	
	Config 2
	
	-91.5
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS configuration for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD
	A.3.14.2

	TCI states
	
	TCI.State.0
	

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD
	

	SSB index assigned as RLM RS
	
	0, 1
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	3.37
	

	T3
	s
	2.8
	

	T4
	s
	0
	

	T5
	s
	0.61
	

	D1
	s
	0.57
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.5.5.5.2.1-3: Cell specific test parameters for FR2 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beamsNote 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 2
	
	0.2
	0.2
	20.2
	20.2
	20.2

	SSB_RP of set q1
	Config 1
	dBm/SSB
	-104.5
	-104.5
	-84.5
	-84.5
	-84.5

	
	Config 2
	SCS
	-101.5
	-101.5
	-81.5
	-81.5
	-81.5

	

	Config 1
	dBm/120 KHz
	-104.7

	
	Config 2
	
	-104.7

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.5.2.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
Note 10:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



Table A.5.5.5.2.1-4: Void
Table A.5.5.5.2.1-5: Void

 [image: C:\Users\w00527694\Pictures\图片28.png]  
Figure A.5.5.5.2.1-1: SNR and L1-RSRP variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
A.5.5.5.2.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 560+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
<< Unchanged sections skipped >>
[bookmark: _Toc535476411]A.5.5.7.1	Addition and Release Delay of NR PSCell 
A.5.5.7.1.1	Test purpose and environment
The purpose of this test is to verify that the NR PSCell addition and release delays under EN-DC are within the requirements stated in clause 7.31.2 of TS 36.133 [15] for the case when the PSCell is unknown by the UE at the time of addition.
Supported test configurations are shown in A.5.5.7.1.1-1. The test parameters for the E-UTRA cell are given in Table A.3.7.2.1-1. The E-UTRA cell once set up is not changed across time. 
The test parameters for NR cell are given in Tables A.5.5.7.1.1-2, cell-specific parameters in A.5.5.7.1.1-3 and OTA parameters in A.5.5.7.1.1-4   below. The test consists of four successive time periods with duration of T1, T2, T3 and T4. There are two carriers each with one cell. Before the test starts the UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC) but is not aware of Cell 2 (NR PSCell) on radio channel 2. The UE is only monitoring the PCC. During T1 only Cell1 is known to the UE.
The test system shall send a RRC message to the UE to add PSCell (Cell 2) on radio channel 2. The RRC message (to add PSCell) also includes a request for the UE to start periodic CSI reporting for the PSCell after the PSCell has been successfully added. The RRC message to add PSCell shall be sent to the UE during period T1. The point in time at which the RRC message to add PSCell (Cell2) is received at the UE antenna connector defines the start of period T2.
The test system shall observe the periodic reporting of CSI for PSCell during T3. The point in time at which the UE has sent PRACH to the PSCell (Cell 2) defines the start of period T3.
The test system shall send a RRC message to the UE to release PSCell (Cell 2) on radio channel 2. The RRC message to release PSCell (Cell2) shall be sent to the UE during period T3, after the UE has sent at least one CQI report with non-zero CQI index for PSCell (Cell 2). The point in time at which the RRC message to release PSCell (Cell2) is received at the UE antenna connector defines the start of period T4.
Table A.5.5.7.1.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz

	2
	LTE TDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.5.5.7.1.1-2: General Test Parameters for PSCell Addition and Release
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two radio channels are used for this test. One for E-UTRA cell and second for NR Cell

	Initial 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	Condition
	Neighbour cell
	
	Cell2
	Neighbour cell on RF channel number 2.

	Final 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	Condition
	Neighbour Cell
	
	Cell2
	PSCell released on RF channel number 2.

	B1
	Hysteresis
	dB
	0
	Hysteresis for evaluation of event B1.

	
	Threshold RSRP
	dBm
	--100
	Actual RSRP threshold for event B1. Needs to take absolute accuracy tolerance in clause 9.1.11.1 into account plus margin.

	
	Time to Trigger
	s
	0
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	PRACH configuration on cell2
	
	FR2 configuration 2
	Captured in A.3.8.3.2

	CQI/PMI periodicity and offset configuration index on cell2
	
	TBD
	CQI reporting for PSCell every uplink subframe

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier.

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on carrier frequency of cell2.

	T1
	s
	1
	During this time the PCell shall be known and cell2 shall be unknown.

	T2
	s
	1
	During this time the UE adds the PSCell.

	T3
	s
	1
	During this time the UE sends CSI reports for PSCell.

	T4
	s
	1
	During this time the UE releases the PSCell.



Table A.5.5.7.1.1-3: Cell Specific Parameters for PSCell Addition and Release
	Parameter
	Unit
	Config
	Test

	
	
	
	T1
	T2
	T3
	T4

	E-UTRA Channel Number
	
	1,2
	1

	NR Channel Number
	
	1,2
	2

	Duplex Mode
	
	1,2
	TDD

	TDD configuration
	
	1,2
	TDDConf.1.2

	BWchannel
	MHz
	1,2
	100: NRB,c = 66

	Data RBs allocated
	
	1,2
	TBD

	Initial BWP Configuration
	
	1,2
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2
	DLBWP.1.1
ULBWP.1.1

	TRS Configuration
	
	1
	TRS.2.1 TDD

	PDSCH/PDCCH TCI state
	
	1
	TCI.State.2

	PDSCH Reference measurement channel
	
	1,2
	SR.3.31 TDD

	RMSI CORESET Reference Channel
	
	1,2
	CR.3.21 TDD

	Dedicated CORESET Reference Channel
	
	1,2
	CCR.3.71 TDD

	OCNG Patterns
	
	1,2
	OP.1

	SSB configuration
	
	1,2
	SSB.21 FR2

	SMTC configuration
	
	1,2
	SMTC.2

	TRS Configuration
	
	1,2
	TRS.2.1 TDD

	EPRE ratio of PSS to SSS
	dB
	1,2
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Propagation condition
	
	1,2
	AWGN



Table A.5.5.7.1.1-4: OTA related test parameters
	Parameter
	Unit
	Test 

	Angle of arrival configuration
	
	Setup 2a according to clause A.3.15.2.1

	Assumption for UE beamsNote 6
	
	Rough

	
Note1

	dBm/15kHzNote4
	TBD

	
Note1

	dBm/SCSNote3
	TBD

	

	dB
	TBD

	SSB-RS_RPNote2
	dBm/SCS Note4
	TBD

	

	dB
	TBD

	IoNote2
	dBm/95.04 MHz Note4
	TBD

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	VoidSS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.5.7.1.2	Test Requirements
The UE shall transmit the PRACH to PSCell at latest 582 msNote1 into T2.
The UE shall send at least one CSI report for PSCell with non-zero CQI index during T4.
The UE shall periodically send CSI reports for PSCell after the UE has sent first CQI report with non-zero CQI index during T4
The UE shall stop sending CSI reports for PSCell in at latest 20 ms into T5.
All the above test requirements shall be fulfilled for the observed PSCell addition delay and PSCell release delay to be counted as correct. The rate of correct observed PSCell addition delay and PSCell release delay during repeated tests shall be at least 90%.
Note1:	The PSCell addition delay can be expressed as follows as specified in clause 7.31.2 of TS 36.133 [15]: 
	Tconfig_PSCell = TRRC_delay + Tprocessing + Tsearch + T∆ + TPSCell_ DU + 2ms
Where:
TRRC_delay = 20ms
Tprocessing = 40ms 
Tsearch = 8*3*20 = 480 ms
T∆ = 20ms
TPSCell_ DU = 1*10+10 = 20 ms
<< Unchanged sections skipped >>
[bookmark: _Toc535476413][bookmark: _Toc535476438]A.5.6.1.1	EN-DC event triggered reporting test without gap under non-DRX
[bookmark: _Toc535476414]A.5.6.1.1.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.1.1-1.
Table A.5.6.1.1.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.1.1-2, A.5.6.1.1.1-3 and A.5.6.1.1.1-4 below.
In the measurement control information, a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.5.6.1.1.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Value
	Comment

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	SMTC configuration
	
	1~4
	SMTC.1
	

	offsetMO
	dB
	1~4
	16
	Applied to NR Cell 3 measurement object

	A3-Offset
	dB
	1~4
	-116
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	OFF
	

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	5
	



Table A.5.6.1.1.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1~4
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1,2
	24
	24

	
	
	3,4
	48
	48

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1~4
	SSB
	SSB

	PDSCH RMC configuration
	
	1,2~4
	SR.3.21 TDD
	N/A

	
	
	3,4
	SR.3.3 TDD
	

	RMSI CORESET RMC configuration
	
	1,2~4
	CR.3.1 TDD
	CR.3.1 TDD

	
	
	3,4
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1,2~4
	CCR.3.1 TDD
	CCR.3.1 TDD

	
	
	3,4
	CCR.3.7 TDD
	CCR.3.7 TDD

	PDSCH/PDCCH subcarrier spacing
	kHz
	1~4
	120
	120

	OCNG Patterns
	
	1~4
	OP.51
	N/AOP.1

	TRS configuration
	
	1~4
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1~4
	TCI.State.2
	N/A

	SSB configuration
	
	1, 2
	SSB.3 FR2
	SSB.73 FR2

	
	
	3, 4
	SSB.4 FR2
	SSB.84 FR2

	Propagation Condition 
	
	1~4
	AWGN
	AWGN



[bookmark: _Toc535476415]Table A.5.6.1.1.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	Setup 3 defined in A.3.15.3

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 4
	
	1~4
	Rough
	Rough

	
	dB
	1~4
	4
	4
	-Infinity
	8

	[image: ] Note 2
	dBm/15 KHz
	1~4
	-102

	[image: ] Note 2Es
	dBm/SCS
	1, 2
	-8993
	-89
	-Infinity
	-89

	
	
	3, 4
	-8690
	-86
	-Infinity
	-86

	[image: ] BB Note 5
	dB
	1~4
	-0.12
	-0.12
	-Infinity
	-0.12

	SSB-RS_RP
	dBm/SCS
	1, 2
	-89
	-89
	-Infinity
	-895

	
	
	3, 4
	-86
	-86
	-Infinity
	-862

	[image: ]
	dB
	1~4
	4
	4
	-Infinity
	8

	[image: ]
	dBm/95.04MHz
	1, 2~4
	-64.4158.56
	-64.41
	See Cell 2 columns -55.38

	
	
	3, 4
	-61.41
	-61.41
	

	Time multiplexing of the downlink transmissions from each AoA
	1~4
	Defined in Figure A.5.6.1.1.1-1

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	VoidInterference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.





Figure A.5.6.1.1.1-1: Time multiplexed downlink transmissions (Config 1,2 example)
A.5.6.1.1.2	Test Requirements
In the test, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	2.4s for a UE supporting power class 1,
-	1.44s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.1.2	EN-DC event triggered reporting test without gap under DRX
A.5.6.1.2.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.2.1-1.
Table A.5.6.1.2.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.2.1-2 ~ Table A.5.6.1.2.1-6 below.
In the measurement control information, a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
[bookmark: _Hlk16819584]UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.5.6.1.2.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	SMTC configuration
	
	1~4
	SMTC.1
	

	A3-Offset
	dB
	1~4
	-6
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	DRX.1
	DRX.2
	DRX related parameters are defined in Table A.5.6.1.2.1-4

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	10
	52
	



Table A.5.6.1.2.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1~4
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1~4
	66
	66

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1~4
	SSB
	SSB

	PDSCH RMC configuration
	
	1,2~4
	SR.3.21 TDD
	N/A

	
	
	3,4
	SR.3.3 TDD
	

	RMSI CORESET RMC configuration
	
	1,2~4
	CR.3.1 TDD
	CR.3.1 TDD

	
	
	3,4
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1,2~4
	CCR.3.1 TDD
	CCR.3.1 TDD

	
	
	3,4
	CCR.3.7 TDD
	CCR.3.7 TDD

	PDSCH/PDCCH subcarrier spacing
	kHz
	1~4
	120
	120

	OCNG Patterns
	
	1~4
	OP.1
	OP.1

	PDSCH/PDCCH TCI state
	
	1~4
	TCI.State.2
	N/A

	CSI-RS for tracking
	
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	
	
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	SSB configuration
	
	1, 2
	SSB.3 FR2
	SSB.3 FR2

	
	
	3, 4
	SSB.4 FR2
	SSB.4 FR2

	Propagation Condition 
	
	1~4
	AWGN
	AWGN



Table A.5.6.1.2.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	Setup 1 defined in A.3.15.1

	Assumption for UE beamsNote 4
	
	1~4
	Rough
	Rough

	[image: ]BB Note 5
	dB
	1~4
	3.774
	-1.5246
	-Infinity
	-1.5246

	[image: ] Note 2
	dBm/15 KHz
	1~4
	-98

	[image: ] Note 2
	dBm/SCS
	1, 2
	-89

	
	
	3, 4
	-86

	SSB-RS_RP
	dBm/SCS
	1, 2
	-85
	-85
	-Infinity
	-85

	
	
	3, 4
	-82
	-82
	-Infinity
	-82

	[image: ]
	dB
	1~4
	4
	4
	-Infinity
	4

	[image: ]
	dBm/95.04MHz
	1~4
	-54.53
	-52.18
	See Cell 2 columns -54.53
-52.18

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.



A.5.6.1.2.2	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	7.2s for a UE supporting power class 1,
-	4.32s for a UE supporting power class 2, 3 and 4
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	51.2s for a UE supporting power class 1,
-	30.72s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476419]A.5.6.1.3	EN-DC event triggered reporting test with per-UE gaps under non-DRX
[bookmark: _Toc535476420]A.5.6.1.3.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.3.1-1.
Table A.5.6.1.3.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.3.1-2 ~ 4 below.
There are two BWPs configured in Cell 2, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 2. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
In the measurement control information, a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
Table A.5.6.1.3.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Value
	Comment

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	Gap type
	
	1~4
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1~4
	40
	

	Measurement gap length
	ms
	1~4
	6
	

	Measurement gap offset
	ms
	1~4
	39
	

	SMTC configuration
	
	1~4
	SMTC.1
	

	CSI-RS parameters
	
	1~4
	CSI-RS.3.2 TDD
	

	offsetMO
	dB
	1~4
	16
	Applied to NR Cell 3 measurement object

	A3-Offset
	dB
	1~4
	-116
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	OFF
	

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	5
	



Table A.5.6.1.3.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1~4
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1,2
	24
	24

	
	
	3,4
	48
	48

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1~4
	CSI-RS
	SSB

	PDSCH RMC configuration
	
	1,2~4
	SR.3.21 TDD
	N/A

	
	
	3,4
	SR.3.3 TDD
	

	RMSI CORESET RMC configuration
	
	1,2~4
	CR.3.1 TDD
	CR.3.1 TDD

	
	
	3,4
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1,2~4
	CCR.3.1 TDD
	CCR.3.1 TDD

	
	
	3,4
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1~4
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1~4
	TCI.State.2
	N/A

	PDSCH/PDCCH subcarrier spacing
	kHz
	1~4
	120
	120

	OCNG Patterns
	
	1~4
	OP.51
	N/AOP.1

	SSB 
	
	1, 2
	SSB.3 FR2
	SSB.73 FR2

	
	
	3, 4
	SSB.4 FR2
	SSB.84 FR2

	Propagation Condition 
	
	1~4
	AWGN
	AWGN



[bookmark: _Toc535476421]Table A.5.6.1.3.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	Setup 3 defined in A.3.15.3

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 4
	
	1~4
	Rough
	Rough

	[image: ]
	dB
	1~4
	4
	4
	-Infinity
	8

	[image: ] Note 2
	dBm/15 KHz
	1~4
	-102

	[image: ] Note 2Es
	dBm/SCS
	1, 2
	-8993
	-89
	-Infinity
	-89

	
	
	3, 4
	-8690
	-86
	-Infinity
	-86

	[image: ] BB Note 5
	dB
	1~4
	-0.12
	-0.12
	-Infinity
	-0.12

	SSB-RS_RP
	dBm/SCS
	1, 2
	-89
	-89
	-Infinity
	-895

	
	
	3, 4
	-86
	-86
	-Infinity
	-862

	[image: ]
	dB
	1~4
	4
	4
	-Infinity
	8

	[image: ]
	dBm/95.04MHz
	1,2~4
	-64.4158.56
	-64.41
	See Cell 2 columns -55.38

	
	
	3, 4
	-61.41
	-61.41
	

	Time multiplexing of the downlink transmissions from each AoA
	1~4
	Defined in Figure A.5.6.1.3.1-1

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	VoidInterference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.





Figure A.5.6.1.3.1-1: Time multiplexed downlink transmissions (Config 1,2 example)
A.5.6.1.3.2	Test Requirements
In the test, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	3.2s for a UE supporting power class 1,
-	1.92s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.1.4	EN-DC event triggered reporting test with per-UE gaps under DRX
A.5.6.1.4.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.5.6.1.4.1-1.
Table A.5.6.1.4.1-1: supported test configurations
	Configuration
	Description

	1
	LTE FDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on the same frequency as the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.6.1.4.1-2 ~ 6.
During the test, Cell 2 and Cell 3 are transmitted from the direction determined according to A3.8.
There are two BWPs configured in Cell 2, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 2. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
In the measurement control information, a measurement object is configured for the frequency of the PSCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of cell 3.
[bookmark: _Hlk16819638]UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.5.6.1.4.1-2: General test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1~4
	E-UTRAN PCell (Cell 1)
PSCell (Cell 2)
	

	Neighbour cell
	
	1~4
	Cell 3
	Cell to be identified.

	RF Channel Number
	
	1~4
	1: Cell 1
2: Cell 2 and Cell 3
	One TDD carrier frequency is used for the NR cells and one TDD or FDD carrier frequency is used for E-UTRAN cell.

	Gap type
	
	1~4
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1~4
	40
	

	Measurement gap length
	ms
	1~4
	6
	

	Measurement gap offset
	ms
	1~4
	39
	

	SMTC configuration
	
	1~4
	SMTC.1
	

	CSI-RS parameters
	
	1~4
	CSI-RS.3.2 TDD
	

	A3-Offset
	dB
	1~4
	-6
	

	CP length
	
	1~4
	Normal
	

	Hysteresis
	dB
	1~4
	0
	

	Time To Trigger
	s
	1~4
	0
	

	Filter coefficient
	
	1~4
	0
	L3 filtering is not used

	DRX
	
	1~4
	DRX.1
	DRX.2
	DRX related parameters are defined in Table A.5.6.1.4.1-5

	Time offset between Cell 1 and Cell 2
	
	1~4
	3 s
	Synchronous EN-DC

	Time offset between Cell 2 and Cell 3
	
	1~4
	3 s
	Synchronous cells

	T1
	s
	1~4
	5
	

	T2
	s
	1~4
	10
	52
	



Table A.5.6.1.4.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1~4
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1~4
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1~4
	66
	66

	Intial BWP configuration
	
	1~4
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1~4
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1~4
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1~4
	CSI-RS
	SSB

	PDSCH RMC configuration
	
	1,2~4
	SR.3.21 TDD 
	N/A

	
	
	3,4
	SR.3.3 TDD
	

	RMSI CORESET RMC configuration
	
	1,2~4
	CR.3.1 TDD
	CR.3.1 TDD 

	
	
	3,4
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1,2~4
	CCR.3.1 TDD
	CCR.3.1 TDD 

	
	
	3,4
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1~4
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1~4
	TCI.State.2
	N/A

	PDSCH/PDCCH subcarrier spacing
	kHz
	1~4
	120
	120

	OCNG Patterns
	
	1~4
	OP.1
	OP.1

	SSB 
	
	1, 2
	SSB.3 FR2
	SSB.3 FR2

	
	
	3, 4
	SSB.4 FR2
	SSB.4 FR2

	Propagation Condition 
	
	1~4
	AWGN
	AWGN



Table A.5.6.1.4.1-4: NR Cell specific test parameters for intra-frequency event triggered reporting for EN-DC with TDD PSCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1~4
	Setup 1 defined in A.3.15.1

	Assumption for UE beamsNote 4
	
	1~4
	Rough
	Rough

	[image: ]BB Note 5
	dB
	1~4
	3.774
	-1.5246
	-Infinity
	-1.5246

	[image: ] Note 2
	dBm/15 KHz
	1~4
	-98

	[image: ] Note 2
	dBm/SCS
	1, 2
	-89

	
	
	3, 4
	-86

	SS-RSRP
	dBm/SCS
	1, 2
	-85
	-85
	-Infinity
	-85

	
	
	3, 4
	-82
	-82
	-Infinity
	-82

	[image: ]
	dB
	1~4
	4
	4
	-Infinity
	4

	[image: ]
	dBm/95.04MHz
	1~4
	-54.53
	-52.18
	See Cell 2 columns -54.53
-52.18

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.



Table A.5.6.1.4.1-5: Void
Table A.5.6.1.4.1-6: Void

A.5.6.1.4.2	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	7.2s for a UE supporting power class 1,
-	4.32s for a UE supporting power class 2, 3 and 4
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	51.20s for a UE supporting power class 1,
-	30.72s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<< Unchanged sections skipped >>
A.5.6.3.1	SSB based L1-RSRP measurement when DRX is not used
A.5.6.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.1, with the testing configurations for NR cells in Table A.5.6.3.1.1-1.
The AoA setup for this test is Setup 1 as defined in clause A.3.15
Table A.5.6.3.1.1-1: Applicable NR configurations for FR2 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.5.6.3.1.2	Test parameters
There are two cells in the test, E-UTRAN PCell (Cell 1) and FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.5.6.3.1.2-1 and Table A.5.6.3.1.2-2 below. 
In CSI measurement configuration, UE is indicated to perform L1-RSRP measurement on the SSBs and report periodically. The test consists of two successive time periods, with time duration of T1 and T2 respectively. The test has higher layer parameter timeRestrictionForChannelMeasurements configured.
There is no measurement gap configured in the test. Before the test, UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSBs.
Table A.5.6.3.1.2-1: General test parameters
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~4
	
	freq1

	Duplex mode
	1~4
	
	TDD

	TDD Configuration
	1~4
	
	TDDConf.3.1

	BWchannel
	1~4
	MHz
	100: NRB,c = 66

	Data RBs allocated
	1~4
	
	66

	PDSCH Reference measurement channel
	1,2~4
	
	SR.3.21 TDD

	
	3,4
	
	SR.3.3 TDD

	RMSI CORESET Reference Channel
	1,2~4
	
	CR.3.1 TDD

	
	3,4
	
	CR.3.2 TDD

	Dedicated CORESET Reference Channel
	1,2~4
	
	CCR.3.1 TDD

	
	3,4
	
	CCR.3.7 TDD

	SSB configuration
	1,2
	
	SSB.1 FR2

	
	3,4
	
	SSB.2 FR2

	OCNG Patterns
	1~4
	
	OP.1

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3

	SMTC configuration
	1~4
	
	SMTC.1

	TRS Configuration
	1~4
	
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2

	DRX configuration
	1~4
	
	Off

	reportConfigType
	1~4
	
	periodic

	reportQuantity
	1~4
	
	ssb-Index-RSRP

	Number of reported RS
	1~4
	
	2

	L1-RSRP reporting period
	1~4
	slot
	640

	T1
	1~4
	s
	5

	T2
	1~4
	s
	2

	Propagation condition
	1~4
	
	AWGN

	EPRE ratio of PSS to SSS
	1~4
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~4
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.5.6.3.1.2-2: SSB specific test parameters
	Parameter
	Config
	Unit
	SSB#0
	SSB#1

	
	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	
	Setup 1 according to A.3.15.1

	Assumption for UE beamsNote 4
	1~4
	
	Rough

	[image: ]Note2
	1~4
	dBm/15kHz
	-105

	[image: ]Note2
	1,2
	dBm/SSB SCS
	-96

	
	3,4
	
	-93

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	SSB RSRP Note3
	1,2
	dBm/SSB SCS
	-96
	-96
	-Infinity
	-87

	
	3,4
	
	-93
	-93
	-Infinity
	-84

	Io Note3
	1,2
	dBm/95.04MHz
	-67.5
	-67.5
	-71.1
	-60.7

	
	3,4
	
	-67.5
	-67.5
	-71.1
	-60.7

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	Note 1: 	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.6.3.1.3	Test Requirements
The UE shall send L1-RSRP report every 640 slots. No later than X ms plus 640 slots from the beginning of time period T2, UE shall send L1-RSRP report including the results for both SSB#0 and SSB#1 while meeting the accuracy requirements defined in clause 10.1.20.1, where X is 
-	1680 for UE supporting power class 1 
-	1200 for UE supporting power class 2,3 or 4. 
The reported L1-RSRP value shall include the Rx antenna gain in the range of -10 to +20 dB.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
A.5.6.3.2	SSB based L1-RSRP measurement when DRX is used
A.5.6.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.1, with the testing configurations for NR cells in Table A.5.6.3.2.1-1.
The AoA setup for this test is Setup 1 as defined in clause A.3.15
Table A.5.6.3.2.1-1: Applicable NR configurations for FR2 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.5.6.3.2.2	Test parameters
There are two cells in the test, E-UTRAN PCell (Cell 1) and FR21 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.5.6.3.2.2-1 and Table A.5.6.3.2.2-2 below. 
In CSI measurement configuration, UE is indicated to perform L1-RSRP measurement on the SSBs and report periodically. The test consists of two successive time periods, with time duration of T1 and T2 respectively. The test has higher layer parameter timeRestrictionForChannelMeasurements configured.
There is no measurement gap configured in the test. Before the test, UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSBs.
Table A.5.6.3.2.2-1: General test parameters
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~4
	
	freq1

	Duplex mode
	1~4
	
	TDD

	TDD Configuration
	1~4
	
	TDDConf.3.1

	BWchannel
	1~4
	MHz
	100: NRB,c = 66

	Data RBs allocated
	1~4
	
	66

	PDSCH Reference measurement channel
	1,2~4
	
	SR.3.21 TDD

	
	3,4
	
	SR.3.3 TDD

	RMSI CORESET Reference Channel
	1,2~4
	
	CR.3.1 TDD

	
	3,4
	
	CR.3.2 TDD

	Dedicated CORESET Reference Channel
	1,2~4
	
	CCR.3.1 TDD

	
	3,4
	
	CCR.3.7 TDD

	SSB configuration
	1,2
	
	SSB.1 FR2

	
	3,4
	
	SSB.2 FR2

	OCNG Patterns
	1~4
	
	OP.1

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3

	SMTC configuration
	1~4
	
	SMTC.1

	TRS Configuration
	1~4
	
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2

	DRX configuration
	1~4
	
	DRX.3

	reportConfigType
	1~4
	
	periodic

	reportQuantity
	1~4
	
	ssb-Index-RSRP

	Number of reported RS
	1~4
	
	2

	L1-RSRP reporting period
	1~4
	slot
	640

	T1
	1~4
	s
	5

	T2
	1~4
	s
	3

	Propagation condition
	1~4
	
	AWGN

	EPRE ratio of PSS to SSS
	1~4
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~4
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.5.6.3.2.2-2: SSB specific test parameters
	Parameter
	Config
	Unit
	SSB#0
	SSB#1

	
	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	
	Setup 1 according to A.3.15.1

	Assumption for UE beamsNote 4
	1~4
	
	Rough

	[image: ]Note2
	1~4
	dBm/15kHz
	-105

	[image: ]Note2
	1,2
	dBm/SSB SCS
	-96

	
	3,4
	
	-93

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	SSB RSRP Note3
	1,2
	dBm/SSB SCS
	-96
	-96
	-Infinity
	-87

	
	3,4
	
	-93
	-93
	-Infinity
	-84

	Io Note3
	1,2
	dBm/95.04MHz
	-67.5
	-67.5
	-71.1
	-60.7

	
	3,4
	
	-67.5
	-67.5
	-71.1
	-60.7

	[image: ]
	1~4
	dB
	0
	0
	-Infinity
	9

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3: 	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.



A.5.6.3.2.3	Test Requirements
The UE shall send L1-RSRP report every 640 slots. No later than X ms plus 640 slots from the beginning of time period T2, UE shall send L1-RSRP report including the results for both SSB#0 and SSB#1 while meeting the accuracy requirements defined in clause 10.1.20.1, where X is 
-	2880 for UE supporting power class 1 
-	1920 for UE supporting power class 2,3 or 4. 
The reported L1-RSRP value shall include the Rx antenna gain in the range of -10 to +20 dB.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

[bookmark: _Toc535476444][bookmark: _Toc535476453]<< Unchanged sections skipped >>
A.5.7.1.2	EN-DC inter-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
A.5.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.5.1.1 and 10.1.5.1.2 for inter-frequency measurements with the testing configurations for NR cells in Table A.5.7.1.2.1-1.
Table A.5.7.1.2.1-1: Applicable NR configurations for FR2 inter-frequency SS-RSRP accuracy test
	Configuration
	Description

	1
	FDD LTE PCell, cells 2&3 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	TDD LTE PCell, cells 2&3 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	FDD LTE PCell, cells 2&3 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	TDD LTE PCell, cells 2&3 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



A.5.7.1.2.2	Test parameters
In this set of test cases, there are three cells in the test, E-UTRAN PCell (Cell 1), FR2 PSCell (Cell 2) and a FR2 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.5.7.1.2.2-1 and Table A.5.7.1.2.2-2 below. Both absolute and relative accuracy of RSRP intrer-frequency measurements are tested by using the parameters in Table A.5.7.1.2.2-1 and Table A.5.7.1.2.2-2. The inter-frequency measurements are supported by a measurement gap. 
Table A.5.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~4
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1~4
	
	100:
NRB,c = 66
	100:
NRB,c = 66

	Data RBs allocated
	1,2
	
	24
	24

	
	3,4
	
	48
	48

	Duplex mode
	1~4
	
	TDD
TDD
	TDD
TDD

	TDD configuration
	1~4
	
	TDDConf.3.1
	TDDConf.3.1

	PDSCH Reference measurement channel
	1,2
	
	SR.3. 2 TDD
	-
	SR.3. 2 TDD
	-

	
	3,4
	
	SR.3.3 TDD
	
	SR.3.3 TDD
	

	RMSI CORESET Reference Channel
	1,2
	
	CR.3.1 TDD
	-
	CR.3.1 TDD
	-

	
	3,4
	
	CR.3.2 TDD
	
	CR.3.2 TDD
	

	Dedicated CORESET Reference Channel
	1,2
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	
	3,4
	
	CCR.3.7 TDD
	
	CCR.3.7 TDD
	

	SSB configuration
	1,2
	
	SSB.3 FR2
	SSB.3 FR2

	
	3,4
	
	SSB.4 FR2
	SSB.4 FR2

	PDSCH/PDCCH subcarrier spacing
	1~4
	kHz
	120
	120

	OCNG Patterns
	1~4
	
	OP.5
	OP.5

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~4
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~4
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~4
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~4
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	1~4
	-
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void



Table A.5.7.1.2.2-2: SS-RSRP inter frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Angle of arrival configuration
	1~4
	
	Setup 4b according to clause A.3.15.4.2
	Setup 4b according to clause A.3.15.4.2

	
	
	
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak

	Assumption for UE beamsNote 7
	1~4
	
	Rough
	Rough

	
Note1
	1, 2
	dBm/15kHzNote4
	-90.6
	-90.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +1.97dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 -3.03dB)

	
	3, 4
	
	-93.7
	-93.7
	
	

	
Note1
	1, 2
	dBm/SCSNote4
	-81.6
	-81.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +11.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +6.0dB)

	
	3, 4
	
	-81.7
	-81.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +14.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +9.0dB)

	

	1~4
	dB
	6.0
	6.0
	17.0
	-1.0

	SSB_RPNote2
	1, 2
	dBm/SCS
	-75.6
	-75.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +28.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +5.0dB)

	
	3, 4
	
	-75.7
	-75.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +31.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +8.0dB)

	(SSB_RPCell 2 – SSB_RPCell 3)
	1~4
	dB
	0
	23.00

	
BBNote6
	1, 2
	dB
	5.26
	5.96
	9.53
	-3.46

	
	3, 4
	
	4.61
	5.91
	
	

	IoNote2
	1, 2
	dBm/95.04 MHz Note4
	-50.00
	-50.00
	(Table B.2.3-2 Rx Beam PeakNote 8 +52.68dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +33.13dB)

	
	3, 4
	
	-50.09
	-50.09
	(Table B.2.3-2 Rx Beam PeakNote 8 +55.69dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +36.14dB)

	(Iofreq 1 – Io freq 2)
	1~4
	dB
	0
	19.55

	
Note 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, Es/Iot, Io, (SSB_RPCell 3 – SSB_RPCell 2) and (Iofreq 2 – Io freq 1) levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	Void
Note 6:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP or ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4. 
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	The value in Table B.2.3-2 is the Minimum SSB_RP for SCSSSB = 120 kHz, selected according to the operating band and UE power class, without ∆MBP,n adjustment.



A.5.7.1.2.3	Test Requirements
[bookmark: _Hlk36633250]The SS-RSRP measurement accuracy for Cell 2 and Cell 3 shall fulfil the absolute requirements in clause 10.1.5.1.1 and the relative requirements in clause 10.1.5.1.2.
Absolute accuracy of Cell 2 and absolute accuracy of Cell 3. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in Table A.5.7.1.2.3-1.
Relative accuracy of Cell 3 compared with Cell 2. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in A.5.7.1.2.3-2. 
Test 2:
Absolute accuracy of Cell 2 and absolute accuracy of Cell 3. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in Table A.5.7.1.2.3-1.
Relative accuracy of Cell 3 compared with Cell 2. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in A.5.7.1.2.3-2. 
Table A.5.7.1.2.3-1: SS-RSRP absolute accuracy test requirement
	
	Test requirement Notes1,2,3,4

	Cell 2
	SSB_RP2 -δ +Gmin +X ≤ Reported RSRP(dBm) ≤ SSB_RP2 +δ +Gmax

	Cell 3
	SSB_RP3 -δ +Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP3 +δ +Gmax

	Note 1: 	SSB_RPn is the equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the cell n under consideration
Note 2: 	δ is the RSRP absolute accuracy requirement from Table 10.1.5.1.1-1, selected according to the Io used in the test
Note 3: 	Gmin and Gmax are the minimum and maximum UE gain values from Table B.2.1.5.1-1, selected according to the UE power class 
Note 4: 	X is the Spherical coverage gain difference in dB, derived as (UE Refsens - UE Spherical coverage) from TS 38.101-2 [19] clauses 7.3.2 and 7.3.4, selected according to the UE power class and operating band. X is always a negative value.



Table A.5.7.1.2.3-2: SS-RSRP relative accuracy test requirement
	
	Test requirement Notes1,2,3,4

	Cell 3 – Cell 2
	SSB_RP3 - SSB_RP2 -δ ≤ Reported RSRP(dB) ≤ SSB_RP3 - SSB_RP2 +δ –(X)

	Note 1: 	SSB_RPn is the equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the cell n under consideration
Note 2: 	δ is the RSRP relative accuracy requirement from Table 10.1.5.1.2-1
Note 3: 	Void 
Note 4: 	X is the Spherical coverage gain difference in dB, derived as (UE Refsens - UE Spherical coverage) from TS 38.101-2 [19] clauses 7.3.2 and 7.3.4, selected according to the UE power class and operating band. X is always a negative value.



<< Unchanged sections skipped >>
[bookmark: _Toc535476459]A.5.7.4.1	SSB based L1-RSRP measurement
A.5.7.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 9.5.2 and clause 10.1.20.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.5.7.4.1.1-1.
The AoA setup for this test is Setup 1 as defined in clause A.3.15.
Table A.5.7.4.1.1-1: Applicable NR configurations for FR2 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band 



A.5.7.4.1.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.5.7.4.1.2-1 and Table A.5.7.4.1.2-2 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.5.7.4.1.2-1 and Table A.5.7.4.1.2-2.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSB resources 0 and 1. 
Table A.5.7.4.1.2-1: FR2 SSB based L1-RSRP general test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~4
	
	freq1
	freq1

	Duplex mode
	1~4
	
	TDD
	TDD

	TDD Configuration
	1~4
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	1~4
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	1~4
	
	66
	66

	PDSCH Reference measurement channel
	1,2~4
	
	SR.3.21 TDD
	SR.3.21 TDD

	
	3,4
	
	SR.3.3 TDD
	SR.3.3 TDD

	RMSI CORESET Reference Channel
	1,2~4
	
	CR.3.1 TDD
	CR.3.1 TDD

	
	3,4
	
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET Reference Channel
	1,2~4
	
	CCR.3.1 TDD
	CCR.3.1 TDD

	
	3,4
	
	CCR.3.7 TDD
	CCR.3.7 TDD

	SSB configuration
	1,2
	
	SSB.1 FR2
	SSB.1 FR2

	
	3,4
	
	SSB.2 FR2
	SSB.2 FR2

	OCNG Patterns
	1~4
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~4
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~4
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~4
	
	SMTC.1
	SMTC.1 

	reportConfigType
	1~4
	
	periodic
	periodic

	reportQuantity
	1~4
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1~4
	
	2
	2

	L1-RSRP reporting period
	1~4
	
	slot640
	slot640

	Propagation condition
	1~4
	
	AWGN
	AWGN

	Antenna configuration
	
	
	1x2
	1x2

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.5.7.4.1.2-2: FR2 SSB based L1-RSRP OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2 NOTE 3

	
	
	
	SSB0
	SSB1
	SSB0
	SSB1

	Angle of arrival configuration
	
	
	Setup 1 according to A.3.15.1
	Setup 1 according to A.3.15.1

	Assumption for UE beamsNote 4
	
	
	Rough
	Rough

	

	1~4
	dBm/15kHz
	-100
	n.a.

	

	1,2
	dBm/SSB SCS
	-91
	n.a.

	
	3,4
	
	-88
	n.a.

	

	1~4
	dB
	10
	-2
	n.a.

	SSB-RS_RPNote1
	1,2
	dBm/SCS
	-81
	-93
	As in Table B.2.4-2

	
	3,4
	
	-78
	-90
	As in Table B.2.4-2

	IoNote1
	1~4
	dBm/
95.04MHz
	-51.57

	SSB-RS_RP+28.98

	

	1~4
	dB
	10
	-2
	n.a.

	Note 1:	SSB_RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	VoidRSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 3:	No additional noise is added by the test system in Test 2.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.7.4.1.3	Test Requirements
[bookmark: _Hlk16818485]After 640ms from the beginning of the test, the L1-RSRP measurement accuracy for SSB#0 and SSB#1 of Cell 2 shall fulfil the requirements in clauses 10.1.20.1. The following requirements are to be verified:
For Test 1:
Absolute accuracy of SSB0 and absolute accuracy of SSB1. The UE is deemed to meet the requirement if the reported L1-RSRP is in the range shown in Table A.5.7.4.1.3-1.
Relative accuracy of SSB0 compared with SSB1. The UE is deemed to meet the requirement if the difference in reported L1-RSRP meets the requirements in Table 10.1.20.1.2-1. 
For Test 2:
Absolute accuracy of SSB0 and absolute accuracy of SSB1. The UE is deemed to meet the requirement if the reported L1-RSRP is in the range shown in Table A.5.7.4.1.3-1.
Relative accuracy of SSB0 compared with SSB1. The UE is deemed to meet the requirement if the difference in reported L1-RSRP meets the requirements in Table 10.1.20.1.2-1. 
Table A.5.7.4.1.3-1: L1-RSRP absolute accuracy test requirement
	
	Test requirement Notes1,2,3

	SSB0
	SSB_RP0 -δ + Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP0 +δ + Gmax

	SSB1
	SSB_RP1 -δ + Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP1 +δ + Gmax

	Note 1:	SSB_RPn is the  equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the SSB n under consideration
Note 2:	δ is the RSRP absolute accuracy requirement from Table 10.1.20.1.1-1, selected according to the Io used in the test
Note 3:	Gmin and Gmax are the minimum and maximum UE gain values from Table B.2.1.5.1-1, selected according to the UE power class



<< Unchanged sections skipped >>
A.7.4.1.1	NR UE Transmit Timing Test for FR2
[bookmark: _Toc535476686]A.7.4.1.1.1	Test Purpose and environment
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNodeb and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2.
Supported test configurations are shown in Table 7.4.1.1.1-1.
Table A.7.4.1.1.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz



For this test a single NR cell is used. Tables A.7.4.1.1.1-2 and A.7.4.1.1.1-2A define the parameters to be configured and strength of the transmitted signals. The transmit timing is verified by the UE transmitting SRS using the configuration defined in Table A.7.4.1.1.1-3.

Table A.7.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2

	SSB ARFCN
	
	1
	Freq1
	Freq1

	TDD configuration
	
	1
	TDDConf.3.1

	BWchannel
	MHz
	1
	100: NRB,c = 66

	Data RBs allocated
	
	1
	66

	Initial BWP Configuration
	
	1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1
	DLBWP.1.1
ULBWP.1.1

	TRS Configuration
	
	1
	TRS.2.1 TDD

	PDSCH/PDCCH TCI state
	
	1
	TCI.State.2

	DRx Cycle
	ms
	1
	N/A
	DRX.8Note5

	PDSCH Reference measurement channel
	
	1
	SR.3.3 TDD

	RMSI CORESET Reference Channel
	
	1
	CR.3.2 TDD

	Dedicated CORESET Reference Channel
	
	1
	CCR.3.7 TDD

	OCNG Patterns
	
	1
	OP.1

	SSB Configuration
	
	1
	SSB.4 FR2

	SMTC Configuration
	
	1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	1
	120

	EPRE ratio of PSS to SSS
	dB
	1
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Propagation condition
	
	1
	AWGN

	SRS Config
	
	1
	SRSConf.1Note6
	SRSConf.2Note6

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Void
Note 4:	Void
Note 5:	DRx related parameters are given in Table A.3.3.8-1
Note 6:	SRS configs are given in Table A.7.4.1.1.1-3



Table A.7.4.1.1.1-2A: OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2

	Angle of arrival configuration
	
	Setup 1 according to clause A.3.15.1

	Assumption for UE beamsNote 6
	
	Fine

	
Note1

	dBm/15kHzNote4
	-112

	
Note1

	dBm/SCSNote3
	-100

	

	dB
	4

	SSB-RS_RPNote2
	dBm/SCS Note4
	-96

	

	dB
	4

	IoNote2
	dBm/95.04 MHz Note4
	-68.5

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS B_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



Table A.7.4.1.1.1-3: SRS Configuration for Timing Accuracy Test
	
	Field
	SRSConf.1
	SRSConf.2
	Comments

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0
	

	
	srs-ResourceIdList
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	

	SRS-Resource
	SRS-ResourceId
	0
	0
	

	
	nrofSRS-Ports
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	

	
	combOffset-n2
	0
	0
	

	
	cyclicShift-n2
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	

	
	resourceMapping
nrofSymbols	
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	

	
	freqDomainShift
	0
	0
	

	
	freqHopping
c-SRS
	17
	17
	Matches NRB,c

	
	freqHopping
b-SRS
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1, 0
	sl2560, 4
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	Any 10 bit number



Table A.7.4.1.1.1-4: Void

[bookmark: _Toc535476687]A.7.4.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test:
1)	Setup NR PCell according to parameters given in Table A.7.4.1.1.1-1.
2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 13792
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1.2-1
3)	The test system shall adjust the timing of the DL path by values given in Table A.7.4.1.1.2-1
Table A.7.4.1.1.2-1 Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	240
	+8*64Tc
	+4*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in clause 7.1.2 Table 7.1.2.1-1 until the UE transmit timing offset is within (NTA + NTA_offset) ×Tc ± Te respective to the first detected path (in time) of DL SSB.  Skip this step for test 2 with DRX confiured.
5)	The test system shall verify that the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.
<< Unchanged sections skipped >>
[bookmark: _Toc535476728]A.7.5.5.2	Beam Failure Detection and Link Recovery Test for FR2 PCell configured with SSB-based BFD and LR in DRX mode
[bookmark: _Toc535476729]A.7.5.5.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.7.5.5.2.1-1, A.7.5.5.2.1-2, A.7.5.5.2.1-3, A.7.5.5.2.1-4 and A.7.5.5.2.1-5 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.5.2.1-1 shows the variation of the downlink SNR of the SSB in set q0 in the active cell to emulate SSB based beam failure. Figure A.7.5.5.2.1-1 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled in PCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.5.5.2.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth

	2
	TDD duplex mode, 240 kHz SSB SCS, 100 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.7.5.5.2.1-2: General test parameters for FR2 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1, 2
	
	TDD
	

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66
	

	Data RBs allocated
	Config 1, 2
	
	66
	

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1
	

	RMSI CORESET Reference Channel
	Config 1, 2
	
	CR. 3.1 TDD
	

	
	Config 2
	
	CR.3.2 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	

	
	Config 2
	
	SSB.2 FR2
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.3
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz
	

	PRACH Configuration
	Config 1, 2
	
	FR2 PRACH configuration 2
	A.3.8.3

	SSB index assigned as BFD RS (q0)
	
	0
	

	SSB index assigned as CBD RS (q1)
	
	1
	

	TCI Configuration
	Config 1, 2
	
	TBD
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Beam failure detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.3
	A.3.3.3

	Gap pattern ID 
	
	N.A.
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1
	dBm/SSB
	-94.5
	Threshold used 

	ThresholdSSB
	Config 2
	SCS
	-91.5
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD
	A.3.14.2

	TCI states
	
	TCI.State.0
	

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD
	

	SSB index assigned as RLM RS
	
	0, 1
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	3.37
	

	T3
	s
	2.8
	

	T4
	s
	0
	

	T5
	s
	0.61
	

	D1
	s
	0.57
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.5.2.1-3: Cell specific test parameters for FR2 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beams Note 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 2
	
	0.2
	0.2
	20.2
	20.2
	20.2

	SSB_RP of set q1
	Config 1
	dBm/SSB
	-104.5
	-104.5
	-84.5
	-84.5
	-84.5

	
	Config 2
	SCS
	-101.5
	-101.5
	-81.5
	-81.5
	-81.5

	

	Config 1
	dBm/120 KHz
	-104.7

	
	Config 2
	
	-104.7

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause [A.3.6].
Note 10: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



Table A.7.5.5.2.1-4: Void
Table A.7.5.5.2.1-5: Void
[bookmark: _Toc535476730][image: C:\Users\w00527694\Pictures\图片28.png]  
Figure A.7.5.5.2.1-1: SNR and L1-RSRP variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
A.7.5.5.2.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 560+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
<< Unchanged sections skipped >>
A.7.5.7.1	Addition and Release Delay of known NR PSCell
A.7.5.7.1.1	Test Purpose and Environment
The purpose of this test is to verify the PSCell addition and release delay requirements defined in clauses 8.9.2 and 8.9.3, respectively, for the case where the PSCell is known to the UE at the time of addition. 
The supported test configurations are given in Table A.7.5.7.1.1-1. The test scenario comprises two NR cells, Cell 1 and Cell 2, on radio channel 1 in FR1 and radio channel 2 in FR2, respectively. Test parameters are given in Tables A.7.5.7.1.1-2 and A.7.5.7.1.1-3 below. The test consists of five time periods with durations T1, T2, T3, T4 and T5, respectively. 
At the start of T1, the UE shall be connected to Cell 1 (PCell) on radio channel 1 (PCC) and shall only monitor PCC and hence be unaware of Cell 2 (PSCell-to-be) on radio channel 2. Before the start of T2, the test system shall send measurement control information including measurement gap configuration and event-triggered reporting configuration for measurements on radio channel 2.
During T2, the UE shall identify Cell 2 and send an event-triggered report. When the tests system receives the report, it shall send updated measurement control information where the measurement gap pattern is released. Before the start of T3, the test system shall send a RRC message instructing the UE to add PSCell (Cell 2), and further instructing the UE to report CSI periodically in the PSCell once it has been added. Reception by the UE of this RRC message defines the start of T3.
During T3, the UE shall carry out random access towards the PSCell. Reception by the test system of the PRACH preamble defines the start of T4.
During T4, the UE shall send periodic CSI reports in PSCell. After having received at least one such report, the test system shall send a RRC message instructing the UE to release the PSCell. Reception by the UE of the RRC message defines the start of T5.
During T5, the UE shall release the PSCell.
Table A.7.5.7.1.1-1: Supported test configurations for FR2 PSCell
	Config
	Description

	1
	FR1 FDD SSB SCS 15kHz BW 10MHz – FR2 TDD SSB SCS 240kHz BW 100MHz

	2
	FR1 TDD SSB SCS 15kHz BW 10MHz – FR2 TDD SSB SCS 240kHz BW 100MHz

	3
	FR1 TDD SSB SCS 30kHz BW 40MHz – FR2 TDD SSB SCS 240kHz BW 100MHz

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.7.5.7.1.1-2: General test parameters for PSCell addition and release delay
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two radio channels are used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1 in FR1

	Neighbour cell
	
	Cell 2
	Neighbour cell (PSCell-to-be) on RF channel number 2 in FR2

	A4
	Hysteresis
	dB
	0
	Hysteresis for event A4

	
	Threshold RSRP
	dBm
	-97
	Threshold for event A4

	
	Time to Trigger
	S
	0
	Time to trigger for event A4

	DRX
	
	OFF
	For both PCell and PSCell once activated

	Measurement gap pattern ID
	
	0
	Gaps are configured before T2 and released before T3.

	PRACH configuration in Cell 2
	
	FR2 PRACH configuration 2
	PRACH configuration as specified in Clause A.3.8.3.2.

	CSI reporting periodicity and offset configuration for Cell 2
	ms
	2
	

	T1
	s
	5
	During this time the PCell is known and Cell 2 is unknown.

	T2
	s
	1
	During this time the UE shall identify neighbour cell 2 and report event B1.

	T3
	s
	1
	During this time the UE adds the PSCell.

	T4
	s
	1
	During this time the UE sends CSI reports for PSCell.

	T5
	s
	1
	During this time the UE releases the PSCell.



Table A.7.5.7.1.1-3: NR Cell specific test parameters for PSCell addition and release delay
	Parameter
	Unit
	Config
	Cell 1
	Cell2

	
	
	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	1,2,3
	N/A
	Setup 2a according to clause A.3.15.2.1

	Assumption for UE beams Note 5
	
	
	N/A
	Rough

	Frequency Range
	
	1,2,3
	FR1
	FR2

	Duplex mode
	
	1
	FDD
	TDD

	
	
	2,3
	TDD
	

	TDD configuration
	
	1
	–
	TDDConf.3.1

	
	
	2
	TDDConf.1.1
	

	
	
	3
	TDDConf.2.1
	

	BWchannel
	MHz
	1,2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	3
	40: NRB,c = 106
	

	Data RBs allocated
	
	1,2
	52
	TBD

	
	
	3
	106
	

	Initial Downlink BWP configuration
	
	1,2,3
	DLBWP.0.1
	DLBWP.0.1

	Initial Uplink BWP configuration
	
	1,2,3
	ULBWP.0.1
	ULBWP.0.1

	Dedicated Downlink BWP configuration
	
	1,2,3
	DLBWP.1.1
	DLBWP.1.1

	Dedicated Uplink BWP configuration
	
	1,2,3
	ULBWP.1.1
	ULBWP.1.1

	PDSCH Reference Measurement Channel
	
	1
	SR.1.1 FDD
	SR.3.31 TDD

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	TRS configuration
	
	1,2,3
	–
	TRS.2.1 TDD

	TCI state
	
	1,2,3
	–
	TCI.State.0

	RMSI CORESET parameters
	
	1
	CR.1.1 FDD
	CR.3.21 TDD

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET parameters
	
	1
	CCR.1.1 FDD
	CCR.3.71 TDD

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG PatternsNote1
	
	1,2,3
	OP.1
	OP.1

	SSB configuration
	
	1,2
	SSB.1 FR1
	SSB.2 FR2

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1,2,3
	SMTC.2
	SMTC.1

	Correlation Matrix and Antenna config
	
	1,2,3
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	1,2,3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	
	

	Noc Note2
	dBm/ 15kHz
	1,2,3
	-98
	N/A
	-98

	Noc Note2
	dBm/SCS
	1,2
	-98
	N/A
	-89

	
	
	3
	-95
	
	

	Ês/Iot
	dB
	1,2,3
	5
	
	5

	Ês/Noc
	dB
	1,2,3
	5
	
	5

	SSB-RS_RPNote3,4
	dBm/SCS
	1,2
	-93
	N/A
	-84

	
	
	3
	-90
	
	

	IoNote3,4
	dBm/
9.36 MHz
	1,2
	-63.85
	–
	–

	
	dBm/
38.16 MHz
	3
	-57.76
	–
	–

	
	dBm/
95.04 MHz
	1,2,3
	–
	N/A
	-53.82

	Propagation Condition 
	
	1,2,3
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone.
Note 5: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



A.7.5.7.1.2	Test Requirements
The UE shall transmit the PRACH preamble to PSCell at latest 112 ms into T3.
The UE shall transmit at least one periodic CSI report for PSCell during T4.
The UE shall stop transmitting CSI reports for PSCell at latest 20 ms into T5.
All of the above test requirements shall be fulfilled in order for the observed PSCell addition and release delay to be counted as correct. The rate of correct events observed during repeated tests shall be at least 90%.

A.7.5.7.2	Addition and Release Delay of unknown NR PSCell
A.7.5.7.2.1	Test Purpose and Environment
The purpose of this test is to verify the PSCell addition and release delay requirements defined in clauses 8.9.2 and 8.9.3, respectively, for the case where the PSCell is unknown to the UE at the time of addition. 
The supported test configurations are given in Table A.7.5.7.2.1-1. The test scenario comprises two NR cells, Cell 1 and Cell 2, on radio channel 1 in FR1 and radio channel 2 in FR2, respectively. Test parameters are given in Tables A.7.5.7.2.1-2 and A.7.5.7.2.1-3 below. The test consists of four time periods with durations T1, T2, T3 and T4, respectively. 
At the start of T1, the UE shall be connected to Cell 1 (PCell) on radio channel 1 (PCC) and shall only monitor PCC and hence be unaware of Cell 2 (PSCell-to-be) on radio channel 2. At the end of T1, the test system shall send a RRC message instructing the UE to add PSCell (Cell 2), and further instructing the UE to report CSI periodically in the PSCell once it has been added. Reception by the UE of this RRC message defines the start of T2.
During T2, the UE shall identify PSCell and carry out random access towards the PSCell. Reception by the test system of the PRACH preamble defines the start of T3.
During T3, the UE shall send periodic CSI reports in PSCell. After having received at least one such report, the test system shall send a RRC message instructing the UE to release the PSCell. Reception by the UE of the RRC message defines the start of T4.
During T4, the UE shall release the PSCell.
Table A.7.5.7.2.1-1: Supported test configurations for FR2 PSCell
	Config
	Description

	1
	FR1 FDD SSB SCS 15kHz BW 10MHz – FR2 TDD SSB SCS 240kHz BW 100MHz

	2
	FR1 TDD SSB SCS 15kHz BW 10MHz – FR2 TDD SSB SCS 240kHz BW 100MHz

	3
	FR1 TDD SSB SCS 30kHz BW 40MHz – FR2 TDD SSB SCS 240kHz BW 100MHz

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.7.5.7.2.1-2: General test parameters for PSCell addition and release delay
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two radio channels are used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1 in FR1

	Neighbour cell
	
	Cell 2
	Neighbour cell (PSCell-to-be) on RF channel number 2 in FR2

	DRX
	
	OFF
	For both PCell and PSCell once activated

	PRACH configuration in Cell 2
	
	FR2 PRACH configuration 2
	PRACH configuration as specified in Clause A.3.8.3.2.

	CSI reporting periodicity and offset configuration for Cell 2
	ms
	[2]
	

	T1
	s
	5
	During this time the PCell is known and Cell 2 is unknown.

	T2
	s
	1
	During this time the UE adds the PSCell.

	T3
	s
	1
	During this time the UE sends CSI reports for PSCell.

	T4
	s
	1
	During this time the UE releases the PSCell.



Table A.7.5.7.2.1-3: NR Cell specific test parameters for PSCell addition and release delay
	Parameter
	Unit
	Config
	Cell 1
	Cell2

	
	
	
	
	T1
	T2
	T3
	T4

	AoA setup
	
	1,2,3
	N/A
	Setup 2a according to clause A.3.15.2.1

	Assumption for UE beams Note 5
	
	
	N/A
	Rough

	Frequency Range
	
	1,2,3
	FR1
	FR2

	Duplex mode
	
	1
	FDD
	TDD

	
	
	2,3
	TDD
	

	TDD configuration
	
	1
	–
	TDDConf.3.1

	
	
	2
	TDDConf.1.1
	

	
	
	3
	TDDConf.2.1
	

	BWchannel
	MHz
	1,2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	3
	40: NRB,c = 106
	

	Data RBs allocated
	
	1,2
	52
	TBD

	
	
	3
	106
	

	Initial Downlink BWP configuration
	
	1,2,3
	DLBWP.0.1
	DLBWP.0.1

	Initial Uplink BWP configuration
	
	1,2,3
	ULBWP.0.1
	ULBWP.0.1

	Dedicated Downlink BWP configuration
	
	1,2,3
	DLBWP.1.1
	DLBWP.1.1

	Dedicated Uplink BWP configuration
	
	1,2,3
	ULBWP.1.1
	ULBWP.1.1

	PDSCH Reference Measurement Channel
	
	1
	SR.1.1 FDD
	SR.3.31 TDD

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	TRS configuration
	
	1,2,3
	–
	TRS.2.1 TDD

	TCI state
	
	1,2,3
	–
	TCI.State.0

	RMSI CORESET parameters
	
	1
	CR.1.1 FDD
	CR.3.21 TDD

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET parameters
	
	1
	CCR.1.1 FDD
	CCR.3.71 TDD

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG PatternsNote1
	
	1,2,3
	OP.1
	OP.1

	SSB configuration
	
	1,2
	SSB.1 FR1
	SSB.2 FR2

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1,2,3
	SMTC.2
	SMTC.1

	Correlation Matrix and Antenna config
	
	1,2,3
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	1,2,3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	
	

	Noc Note2
	dBm/ 15kHz
	1,2,3
	-98
	N/A
	-98

	Noc Note2
	dBm/SCS
	1,2
	-98
	N/A
	-89

	
	
	3
	-95
	
	

	Ês/Iot
	dB
	1,2,3
	5
	
	5

	Ês/Noc
	dB
	1,2,3
	5
	
	5

	SSB-RS_RPNote3,4
	dBm/SCS
	1,2
	-93
	N/A
	-84

	
	
	3
	-90
	
	

	IoNote3,4
	dBm/
9.36 MHz
	1,2
	-63.85
	–
	–

	
	dBm/
38.16 MHz
	3
	-57.76
	–
	–

	
	dBm/
95.04 MHz
	1,2,3
	–
	N/A
	-53.82

	Propagation Condition 
	
	1,2,3
	AWGN
	AWGN

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3: 	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone.
Note 5:	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



A.7.5.7.2.2	Test Requirements
The UE shall transmit the PRACH preamble to PSCell at latest 572 ms into T2.
The UE shall transmit at least one periodic CSI report for PSCell during T3.
The UE shall stop transmitting CSI reports for PSCell at latest 20 ms into T4.
All of the above test requirements shall be fulfilled in order for the observed PSCell addition and release delay to be counted as correct. The rate of correct events observed during repeated tests shall be at least 90%.
<< Unchanged sections skipped >>
[bookmark: _Toc535476751]A.7.6.1.1	SA event triggered reporting test without gap under non-DRX
[bookmark: _Toc535476752]A.7.6.1.1.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.7.6.1.1.1-1.
Table A.7.6.1.1.1-1: supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test, PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on the same frequency as the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.7.6.1.1.1-2, A.7.6.1.1.1-3 and A.7.6.1.1.1-4 below.
In the measurement control information, a measurement object is configured for the frequency of the PCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
Table A.7.6.1.1.1-2: General test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Value
	Comment

	Active cell
	
	1, 2
	PCell (Cell 1)
	

	Neighbour cell
	
	1, 2
	Cell 2
	Cell to be identified.

	RF Channel Number
	
	1, 2
	1: Cell 1 and Cell 2
	One TDD carrier frequency is used for the NR cells.

	SMTC configuration
	
	1, 2
	SMTC.1 
	

	offsetMO
	dB
	1, 2
	16
	Applied to NR Cell 2 measurement object

	A3-Offset
	dB
	1, 2
	-116
	

	CP length
	
	1, 2
	Normal
	

	Hysteresis
	dB
	1, 2
	0
	

	Time To Trigger
	s
	1, 2
	0
	

	Filter coefficient
	
	1, 2
	0
	L3 filtering is not used

	DRX
	
	1, 2
	OFF
	

	Time offset between Cell 1 and Cell 2
	
	1, 2
	3 s
	Synchronous cells

	T1
	s
	1, 2
	5
	

	T2
	s
	1, 2
	5
	



Table A.7.6.1.1.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1, 2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1
	24
	24

	
	
	2
	48
	48

	Intial BWP configuration
	
	1, 2
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1, 2
	SSB
	SSB

	PDSCH RMC configuration
	
	1, 2
	SR.3.21 TDD 
	N/A

	
	
	2
	SR.3.3 TDD
	

	RMSI CORESET RMC configuration
	
	1, 2
	CR.3.1 TDD
	CR.3.1 TDD 

	
	
	2
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1, 2
	CCR.3.1 TDD
	CCR.3.1 TDD 

	
	
	2
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1, 2
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI states
	
	1, 2
	TCI.State.2
	N/A

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2
	120
	120

	OCNG Patterns
	
	1, 2
	OP.51
	N/AOP.1

	SSB 
	
	1
	SSB.31 FR2
	SSB.71 FR2

	
	
	2
	SSB.42 FR2
	SSB.82 FR2

	Propagation Condition 
	
	1, 2
	AWGN
	AWGN



Table A.7.6.1.1.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 without gap without DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1, 2
	Setup 3 defined in A.3.15.3

	
	
	
	AoA1
	AoA2

	Beam assumptionNote 4
	
	1,2
	Rough
	Rough

	[image: ]
	dB
	1, 2
	4
	4
	-Infinity
	8

	[image: ]Note 2
	dBm/15 KHz
	1, 2
	-102

	[image: ]Note 2Es
	dBm/SCS
	1
	-8993
	-89
	-Infinity
	-89

	
	
	2
	-8690
	-86
	-Infinity
	-86

	[image: ] BB Note 5
	dB
	1, 2
	-0.12
	-0.12
	-Infinity
	-0.12

	SSB-RS_RP
	dBm/SCS
	1
	-89
	-89
	-Infinity
	-895

	
	
	2
	-86
	-86
	-Infinity
	-862

	[image: ]
	dB
	1, 2
	4
	4
	-Infinity
	8

	[image: ]
	dBm/95.04MHz
	1, 2
	-64.4158.56
	-64.41
	See Cell 1 columns -55.38

	
	
	2
	-61.41
	-61.41
	

	Time multiplexing of the downlink transmissions from each AoA
	1, 2
	Defined in Figure A.7.6.1.1.1-1

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	VoidInterference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.





Figure A.7.6.1.1.1-1: Time multiplexed downlink transmissions (Config 1 example)
A.7.6.1.1.2	Test Requirements
In the test, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	2.4s for a UE supporting power class 1,
-	1.44s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476754]A.7.6.1.2	SA event triggered reporting test without gap under DRX
[bookmark: _Toc535476755]A.7.6.1.2.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.7.6.1.2.1-1.
Table A.7.6.1.2.1-1: supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test, PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on the same frequency as the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.7.6.1.2.1-2 ~ 6.
In the measurement control information, a measurement object is configured for the frequency of the PCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.7.6.1.2.1-2: General test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1, 2
	PCell (Cell 1)
	

	Neighbour cell
	
	1, 2
	Cell 2
	Cell to be identified.

	RF Channel Number
	
	1, 2
	1: Cell 1 and Cell 2
	One TDD carrier frequency is used for the NR cells.

	SMTC configuration
	
	1, 2
	SMTC.1
	

	A3-Offset
	dB
	1, 2
	-6
	

	CP length
	
	1, 2
	Normal
	

	Hysteresis
	dB
	1, 2
	0
	

	Time To Trigger
	s
	1, 2
	0
	

	Filter coefficient
	
	1, 2
	0
	L3 filtering is not used

	DRX
	
	1, 2
	DRX.1
	DRX.2
	DRX related parameters are defined in Table A.7.6.1.2.1-5

	Time offset between Cell 1 and Cell 2
	
	1, 2
	3 s
	Synchronous cells

	T1
	s
	1, 2
	5
	

	T2
	s
	1, 2
	10
	52
	





Table A.7.6.1.2.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1, 2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1, 2
	66
	66

	Intial BWP configuration
	
	1, 2
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2
	DLBWP.1.1
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2
	ULBWP.1.1
	ULBWP.1.1

	RLM-RS
	
	1, 2
	SSB
	SSB

	PDSCH RMC configuration
	
	1, 2
	SR.3.21 TDD 
	N/A

	
	
	2
	SR.3.3 TDD 
	

	RMSI CORESET RMC configuration
	
	1, 2
	CR.3.1 TDD
	CR.3.1 TDD 

	
	
	2
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1, 2
	CCR.3.1 TDD
	CCR.3.1 TDD 

	
	
	2
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1, 2
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI states
	
	1, 2
	TCI.State.2
	N/A

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2
	120
	120

	OCNG Patterns
	
	1, 2
	OP.1
	OP.1

	SSB 
	
	1
	SSB.3 FR2
	SSB.3 FR2

	
	
	2
	SSB.4 FR2
	SSB.4 FR2

	Propagation Condition 
	
	1, 2
	AWGN
	AWGN



Table A.7.6.1.2.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 without gap with DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1, 2
	Setup 1 defined in A.3.15.1

	Beam assumptionNote 4
	
	1,2
	Rough
	Rough

	[image: ]BB Note 5
	dB
	1, 2
	3.774
	-1.5246
	-Infinity
	-1.5246

	[image: ] Note 2
	dBm/15 KHz
	1, 2
	-98

	[image: ] Note 2
	dBm/SCS
	1
	-89

	
	
	2
	-86

	SSB-RS_RP
	dBm/SCS
	1
	-85
	-85
	-Infinity
	-85

	
	
	2
	-82
	-82
	-Infinity
	-82

	[image: ]
	dB
	1, 2
	4
	4
	-Infinity
	4

	[image: ]
	dBm/95.04MHz
	1, 2
	-54.53
	-52.18
	See Cell 1 columns -54.53
-52.18

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.


[bookmark: _Toc535476756]
Table A.7.6.1.2.1-5: Void
Table A.7.6.1.2.1-6: Void

A.7.6.1.2.2	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	7.2s for a UE supporting power class 1,
-	4.32s for a UE supporting power class 2, 3 and 4
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	51.2s for a UE supporting power class 1,
-	30.72s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476757]A.7.6.1.3	SA event triggered reporting test with per-UE gaps under non-DRX
[bookmark: _Toc535476758]A.7.6.1.3.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.7.6.1.3.1-1.
Table A.7.6.1.3.1-1: supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test, PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on the same frequency as the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.7.6.1.3.1-2 ~ 4 below.
There are two BWPs configured in Cell 1, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 1. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
In the measurement control information, a measurement object is configured for the frequency of the PCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
Table A.7.6.1.3.1-2: General test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Value
	Comment

	Active cell
	
	1, 2
	PCell (Cell 1)
	

	Neighbour cell
	
	1, 2
	Cell 2
	Cell to be identified.

	RF Channel Number
	
	1, 2
	1: Cell 1 and Cell 2
	One TDD carrier frequency is used for the NR cells.

	Gap type
	
	1, 2
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1, 2
	40
	

	Measurement gap length
	ms
	1, 2
	6
	

	Measurement gap offset
	ms
	1, 2
	39
	

	SMTC configuration
	
	1, 2
	SMTC.1
	

	CSI-RS parameters
	
	1, 2
	CSI-RS.3.2 TDD
	

	offsetMO
	dB
	1, 2
	16
	Applied to NR Cell 2 measurement object

	A3-Offset
	dB
	1, 2
	-116
	

	CP length
	
	1, 2
	Normal
	

	Hysteresis
	dB
	1, 2
	0
	

	Time To Trigger
	s
	1, 2
	0
	

	Filter coefficient
	
	1, 2
	0
	L3 filtering is not used

	DRX
	
	1, 2
	OFF
	

	Time offset between Cell 1 and Cell 2
	
	1, 2
	3 s
	Synchronous cells

	T1
	s
	1, 2
	5
	

	T2
	s
	1, 2
	5
	



Table A.7.6.1.3.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1, 2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1
	24
	24

	
	
	2
	48
	48

	Intial BWP configuration
	
	1, 2
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1, 2
	CSI-RS
	SSB

	PDSCH RMC configuration
	
	1, 2
	SR.3.21 TDD 
	N/A

	
	
	2
	SR.3.3 TDD 
	

	RMSI CORESET RMC configuration
	
	1, 2
	CR.3.1 TDD
	CR.3.1 TDD 

	
	
	2
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1, 2
	CCR.3.1 TDD
	CCR.3.1 TDD 

	
	
	2
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1, 2
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI states
	
	1, 2
	TCI.State.2
	N/A

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2
	120
	120

	OCNG Patterns
	
	1, 2
	OP.51
	N/AOP.1

	SSB
	
	1
	SSB.3 FR2
	SSB.73 FR2

	
	
	2
	SSB.4 FR2
	SSB.84 FR2

	Propagation Condition 
	
	1, 2
	AWGN
	AWGN



Table A.7.6.1.3.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 with per-UE gaps without DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1, 2
	Setup 3 defined in A.3.15.3

	
	
	
	AoA1
	AoA2

	Beam AssumptionNote 4
	
	1,2
	Rough
	Rough

	[image: ]
	dB
	1, 2
	4
	4
	-Infinity
	8

	[image: ] Note 2
	dBm/15 KHz
	1, 2
	-102

	[image: ] Note 2Es
	dBm/SCS
	1
	-8993
	-89
	-Infinity
	-89

	
	
	2
	-8690
	-86
	-Infinity
	-86

	[image: ] BB Note 5
	dB
	1, 2
	-0.12
	-0.12
	-Infinity
	-0.12

	SSB-RS_RP
	dBm/SCS
	1
	-89
	-89
	-Infinity
	-895

	
	
	2
	-86
	-86
	-Infinity
	-862

	[image: ]
	dB
	1, 2
	4
	4
	-Infinity
	8

	[image: ]
	dBm/95.04MHz
	1, 2
	-64.4158.56
	-64.41
	See Cell 2 columns -55.38

	
	
	2
	-61.41
	-61.41
	

	Time multiplexing of the downlink transmissions from each AoA
	1,2
	Defined in Figure A.7.6.1.3.1-1

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	VoidInterference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.





Figure A.7.6.1.3.1-1: Time multiplexed downlink transmissions (Config 1 example)
A.7.6.1.3.2	Test Requirements
In the test, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	3.2s for a UE supporting power class 1,
-	1.92s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc535476760]A.7.6.1.4	SA event triggered reporting test with per-UE gaps under DRX
[bookmark: _Toc535476761]A.7.6.1.4.1	Test purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the TDD intra-frequency cell search requirements in clause 9.2.5.1 and 9.2.5.2. Supported test configurations are shown in table A.7.6.1.4.1-1.
Table A.7.6.1.4.1-1: supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test, PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on the same frequency as the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.7.6.1.4.1-2, A.7.6.1.4.1-3 and A.7.6.1.4.1-4 below.
There are two BWPs configured in Cell 1, BWP1 which contains the cell defining SSB, and BWP2 which does not contain any SSB of Cell 1. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
In the measurement control information, a measurement object is configured for the frequency of the PCell, and it is indicated to the UE that event-triggered reporting with Event A3 is used.
The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furhtermore UE is allocated with PUSCH resource at every DRX cycle.

Table A.7.6.1.4.1-2: General test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	Active cell
	
	1, 2
	PCell (Cell 1)
	

	Neighbour cell
	
	1, 2
	Cell 2
	Cell to be identified.

	RF Channel Number
	
	1, 2
	1: Cell 1 and Cell 2
	One TDD carrier frequency is used for the NR cells.

	Gap type
	
	1, 2
	Per-UE gaps
	

	Measurement gap repitition periodicity
	ms
	1, 2
	40
	

	Measurement gap length
	ms
	1, 2
	6
	

	Measurement gap offset
	ms
	1, 2
	39
	

	SMTC configuration
	
	1, 2
	SMTC.1
	

	CSI-RS parameters
	
	1, 2
	CSI-RS.3.2 TDD
	

	A3-Offset
	dB
	1, 2
	-6
	

	CP length
	
	1, 2
	Normal
	

	Hysteresis
	dB
	1, 2
	0
	

	Time To Trigger
	s
	1, 2
	0
	

	Filter coefficient
	
	1, 2
	0
	L3 filtering is not used

	DRX
	
	1, 2
	DRX.1
	DRX.2
	DRX related parameters are defined in Table A.7.6.1.2.1-5

	Time offset between Cell 1 and Cell 2
	
	1, 2
	3 s
	Synchronous cells

	T1
	s
	1, 2
	5
	

	T2
	s
	1, 2
	10
	52
	



Table A.7.6.1.4.1-3: NR Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration 
	
	1, 2
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	1, 2
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	
	1, 2
	66
	66

	Intial BWP configuration
	
	1, 2
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Active DL BWP configuration
	
	1, 2
	DLBWP.1.2
	DLBWP.1.1

	Active UL BWP configuration
	
	1, 2
	ULBWP.1.2
	ULBWP.1.1

	RLM-RS
	
	1, 2
	SCSI-RS
	SSB

	PDSCH RMC configuration
	
	1, 2
	SR.3.12 TDD 
	N/A

	
	
	2
	SR.3.3 TDD 
	

	RMSI CORESET RMC configuration
	
	1, 2
	CR.3.1 TDD
	CR.3.1 TDD 

	
	
	2
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET RMC configuration
	
	1, 2
	CCR.3.1 TDD
	CCR.3.1 TDD 

	
	
	2
	CCR.3.7 TDD
	CCR.3.7 TDD

	TRS configuration
	
	1, 2
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state
	
	1, 2
	 TCI.State.2
	N/A

	PDSCH/PDCCH subcarrier spacing
	kHz
	1, 2
	120
	120

	OCNG Patterns
	
	1, 2
	OP.1
	OP.1

	SSB 
	
	1
	SSB.3 FR2
	SSB.3 FR2

	
	
	2
	SSB.4 FR2
	SSB.4 FR2

	Propagation Condition 
	
	1, 2
	AWGN
	AWGN



Table A.7.6.1.4.1-4: NR OTA Cell specific test parameters for intra-frequency event triggered reporting for SA with TDD PCell in FR2 with per-UE gaps with DRX
	Parameter
	Unit
	Config
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	1, 2
	Setup 1 defined in A.3.15.1

	Beam AssumptionNote 4
	
	1,2
	Rough

	[image: ]BB Note 5
	dB
	1, 2
	3.774
	-1.5246
	-Infinity
	-1.5246

	[image: ] Note 2
	dBm/15 KHz
	1, 2
	-98

	[image: ] Note 2
	dBm/SCS
	1
	-89

	
	
	2
	-86

	SSB-RS_RP
	dBm/SCS
	1
	-85
	-85
	-Infinity
	-85

	
	
	2
	-82
	-82
	-Infinity
	-82

	[image: ]
	dB
	1, 2
	4
	4
	-Infinity
	4

	[image: ]
	dBm/95.04MHz
	1,2
	-54.53
	-52.18
	See Cell 1 columns -54.53
-52.18

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	Es/Iot, SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 5:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.


[bookmark: _Toc535476762]
Table A.7.6.1.4.1-5: Void
Table A.7.6.1.4.1-6:Void

A.7.6.1.4.2	Test Requirements
In test 1, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	7.2s for a UE supporting power class 1,
-	4.32s for a UE supporting power class 2, 3 and 4
In test 2, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
-	51.2s for a UE supporting power class 1,
-	30.72s for a UE supporting power class 2, 3 and 4
The UE is not required to read the neighbour cell SSB index in this test.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<< Unchanged sections skipped >>
A.7.6.3.1	SSB based L1-RSRP measurement when DRX is not used
A.7.6.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.1, with the testing configurations for NR cells in Table A.7.6.3.1.1-1.
The AoA setup for this test is Setup 1 as defined in clause A.3.15
Table A.7.6.3.1.1-1: Applicable NR configurations for FR2 SSB based L1-RSRP test
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.7.6.3.1.2	Test parameters
There is one cells in the test, the FR2 PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.7.6.3.1.2-1 and Table A.7.6.3.1.2-2 below. 
In CSI measurement configuration, UE is indicated to perform L1-RSRP measurement on the SSBs and report periodically. The test consists of two successive time periods, with time duration of T1 and T2 respectively. The test has higher layer parameter timeRestrictionForChannelMeasurements configured.
There is no measurement gap configured in the test. Before the test, UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSBs.
Table A.7.6.3.1.2-1: General test parameters
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~2
	
	freq1

	Duplex mode
	1~2
	
	TDD

	TDD Configuration
	1~2
	
	TDDConf.3.1

	BWchannel
	1~2
	MHz
	100: NRB,c = 66

	Data RBs allocated
	1~4
	
	66

	PDSCH Reference measurement channel
	1~2
	
	SR.3.21 TDD

	
	2
	
	SR.3.3 TDD

	RMSI CORESET Reference Channel
	1~2
	
	CR.3.1 TDD

	
	2
	
	CR.3.2 TDD

	Dedicated CORESET Reference Channel
	1~2
	
	CCR.3.1 TDD

	
	2
	
	CCR.3.7 TDD

	SSB configuration
	1
	
	SSB.1 FR2

	
	2
	
	SSB.2 FR2

	OCNG Patterns
	1~2
	
	OP.1

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.3
ULBWP.1.3

	SMTC configuration
	1~2
	
	SMTC.1

	TRS Configuration
	1~2
	
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~2
	
	TCI.State.2

	DRX configuration
	1~2
	
	Off

	reportConfigType
	1~2
	
	periodic

	reportQuantity
	1~2
	
	ssb-Index-RSRP

	Number of reported RS
	1~2
	
	2

	L1-RSRP reporting period
	1~2
	slot
	640

	T1
	1~2
	s
	5

	T2
	1~2
	s
	2

	Propagation condition
	1~2
	
	AWGN

	EPRE ratio of PSS to SSS
	1~2
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~2
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.7.6.3.1.2-2: SSB specific test parameters
	Parameter
	Config
	Unit
	SSB#0
	SSB#1

	
	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	
	Setup 1 according to A.3.15.1

	Beam AssumptionNote 4
	1-2
	
	Rough

	[image: ]Note2
	1~2
	dBm/15kHz
	-105

	[image: ]Note2
	1
	dBm/SSB SCS
	-96

	
	2
	
	-93

	[image: ]
	1~2
	dB
	0
	0
	-Infinity
	9

	SSB RS_RP Note3
	1
	dBm/SSB SCS
	-96
	-96
	-Infinity
	-87

	
	2
	
	-93
	-93
	-Infinity
	-84

	Io Note3
	1
	dBm/95.04MHz
	-67.5
	-67.5
	-71.1
	-60.7

	
	2
	
	-67.5
	-67.5
	-71.1
	-60.7

	[image: ]
	1~2
	dB
	0
	0
	-Infinity
	9

	Note 1: 	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.7.6.3.1.3	Test Requirements
The UE shall send L1-RSRP report every 640 slots. No later than X ms plus 640 slots from the beginning of time period T2, UE shall send L1-RSRP report including the results for both SSB#0 and SSB#1 while meeting the accuracy requirements defined in clause 10.1.20.1, where X is 
-	1680 for UE supporting power class 1 
-	1200 for UE supporting power class 2,3 or 4. 
The reported L1-RSRP value shall include the Rx antenna gain in the range of -10 to +20 dB.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

A.7.6.3.2	SSB based L1-RSRP measurement when DRX is used
A.7.6.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of L1-RSRP measurement. This test will partly verify the L1-RSRP measurement requirements in clause 9.5.4.1, with the testing configurations for NR cells in Table A.7.6.3.2.1-1.
The AoA setup for this test is Setup 1 as defined in clause A.3.15
Table A.7.6.3.2.1-1: Applicable NR configurations for FR2 SSB based L1-RSRP test
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.7.6.3.2.2	Test parameters
There is one cells in the test, the FR2 PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.7.6.3.2.2-1 and Table A.7.6.3.2.2-2 below. 
In CSI measurement configuration, UE is indicated to perform L1-RSRP measurement on the SSBs and report periodically. The test consists of two successive time periods, with time duration of T1 and T2 respectively. The test has higher layer parameter timeRestrictionForChannelMeasurements configured.
There is no measurement gap configured in the test. Before the test, UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSBs.
Table A.7.6.3.2.2-1: General test parameters
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~2
	
	freq1

	Duplex mode
	1~2
	
	TDD

	TDD Configuration
	1~2
	
	TDDConf.3.1

	BWchannel
	1~2
	MHz
	100: NRB,c = 66

	Data RBs allocated
	1~2
	
	66

	PDSCH Reference measurement channel
	1~2
	
	SR.3.21 TDD

	
	2
	
	SR.3.3 TDD

	RMSI CORESET Reference Channel
	1~2
	
	CR.3.1 TDD

	
	2
	
	CR.3.2 TDD

	Dedicated CORESET Reference Channel
	1~2
	
	CCR.3.1 TDD

	
	2
	
	CCR.3.7 TDD

	SSB configuration
	1
	
	SSB.1 FR2

	
	2
	
	SSB.2 FR2

	OCNG Patterns
	1~2
	
	OP.1

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.3
ULBWP.1.3

	SMTC configuration
	1~2
	
	SMTC.1

	TRS Configuration
	1~2
	
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~2
	
	TCI.State.2

	DRX configuration
	1~2
	
	DRX.3

	reportConfigType
	1~2
	
	periodic

	reportQuantity
	1~2
	
	ssb-Index-RSRP

	Number of reported RS
	1~2
	
	2

	L1-RSRP reporting period
	1~2
	slot
	640

	T1
	1~2
	s
	5

	T2
	1~2
	s
	3

	Propagation condition
	1~2
	
	AWGN

	EPRE ratio of PSS to SSS
	1~2
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	Propagation condition
	1~2
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.7.6.3.2.2-2: SSB specific test parameters
	Parameter
	Config
	Unit
	SSB#0
	SSB#1

	
	
	
	T1
	T2
	T1
	T2

	Angle of arrival configuration
	
	
	Setup 1 according to A.3.15.1

	Beam AssumptionNote 4
	1-2
	
	Rough

	[image: ]Note2
	1~2
	dBm/15kHz
	-105

	[image: ]Note2
	1
	dBm/SSB SCS
	-96

	
	2
	
	-93

	[image: ]
	1~2
	dB
	0
	0
	-Infinity
	9

	SSB RS_RP Note3
	1
	dBm/SSB SCS
	-96
	-96
	-Infinity
	-87

	
	2
	
	-93
	-93
	-Infinity
	-84

	Io Note3
	1
	dBm/95.04MHz
	-67.5
	-67.5
	-71.1
	-60.7

	
	2
	
	-67.5
	-67.5
	-71.1
	-60.7

	[image: ]
	1~2
	dB
	0
	0
	-Infinity
	9

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3: 	SSB-RS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.7.6.3.2.3	Test Requirements
The UE shall send L1-RSRP report every 640 slots. No later than X ms plus 640 slots from the beginning of time period T2, UE shall send L1-RSRP report including the results for both SSB#0 and SSB#1 while meeting the accuracy requirements defined in clause 10.1.20.1, where X is 
-	2880 for UE supporting power class 1 
-	1920 for UE supporting power class 2,3 or 4. 
The reported L1-RSRP value shall include the Rx antenna gain in the range of -10 to +20 dB.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
<< Unchanged sections skipped >>
A.7.7.1.2	SA inter-frequency case measurement accuracy with FR2 serving cell and FR2 target cell
[bookmark: _Toc535476794]A.7.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.5.1.1 and 10.1.5.1.2 for intrer-frequency measurements with the testing configurations for NR cells in Table A.7.7.1.2.1-1.
Table A.7.7.1.2.1-1: Applicable NR configurations for FR2 inter-frequency SS-RSRP accuracy test
	Configuration
	Description

	1
	120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



[bookmark: _Toc535476795]A.7.7.1.2.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR2 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 1 and Cell 2 are given in Table A.7.7.1.2.2-1 and Table A.7.7.1.2.2-2 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.7.7.1.2.2-1 and Table A.7.7.1.2.2-1. The inter-frequency measurements are supported by a measurement gap. 
Table A.7.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~2
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1~2
	
	100:
NRB,c = 66
	100:
NRB,c = 66

	Data RBs allocated
	1
	
	24
	24

	
	2
	
	48
	48

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1~2
	
	TDD
TDD
	TDD
TDD

	TDD configuration
	1~2
	
	TDDConf.3.1
	TDDConf.3.1

	PDSCH Reference measurement channel
	1
	
	SR.3.2 TDD
	-
	SR.3.2 TDD
	-

	
	2
	
	SR.3.3 TDD
	
	SR.3.3 TDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.3.1 TDD
	-
	CR.3.1 TDD
	-

	
	2
	
	CR.3.2 TDD
	
	CR.3.2 TDD
	

	Dedicated CORESET Reference Channel
	1
	
	CCR.3.1 TDD
	-
	CCR.3.1 TDD
	-

	
	2
	
	CCR.3.7 TDD
	
	CCR.3.7 TDD
	

	SSB configuration
	1
	
	SSB.3 FR2
	SSB.3 FR2

	
	2
	
	SSB.4 FR2
	SSB.4 FR2

	PDSCH/PDCCH subcarrier spacing
	1~2
	kHz
	120
	120

	OCNG Patterns
	1~2
	
	OP.5
	OP.5

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~2
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~2
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~2
	
	SMTC.1
	SMTC.1

	Time offset between Cell 2 and Cell 3
	1~2
	s
	3
	3

	EPRE ratio of PSS to SSS
	1~2
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	Propagation condition
	1~2
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	1~2
	-
	1x2
	1x2
	1x2
	AWGN

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void.



Table A.7.7.1.2.2-2: SS-RSRP inter frequency OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Angle of arrival configuration
	1~2
	
	Setup 4b according to clause A.3.15.4.2
	Setup 4b according to clause A.3.15.4.2

	
	
	
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak
	AoA1 
Spherical coverage
	AoA2 
Rx Beam Peak

	Assumption for UE beamsNote 7
	1~2
	
	Rough
	Rough

	
Note1
	1
	dBm/15kHzNote4
	-90.6
	-90.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +1.97dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 -3.03dB)

	
	2
	
	-93.7
	-93.7
	
	

	
Note1
	1
	dBm/SCSNote4
	-81.6
	-81.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +11.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +6.0dB)

	
	2
	
	-81.7
	-81.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +14.0dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +9.0dB)

	

	1~2
	dB
	6.0
	6.0
	17.0
	-1.0

	SSB_RPNote2
	1
	dBm/SCS
	-75.6
	-75.6
	(Table B.2.3-2 Rx Beam PeakNote 8 +28.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +5.0dB)

	
	2
	
	-75.7
	-75.7
	(Table B.2.3-2 Rx Beam PeakNote 8 +31.0dB)
	(Table B.2. 3-2 Rx Beam PeakNote 8 +8.0dB)

	(SSB_RPCell 1 – SSB_RPCell 2)
	1~2
	dB
	0
	23.00

	
BBNote6
	1
	dB
	5.26
	5.96
	9.53
	-3.46

	
	2
	
	4.61
	5.91
	
	

	IoNote2
	1
	dBm/95.04 MHz Note4
	-50.00
	-50.00
	(Table B.2.3-2 Rx Beam PeakNote 8 +52.68dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +33.13dB)

	
	2
	
	-50.09
	-50.09
	(Table B.2.3-2 Rx Beam PeakNote 8 +55.69dB)
	(Table B.2.3-2 Rx Beam PeakNote 8 +36.14dB)

	(Iofreq 1 – Io freq 2)
	1~2
	dB
	0
	19.55

	
Note 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, Es/Iot, Io, (SSB_RPCell 2 – SSB_RPCell 1) and (Iofreq 2 – Io freq 1) levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	Void
Note 6:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 36.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP or ΔMBS from TS 38.101-2 [19] Table 6.2.1.3-4. 
Note 7:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	The value in Table B.2.3-2 is the Minimum SSB_RP for SCSSSB = 120 kHz, selected according to the operating band and UE power class, without ∆MBP,n adjustment.



[bookmark: _Toc535476796]A.7.7.1.2.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 1 and Cell 2 shall fulfil the absolute requirements in clause 10.1.5.1.1 and the relative requirements in clause 10.1.5.1.2.
Test 1:
Absolute accuracy of Cell 1 and absolute accuracy of Cell 2. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in Table A.7.7.1.2.3-1.
Relative accuracy of Cell 2 compared with Cell 1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in A.7.7.1.2.3-2. 
Test 2:
Absolute accuracy of Cell 1 and absolute accuracy of Cell 2. The UE is deemed to meet the requirement if the reported SS-RSRP is in the range shown in Table A.7.7.1.2.3-1.
[bookmark: _Hlk36633529]Relative accuracy of Cell 2 compared with Cell 1. The UE is deemed to meet the requirement if the difference in reported SS-RSRP meets the requirements in A.7.7.1.2.3-2. 
Table A.7.7.1.2.3-1: SS-RSRP absolute accuracy test requirement
	
	Test requirement Notes1,2,3,4

	Cell 1
	SSB_RP1 -δ +Gmin +X ≤ Reported RSRP(dBm) ≤ SSB_RP1 +δ +Gmax

	Cell 2
	SSB_RP2 -δ +Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP2 +δ +Gmax

	Note 1:	SSB_RPn is the equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the cell n under consideration
Note 2: 	δ is the RSRP absolute accuracy requirement from Table 10.1.5.1.1-1, selected according to the Io used in the test
Note 3: 	Gmin and Gmax are the minimum and maximum UE gain values from Table B.2.1.5.1-1, selected according to the UE power class 
Note 4: 	X is the Spherical coverage gain difference in dB, derived as (UE Refsens - UE Spherical coverage) from TS 38.101-2 [19] clauses 7.3.2 and 7.3.4, selected according to the UE power class and operating band. X is always a negative value.



Table A.7.7.1.2.3-2: SS-RSRP relative accuracy test requirement
	
	Test requirement Notes1,2,3,4

	Cell 2 – Cell 1
	SSB_RP2 - SSB_RP1 -δ ≤ Reported RSRP(dB) ≤ SSB_RP2 - SSB_RP1 +δ –(X)

	Note 1: 	SSB_RPn is the equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the cell n under consideration
Note 2: 	δ is the RSRP relative accuracy requirement from Table 10.1.5.1.2-1
Note 3: 	Void 
Note 4: 	X is the Spherical coverage gain difference in dB, derived as (UE Refsens - UE Spherical coverage) from TS 38.101-2 [19] clauses 7.3.2 and 7.3.4, selected according to the UE power class and operating band. X is always a negative value.



<< Unchanged sections skipped >>
[bookmark: _Toc535476808]A.7.7.4.1	SSB based L1-RSRP measurement
[bookmark: _Toc535476809]A.7.7.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 9.5.2 and clause 10.1.20.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.7.7.4.1.1-1.
The AoA setup for this test is Setup 1 as defined in clause A.3.15.
Table A.7.7.4.1.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 240 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



[bookmark: _Toc535476810]A.7.7.4.1.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.7.7.4.1.2-1 and Table A.7.7.4.1.2-2 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.7.7.4.1.2-1 and Table A.7.7.4.1.2-2.
Here is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSB resources 0 and 1. 
Table A.7.7.4.1.2-1: FR2 SSB based L1-RSRP general test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~2
	
	freq1
	freq1

	Duplex mode
	1~2
	
	TDD
	TDD

	TDD Configuration
	1~2
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	1~2
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Data RBs allocated
	1~2
	
	66
	66

	PDSCH Reference measurement channel
	1~2
	
	SR.3.21 TDD
	SR.3.21 TDD

	
	2
	
	SR.3.3 TDD
	SR.3.3 TDD

	RMSI CORESET Reference Channel
	1~2
	
	CR.3.1 TDD
	CR.3.1 TDD

	
	2
	
	CR.3.2 TDD
	CR.3.2 TDD

	Dedicated CORESET Reference Channel
	1~2
	
	CCR.3.1 TDD
	CCR.3.1 TDD

	
	2
	
	CCR.3.7 TDD
	CCR.3.7 TDD

	SSB configuration
	1
	
	SSB.1 FR2
	SSB.1 FR2

	
	2
	
	SSB.2 FR2
	SSB.2 FR2

	OCNG Patterns
	1~2
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.3
ULBWP.1.3
	DLBWP.1.3
ULBWP.1.3

	TRS Configuration
	1~2
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	PDCCH/PDSCH TCI Configuration
	1~2
	
	TCI.State.2
	TCI.State.2

	SMTC configuration
	1~2
	
	SMTC.1
	SMTC.1

	reportConfigType
	1~2
	
	periodic
	periodic

	reportQuantity
	1~2
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1~2
	
	2
	2

	L1-RSRP reporting period
	1~2
	
	slot640
	slot640

	Propagation condition
	1~2
	
	AWGN
	AWGN

	Antenna configuration
	1~2
	
	1x2
	1x2

	EPRE ratio of PSS to SSS
	1~2
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.



Table A.7.7.4.1.2-2: FR2 SSB based L1-RSRP OTA related test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2 NOTE 3

	
	
	
	SSB0
	SSB1
	SSB0
	SSB1

	Angle of arrival configuration
	
	
	Setup 1 according to A.3.15.1
	Setup 1 according to A.3.15.1

	Assumption for UE beamsNote 4
	
	
	Rough
	Rough

	

	1~24
	dBm/15kHz
	-100
	n.a.

	

	1,2
	dBm/SSB SCS
	-91
	n.a.

	
	23,4
	
	-88
	n.a.

	[image: ]
	1~24
	dB
	10
	-2
	n.a.

	SSB-RS_RPNote1
	1,2
	dBm/SCS
	-81
	-93
	As in Table B.2.4-2

	
	23,4
	
	-78
	-90
	As in Table B.2.4-2

	IoNote1
	1~24
	dBm/
95.04MHz
	-51.57
	SSB-RS_RP+28.98

	[image: ]
	1~24
	dB
	10
	-2
	n.a.

	Note 1:	SSBRS_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 2:	VoidRSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 3:	No additional noise is added by the test system in Test 2.
Note 4:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



[bookmark: _Toc535476811]A.7.7.4.1.3	Test Requirements
After 640ms from the beginning of the test, , the L1-RSRP measurement accuracy for SSB#0 and SSB#1 of Cell 2 shall fulfil the requirements in clauses 10.1.20.1. The following requirements are to be verified:
For Test 1:
Absolute accuracy of SSB0 and absolute accuracy of SSB1. The UE is deemed to meet the requirement if the reported L1-RSRP is in the range shown in Table A.7.7.4.1.3-1.
Relative accuracy of SSB0 compared with SSB1. The UE is deemed to meet the requirement if the difference in reported L1-RSRP meets the requirements in Table 10.1.20.1.2-1. 
For Test 2:
Absolute accuracy of SSB0 and absolute accuracy of SSB1. The UE is deemed to meet the requirement if the reported L1-RSRP is in the range shown in Table A.7.7.4.1.3-1.
Relative accuracy of SSB0 compared with SSB1. The UE is deemed to meet the requirement if the difference in reported L1-RSRP meets the requirements in Table 10.1.20.1.2-1. 
Table A.7.7.4.1.3-1: L1-RSRP absolute accuracy test requirement
	
	Test requirement Notes1,2,3

	SSB0
	SSB_RP0 -δ + Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP0 +δ + Gmax

	SSB1
	SSB_RP1 -δ + Gmin ≤ Reported RSRP(dBm) ≤ SSB_RP1 +δ + Gmax

	Note 1: 	SSB_RPn is the  equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone configured in the test for the SSB n under consideration
Note 2: 	δ is the RSRP absolute accuracy requirement from Table 10.1.20.1.1-1, selected according to the Io used in the test
Note 3: 	Gmin and Gmax are the minimum and maximum UE gain values from Table B.2.1.5.1-1, selected according to the UE power class



<< End of changes >>

3GPP
image1.wmf
oc

N


oleObject1.bin

oleObject2.bin

image2.wmf
oc

s

N

Ê


oleObject3.bin

image3.wmf
ot

s

I

Ê


oleObject4.bin

oleObject5.bin

image4.wmf
oc

N


oleObject6.bin

image5.png
L1-RSRP level

SNR level SSB q;
SNR1
SSB qq
—————————————————————————————————————————————————————————————————————————————————————————————————————————— rsrp-ThresholdSSB
SNR2
77777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777 Qout_LR SsB
SNR3 |
D1
I ||
| I
A B C E F
T1 T2 T3 T4 T5




oleObject7.bin

oleObject8.bin

oleObject9.bin

oleObject10.bin

oleObject11.bin

image6.wmf
oc

N


image7.wmf
ot

s

I

Ê


image8.wmf
oc

s

N

Ê


image9.wmf
Io


image10.emf
AoA1 

transmitting 

SSB index 0

AoA2 

transmitting 

SSB index 1

OCNG

slot

SSB

PDSCH/

PDCCH

CSI-RS DTX

CBW

slot

CBW

AWGN


Microsoft_Visio_Drawing.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
OCNG
slot
SSB
PDSCH/PDCCH
CSI-RS
DTX
CBW
slot
CBW
AWGN



Microsoft_Visio_Drawing1.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
OCNG
slot
SSB
PDSCH/PDCCH
CSI-RS
DTX
CBW
slot
CBW
AWGN



oleObject12.bin

oleObject13.bin

oleObject14.bin

oleObject15.bin

image11.wmf
oc

s

N

Ê


oleObject16.bin

oleObject17.bin

oleObject18.bin

oleObject19.bin

oleObject20.bin

oleObject21.bin

oleObject22.bin

oleObject23.bin

oleObject24.bin

oleObject25.bin

oleObject26.bin

oleObject27.bin

oleObject28.bin

Microsoft_Visio_Drawing2.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
OCNG
slot
SSB
PDSCH/PDCCH
CSI-RS
DTX
CBW
slot
CBW
AWGN



Microsoft_Visio_Drawing3.vsdx
AoA1 transmitting SSB index 0
AoA2 transmitting SSB index 1
OCNG
slot
SSB
PDSCH/PDCCH
CSI-RS
DTX
CBW
slot
CBW
AWGN



oleObject29.bin

oleObject30.bin

oleObject31.bin

oleObject32.bin

oleObject33.bin

oleObject34.bin

oleObject35.bin

oleObject36.bin

oleObject37.bin

