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1 Introduction 
In RAN#90e, it was agreed in the revised WID [1] that 
[bookmark: _Hlk58594589]Note 5: RAN plenary will decide whether new FR (e.g. FR3) shall be defined for the frequency range from 52.6GHz-71GHz or the existing FR2 shall be extended to cover frequency range from 52.6GHz-71GHz.

Such decision made is mainly from the consideration of the RAN4’s workload. The related issues have been discussed in both RAN#90e and RAN4#98e and opinions from interested companies are quite diverged. 
In RAN#91e, this issue is further discussed and it is agreed that 
As an agreement in RAN#91e, RAN1, RAN2 and RAN4 are asked to provide its analysis or recommendation to RAN#92E (June) on how to introduce the 52.6-71GHz frequency range
Based on the discussion in RAN#91e, the possible options include
· Option 1: reuse FR2 for cover the new frequency range 52.6-71GHz
· Option 2: introduce new FR3 for the new frequency range 52.6-71GHz
· Option 3a: introduce new FR2a and FR2b notation for 24.25-52.6GHz, 52.6-71GHz, respectively
· Option 3b: keep FR2 notation for 24.25-52.6GHz and introduce a new notation FR2a notation for 52.6-71GHz
In this contribution, we outline the pro and con of these options and the related impacts upon the potential decision made among the options. 
2	On the options to define the frequency range 52.6 GHz to 71 GHz
Based on the discussion in RAN4#98bis, it seems option 1 and 2 are less preferable. For option 1, it is pre-mature to assume all FR2 requirements can be extended to the new frequency ranges. For option 2, some spec maintenance issue is identified to introduce a new frequency range, e.g. FR3. In this section, option 3a and 3b are focused.

Before further investigating option 3a and 3b, the following two aspects are identified

1. Potential confusing relationship between “FR2” and “FR2a”

In option 3b, it is proposed to introduce new notation of FR2a while keeping the existing FR2. However, it may introduce some confusion if FR2a is considered as a subset of FR2. If the answer is no, it is better to clearly introduce different notations as defined in option 3a. However, if the answer is yes, we may face the situation that eventually only part of existing FR2 requirements and signaling can be extended to 60GHz. In this case, the spec maintenance can be very challenging.

2. Consistent notation across different WG

In Table F.3.2-1 : Derivation of Test Requirements (Transmitter tests) of RAN5 spec TS38.521-2, FR2 has been further divided into three sub-FR, i.e. FR2a: 23.45GHz ≤ f ≤ 32.125GHz, FR2b: 32.125GHz ≤ f ≤ 40.8GHz, FR2c: 40.8GHz ≤ f ≤ 44.3GHz. However, the motivation to introduce these sub-FR in RAN5 is different. To avoid unnecessary confusion on the notation across different WG and spec, it is reasonable to take a similar approach as option 3a but not to use the ones already introduced in RAN5.

As result, it is proposed

Proposal: Introduce new FR2-1 and FR2-2 notation for 24.25-52.6GHz and 52.6-71GHz, respectively
3	Conclusions
Based on the discussions, it is proposed

Proposal: Introduce new FR2-1 and FR2-2 notation for 24.25-52.6GHz and 52.6-71GHz, respectively
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