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1	Introduction
NR-CA of 3 Band DL and 2Band UL, CA_n3-n28-n79, was approved in RAN#91 [1]. This TP is to capture the basic aspects for the NR-CA. 
2	Text Proposal

[Unchanged Parts Skipped]
[bookmark: _Toc9848477]5.1.x	CA_n3-n28-n79
[bookmark: _Toc9848478]5.1.x.1	Operating bands for CA
Table 5.1.x.1-1: CA band combination of band n3+n28+n79
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	n28
	703 MHz
	 –
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD



[bookmark: _Toc9848479]5.1.x.2	Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported bandwidths per CA band combination of band n3+n28+n79

	NR CA configuration
	NR Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100 
	

	CA_n3A-n28A-n79A
	CA_n3A-n28A
CA_n3A-n79A
CA_n28A-n79A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	NOTE 3:	The SCS of each channel bandwidth for NR band refer to Table 5.3.5-1.




[bookmark: _Toc9848480]5.1.x.3	UE co-existence studies
The harmonic issues have been already analyzed in 3DL/1UL WI. For inter-modulation issues, the 2nd, 3rd, 4th and 5th order intermodulation products are calculated in Table 5.1.X.3-1, 5.1.X.3-2 and 5.1.X.3-3, respectively. 

Table 5.1.X.3-1: IMD analysis for n3+n28
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	703
	748

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	962
	1082
	2413
	2533

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2672
	2867
	379
	214

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4123
	4318
	3116
	3281

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	4382
	4652
	324
	534

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	1924
	2164
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5833
	6103
	3819
	4029

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	4826
	5066
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	1282
	1027
	6437
	6092

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	1176
	1461
	3949
	3634

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	4522
	4777
	7543
	7888

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	5529
	5814
	6536
	6851



Table 5.1.X.3-2: IMD analysis for n3+n79
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	4400
	5000

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	3290
	2615
	6110
	6785

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1580
	830
	7015
	8290

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7820
	8570
	10510
	11785

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	130
	955
	11415
	13290

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	6580
	5230
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	9530
	10355
	14910
	16785

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	12220
	13570
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	18290
	15815
	2740
	1840

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	11580
	9630
	3445
	4870

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	19310
	21785
	11240
	12140

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	16620
	18570
	13930
	15355



Table 5.1.X.3-3: IMD analysis for n28+n79
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	4400
	5000

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	4297
	3652
	5103
	5748

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3594
	2904
	8052
	9297

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5806
	6496
	9503
	10748

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2891
	2156
	12452
	14297

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	8594
	7304
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6509
	7244
	13903
	15748

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	10206
	11496
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	19297
	16852
	1408
	2188

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	13594
	11704
	6556
	7891

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	18303
	20748
	7212
	7992

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14606
	16496
	10909
	12244




According to the above analysis, the own Rx impact of the 3rd band is shown as the followings.

· 4th and 5th order IMD generated by dual uplink of Band n3 + Band n28 may fall into own Rx of Band n79
· 4th order IMD generated by dual uplink of Band n3 + Band n79 may fall into own Rx of Band n28.
· 5th order IMD generated by dual uplink of Band n28 + Band n79 may fall into own Rx of Band n3.

[bookmark: _Toc9848482]5.1.x.4	REFSENS requirements
Table 5.1.x.4-1 lists the MSD required for the dual connectivity configuration for the cases that IMD interference fall into the own 3rd Rx frequency band. Considering the MSD analysis for DC_3A-28A_n79A and 3A_n28A-n79A, the following values ar proposed. 

Table 5.1.x.4-1: MSD for the CA configuration
	NR Band / Channel bandwidth / NRB / MSD

	CA Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	CA_n3A-n28A-n79A
	n3
	1770
	5
	25
	1865
	N/A
	N/A

	
	n28
	725
	5
	25
	780
	N/A
	N/A

	
	n79
	4585
	40
	216
	4585
	9.4
	IMD41
|2*fBn3+fBn28|

	CA_n3A-n28A-n79A
	n3
	1770
	5
	25
	1865
	N/A
	N/A

	
	n79
	4530
	40
	216
	4530
	N/A
	N/A

	
	n28
	725
	5
	25
	780
	10.3
	IMD4
|2*fBn3+fBn79|

	CA_n3A-n28A-n79A
	n28
	725
	5
	25
	780
	N/A
	N/A

	
	n79
	4770
	40
	216
	4770
	N/A
	N/A

	
	n3
	1775
	5
	25
	1870
	5.7
	IMD5
|2*fBn28+fBn79|

	NOTE 1: This band is subject to IMD5 also which MSD is not specified. 




[Unchanged Parts Skipped]
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[1]  RP-210497  Revised WID on Rel-17 NR Inter-band Carrier Aggregation/Dual Connectivity for 3 bands DL with 2 bands UL, ZTE
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