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<Start of change >
[bookmark: _Toc52353092][bookmark: _Toc53174915][bookmark: _Toc61376064][bookmark: _Toc61376476][bookmark: _Toc67938750]6.3E	Output power dynamics for V2X operation
[bookmark: _Toc21351622][bookmark: _Toc29807204][bookmark: _Toc36648918][bookmark: _Toc36651643][bookmark: _Toc37256577][bookmark: _Toc37256918][bookmark: _Toc45890638][bookmark: _Toc45891862][bookmark: _Toc45892272][bookmark: _Toc45892682][bookmark: _Toc52353095][bookmark: _Toc53174918][bookmark: _Toc61376067][bookmark: _Toc61376479][bookmark: _Toc67938753][bookmark: _Hlk70692969]6.3E.1	General
The E-UTRA V2X and NR V2X switching time mask defines the observation period between E-UTRA V2X subframe and NR V2X slot/mini-slot boundary. Both E-UTRA V2X subframe and NR V2X slot/mini-slot have ON power transmissions. The ON power is defined as the mean power over the symbol duration excluding any transient period. For E-UTRA V2X subframe or NR V2X slot/mini-slot having OFF power transmission, the general time mask for E-UTRA V2X or NR V2X shall apply.
For intra-band V2X operation, the output power dynamics specified in clause 6.3.2G, 6.3.3G, 6.3.4G and 6.3.5G [4] shall be applied for E-UTRA V2X transmission or the output power dynamics specified in clause 6.3E [2] shall be applied for NR V2X transmission, respectively.
For the inter-band con-current NR V2X operation, output power dynamics requirement specified in subclause 6.3 of TS 36.101 [4] shall apply for the E-UTRA uplink in licensed band and the requirements specified in subclause 6.3E of TS 38.101-1 [2] shall apply for the NR sidelink in V2X operating bands.
6.3E.2	Output power dynamics for intra-band V2X operation
[bookmark: _Toc21351624][bookmark: _Toc29807206][bookmark: _Toc36648920][bookmark: _Toc36651645][bookmark: _Toc37256579][bookmark: _Toc37256920][bookmark: _Toc45890640][bookmark: _Toc45891864][bookmark: _Toc45892274][bookmark: _Toc45892684][bookmark: _Toc52353097][bookmark: _Toc53174920][bookmark: _Toc61376069][bookmark: _Toc61376481][bookmark: _Toc67938755][bookmark: _Hlk70694778]6.3E.2.1	E-UTRA V2X SL and NR V2X SL switching time mask in TDM manner
For intra-band V2X operations specified in subclause 5.3E.1 and 5.3E.2, the SL switching time mask from LTE-V2X to NR-V2X in Figure 6.3E.2.1-1 shall apply.
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[bookmark: _Hlk70694623]Figure 6.3E.2.1-1: E-UTRA V2X SL to NR V2X SL switching time mask in TDM manner
6.3E.2.1	NR V2X SL and E-UTRA V2X SL switching time mask in TDM manner
For intra-band V2X operations specified in subclause 5.3E.1 and 5.3E.2, the SL switching time mask from NR V2X to LTE V2X in Figure 6.3E.2.1-2 shall apply.
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Figure 6.3E.2.1-2:NR V2X SL to E-UTRA V2X SL switching time mask in TDM manner
<End of change >
