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<< Start of changes >>
[bookmark: _Toc21344190][bookmark: _Toc29801674][bookmark: _Toc29802098][bookmark: _Toc29802723][bookmark: _Toc36107465][bookmark: _Toc37251224][bookmark: _Toc45888003][bookmark: _Toc45888602][bookmark: _Toc61367242][bookmark: _Toc61372625][bookmark: _Toc68230565][bookmark: _Toc69083978]5.2A.2	Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2.1-1, 5.2A.2.2-1 and Table 5.2A.2.3-1, where all operating bands are within FR1.
Table 5.2A.2-1: Void
Table 5.2A.2-2: Void
Table 5.2A.2-3: Void
[bookmark: _Toc45888004][bookmark: _Toc45888603][bookmark: _Toc61367243][bookmark: _Toc61372626][bookmark: _Toc68230566][bookmark: _Toc69083979]5.2A.2.1	Inter-band CA (two bands)

Table 5.2A.2.1-1: Inter-band CA operating bands involving FR1 (two bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	DL interruption allowed (Note 8)

	CA_n1-n3
	n1, n3
	

	CA_n1-n7
	n1, n7
	

	CA_n1-n8
	n1, n8
	

	CA_n1-n28
	n1, n28
	

	CA_n1-n40
	n1, n40
	

	CA_n1-n411
	n1, n41
	

	CA_n1-n771
	n1, n77
	No

	CA_n1-n781
	n1, n78
	No

	CA_n1-n791
	n1, n79
	No

	CA_n2-n5
	n2, n5
	

	CA_n2-n48
	n2, n48
	

	CA_n2-n66
	n2, n66
	

	CA_n2-n77
	n2, n77
	

	CA_n2-n78
	n2, n78
	

	CA_n3-n7
	n3, n7
	

	CA_n3-n8
	n3, n8
	

	CA_n3-n18
	n3, n18
	

	CA_n3-n28
	n3, n28
	

	CA_n3-n38
	n3, n38
	

	CA_n3-n401
	n3, n40
	

	CA_n3-n411
	n3, n41
	No

	CA_n3-n771
	n3, n77
	No

	CA_n3-n781
	n3, n78
	No

	CA_n3-n791
	n3, n79
	No

	CA_n5-n7
	n5, n7
	

	CA_n5-n25
	n5, n25
	

	CA_n5-n48
	n5, n48
	

	CA_n5-n66
	n5, n66
	

	CA_n5-n771
	n5, n77
	

	CA_n5-n781
	n5, n78
	No

	CA_n5-n791
	n5, n79
	No

	CA_n7-n25
	n7, n25
	

	CA_n7-n28
	n7, n28
	

	CA_n7-n66
	n7, n66
	

	CA_n7-n77
	n7, n77
	

	CA_n7-n781
	n7, n78
	

	CA_n8-n20
	n8, n20
	

	CA_n8-n28
	n8, n28
	

	CA_n8-n391
	n8, n39
	

	CA_n8-n401
	n8, n40
	

	CA_n8-n411
	n8, n41
	No

	CA_n8-n751
	n8, n75
	

	CA n8-n781
	n8, n78
	No

	CA_n8-n791
	n8, n79
	No

	CA_n13-n25
	n13, n25
	

	CA_n13-n66
	n13, n66
	

	CA_n18-n41
	n18, n41
	

	CA_n20-n282
	n20, n28
	

	CA_n20-n75
	n20, n75
	

	CA_n20-n78
	n20, n78
	

	CA_n25-n29
	n25, n29
	

	CA_n25-n38
	n25, n38
	

	CA_n25-n41
	n25, n41
	

	CA_n25-n466
	n25, n46
	

	CA_n25-n48
	n25, n48
	

	CA_n25-n66
	n25, n66
	

	CA_n25-n71
	n25, n71
	

	CA_n25-n77
	n25, n77
	

	CA_n25-n78
	n25,n78
	

	CA_n28-n40
	n28, n40
	

	CA_n28-n411
	n28, n41
	

	CA_n28-n50
	n28, n50
	

	CA_n28-n752
	n28, n75
	

	CA_n28-n771
	n28, n77
	No

	CA_n28-n781
	n28, n78
	No

	CA_n28-n79
	n28, n79
	

	CA_n29-n66
	n29, n66
	

	CA_n29-n70
	n29, n70
	

	CA_n34-n791
	n34, n79
	

	CA_n38-n66
	n38, n66
	

	CA_n38-n781
	n38, n78
	

	CA_n39-n40
	n39, n40
	

	CA_n39-n41
	n39, n41
	No

	CA_n39-n791
	n39, n79
	No

	CA_n40-n41
	n40, n41
	

	CA_n40-n78
	n40, n78
	

	CA_n40-n791,4
	n40, n79
	No

	CA_n41-n501
	n41, n50
	

	CA_n41-n66
	n41, n66
	

	CA_n41-n711
	n41, n71
	

	CA_n41-n771
	n41, n77
	

	CA_n41-n78
	n41, n78
	

	CA_n41-n791,3
	n41, n79
	No

	CA_n46-n486
	n46, n48
	

	CA_n46-n666
	n46, n66
	

	CA_n48-n66
	n48, n66
	

	CA_n50-n78
	n50, n78
	

	CA_n66-n70
	n66, n70
	

	CA_n66-n71
	n66, n71
	

	CA_n66-n77
	n66, n77
	

	CA_n66-n78
	n66, n78
	

	CA_n70-n71
	n70, n71
	

	CA_n71-n77
	n71, n77
	

	CA_n71-n78
	n71, n78
	

	CA_n75-n781
	n75, n78
	

	CA_n76-n781
	n76, n78
	

	CA_n77-n795,7
	n77, n79
	

	CA_n78-n795
	n78, n79
	

	CA_n78-n92
	n78, n92
	

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 2:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 3:	The frequency range below 2506 MHz for Band n41 is not used in this combination.
NOTE 4:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 5:	For UEs supporting band n77, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n78-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 6:	The PCell is allocated in the licensed band in this combination.
NOTE 7:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n77-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 8:	Applicable when dynamic switching between two uplink carriers is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].



[bookmark: _Toc45888005][bookmark: _Toc45888604][bookmark: _Toc61367244][bookmark: _Toc61372627][bookmark: _Toc68230567][bookmark: _Toc69083980]5.2A.2.2	Inter-band CA (three bands)
Table 5.2A.2.2-1: Inter-band CA operating bands involving FR1 (three bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1-n3-n7
	n1, n3, n7

	CA_n1-n3-n8
	n1, n3, n8

	CA_n1-n3-n28
	n1, n3, n28

	CA_n1-n3-n413
	n1, n3, n41

	CA_n1-n3-n783
	n1, n3, n78

	CA_n1-n7-n28
	n1, n7, n28

	CA_n1-n7-n783
	n1，n7, n78

	CA_n1-n8-n783
	n1, n8, n78

	CA_n1-n8-n79
	n1, n8, n79

	CA_n1-n28-n783
	n1, n28, n78

	CA_n1-n40-n78
	n1, n40, n78

	CA_n1-n77-n79
	n1, n77, n79

	CA_n1-n78-n79
	n1, n78, n79

	CA_n2-n66-n77
	n2, n66, n77

	CA_n3-n5-n7
	n3, n5, n7

	CA_n3-n7-n28
	n3, n7, n28

	CA_n3-n7-n783
	n3, n7, n78

	CA_n3-n8-n783
	n3, n8, n78

	CA_n3-n18-n41
	n3, n18, n41

	CA_n3-n28-n41
	n3, n28, n41

	CA_n3-n28-n773
	n3, n28, n77

	CA_n3-n28-n783
	n3, n28, n78

	CA_n3-n40-n41
	n3, n40, n41

	CA_n3-n41-n77
	n3, n41, n77

	CA_n3-n41-n78
	n3, n41, n78

	CA_n3-n41-n793
	n3, n41, n79

	CA_n5-n7-n78
	n5, n7, n78

	CA_n5-n25-n66
	n5, n25, n66

	CA_n5-n25-n77
	n5, n25, n77

	CA_n5-n25-n78
	n5, n25, n78

	CA_n5-n66-n77
	n5, n66, n77

	CA_n5-n66-n78
	n5, n66, n78

	CA_n7-n25-n66
	n7, n25, n66

	CA_n7-n28-n78
	n7, n28, n78

	CA_n7-n66-n78
	n7, n66, n78

	CA_n8-n39-n41
	n8, n39, n41

	CA_n8-n40-n41
	n8, n40, n41

	CA_n8-n41-n793
	n8, n41, n79

	CA_n8-n78-n79
	n8, n78, n79

	CA_n13-n25-n66
	n13, n25, n66

	CA_n20-n28-n78
	n20, n28, n78

	CA_n25-n29-n66
	n25, n29, n66

	CA_n25-n38-n78
	n25, n38, n78

	CA_n25-n41-n66
	n25, n41, n66

	CA_n25-n41-n71
	n25, n41, n71

	CA_n25-n41-n77
	n25, n41, n77

	CA_n25-n48-n66
	n25, n48, n66

	CA_n25-n66-n71
	n25, n66, n71

	CA_n25-n66-n77
	n25, n66, n77

	CA_n25-n66-n78
	n25, n66, n78

	CA_n25-n71-n77
	n25, n71, n77

	CA_n28-n77-n79
	n28, n77, n79

	CA_n28-n78-n79
	n28, n78, n79

	CA_n28-n40-n78
	n28, n40, n78

	CA_n28-n41-n77
	n28, n41, n77

	CA_n28-n41-n78
	n28, n41, n78

	CA_n29-n66-n70
	n29, n66, n70

	CA_n38-n66-n78
	n38, n66, n78

	CA_n39-n40-n41
	n39, n40, n41

	CA_n39-n40-n79
	n39, n40, n79

	CA_n39-n41-n79
	n39, n41, n79

	CA_n40-n41-n791,2
	n40, n41, n79

	CA_ n41-n66-n71
	n41, n66, n71

	CA_ n41-n66-n77
	n41, n66, n77

	CA_n41-n71-n77
	n41, n71, n77

	CA_n66-n70-n71
	n66, n70, n71

	CA_n66-n71-n77
	n66, n71, n77

	CA_n66-n71-n78
	n66, n71, n78

	NOTE 1:	The frequency range below 2506 MHz for Band n41 is not used in this band combination.
NOTE 2:	Applicable for frequency range above 4800 MHz for Band n79 in this band combination.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.



[bookmark: _Toc45888006][bookmark: _Toc45888605][bookmark: _Toc61367245][bookmark: _Toc61372628][bookmark: _Toc68230568][bookmark: _Toc69083981]5.2A.2.3	Inter-band CA (four bands)
Table 5.2A.2.3-1: Inter-band CA operating bands involving FR1 (four bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1-n3-n7-n28
	n1, n3, n7, n28

	CA_n1-n3-n7-n781
	n1, n3, n7, n78

	CA_n1-n3-n8-n781
	n1, n3, n8, n78

	CA_n1-n3-n28-n781
	n1, n3, n28, n78

	CA_n3-n5-n7-n78
	n3, n5, n7, n78

	CA_n3-n7-n28-n78
	n3, n7, n28, n78

	CA_n3-n28-n41-n77
	n3, n28, n41, n77

	CA_n3-n28-n41-n78
	n3, n28, n41, n78

	CA_n7-n25-n66-n78
	n7, n25, n66, n78

	CA_n25-n41-n66-n71
	n25, n41, n66, n71

	CA_n41-n66-n71-n77
	n41, n66, n71, n77

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
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