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	Reason for change:
	The aperiodic CSI-RS for L1-RSRP should be also taken into account in the scheduling restriction of UE during intra-frequency measurements on FR2. 

The UE RX beam for SSBs from neighboring cells would be different from the beam for aperiodic CSI-RS for L1-RSRP from serving cells. Besides, there is no sharing factor for aperiodic CSI-RS for L1-RSRP and SMTC (i.e. P=1 always) and the measurement restriction is only on the SSB symbols. 

As a result, when aperiodic CSI-RS for L1-RSRP is on 1 data symbol before/after SSB or RSSI symbols, it is unclear that UE shall measure on the SSB/RSSI or on the aperiodic CSI-RS for L1-RSRP.

Thus, scheduling restriction is proposed on aperiodic CSI-RS for L1-RSRP, since its UE behaviour can be similar as CSI-RS for CQI. 
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<Start of Change 1>
9.2.5.3.3	Scheduling availability of UE performing measurements on FR2
The following scheduling restriction applies due to SS-RSRP or SS-SINR measurement on an FR2 intra-frequency cell
	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI/Aperiodic CSI-RS for L1-RSRP on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and 1 data symbol after each consecutive SSB symbols to be measured within SMTC window duration (The signaling deriveSSB_IndexFromCell is always enabled for FR2) . If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
The following scheduling restriction applies to SS-RSRQ measurement on an FR2 intra-frequency cell
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI/Aperiodic CSI-RS for L1-RSRP on SSB symbols to be measured, RSSI measurement symbols, and on 1 data symbol before each consecutive SSB to be measured/RSSI symbols and 1 data symbol after each consecutive SSB to be measured/RSSI symbols within SMTC window duration (The signaling deriveSSB_IndexFromCellc is always enabled for FR2). If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
<End of Change 1>

