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< Unchanged sections omitted >

Table A.4.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2
	Band Group

	SSB ARFCN
	
	1,2,3,4,5,6
	Freq1
	Freq1
	

	Duplex Mode
	
	1,4
	FDD
	

	
	
	2,3,5,6
	TDD
	

	TDD configuration
	
	1,4
	Not Applicable
	

	
	
	2,5
	TDDConf.1.1
	

	
	
	3,6
	TDDConf.1.2TDDConf.2.1
	

	BWchannel
	MHz
	1,4
	10: NRB,c = 52
	

	
	
	2,5
	10: NRB,c = 52
	

	
	
	3,6
	40: NRB,c = 106
	

	Initial BWP Configuration
	
	1,2,3,4,5,6
	DLBWP.0.1
ULBWP.0.1
	

	Dedicated BWP Configuration
	
	1,2,3,4,5,6
	DLBWP.1.1
ULBWP.1.1
	

	DRx Cycle
	ms
	1,2,3,4,5,6
	N/A
	DRX.8Note5
	

	PDSCH Reference 
	
	1,4
	SR.1.1 FDD
	

	measurement channel
	
	2,5
	SR.1.1 TDD
	

	
	
	3,6
	SR.2.1 TDD
	

	CORESET Reference
	
	1,4
	CR.1.1 FDD
	

	Channel
	
	2,5
	CR.1.1 TDD
	

	
	
	3,6
	CR.2.1 TDD
	

	OCNG Patterns
	
	1,2,3,4,5,6
	OP.OCNG pattern 1
	

	SSB configuration
	
	1,4
	SSB.1 FR1
	

	
	
	2,5
	SSB.1 FR1
	

	
	
	3,6
	SSB.2 FR1
	

	SMTC configuration
	
	1,2,3,4,5,6
	SMTC.2
	

	TRS configuration
	
	1,4
	TRS.1.1 FDD
	

	
	
	2,5
	TRS.1.1 TDD
	

	
	
	3,6
	TRS.1.2 TDD
	

	PDSCH/PDCCH
	kHz
	1,2,4,5
	15
	

	subcarrier spacing
	
	3,6
	30
	

	EPRE ratio of PSS to SSS
	
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	1,2,3,4,5,6
	0
	0
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4,5,6
	-98
	-98
	

	
Note2
	dBm/SCS
	1,2,4,5
	-98
	-98
	

	
	
	3,6
	-95
	-95
	

	

	
	1,2,3,4,5,6
	3
	3
	

	

	
	1,2,3,4,5,6
	3
	3
	

	SS-RSRPNote3
	dBm/SCS
	1,2,4,5
	-95
	-95
	

	
	
	3,6
	-92
	-92
	

	IoNote3
	dBm/9.36MHz
	1,2,4,5
	-65.2
	-65.2
	

	
	dBm/38.1MHz
	3,6
	-59.2
	-59.2
	

	Propagation condition
	
	1,2,3,4,5,6
	AWGN
	

	SRS Config
	
	1,2,4,5
	SRSConf.1Note6
	SRSConf.3Note6
	

	
	
	3, 6
	SRSConf.1Note6
	SRSConf.2Note6
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRx related parameters are given in Table A.3.3.8-1
Note 6:	SRS configs are given in Table A.4.4.1.1.1-3



< Unchanged sections omitted >

Table A.4.5.6.1.1.1-3.: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial DL BWP 
	Config 1,4
	
	DLBWP.0.2 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-1 
	Config 1,4
	
	DLBWP.1.1 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-2 
	Config 1,4
	
	DLBWP.1.3 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial UL BWP 
	Config 1,4
	
	ULBWP.0.2 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-1 
	Config 1,4
	
	ULBWP.1.1 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-2 
	Config 1,4
	
	ULBWP.1.3 Note 4

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	PDSCH Reference 
	Config 1,4
	
	SR.1.1 FDD

	measurement channel
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD

	RMSI CORESET 
	Config 1,4
	
	CR.1.1 FDD  

	parameters
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	Dedicated CORESET 
	Config 1,4
	
	CCR.1.1 FDD  

	parameters
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2,4,5
	dBm/SCS
	[-104]

	
	Config 3,6
	
	[-101]

	NocNote 2
	dBm/15kHz
	-104

	SS-RSRP Note 3
	Config 1,2,4,5
	dBm/SCS
	[-87]

	
	Config 3,6
	
	[-90]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/9.36MHz
	[-59]

	
	Config 3,6
	dBm/38.16MHz
	[-61.9]

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



< Unchanged sections omitted >

Table A.4.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106

	Active BWP ID
	
	1, 2
	0

	Initial BWP 
	Config 1,4
	
	DLBWP.0.2
	DLBWP.0.2

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-0 
	Config 1,4
	
	NA
	DLBWP.0.2

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-1 
	Config 1,4
	
	DLBWP.1.3
	NA

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active BWP-2 
	Config 1,4
	
	DLBWP.1.1
	NA

	Configuration
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	PDSCH Reference 
	Config 1,4
	
	SR.1.1 FDD

	measurement channel
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET 
	Config 1,4
	
	CR.1.1 FDD

	parameters
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	Dedicated CORESET 
	Config 1,4
	
	CCR.1.1 FDD

	parameters
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	NocNote 2
	dBm/15 kHz
	[-104]
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]
	[-87]

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/9.36MHz
	[-59]
	[-59]

	
	Config 3,6
	dBm/38.16MHz
	[-61.9]
	[-61.9]

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



< Unchanged sections omitted >

Table A.4.5.6.2.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106

	Active DL BWP ID
	
	1, 2

	Initial DL BWP 
	Config 1,4
	
	DLBWP.0.2

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial UL BWP 
	Config 1,4
	
	ULBWP.0.2

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial 
	Active DL 
	Config 1,4
	
	DLBWP.1.3

	Condition
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	
	Active UL 
	Config 1,4
	
	ULBWP.1.3

	
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	Final
	Active DL 
	Config 1,4
	
	DLBWP.1.1

	Condition
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	
	Active UL 
	Config 1,4
	
	ULBWP.1.1

	
	BWP-1
	Config 2,5
	
	

	
	Configuration
	Config 3,6
	
	

	Initial UL BWP 
	Config 1,4
	
	ULBWP.0.2

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-1 
	Config 1,4
	
	ULBWP.1.3

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-2 
	Config 1,4
	
	ULBWP.1.1

	Configuration
	Config 2,5
	
	

	
	Config 3,6
	
	

	PDSCH Reference 
	Config 1,4
	
	SR.1.1 FDD

	measurement channel
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR2.1 TDD

	RMSI CORESET 
	Config 1,4
	
	CR.1.1 FDD

	parameters
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR2.1 TDD

	Dedicated CORESET 
	Config 1,4
	
	CCR.1.1 FDD

	parameters
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	dBm/15 kHz
	[-104]

	SS-RSRP Note 3
	dBm/15 kHz
	[-87]

	Ês/Iot
	dB
	17

	Ês/Noc
	dB
	17

	IoNote3
	Config 1,2,4,5
	dBm/9.36MHz
	[-59]

	
	Config 3,6
	dBm/38.16MHz
	[-61.9]

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



< Unchanged sections omitted >

Table A4.5.6.3.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1,4
	
	10 MHz: NRB,c = 52

	
	Config 2,5
	
	10 MHz: NRB,c = 52

	
	Config 3,6
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,4
	
	
DLBWP.0.2 Note 4

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-1 Configuration
	Config 1,4
	
	
DLBWP.1.1 Note 4


	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active DL BWP-2 Configuration
	Config 1,4
	
	
DLBWP.1.3 Note 4


	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Initial UL BWP Configuration
	Config 1,4
	
	
ULBWP.0.2 Note 4

	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-1 Configuration
	Config 1,4
	
	
ULBWP.1.1 Note 4


	
	Config 2,5
	
	

	
	Config 3,6
	
	

	Active UL BWP-2 Configuration
	Config 1,4
	
	
ULBWP.1.3 Note 4



	
	Config 2,5
	
	

	
	Config 3,6
	
	

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2,4,5
	dBm/SCS
	[-104]

	
	Config 3,6
	
	[-101]

	NocNote 2
	dBm/15kHz
	[-104]

	SS-RSRP Note 3
	Config 1,2,4,5
	dBm/SCS
	[-87]

	
	Config 3,6
	
	[-90]

	Ês/Iot
	dB
	[17]

	Ês/Noc
	dB
	[17]

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	[-59]

	
	Config 3,6
	dBm/
38.16MHz
	[-61.9]

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



< Unchanged sections omitted >

Table A.4.5.7.1.1-3: Cell Specific Parameters for PSCell Addition and Release
	Parameter
	Unit
	Config
	Test

	
	
	
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1,2,3,4,5,6
	1

	NR RF Channel Number
	
	1,2,3,4,5,6
	2

	TDD 
	
	1,4
	Not Applicable

	configuration
	
	2,5
	TDDConf.1.1

	
	
	3,6
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1,4
	10: NRB,c = 52

	
	
	2,5
	10: NRB,c = 52

	
	
	3,6
	40: NRB,c = 106

	Initial BWP Configuration
	
	1,2,3
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2,3
	DLBWP.1.1
ULBWP.1.1

	PDSCH Reference 
	
	1,4
	SR.1.1 FDD

	measurement
	
	2,5
	SR.1.1 TDD

	channel
	
	3,6
	SR.2.1 TDD

	RMSI CORESET Reference 
	
	1,4
	CR.1.1 FDD

	Channel
	
	2,5
	CR.1.1 TDD

	
	
	3,6
	CR.2.1 TDD

	Dedicated CORESET Reference 
	
	1,4
	CCR.1.1 FDD

	Channel
	
	2,5
	CCR.1.1 TDD

	
	
	3,6
	CCR.2.1 TDD

	OCNG Patterns
	
	1,2,3,4,5,6
	OP.1

	SSB configuration
	
	1,2,4,5
	SSB.1 FR1

	
	
	3,6
	SSB.2 FR1

	SMTC configuration
	
	1,2,4,5
	SMTC.1

	
	
	3,6
	SMTC.1

	TRS Configuration
	
	1,4
	TRS.1.1 FDD

	
	
	2,5
	TRS.1.1 TDD

	
	
	3,6
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	1,2,3,4,5,6
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4,5,6
	N/A
	-85

	
Note2
	dBm/SCS
	1,2,4,5
	N/A
	-85

	
	
	3,6
	N/A
	-82

	

	
	1,2,3,4,5,6
	-infinity
	0

	

	
	1,2,3,4,5,6
	-infinity
	0

	SS-RSRPNote3
	dBm/SCS
	1,2,4,5
	-infinity
	-85

	
	
	3,6
	-infinity
	-82

	IoNote3
	dBm/9.36MHz
	1,2,4,5
	N/A
	-57

	
	dBm/38.1MHz
	3,6
	N/A
	-51

	Propagation condition
	
	1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



< Unchanged sections omitted >

Table A.5.5.7.1.1-3: Cell Specific Parameters for PSCell Addition and Release
	Parameter
	Unit
	Config
	Test

	
	
	
	T1
	T2
	T3
	T4

	E-UTRA Channel Number
	
	1,2
	1

	NR Channel Number
	
	1,2
	2

	Duplex Mode
	
	1,2
	TDD

	TDD configuration
	
	1,2
	TDDConf.1.2TDDConf.3.1

	BWchannel
	MHz
	1,2
	100: NRB,c = 66

	Initial BWP Configuration
	
	1,2
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2
	DLBWP.1.1
ULBWP.1.1

	TRS Configuration
	
	1
	TRS.2.1 TDD

	PDSCH/PDCCH TCI state
	
	1
	TCI.State.2

	PDSCH Reference measurement channel
	
	1,2
	SR.3.1 TDD

	RMSI CORESET Reference Channel
	
	1,2
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	
	1,2
	CCR.3.1 TDD

	OCNG Patterns
	
	1,2
	OP.1

	SSB configuration
	
	1,2
	SSB.1 FR2

	SMTC configuration
	
	1,2
	SMTC.2

	TRS Configuration
	
	1,2
	TRS.2.1 TDD

	EPRE ratio of PSS to SSS
	dB
	1,2
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Propagation condition
	
	1,2
	AWGN



< Unchanged sections omitted >

Table A.6.3.1.4-3: Cell specific test parameters for SA inter-RAT E-UTRA handover (Cell 1)
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD Configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	TRS configuration
	
	1, 4
	TRS.1.1 FDD

	
	
	2, 5
	TRS.1.1 TDD

	
	
	3, 6
	TRS.1.2 TDD

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	BWP
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	
	DLBWP.1.1

	
	Initial UL BWP
	
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	
	ULBWP.1.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	b2-Threshold1
	dBm
	1, 2, 4, 5
	-96

	
	
	3, 6
	-93

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-100
	-104
	-100

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-100
	-104
	-100

	
	
	3, 6
	-97
	-101
	-97

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	12
	0
	-4

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	12
	0
	-4

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	-88
	-104
	-104

	
	
	3, 6
	-85
	-101
	-101

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	-59.78
	-73.04
	-70.59

	
	dBm/38.16 MHz
	3, 6
	-53.68
	-66.9448
	-64.49

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




< Unchanged sections omitted >

Table A.6.3.1.5-3: Cell specific test parameters for SA inter-RAT E-UTRA handover (Cell 1)
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD Configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	TRS configuration
	
	1, 4
	TRS.1.1 FDD

	
	
	2, 5
	TRS.1.1 TDD

	
	
	3, 6
	TRS.1.2 TDD

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	BWP
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	
	DLBWP.1.1

	
	Initial UL BWP
	
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	
	ULBWP.1.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-98

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	0
	0

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	0
	0

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	-98
	-98

	
	
	3, 6
	-95
	-95

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	-67.04
	-67.04

	
	dBm/38.16 MHz
	3, 6
	-60.94
	-60.94

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



< Unchanged sections omitted >

Table A.6.3.1.6-3: Cell specific test parameters for SA inter-RAT UTRAN FDD handover (Cell 1)
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3
	1

	Duplex mode
	
	1
	FDD

	
	
	2, 3
	TDD

	TDD Configuration
	
	2
	TDDConf.1.1

	
	
	3
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1
	10: NRB,c = 52 (FDD)

	
	
	2
	10: NRB,c = 52 (TDD)

	
	
	3
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD

	CORSET reference channel
	
	1
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD

	TRS configuration
	
	1
	TRS.1.1 FDD

	
	
	2
	TRS.1.1 TDD

	
	
	3
	TRS.1.2 TDD

	OCNG patternNote1
	
	1, 2, 3
	OP.1

	BWP
	Initial DL BWP
	
	1, 2, 3
	DLBWP.0.1

	
	Dedicated DL BWP
	
	
	DLBWP.1.1

	
	Initial UL BWP
	
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	
	ULBWP.1.1

	SMTC configuration
	
	1, 2, 3
	SMTC.1

	SSB configuration
	
	1, 2
	SSB.1 FR1

	
	
	3
	SSB.2 FR1

	b2-Threshold1
	dBm
	1, 2
	-96

	
	
	3
	-93

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3
	-100

	NocNote2
	dBm/SCS
	1, 2,
	-100

	
	
	3
	-97

	Ês/Noc
	dB
	1, 2, 3
	012
	0-4
	0-4

	Ês/IotNote3
	dB
	1, 2, 3
	012
	0-4
	0-4

	SS-RSRPNote3
	dBm/SCS
	1, 2
	-88
	-104
	-104

	
	
	3
	-85
	-101
	-101

	IoNote3
	dBm/9.36 MHz
	1, 2
	-59.78
	-70.59
	-70.59

	
	dBm/38.16 MHz
	3
	-53.68
	-64.49
	-64.49

	Propagation condition
	
	1, 2, 3
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



< Unchanged sections omitted >

Table A.6.3.2.2.1.1-2: General test parameters for contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 1
	Config 1
	
	FDD
	

	
	Config 2
	
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2TDDConf.2.1
	

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.2 TDD
	

	OCNG Pattern Note 1 
	
	OP.OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 1
	As defined in A.3.8.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



< Unchanged sections omitted >

Table A.6.3.2.2.2.1-2: General test parameters for non-contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Test-2
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	0,1
	Different from the definition in A.3.10

	CSI-RS Configuration
	Config 1
	
	N/A
	CSI-RS.1.1 FDD
	As defined in A.3.1.4

	
	Config 2
	
	
	CSI-RS.2.1 TDD
	

	Duplex Mode for Cell 1
	Config 1
	
	FDD
	FDD
	

	
	Config 2
	
	TDD
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2TDDConf.2.1
	TDDConf.1.2TDDConf.2.1
	

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.2 TDD
	TRS.1.2 TDD
	

	OCNG Pattern Note 1 
	
	OP.OCNG pattern 1
	OP.OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	
	

	SSB with index 0
	

	dB
	3
	3
	Power of SSB with index 0 is set to be above configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	-98
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	3
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	-95
	

	SSB with index 1
	

	dB
	-17
	-17
	Power of SSB with index 1 is set to be below configured rsrp-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98 
	-98 
	

	
	
	Config 2
	
	-101
	-101
	

	
	

	dB
	-17
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	PRACH Configuration
	
	FR1 PRACH configuration 2
	FR1 PRACH configuration 3
	As defined in A.3.8.2.

	Propagation Condition 
	-
	AWGN
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	Void
Note 4:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



< Unchanged sections omitted >

Table A.6.3.2.2.3.1-2: General test parameters for 2-step RA type contention based random access with successRAR test in FR1 for NR standalone
	[bookmark: _Hlk47548940]Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 1 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	
	Config 2
	
	SSB pattern 2 in FR1
	

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 2
	Config 1
	
	FDD
	

	
	Config 2
	
	TDD
	

	TDD Configuration
	Config 2
	
	TDDConf.1.2TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OP.OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 3
	Config 1
	
	SR.1.1 FDD
	As defined in A.3.1.1.

	
	Config 2
	
	SR.2.1 TDD
	

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-98
	

	
	
	Config 2
	
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-65.3/9.36MHz
	For symbols without SSB index 1

	
	Config 2
	
	-62.2/38.16MHz
	

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	MsgA Configuration
	
	FR1 MsgA configuration 1
	As defined in A.3.20.2.1.

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



< Unchanged sections omitted >

Table A.6.3.2.2.4.1-2: General test parameters for non-contention based random access test in FR1 for NR Standalone
	Parameter
	Unit
	Test-1
	Comments

	SSB Configuration
	Config 1
	
	SSB pattern 2 in FR1
	As defined in A.3.10, except for number of SSBs per SS-burst and SS/PBCH block index as below

	Number of SSBs per SS-burst
	
	2
	Different from the definition in A.3.10

	SS/PBCH block index
	
	0,1
	Different from the definition in A.3.10

	Duplex Mode for Cell 1
	Config 1
	
	TDD
	

	TDD Configuration
	Config 1
	
	TDDConf.1.2TDDConf.2.1
	

	OCNG Pattern Note 1 
	
	OP.OCNG pattern 1
	As defined in A.3.2.1.

	PDSCH parameters Note 4
	Config 1
	
	SR.2.1 TDD
	As defined in A.3.1.1.

	NR RF Channel Number
	
	1
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PBCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	dB
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	dB
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	dB
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	dB
	
	

	msgA-RSRP-ThresholdSSB
	dBm
	RSRP_51
	The actual value of the threshold is -105dBm, as defined in TS 38.331 [2].

	SSB with index 0
	

	dB
	3
	Power of SSB with index 0 is set to be above configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-101
	

	
	

	dB
	3
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-95
	

	SSB with index 1
	

	dB
	-17
	Power of SSB with index 1 is set to be below configured msgA-RSRP-ThresholdSSB

	
	

	Config 1
	dBm/15kHz
	-101
	

	
	

	dB
	-17
	

	
	SS-RSRP Note 3
	dBm/ SCS
	-115
	

	Io Note 2
	Config 1
	dBm
	-62.2/38.16MHz
	For symbols without SSB index 1

	ss-PBCH-BlockPower
	dBm/ SCS
	-5
	As defined in clause 6.3.2 in TS 38.331 [2].

	
Configured UE transmitted power ()
	dBm
	23
	As defined in clause 6.2.4 in TS 38.101-1.

	MsgA Configuration
	
	FR1 MsgA configuration 2
	As defined in A.3.20.2.2.

	Propagation Condition 
	-
	AWGN
	

	Note 1:	OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.
Note 2:	SS-RSRP, Es/Iot and Io levels have been derived from other parameters for information purpose. They are not settable parameters.
Note 3:	The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.



< Unchanged sections omitted >

Table A.6.4.1.1.1-2: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2

	SSB ARFCN
	
	1,2,3
	1
	1

	TDD configuration
	
	1
	Not Applicable

	
	
	2
	TDDConf.1.1

	
	
	3
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1
	10: NRB,c = 52

	
	
	2
	10: NRB,c = 52

	
	
	3
	40: NRB,c = 106

	Initial BWP Configuration
	
	1,2,3
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2,3
	DLBWP.1.1
ULBWP.1.1

	DRx Cycle
	ms
	1,2,3
	N/A
	DRX.8Note5

	PDSCH Reference measurement channel
	
	1
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	
	1
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	
	1
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD

	OCNG Patterns
	
	1,2,3
	OP.1

	
	
	
	

	SSB configuration
	
	1,2
	SSB.1 FR1

	
	
	3
	SSB.2 FR1

	SMTC Configuration
	
	1,2
	SMTC.1

	
	
	3
	SMTC.2

	TRS configuration
	
	1
	TRS.1.1 FDD

	
	
	2
	TRS.1.1 TDD

	
	
	3
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	1,2,3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3
	-98
	-98

	
Note2
	dBm/SCS
	1,2
	-98
	-98

	
	
	3
	-95
	-95

	

	
	1,2,3
	3
	3

	

	
	1,2,3
	3
	3

	SS-RSRPNote3
	dBm/SCS
	1,2
	-95
	-95

	
	
	3
	-92
	-92

	IoNote3
	dBm/9.36MHz
	1,2
	-65.2
	-65.2

	
	dBm/38.1MHz
	3
	-59.2
	-59.2

	Propagation condition
	
	1,2,3
	AWGN

	SRS Config
	
	1,2
	SRSConf.1Note6
	SRSConf.3Note6

	
	
	3
	SRSConf.1Note6
	SRSConf.2Note6

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	DRx related parameters are given in Table A.3.3.8-1
Note 6:	SRS configs are given in Table A.6.4.1.1.1-3



< Unchanged sections omitted >

Table A.6.5.2.1.1-3: NR cell specific test parameters for interruptions during measurements on deactivated NR SCC in standalone NR
	Parameter
	Unit
	Cell1
	Cell2

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1
	
	FDD
	FDD

	
	Config 2,5
	
	TDD
	TDD

	
	Confiq 3
	
	TDD
	FDD

	
	Confiq 4
	
	FDD
	TDD

	TDD configuration
	Config 1
	
	Not Applicable
	Not Applicable

	
	Config 2
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3
	
	TDDConf.1.1
	Not Applicable

	
	Confiq 4
	
	Not Applicable
	TDDConf.1.1

	
	Confiq 5
	
	TDDConf.1.2TDDConf.2.1
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1,2,3,4
	
	10 MHz: NRB,c = 52
	10 MHz: NRB,c = 52

	
	Config 5
	
	40 MHz: NRB,c = 106
	40 MHz: NRB,c = 106

	Initial BWP Configuration
	
	
	DLBWP.0.2Note6

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	Config 3
	
	SR.1.1 TDD
	SR.1.1 FDD

	
	Confiq 4
	
	SR.1.1 FDD
	SR.1.1 TDD

	
	Confiq 5
	
	SR.2.1 TDD
	SR.2.1 TDD

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.1 TDD
	TRS.1.1 FDD

	
	Confiq 4
	
	TRS.1.1 FDD
	TRS.1.1 TDD

	
	Confiq 5
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3
	
	CR.1.1 TDD
	CR.1.1 FDD

	
	Confiq 4
	
	CR.1.1 FDD
	CR.1.1 TDD

	
	Confiq 5
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	Config 2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3
	
	CCR.1.1 TDD
	CCR.1.1 FDD

	
	Config 4
	
	CCR.1.1 FDD
	CCR.1.1 TDD

	
	Config 5
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC Configuration
	
	SMTC.1
	SMTC.1

	SSB Configuration
	Config 1,2,3,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 5
	
	SSB.2 FR1
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	dBm/15 kHz
	-104
	-104

	SS-RSRP Note 3
	dBm/15 kHz
	-87
	-87

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	NocNote 2
	Config 1,2,3,4
	dBm/SCS
	-104
	-104

	
	Config 5
	
	-101
	-101

	IoNote3
	Config 1,2,3,4
	dBm/
9.36MHz
	-58.96
	-58.96

	
	Config 5
	dBm/
38.16MHz
	-52.86
	-52.86

	Time offset to Cell1 Note 5
	s
	-
	3

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Void
Note 5:	Receive time difference between slot boundaries of signals received from the two cells at the UE antenna connector including time alignment error between the two cells.
Note 6:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2 defined in clause 12 of TS 38.213 [3].



< Unchanged sections omitted >

Table A.6.5.3.1.1-3: Cell specific test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	T1
	T2
	T3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1,2
	MHz
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Initial BWP configuration
	
	DLBWP.0.2

	TCI state
	
	TCI.State.0

	TRS Configuration 
	
	TRS.1.1 TDD

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC configuration
	
	SMTC.1

	CSI reporting periodicity
	ms
	5

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	Config 1,2,4,5
	dBm/15kHz
	-104

	
	Config 3,6
	
	-101

	

	dB
	17

	

	dB
	17

	SS-RSRPNote3
	Config 1,2,4,5
	dBm/SCS
	-87

	
	Config 3,6
	
	-84

	SCH_RP Note 3
	dBm/15 kHz
	-87

	
Io Note3
	Config 1,2,4,5
	dBm/
9.36MHz
	-58.96

	
	Config 3,6
	dBm/
38.16MHz
	-52.87

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP, Io and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.
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Table A.6.6.3.1.1-3: PCell specific test parameters for SA inter-RAT E-UTRA event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD Configuration
	SCS=15 KHz
	
	2, 5
	TDDConf.1.1

	
	SCS=30 KHz
	
	3, 6
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	BWP configurations
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.1.1

	
	Initial UL BWP
	
	1, 2, 3, 4, 5, 6
	ULBWP.0.1

	
	Dedicated UL BWP
	
	1, 2, 3, 4, 5, 6
	ULBWP.1.1

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	CSI-RS for tracking
	
	1, 4
	TRS.1.1 FDD

	
	
	2, 5
	TRS.1.1 TDD

	
	
	3, 6
	TRS.1.2 TDD

	b2-Threshold1
	dBm
	1, 2, 4, 5
	--96

	
	
	3, 6
	--93

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-104

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-104

	
	
	3, 6
	-101

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	116
	70

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	116
	70

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	--88
	--104

	
	
	3, 6
	--85
	--101

	SSB_RPNote3
	dBm/SCS
	1, 2, 4, 5
	--88
	--104

	
	
	3, 6
	--85
	--101

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	--59.94
	--73.04

	
	dBm/38.16 MHz
	3, 6
	--53.84
	--66.93

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	ETDLA30

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
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Table A.6.6.5.1.1-3: PCell specific test parameters for SA inter-RAT UTRAN FDD event triggered reporting in non-DRX with PCell in FR1
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3
	1

	Duplex mode
	
	1, 2, 3
	FDD

	TDD Configuration
	SCS=15 KHz
	
	2
	TDDConf.1.1

	
	SCS=30 KHz
	
	3
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1
	10: NRB,c = 52 (FDD)

	
	
	2
	10: NRB,c = 52 (TDD)

	
	
	3
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD

	CORSET reference channel
	
	1
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD

	BWP configurations
	Initial DL BWP
	
	1, 2, 3
	DLBWP.0.1

	
	Dedicated DL BWP
	
	1, 2, 3
	DLBWP.1.1

	
	Initial UL BWP
	
	1, 2, 3
	ULBWP.0.1

	
	Dedicated UL BWP
	
	1, 2, 3
	ULBWP.1.1

	OCNG patternNote1
	
	1, 2, 3
	OP.1

	SMTC configuration
	
	1, 2, 3
	SMTC.1

	SSB configuration
	
	1, 2
	SSB.1 FR1

	
	
	3
	SSB.2 FR1

	b2-Threshold1
	dBm
	1, 2
	-98

	
	
	3
	-95

	CSI-RS for tracking
	
	1
	TRS.1.1 FDD

	
	
	2
	TRS.1.1 TDD

	
	
	3
	TRS.1.2 TDD

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3
	-106

	NocNote2
	dBm/SCS
	1, 2
	-106

	
	
	3
	-103

	Ês/Noc
	dB
	1, 2, 3
	18
	-2

	Ês/IotNote3
	dB
	1, 2, 3
	18
	-2

	SS-RSRPNote3
	dBm/SCS
	1, 2
	-88
	-108

	
	
	3
	-85
	-105

	SSB_RPNote3
	dBm/SCS
	1, 2
	-88
	-108

	
	
	3
	-85
	-105

	IoNote3
	dBm/9.36 MHz
	1, 2
	-59.98
	-75.92

	
	dBm/38.16 MHz
	3
	-53.88
	-69.82

	Propagation condition
	
	1, 2, 3
	ETDLA30

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
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Table A.6.6.7.2.1-3: PCell specific test parameters for identification of a new CGI of inter-RAT E-UTRA cell using autonomous gaps in NR 
	Parameter
	Unit
	Configuration
	Cell 1

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD Configuration
	SCS=15 KHz
	
	2, 5
	TDDConf.1.1

	
	SCS=30 KHz
	
	3, 6
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	BWP configurations
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.1.1

	
	Initial UL BWP
	
	1, 2, 3, 4, 5, 6
	ULBWP.0.1

	
	Dedicated UL BWP
	
	1, 2, 3, 4, 5, 6
	ULBWP.1.1

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	b2-Threshold1
	dBm
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-106

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-106

	
	
	3, 6
	-103

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	18
	-2

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	18
	-2

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	-88
	-108

	
	
	3, 6
	-85
	-105

	SSB_RPNote3
	dBm/SCS
	1, 2, 4, 5
	-88
	-108

	
	
	3, 6
	-85
	-105

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	-59.98
	-75.92

	
	dBm/38.16 MHz
	3, 6
	-53.88
	-69.82

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



< Unchanged sections omitted >

Table A.6.7.5.1.2-2: NR Cell specific test parameters for SA Inter-RAT E-UTRAN RSRP test parameters
	Parameter
	Unit
	Cell 1

	NR RF channel number
	
	1

	Duplex mode
	Config  1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	N/A

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52 (FDD)

	
	Config 2, 5
	
	10: NRB,c = 52 (TDD)

	
	Config 3, 6
	
	40: NRB,c = 106 (TDD)

	Gap pattern Id
	
	0

	PDSCH reference measurement channel
	Config 1, 4
	
	SR.1.1 FDD

	
	Config 2, 5
	
	SR.1.1 TDD

	
	Config 3, 6
	
	SR.2.1 TDD

	CORSET reference channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	BWP configurations
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	OCNG patternNote1
	
	OP.1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1, 2, 4, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	

	NocNote2
	dBm/15 kHz
	-104

	NocNote2
	Config 1, 2, 4, 5
	dBm/SCS
	-104

	
	Config 3, 6
	
	-101

	Ês/Noc
	dB
	17

	Ês/IotNote3
	dB
	17

	SS-RSRPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	SSB_RPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	IoNote3
	Config 1, 2, 4, 5
	dBm/9.36 MHz
	-58.96

	
	Config 3, 6
	dBm/38.16 MHz
	-52.87

	Propagation condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2 

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



< Unchanged sections omitted >

Table A.6.7.6.1.2-2: NR Cell specific test parameters for SA Inter-RAT E-UTRAN RSRQ test parameters
	Parameter
	Unit
	Cell 1

	NR RF channel number
	
	1

	Duplex mode
	Config  1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	N/A

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52 (FDD)

	
	Config 2, 5
	
	10: NRB,c = 52 (TDD)

	
	Config 3, 6
	
	40: NRB,c = 106 (TDD)

	Gap pattern Id
	
	0

	PDSCH reference measurement channel
	Config 1, 4
	
	SR.1.1 FDD

	
	Config 2, 5
	
	SR.1.1 TDD

	
	Config 3, 6
	
	SR.2.1 TDD

	CORSET reference channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	BWP configurations
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	OCNG patternNote1
	
	OP.1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1, 2, 4, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	

	NocNote2
	dBm/15 kHz
	-104

	NocNote2
	Config 1, 2, 4, 5
	dBm/SCS
	-104

	
	Config 3, 6
	
	-101

	Ês/Noc
	dB
	dB

	Ês/IotNote3
	dB
	dB

	SS-RSRQNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	SSB_RPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	IoNote3
	Config 1, 2, 4, 5
	dBm/9.36 MHz
	-58.96

	
	Config 3, 6
	dBm/38.16 MHz
	-52.87

	Propagation condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRQ, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



< Unchanged sections omitted >

Table A.6.7.7.1.2-2: NR Cell specific test parameters for SA Inter-RAT E-UTRAN RS-SINR test parameters
	Parameter
	Unit
	Cell 1

	NR RF channel number
	
	1

	Duplex mode
	Config  1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	N/A

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.1.2TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52 (FDD)

	
	Config 2, 5
	
	10: NRB,c = 52 (TDD)

	
	Config 3, 6
	
	40: NRB,c = 106 (TDD)

	Gap pattern Id
	
	0

	PDSCH reference measurement channel
	Config 1, 4
	
	SR.1.1 FDD

	
	Config 2, 5
	
	SR.1.1 TDD

	
	Config 3, 6
	
	SR.2.1 TDD

	CORSET reference channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	BWP configurations
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	OCNG patternNote1
	
	OP.1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1, 2, 4, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	

	NocNote2
	dBm/15 kHz
	-104

	NocNote2
	Config 1, 2, 4, 5
	dBm/SCS
	-104

	
	Config 3, 6
	
	-101

	Ês/Noc
	dB
	17

	Ês/IotNote3
	dB
	17

	SS-RS-SINRNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	SSB_RPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	IoNote3
	Config 1, 2, 4, 5
	dBm/9.36 MHz
	-58.96

	
	Config 3, 6
	dBm/38.16 MHz
	-52.87

	Propagation condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RS-SINR, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



< Unchanged sections omitted >

Table A.8.3.1.1-4: Cell specific test parameters E-UTRAN inter-RAT NR handover (Cell 2)
	Parameter
	Unit
	Configuration
	Cell 2

	
	
	
	T1
	T2
	T3

	RF channel number
	
	1, 2, 3, 4, 5, 6
	1

	Duplex mode
	
	1, 4
	FDD

	
	
	2, 3, 5, 6
	TDD

	TDD Configuration
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.1.2TDDConf.2.1

	BWchannel
	MHz
	1, 4
	10: NRB,c = 52 (FDD)

	
	
	2, 5
	10: NRB,c = 52 (TDD)

	
	
	3, 6
	40: NRB,c = 106 (TDD)

	PDSCH reference measurement channel
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	CORSET reference channel
	
	1, 4
	CR.1.1 FDD

	
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	PRACH configuration 
	
	
	FR1 PRACH configuration 1

	OCNG patternNote1
	
	1, 2, 3, 4, 5, 6
	OP.1

	BWP
	Initial DL BWP
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	
	Dedicated DL BWP
	
	
	DLBWP.1.1

	
	Initial UL BWP
	
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	
	ULBWP.1.1

	SMTC configuration
	
	1, 2, 3, 4, 5, 6
	SMTC.1

	SSB configuration
	
	1, 2, 4, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	b2-Threshold2NR
	dBm
	1, 2, 4, 5
	-106

	
	
	3, 6
	-103

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3, 4, 5, 6
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	
	

	NocNote2
	dBm/15 KHz
	1, 2, 3, 4, 5, 6
	-98

	NocNote2
	dBm/SCS
	1, 2, 4, 5
	-98

	
	
	3, 6
	-95

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	-inifinity
	0
	0

	Ês/IotNote3
	dB
	1, 2, 3, 4, 5, 6
	-inifinity
	0
	0

	SS-RSRPNote3
	dBm/SCS
	1, 2, 4, 5
	-inifinity
	-98
	-98

	
	
	3, 6
	-inifinity
	-95
	-95

	IoNote3
	dBm/9.36 MHz
	1, 2, 4, 5
	-70.05
	-67.04
	-67.04

	
	dBm/38.16 MHz
	3, 6
	-63.96
	-60.94
	-60.94

	Propagation condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1, 2, 3, 4, 5, 6
	1x2 Low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



< End of changes >


image1.wmf
oc

N


oleObject1.bin

oleObject2.bin

image2.wmf
ot

s

I

Ê


oleObject3.bin

image3.wmf
oc

s

N

Ê


oleObject4.bin

oleObject5.bin

oleObject6.bin

oleObject7.bin

oleObject8.bin

oleObject9.bin

oleObject10.bin

image4.wmf
ot

s

I

Ê


oleObject11.bin

oleObject12.bin

image5.wmf
oc

s

N

Ê


oleObject13.bin

oleObject14.bin

oleObject15.bin

oleObject16.bin

image6.wmf
c

f,

 

CMAX,

P


oleObject17.bin

oleObject18.bin

oleObject19.bin

oleObject20.bin

oleObject21.bin

oleObject22.bin

oleObject23.bin

oleObject24.bin

oleObject25.bin

oleObject26.bin

oleObject27.bin

oleObject28.bin

oleObject29.bin

oleObject30.bin

oleObject31.bin

oleObject32.bin

oleObject33.bin

oleObject34.bin

oleObject35.bin

oleObject36.bin

oleObject37.bin

oleObject38.bin

oleObject39.bin

oleObject40.bin

oleObject41.bin

oleObject42.bin

oleObject43.bin

oleObject44.bin

oleObject45.bin

oleObject46.bin

oleObject47.bin

oleObject48.bin

oleObject49.bin

oleObject50.bin

image7.wmf
oc

N


oleObject51.bin

oleObject52.bin

oleObject53.bin

