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[bookmark: _Toc5952539]4.2.2.5	Measurements of inter-RAT E-UTRAN cells
If Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ then the UE shall search for inter-RAT E-UTRAN layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in clause 4.2.2.
If Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ then the UE shall search for and measure inter-RAT E-UTRAN layers of higher, lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority inter-RAT E-UTRAN layers shall be the same as that defined below for lower priority RATs.
The requirements in this clause apply for inter-RAT E-UTRAN FDD measurements and E-UTRA TDD measurements. When the measurement rules indicate that inter-RAT E-UTRAN cells are to be measured, the UE shall measure RSRP and RSRQ of detected E-UTRA cells in the neighbour frequency list at the minimum measurement rate specified in this clause.
Theparameter NEUTRA_carrier is the total number of configured E-UTRA carriers indicated to meet non high speed requirements in the neighbour frequency list. The parameter NEUTRA_carrier_HST is the total number of configured E-UTRA carriers indicated to meet high speed requirements in the neighbour frequency list. If Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ, an inter-RAT E-UTRAN layer is indicated to meet high speed requirements if highSpeedMeasFlag-r16 is configured and the carrier to be measured is configured with highSpeedEUTRACarrier-r16 and UE supports the enhanced inter-RAT E-UTRAN measurement requirements. If Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ, UE is required to meet non high speed requirements no matter whether highSpeedMeasFlag-r16 or highSpeedEUTRACarrier-r16 is configured or not. The parameter NEUTRA_carrier for a UE configured with idle mode CA measurements (while T331 is running), is the combined number of configured E-UTRA carriers in the neighbour frequency list and E-UTRA carriers configured for idle mode CA measurements. 
Note:	combined total number means that if a carrier is a high priority carrier and additionally a carrier configured for idle mode CA measurements, it only counts as one carrier.
The UE shall filter RSRP and RSRQ measurements of each measured E-UTRA cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least half the minimum specified measurement period.
An inter-RAT E-UTRA cell is considered to be detectable provided the following conditions are fulfilled:
-	the same conditions as for inter-frequency RSRP measurements specified in TS 36.133 [15, Annex B.1.2] are fulfilled for a corresponding Band, and
-	the same conditions as for inter-frequency RSRQ measurements specified in TS 36.133 [15, Annex B.1.2] are fulfilled for a corresponding Band.
-	SCH conditions specified in TS 36.133 [15, Annex B.1.2] are fulfilled for a corresponding Band
The UE shall be able to evaluate whether a newly detectable inter-RAT E-UTRAN cell meets the reselection criteria defined in TS38.304 [1] within NEUTRA_carrier_HST * Tdetect,EUTRAN_HST + NEUTRA_carrier  * Tdetect,EUTRAN when Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ when Treselection = 0 provided that the reselection criteria is met by a margin of at least 6dB for RSRP reselections based on absolute priorities or 4dB for RSRQ reselections based on absolute priorities.
Cells which have been detected shall be measured at least every NEUTRA_carrier_HST * Tmeasure,EUTRAN_HST + NEUTRA_carrier  * Tmeasure,EUTRAN when Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ.
When higher priority cells are found by the higher priority search, they shall be measured at least every Tmeasure,EUTRAN. If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection. However, the minimum measurement filtering requirements specified later in this clause shall still be met by the UE before it makes any determination that it may stop measuring the cell.
If the UE detects on an inter-RAT E-UTRAN carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.
The UE shall not consider an inter-RAT E-UTRA cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.
For a cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that an already identified inter-RAT E-UTRA cell has met reselection criterion defined in TS 38.304 [1] within NEUTRA_carrier_HST * Tevaluate,EUTRAN_HST + NEUTRA_carrier  * T evaluate,EUTRAN when Treselection = 0 as speficied in table 4.2.2.5-1 and 4.2.2.5-2 provided that the reselection criteria is met by a margin of at least 6dB for RSRP reselections based on absolute priorities or 4dB for RSRQ reselections based on absolute priorities.
If Treselection timer has a non zero value and the inter-RAT E-UTRA cell is satisfied with the reselection criteria which are defined in TS 38.304 [1], the UE shall evaluate this E-UTRA cell for the Treselection time. If this cell remains satisfied with the reselection criteria within this duration, then the UE shall reselect that cell.
Table 4.2.2.5-1: Tdetect,EUTRAN, Tmeasure,EUTRAN, and Tevaluate,EUTRAN
	DRX cycle length [s]
	Tdetect,EUTRAN [s] (number of DRX cycles)
	Tmeasure,EUTRAN [s] (number of DRX cycles)
	Tevaluate,EUTRAN
[s] (number of DRX cycles)

	0.32
	11.52 (36)
	1.28 (4)
	5.12 (16)

	0.64
	17.92 (28)
	1.28 (2)
	5.12 (8)

	1.28
	32(25)
	1.28 (1)
	6.4 (5)

	2.56
	58.88 (23)
	2.56 (1)
	7.68 (3)



Table 4.2.2.5-2: Tdetect,EUTRAN_HST, Tmeasure,EUTRAN_HST, and Tevaluate,EUTRAN_HST for UE configured with highSpeedMeasFlag-r16
	DRX cycle length [s]
	Tdetect,EURAN_HST [s] (number of DRX cycles)
	Tmeasure,EUTRAN_HST [s] (number of DRX cycles)
	Tevaluate,EUTRAN_HST
[s] (number of DRX cycles)

	
	
	
	

	0.32
	4.16 (13)
	0.64 (2)
	0.96 (3)

	0.64
	7.68 (12)
	1.28 (2)
	1.92 (3)

	1.28
	8.96 (7)
	1.28 (1)
	3.84 (3)

	2.56
	58.88 (23)
	2.56 (1)
	7.68 (3)


-----------------------------------------------------------End of change 1 ---------------------------------------------------------------
----------------------------------------------------- Beginning of Change 2 ------------------------------------------------------------
9.4.2	NR − E-UTRAN FDD measurements
9.4.2.1	Introduction
The requirements are applicable for NR−E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements.
In the requirements, an E-UTRAN FDD cell is considered to be detectable when:
-	RSRP related conditions in the accuracy requirements in clause 10.2.2 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [15],
-	RSRQ related conditions in the accuracy requirements in clause 10.2.3 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [15],
-	RS-SINR related conditions in the accuracy requirements in clause 10.2.5 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.19 of TS 36.133 [15].
[bookmark: _Hlk4417687]9.4.2.2	Requirements when no DRX is used
When the UE requires measurement gaps to identify and measure inter-RAT cells and an appropriate measurement gap pattern is scheduled, the UE shall be able to identify a new detectable FDD cell within TIdentify, E-UTRAN FDD according to the following expression:
	,
where:
	TBasicIdentify = 480 ms,
	TInter1 is defined in clause 9.4.1,
	CSSFinterRAT = CSSFwithin_gap,i is the scaling factor for the measured inter-RAT E-UTRA carrier i which is calculated as specified in clause 9.1.5.2.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasure, E-UTRAN FDD defined in Table 9.4.2.2-1.
Table 9.4.2.2-1: Measurement period and measurement bandwidth
	Configuration
	Physical Layer Measurement period: TMeasure, E-UTRAN FDD [ms] 
	Measurement bandwidth [RB]

	0
	480 x CSSFinterRAT
	6

	1 (Note 1)
	240 x CSSFinterRAT
	50

	NOTE 1:	This configuration is optional.



The UE shall be capable of identifying and performing NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN FDD cells per E-UTRA FDD carrier frequency layer during each layer 1 measurement period, for up to 7 E-UTRA FDD carrier frequency layers.
If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN FDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN FDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN FDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
9.4.2.3	Requirements when DRX is used
When DRX is in use and measurement gaps are configured, the UE shall be able to identify a new detectable E-UTRAN FDD cell within TIdentify, E-UTRAN FDD specified in Table 9.4.2.3-1. When highSpeedMeasFlag-r16 is configured and UE supports the enhanced inter-RAT E-UTRAN measurement requirements, the UE shall be able to identify a new detectable E-UTRAN FDD cell within TIdentify, E-UTRAN FDD specified in Table 9.4.2.3-2.
Table 9.4.2.3-1: Requirement to identify a newly detectable E-UTRAN FDD cell
	DRX cycle length (s)
	TIdentify, E-UTRAN FDD (s) (DRX cycles)

	
	Gap period = 40 ms, 20 ms
	Gap period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.2.2 apply
	Non-DRX requirements in clause 9.4.2.2 apply

	0.256
	5.12* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (30*CSSFinterRAT)

	0.32
	6.4* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (24*CSSFinterRAT)

	0.32< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT)
	Note1 (20*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.



Table 9.4.2.3-2: Requirement to identify a newly detectable E-UTRAN FDD cell when highSpeedMeasFlag-r16 is configured
	DRX cycle length (s)
	TIdentify, E-UTRAN FDD (s) (DRX cycles)

	
	Gap period = 40 ms, 20 ms
	Gap period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.2.2 apply
	Non-DRX requirements in clause 9.4.2.2 apply

	0.16<DRx cycle<=0.32
	 Note 1(15*CSSFinterRAT)
	

	0.32<DRx cycle <= 0.64
	Note 1(10*CSSFinterRAT)
	

	DRx cycle = 1.024
	Note 1(10*CSSFinterRAT)
	Note 1(10*CSSFinterRAT)

	DRx cycle = 1.28
	Note 1(8*CSSFinterRAT)
	Note 1(8*CSSFinterRAT)

	1.28< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT)
	Note1 (20*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.



When DRX is in use, the UE shall be capable of performing NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN FDD cells per E-UTRA FDD frequency layer during each layer 1 measurement period, for up to 7 E-UTRA FDD carrier frequency layers, and the UE physical layer shall be capable of reporting NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure, E-UTRAN FDD specified in Table 9.4.2.3-2.
Table 9.4.2.3-2: Requirement to measure E-UTRAN FDD cells
	DRX cycle length (s)
	Tmeasure, E-UTRAN FDD (s) (DRX cycles) 

	≤0.08
	Non-DRX requirements in clause 9.4.2.2 apply

	0.08< DRX-cycle ≤10.24
	Note1 (5* CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.



If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN FDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN FDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN FDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
9.4.2.4	Measurement reporting requirements
9.4.2.4.1	Periodic Reporting
The reported NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in clauses 10.2.2, 10.2.3, and 10.2.5, respectively.
9.4.2.4.2	Event-Triggered Periodic Reporting
The reported NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements contained in event-triggered periodic measurement reports shall meet the requirements in clauses 10.2.2, 10.2.3, and 10.2.5, respectively.
The first report in event-triggered periodic measurement reporting shall meet the requirements specified in clause 9.4.2.4.3.
9.4.2.4.3	Event-Triggered Reporting
The reported NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements contained in event-triggered measurement reports shall meet the requirements in clauses 10.2.2, 10.2.3, and 10.2.5, respectively.
The UE shall not send any event-triggered measurement reports as long as no reporting criteria are fulfilled.
The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH where TTIDCCH is the duration of subframe or slot or subslot when the measurement report is transmitted on the PUSCH with subframe or slot or subslot duration. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T Identify, E-UTRAN FDD defined in clauses 9.4.2.2 and 9.4.2.3 without DRX and with DRX, respectively. When L3 filtering is used, an additional delay can be expected.
If a cell which has been detectable at least for the time period TIdentify, E-UTRAN FDD becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event as per TS 38.331 [2], the event triggered measurement reporting delay shall be less than TMeasure, E-UTRAN FDD provided the timing to that cell has not changed more than  50 Ts while measurement gap has not been available and the L3 filter has not been used.
9.4.3	NR − E-UTRAN TDD measurements
9.4.3.1	Introduction
The requirements are applicable for NR−E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements.
In the requirements, an E-UTRAN TDD cell is considered to be detectable when:
-	RSRP related conditions in the accuracy requirements in clause 10.2.2 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [15],
-	RSRQ related conditions in the accuracy requirements in clause 10.2.3 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.3 of TS 36.133 [15],
	RS-SINR related conditions in the accuracy requirements in clause 10.2.5 are fulfilled for a corresponding Band, together with the corresponding side conditions in Annex B.2.3 and Annex B.3.19 of TS 36.133 [15].
9.4.3.2	Requirements when no DRX is used
When the UE requires measurement gaps to identify and measure inter-RAT cells and an appropriate measurement gap pattern is scheduled, the UE shall be able to identify a new detectable TDD cell within TIdentify, E-UTRAN TDD according to the following expression:
-	When configuration 0 or configuration 1 in Table 9.4.3.2-1 is applied,
	 ,
-	When configuration 2 or configuration 3 in Table 9.4.3.2-1 is applied,
	,
where:
	TBasicIdentify = 480 ms,
	TInter1 is defined in clause 9.4.1,
	CSSFinterRAT = CSSFwithin_gap,i is the scaling factor for the measured inter-RAT E-UTRA carrier i which is calculated as specified in clause 9.1.5.2.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasure, E-UTRAN TDD defined in Table 9.4.3.2-1.
Table 9.4.3.2-1: TMeasure, E-UTRAN TDD for different configurations
	Configuration
	Measurement bandwidth (RB)
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS

	TMeasure, E-UTRAN TDD (ms)

	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
	[image: ]
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	480 x CSSFinterRAT

	1 (Note 1)
	50
	2
	2
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	[image: ]
	240 x CSSFinterRAT

	2
	6
	1
	3
	[image: ]
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	720 x CSSFinterRAT

	3 (Note 1)
	50
	1
	3
	[image: ]
	[image: ]
	480 x CSSFinterRAT

	NOTE 1:	This configuration is optional.
NOTE 2:	Void



The UE shall be capable of identifying and performing NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN TDD cells per E-UTRA TDD carrier frequency layer during each layer 1 measurement period, for up to 7 E-UTRA TDD carrier frequency layers.
If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN TDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN TDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN TDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
9.4.3.3	Requirements when DRX is used
When DRX is in use and measurement gaps are configured, the UE shall be able to identify a new detectable E-UTRAN TDD cell within TIdentify, E-UTRAN TDD specified in Table 9.4.3.3-1. When highSpeedMeasFlag-r16 is configured and UE supports the enhanced inter-RAT E-UTRAN measurement requirements, the UE shall be able to identify a new detectable E-UTRAN TDD cell within TIdentify, E-UTRAN TDD specified in Table 9.4.3.3-2.
Table 9.4.3.3-1: Requirement to identify a newly detectable E-UTRAN TDD cell
	DRX cycle length (s)
	TIdentify, E-UTRAN TDD (s) (DRX cycles)

	
	Gap period = 40 ms, 20 ms
	Gap period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.3.2 apply
	Non-DRX requirements in clause 9.4.3.2 apply

	0.256
	5.12* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (30*CSSFinterRAT)

	0.32
	6.4* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (24*CSSFinterRAT)

	0.32< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT)
	Note1 (20*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	 CSSFinterRAT is as defined in clause 9.4.3.2.



Table 9.4.3.3-2: Requirement to identify a newly detectable E-UTRAN TDD cell when highSpeedMeasFlag-r16 is configured
	DRX cycle length (s)
	TIdentify, E-UTRAN TDD (s) (DRX cycles)

	
	Gap period = 40 ms, 20 ms
	Gap period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.3.2 apply
	Non-DRX requirements in clause 9.4.3.2 apply

	0.16<DRx cycle<=0.32
	 Note 1(15*CSSFinterRAT)
	

	0.32<DRx cycle <= 0.64
	Note 1(10*CSSFinterRAT)
	

	DRx cycle = 1.024
	Note 1(10*CSSFinterRAT)
	Note 1(10*CSSFinterRAT)

	DRx cycle = 1.28
	Note 1(8*CSSFinterRAT)
	Note 1(8*CSSFinterRAT)

	1.28< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT)
	Note1 (20*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.3.2.



When DRX is in use, the UE shall be capable of performing NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN TDD cells per E-UTRA TDD frequency layer during each layer 1 measurement period, for up to 7 E-UTRA TDD carrier frequency layers, and the UE physical layer shall be capable of reporting NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure, E-UTRAN TDD specified in Table 9.4.3.3-2.
Table 9.4.3.3-2: Requirement to measure E-UTRAN TDD cells
	DRX cycle length (s)
	Tmeasure, E-UTRAN TDD (s) (DRX cycles)

	≤0.08
	Non-DRX Requirements in clause 9.4.3.2 apply

	0.128
	For configuration 2 Note3, non-DRX requirements in clause 9.4.3.2 apply,
Otherwise: Note1 (5*CSSFinterRAT)

	0.128<DRX-cycle≤10.24
	Note1 (5*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.3.2.
NOTE 3:	See Table 9.4.3.2-1.



If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN TDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN TDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN TDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
9.4.3.4	Measurement reporting requirements
9.4.3.4.1	Periodic Reporting
The reported NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in clauses 10.2.2, 10.2.3, and 10.2.5, respectively.
9.4.3.4.2	Event-Triggered Periodic Reporting
The reported NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements contained in event-triggered periodic measurement reports shall meet the requirements in clauses 10.2.2, 10.2.3, and 10.2.5, respectively.
The first report in event-triggered periodic measurement reporting shall meet the requirements specified in clause 9.4.3.4.3.
9.4.3.4.3	Event-Triggered Reporting
The reported NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements contained in event-triggered measurement reports shall meet the requirements in clauses 10.2.2, 10.2.3, and 10.2.5, respectively.
The UE shall not send any event-triggered measurement reports as long as no reporting criteria are fulfilled.
The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH where TTIDCCH is the duration of subframe or slot or subslot when the measurement report is transmitted on the PUSCH with subframe or slot or subslot duration. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T Identify, E-UTRAN TDD defined in clauses 9.4.3.2 and 9.4.3.3 without DRX and with DRX, respectively. When L3 filtering is used, an additional delay can be expected.
If a cell which has been detectable at least for the time period TIdentify, E-UTRAN TDD becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event as per TS 38.331 [2], the event triggered measurement reporting delay shall be less than TMeasure, E-UTRAN TDD provided the timing to that cell has not changed more than  50 Ts while measurement gap has not been available and the L3 filter has not been used.
------------------------------------------------------------- End of change 2 ------------------------------------------------------------
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