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<<START OF FIRST CHANGE>>

[bookmark: _Toc58918245][bookmark: _Toc66694115]8.4.1.5.1	Test requirement for BS type 1-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.5.1-1 to 8.4.1.5.1-3.
Table 8.4.1.5.1-1: PRACH missed detection test requirements for Normal Mode, 1.25 kHz SCS
	Number of TX
	Number of demodulation
	Propagation conditions and
	Frequency offset
	SNR (dB)

	antennas
	branches
	correlation matrix (annex J)
	
	Burst format 0

	1
	2
	AWGN
	0
	-14.2

	
	
	TDLC300-100 Low
	400 Hz 
	-6.0



Table 8.4.1.5.1-2: PRACH missed detection test requirements for Normal Mode, 15 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-9.0
	-12.3
	-13.9
	-16.5
	-6.0
	-12.2

	
	
	TDLC300-100 Low
	400 Hz
	-1.5
	-4.2
	-6.0
	-8.2
	1.4
	-4.3



Table 8.4.1.5.1-3: PRACH missed detection test requirements for Normal Mode, 30 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.8
	-11.7
	-13.5
	-16.2
	-5.8
	-11.6

	
	
	TDLC300-100 Low
	400 Hz
	-2.2
	-5.1
	-6.8
	-9.3
	0.7
	-5.0



Table 8.4.1.5.1-4: Void

Table 8.4.1.5.1-5: Void

8.4.1.5.2	Test requirement for BS type 2-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.5.2-1 to 8.4.1.5.2-2.
Table 8.4.1.5.2-1: PRACH missed detection test requirements for Normal Mode, 60 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.6
	-11.6
	-13.2
	-15.5
	-5.7
	-11.5

	
	
	TDLA30-300 Low
	4000 Hz
	-1.0
	-3.2
	-4.2
	-6.3
	1.7
	-3.3



Table 8.4.1.5.2-2: PRACH missed detection test requirements for Normal Mode, 120 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.4
	-11.2
	-13.0
	-15.5
	-5.5
	-11.1

	
	
	TDLA30-300 Low
	4000 Hz
	-1.1
	-3.8
	-5.2
	-6.9
	1.8
	-3.6




[bookmark: _Toc58918246][bookmark: _Toc66694116]8.4.1.6	Test requirement for high speed train
[bookmark: _Toc58918247][bookmark: _Toc66694117]8.4.1.6.1	Test requirement for BS type 1-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.6.1-1 to 8.4.1.6.1-4.
Table 8.4.1.6.1-1: PRACH missed detection requirements for high speed train, burst format 0, restricted set type A, 1.25 kHz SCS
	Number of TX antennas
	Number of demodulation
	Propagation conditions and correlation matrix (annex J)
	Frequency offset
	SNR (dB)

	
	branches
	
	
	Burst format 0

	1
	2
	AWGN
	625 Hz
	-11.7

	
	
	AWGN
	1340 Hz
	-13.5

	
	
	TDLC300-100 Low
	0 Hz
	[-5.7]



Table 8.4.1.6.1-2: PRACH missed detection requirements for high speed train, burst format 0, restricted set type B, 1.25 kHz SCS
	Number of TX antennas
	Number of demodulation
	Propagation conditions and correlation matrix (annex J)
	Frequency offset
	SNR (dB)

	
	branches
	
	
	Burst format 0

	1
	2
	AWGN
	625 Hz
	-11.3

	
	
	AWGN
	2334 Hz
	-12.8

	
	
	TDLC300-100 Low
	0 Hz
	[-5.4]



Table 8.4.1.6.1-3: PRACH missed detection requirements for high speed train, 15 kHz SCS
	Number of
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	1740 Hz
	-11.0
	-14.0
	-10.8



Table 8.4.1.6.1-4: PRACH missed detection requirements for high speed train, 30 kHz SCS
	Number of
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	3334 Hz
	-10.9
	-14.3
	-10.7



[bookmark: _Toc58918248][bookmark: _Toc66694118]8.4.1.5.2	Test requirement for BS type 2-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.5.2-1 to 8.4.1.5.2-2.
Table 8.4.1.5.2-1: PRACH missed detection test requirements for Normal Mode, 60 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.6
	-11.6
	-13.2
	-15.5
	-5.7
	-11.5

	
	
	TDLA30-300 Low
	4000 Hz
	-1.0
	-3.2
	-4.2
	-6.3
	1.7
	-3.3



Table 8.4.1.5.2-2: PRACH missed detection test requirements for Normal Mode, 120 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.4
	-11.2
	-13.0
	-15.5
	-5.5
	-11.1

	
	
	TDLA30-300 Low
	4000 Hz
	-1.1
	-3.8
	-5.2
	-6.9
	1.8
	-3.6




<<END OF FIRST CHANGE>>



<<START OF SECOND CHANGE>>

Table A.4-2B: FRC parameters for FR1 UL timing adjustment, PUSCH with transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A3A4-31A
	G-FR1-A4-31
	G-FR1-A4-32A
	G-FR1-A4-32

	Subcarrier spacing [kHz]
	15
	15
	30
	30

	Allocated resource blocks
	12
	25
	12
	50

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11
	11
	11

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	4032
	8456
	4032
	16896

	Transport block CRC (bits)
	24
	24
	24
	24

	Code block CRC size (bits)
	-
	24
	-
	24

	Number of code blocks - C
	1
	2
	1
	3

	Code block size including CRC (bits) (Note 2)
	4056
	4264
	4056
	5664

	Total number of bits per slot
	6336
	13200
	6336
	26400

	Total data bearing resource elements per slot
	1584
	3300
	1584
	6600

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0 = 2 for PUSCH mapping type A, l0 = 0 for PUSCH mapping type B, as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [15].




<<END OF SECOND CHANGE>>



