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13.3.2	Measurement accuracy requirements
13.3.2.1	Introduction
This clause defines accuracy requirements for SRS-RSRP measurement in FR1 and FR2. The requirements are applicable for gNB supporting SRS-RSRP measurement.
13.3.2.2	Requirements
The accuracy requirements in Table 13.3.2.2-1, Table 13.3.2.2-2, Table 13.3.2.2-3 and Table 13.3.2.2-4 are valid under the following conditions:
- AWGN propagation conditions.
- The measured signals are in the directions covered by RoAoA of OTA reference sensitivity requirements for gNB type 1-O and 2-O BS







Table 13.3.2.2-1 gNB SRS-RSRP absolute accuracy requirements in FR1 type 1-C
	Accuracy
	Conditions
	

	
	SRS Ês/Iot
	Effective SRS RE number per PRB 
	SRS bandwidth range

	dB
	dB
	
	RB

	TBD
	Ês/Iot ≥ -13
	6
	24≤BW<32 (FFS)

	TBD
	
	≥12
	

	TBD
	
	6
	32≤BW<48

	TBD
	
	≥12
	

	TBD
	
	6
	48≤BW<132

	TBD
	
	≥12
	

	TBD
	
	6
	132≤BW

	TBD
	
	≥12
	

	TBD
	Ês/Iot ≥ +3
	≥6
	24≤BW 



	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Table 13.3.2.2-2 gNB SRS-RSRP absolute accuracy requirements in FR1 type 1-H
	Accuracy
	Conditions
	

	
	SRS Ês/Iot
	Effective SRS RE number per PRB 
	SRS bandwidth range

	dB
	dB
	
	RB

	TBD
	Ês/Iot ≥ -13
	6
	24≤BW<32 (FFS)

	TBD
	
	≥12
	

	TBD
	
	6
	32≤BW<48

	TBD
	
	≥12
	

	TBD
	
	6
	48≤BW<132

	TBD
	
	≥12
	

	TBD
	
	6
	132≤BW

	TBD
	
	≥12
	

	TBD
	Ês/Iot ≥ +3
	≥6
	24≤BW 



	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



Table 13.3.2.2-3 gNB SRS-RSRP absolute accuracy requirements in FR1 type 1-O
	Accuracy
	Conditions
	

	
	SRS Ês/Iot
	Effective SRS RE number per PRB 
	SRS bandwidth range

	dB
	dB
	
	RB

	TBD
	Ês/Iot ≥ -13
	6
	24≤BW<32 (FFS)

	TBD
	
	≥12
	

	TBD
	
	6
	32≤BW<48

	TBD
	
	≥12
	

	TBD
	
	6
	48≤BW<132

	TBD
	
	≥12
	

	TBD
	
	6
	132≤BW

	TBD
	
	≥12
	

	TBD
	Ês/Iot ≥ +3
	≥6
	24≤BW 



	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



Table 13.3.2.2-4 gNB SRS-RSRP absolute accuracy requirements in FR2 type 2-O
	Accuracy
	Conditions
	

	
	SRS Ês/Iot
	Effective SRS RE number per PRB 
	SRS bandwidth range

	dB
	dB
	
	RB

	TBD
	Ês/Iot ≥ -13
	6
	24≤BW<32 (FFS)

	TBD
	
	≥12
	

	TBD
	
	6
	32≤BW<48

	TBD
	
	≥12
	

	TBD
	
	6
	48≤BW<132

	TBD
	
	≥12
	

	TBD
	
	6
	132≤BW

	TBD
	
	≥12
	

	TBD
	Ês/Iot ≥ +3
	≥6
	24≤BW 
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