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B.2.8	Conditions for NR intra-frequency measurements under CCA
This clause defines the following conditions for NR intra-frequency measurements unde CCA and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.8-1 for NR cells under CCA.
Table B.2.8-1: Conditions for intra-frequency measurements under CCA
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_CCA_FR1_I
	-123
	-120
	 -6

	
	NR_CCA_FR1_J
	-122.5
	-119.5
	

	NOTE 1:	NR operating band groups are as defined in clause 3.5.2.



B.2.9	Conditions for NR inter-frequency measurements under CCA
This clause defines the following conditions for NR inter-frequency measurements and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.9-1 for NR cells under CCA.
Table B.2.9-1: Conditions for inter-frequency measurements under CCA
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_CCA_FR1_I
	-121
	-118
	 -4

	
	NR_CCA_FR1_J
	-120.5
	-117.5
	

	NOTE 1:	NR operating band groups are as defined in clause 3.5.2.



B.2.10	Conditions for NR L1-RSRP reporting under CCA
B.2.10.1	Conditions for SSB based L1-RSRP reporting
This clause defines the following conditions for NR L1-RSRP measurement reporting and corresponding procedures performed based on SSBs under CCA: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.10.1-1 for NR cells under CCA.
Table B.2.10.1-1: Conditions for SSB based L1-RSRP measurements under CCA
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_CCA_FR1_I
	-120
	-117
	 -3

	
	NR_CCA_FR1_J
	-119.5
	-116.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.





