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[bookmark: OLE_LINK2]<Start of change>
[bookmark: _Toc21339304][bookmark: _Toc29804521][bookmark: _Toc36548091][bookmark: _Toc37253309][bookmark: _Toc37253641][bookmark: _Toc37321410][bookmark: _Toc37322595][bookmark: _Toc45889463][bookmark: _Toc52203654][bookmark: _Toc53172444][bookmark: _Toc61118202][bookmark: _Toc67922998]6.1	General
[bookmark: OLE_LINK17]Unless otherwise stated, the transmitter characteristics are specified over the air (OTA) with a single or multiple transmit chains.
Unless otherwise stated, for power class 3 UEs, the beam correspondence side condition for SSB and CSI-RS specified in clause 6.6.4 shall apply to the transmission tests.
Unless otherwise stated, UE multi-band relaxation factors defined in Table 6.2.1.3-4 is fulfilled for the UEs that support multiple FR2 bands.
[bookmark: _Hlk22228732]Transmitter requirements for CA operation apply only when the DMRS initialization parameters (including the case when the UE applies cell ID as DMRS scrambling ID) are different across all CCs. The UE may use higher MPR values outside this limitation.
Transmitter requirements for UL MIMO operation apply when the UE transmits on 2 ports on the same CDM group. The UE may use higher MPR values outside this limitation.
[bookmark: _Toc21339475][bookmark: _Toc29804692][bookmark: _Toc36548262][bookmark: _Toc37253480][bookmark: _Toc37253812][bookmark: _Toc37321581][bookmark: _Toc37322766][bookmark: _Toc45889634][bookmark: _Toc52203826][bookmark: _Toc53172616][bookmark: _Toc61118385][bookmark: _Toc67923181]6.6	Beam correspondence
[bookmark: _Toc21339476][bookmark: _Toc29804693][bookmark: _Toc36548263][bookmark: _Toc37253481][bookmark: _Toc37253813][bookmark: _Toc37321582][bookmark: _Toc37322767][bookmark: _Toc45889635][bookmark: _Toc52203827][bookmark: _Toc53172617][bookmark: _Toc61118386][bookmark: _Toc67923182]6.6.1	General
[bookmark: OLE_LINK15]Beam correspondence is the ability of the UE to select a suitable beam for UL transmission based on DL measurements with or without relying on UL beam sweeping.  The beam correspondence requirement is satisfied assuming the presence of both SSB and CSI-RS signals and Type D QCL is maintained between SSB and CSI-RS. Unless explicitly addressed in subclauses below, the beam correspondence requirement is fulfilled if the UE meets the minimum peak EIRP requirement according to Table 6.2.1.x-1 and spherical coverage requirement according to Table 6.2.1.x-3 and multi-band relaxation requirement according to Table 6.2.1.3-4 with its autonomously chosen UL beams and without uplink beam sweeping.
<End of change>
