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	Reason for change:
	NB-IoT devices are failing USA FCC emissions certification testing.

	
	

	Summary of change:
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<First changed section>
5.5F
Operating bands for category NB1 and NB2
Category NB1 and NB2 are designed to operate in the E-UTRA operating bands 1, 2, 3, 4, 5, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 25, 26, 28, 31, 41, 66, 70, 71, 72, 73, 74 and 85 which are defined in Table 5.5-1. Category NB1 and NB2 systems operate in HD-FDD duplex mode or in TDD mode.
In case UE receives network signaling value NS_04 on any of the operating bands listed in Table 5.5F-1 then the lower and upper limit of those bands are shown in Table 5.5F-1 to account for the USA emission requirements.
Table 5.5F-1 E-UTRA operating bands for NB-IoT in the USA
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	2
	1850.1 MHz
	–
	1909.9 MHz
	1930.1 MHz
	–
	1989.9 MHz
	FDD

	4
	1710.1 MHz
	–
	1754.9 MHz 
	2110.1 MHz
	–
	2154.9 MHz
	FDD

	5
	824.1 MHz
	–
	848.9 MHz
	869.1 MHz
	–
	893.9MHz
	FDD

	12
	699 MHz
	–
	715.9 MHz
	729 MHz
	–
	745.9 MHz
	FDD

	13
	777 MHz
	–
	786.9 MHz
	746 MHz
	–
	755.9 MHz
	FDD

	17
	704.1 MHz
	–
	715.9 MHz
	734.1 MHz
	–
	745.9 MHz
	FDD

	25
	1850.1 MHz
	–
	1914.9 MHz
	1930.1 MHz
	–
	1994.9 MHz
	FDD

	26
	814.1 MHz
	–
	848.9 MHz
	859.1 MHz
	–
	893.9 MHz
	FDD

	66
	1710.1 MHz
	–
	1779.9 MHz 
	2110.1 MHz
	–
	2199.0 MHz
	FDD4

	71
	663.1 MHz
	–
	697.9 MHz 
	617.1 MHz
	–
	651.9 MHz
	FDD

	85
	698.1 MHz
	–
	715.9 MHz
	728.1 MHz
	–
	745.9 MHz
	FDD


<Next changed section>
6.2.4F
UE maximum output power with additional requirements for category NB1 and NB2 UE

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power are specified. For the agreed E-UTRA bands for category NB1 and NB2 UE an A-MPR of 0 dB shall be allowed unless specified otherwise.

For UE Power Class 3 and 5 the specific requirements and identified subclauses are specified in Table 6.2.4F-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4F-1 are in addition to the allowed MPR requirements specified in subclause 6.2.3F-1.

Table 6.2.4F-1: Additional Maximum Power Reduction (A-MPR) for category NB1 and NB2 UE

	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	A-MPR (dB)

	NS_01
	6.6.2F.1
	Operating bands defined in 5.5F
	N/A

	NS_02
	6.6.2F.2.1
	[1, 2, 3, 5, 8, 11, 12, 13, 17, 18, 19, 20, 21, 25, 26, 28, 66, 70 and 85]
	[N/A]

	NS_03
	6.6.2F.2.2
	[1, 2, 3, 5, 8, 11, 12, 13, 17, 18, 19, 20, 21, 25, 26, 28, 66, 70 and 85]
	[N/A]

	NS_04
	5.5F
	2, 4, 5, 12, 13, 17, 25, 26, 66, 71, 85
	N/A


<End of changes>
