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<Start of Changes>
[bookmark: _Toc21344233][bookmark: _Toc29801717][bookmark: _Toc29802141][bookmark: _Toc29802766][bookmark: _Toc36107508][bookmark: _Toc37251267][bookmark: _Toc45888069][bookmark: _Toc45888668]6.2.1	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.1-1: UE Power Class
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	
	
	23
	±2

	n2
	
	
	
	
	
	
	23
	±23

	n3
	
	
	
	
	
	
	23
	±23

	n5
	
	
	
	
	
	
	23
	±2

	n7
	
	
	
	
	
	
	23
	±23

	n8
	
	
	
	
	
	
	23
	±23

	n12
	
	
	
	
	
	
	23
	±23

	n13
	
	
	
	
	
	
	23
	±2

	n14
	316
	+2/-3
	
	
	
	
	23
	±2

	n18
	
	
	
	
	
	
	23
	±2

	n20
	
	
	
	
	
	
	23
	±23

	n24
	
	
	
	
	
	
	23
	±2

	n25
	
	
	
	
	
	
	23
	±23

	n26
	
	
	
	
	
	
	23
	±23

	n28
	
	
	
	
	
	
	23
	+2/-2.5

	n30
	
	
	
	
	
	
	23
	±2

	n34
	
	
	
	
	
	
	23
	±2

	n38
	
	
	
	
	
	
	23
	±2

	n39
	
	
	
	
	26
	+2/-3
	23
	±2

	n40
	
	
	
	
	26
	+2/-33
	23
	±2

	n41
	
	
	295
	_2/-33
	26
	+2/-33
	23
	±23

	n47
	
	
	
	
	
	
	23
	±2

	n48
	
	
	
	
	
	
	23
	+2/-3

	n50
	
	
	
	
	
	
	23
	±2

	n51
	
	
	
	
	
	
	23
	±2

	n53
	
	
	
	
	
	
	23
	±2

	n65
	
	
	
	
	
	
	23
	±2

	n66
	
	
	
	
	
	
	23
	±2

	n70
	
	
	
	
	
	
	23
	±2

	n71
	
	
	
	
	
	
	23
	+2/-2.5

	n74
	
	
	
	
	
	
	23
	±2

	n77
	
	
	
	
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	
	
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	
	
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	
	
	23
	±2

	n81
	
	
	
	
	
	
	23
	±2

	n82
	
	
	
	
	
	
	23
	±2

	n83
	
	
	
	
	
	
	23
	±2/-2.5

	n84
	
	
	
	
	
	
	23
	±2

	n86
	
	
	
	
	
	
	23
	±2

	n89
	
	
	
	
	
	
	23
	±2

	n91
	
	
	
	
	
	
	23
	±23, 4

	n92
	
	
	
	
	
	
	23
	±23, 4

	n93
	
	
	
	
	
	
	23
	±23, 4

	n94
	
	
	
	
	
	
	23
	±23, 4

	n95
	
	
	
	
	
	
	23
	±2

	n97
	
	
	
	
	
	
	23
	±2

	n98
	
	
	
	
	
	
	23
	±2

	n99
	
	
	
	
	
	
	23
	±2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 4:	The maximum output power requirement is relaxed by reducing the lower tolerance limit by 0.3 dB
NOTE 5:	Achieved via dual Tx
NOTE 6:	Generally, PC1 UE for Band n14 is not targeted for smartphone form factor. The UE power class 1 requirements for Band n14 are applicable for public safety scenario only.


<Unchanged sections omitted>
[bookmark: _Toc21344282][bookmark: _Toc29801768][bookmark: _Toc29802192][bookmark: _Toc29802817][bookmark: _Toc36107559][bookmark: _Toc37251325][bookmark: _Toc45888140][bookmark: _Toc45888739]6.2D.1	UE maximum output power for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2D.1-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is defined as the sum of the maximum output power from both UE antenna connectors. The period of measurement shall be at least one sub frame (1 ms).
The requirements shall be met with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ]. DCI Format for UE configured in PUSCH transmission mode for uplink single-user MIMO shall be used.
Table 6.2D.1-1: UE Power Class for UL MIMO in closed loop spatial multiplexing scheme
	NR band
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	+2/-3
	
	

	n2
	
	
	
	
	23
	+2/-31
	
	

	n3
	
	
	
	
	23
	+2/-31
	
	

	n7
	
	
	
	
	23
	+2/-31
	
	

	n25
	
	
	
	
	23
	+2/-31
	
	

	n30
	
	
	
	
	23
	+2/-3
	
	

	n34
	
	
	
	
	23
	+2/-3
	
	

	n38
	
	
	
	
	23
	+2/-3
	
	

	n39
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n40
	
	
	
	
	23
	+2/-3
	
	

	n41
	29
	+2/-31
	26
	+2/-31
	23
	+2/-31
	
	

	n48
	
	
	
	
	23
	+2/-3
	
	

	n66
	
	
	
	
	23
	+2/-3
	
	

	n70
	
	
	
	
	23
	+2/-3
	
	

	n71
	
	
	
	
	23
	+2/-3
	
	

	n77
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n78
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n80
	
	
	
	
	23
	+2/-31
	
	

	n84
	
	
	
	
	23
	+2/-3
	
	

	n95
	
	
	
	
	23
	+2/-3
	
	

	n97
	
	
	
	
	23
	+2/-3
	
	

	n98
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	The transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power class 3 is the default power class unless otherwise stated
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