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1 Introduction
This big TP to TS 38.176-1 merges the TPs approved during RAN4#99 and cleans up a number of editorial issues with references, numbering, defined terms etc.
This will be merged with the big TP for the demod part (R4-209211) and submitted to plenary as the 1st official version.
The following TP’s have been implemented:
	R4-2108565
	TP to TS 38.176-1 on test efficiency clause 4.13

	R4-2108569 
	TP for TS 38.176-1: Test configurations and applicability of requirements

	R4-2108567 
	TP to TS 38.176-1: IAB Common test issue on test model-Conducted

	R4-2108571
	TP for TS 38.176-1: Annex B and C

	R4-2108573
	TP to TS 38.176-1 -Clause 4.1

	R4-2111397
	TS 38.176-1 -Updated TS 37.176-1

	R4-2111399
	TP to TS 38.176-1 -Clean up

	R4-2108710
	TP for TS 38.176-1: Transmitted signal quality

	R4-2108087
	TP to TS 38.176-1  - OTA Tx dynamic range, clause  6.3

	R4-2111177
	TP for IBB, OBB and RX spurious of conducted receiver test

	R4-2111405
	TP to TS 38.176-1  - Sensitivity, clause  7.2

	R4-2108576
	TP to TS 38.176-1 Clause 4.6 Declarations for IAB conducted test specification

	R4-2108577
	TP to TS 38.176-1:  Annex G and H: In-channel TX test



In addition the following editorial clean ups have been done:
· Updated the symbols and abbreviations lists based on 38.141-1 with the unused symbols and abbreviations removed.
· Updated the references list and checked all the uses of references in the document
· Checked all the highlighted and square bracketed references and corrected for the latest TOC. (highlights and brackets then removed)
· Checked the defined terms and updated in using same method as last meeting  as described in R4-211399 the following corrections were made (as per the list in R4-211399):
· “IAB-DU type 1-H” and “IAB-MT type 1-H” – 1 instance
· “IAB-DU type 1-H”  -        10 instances
· “IAB-MT type 1-H”  -        4 instances
· “IAB-DU and IAB-MT RF Bandwidth”      -        0 instances
· “multi-band TAB connector”   -        3 instances
· “Aggregated IAB-DU and IAB-MT channel bandwidth” -        0 instances
· “IAB-Node channel bandwidth”       -        0 instances
· “RF bandwidth edge”       -        0 instances
· Updated references to annex D as many were wrong D.3 -> D.1 and D.4-> D.2, as there is no 1-C the numbers shift up 2 from 38,.141.
· Inequalities in table 6.3.2.1.5-1 corrected.
· Comments removed
Finally the RF part (this TP) and the demod part (R4-2109211) have been aligned so that they can be merged in the next stage. Resulting in the following changes:
· 2 documents added to the reference list
· Annex A numbering realigned to merge with demod part
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