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<< Start of change >>
[bookmark: _Toc535476453]4.4	Conducted requirements
4.4.0	Introduction
The requirements are defined for the following modes:
-	Mode 1: Conditions with external noise source
-	Wanted signal with power level Es is transmitted.
-	External white noise source with power spectral density Noc is used.
-	Es and Noc levels are selected to achieve target SNR as described in Clause 4.4.2.
-	Mode 2: Noise free conditions 
-	Wanted signal with power level Es is transmitted.
-	No external noise transmitted.
[bookmark: _Toc21338143][bookmark: _Toc29808251][bookmark: _Toc37068170][bookmark: _Toc37257123][bookmark: _Toc45892254][bookmark: _Toc53175880][bookmark: _Toc61119845][bookmark: _Toc67917061]4.4.1	Reference point
The reference point for SNR, Es and Noc of DL signal is the UE antenna connector or connectors.
[bookmark: _Toc21338144][bookmark: _Toc29808252][bookmark: _Toc37068171][bookmark: _Toc37257124][bookmark: _Toc45892255][bookmark: _Toc53175881][bookmark: _Toc61119846][bookmark: _Toc67917062]4.4.2	SNR definition
For Mode 1 conditions conducted UE demodulation and CSI requirements the SNR is defined as:
	
Where
-	NRX denotes the number of receiver antenna connectors and the superscript receiver antenna connector j.
-	The above SNR definition assumes that the REs are not precoded, and does not account for any gain which can be associated to the precoding operation.
-	Unless otherwise stated, the SNR refers to the SSS wanted signal.
-	The downlink SSS transmit power is defined as the linear average over the power contributions in [W] of all resource elements that carry the SSS within the operating system bandwidth.
-	The power ratio of other wanted signals to the SSS is defined in clause C.3.1.
[bookmark: _Toc21338145][bookmark: _Toc29808253][bookmark: _Toc37068172][bookmark: _Toc37257125][bookmark: _Toc45892256][bookmark: _Toc53175882][bookmark: _Toc61119847][bookmark: _Toc67917063]4.4.3	Noc
[bookmark: _Toc21338146][bookmark: _Toc29808254][bookmark: _Toc37068173][bookmark: _Toc37257126][bookmark: _Toc45892257][bookmark: _Toc53175883][bookmark: _Toc61119848][bookmark: _Toc67917064]4.4.3.1	Introduction
This clause describes the Noc power level for Mode 1 conditions conducted testing of demodulation and CSI requirements.
Unless otherwise stated for CA and EN-DC testing, the same Noc level shall be provided on different component carriers.
[bookmark: _Toc21338147][bookmark: _Toc29808255][bookmark: _Toc37068174][bookmark: _Toc37257127][bookmark: _Toc45892258][bookmark: _Toc53175884][bookmark: _Toc61119849][bookmark: _Toc67917065]4.4.3.2	Noc for NR operating bands in FR1
The Noc power spectrum density shall be larger or equal to the minimum Noc power level for each operating band supported by the UE as defined in clause 4.4.3.2.1. 
Unless otherwise stated, a fixed Noc power level of -134 dBm/Hz shall be used for all operating bands.
[bookmark: _Toc21338148][bookmark: _Toc29808256][bookmark: _Toc37068175][bookmark: _Toc37257128][bookmark: _Toc45892259][bookmark: _Toc53175885][bookmark: _Toc61119850][bookmark: _Toc67917066]4.4.3.2.1	Derivation of Noc values for NR operating bands in FR1
The minimum Noc power level for an operating band, subcarrier spacing and channel bandwidth is derived based on the following equation:
	NocBand_X, SCS_Y, CBW_Z = REFSENSBand_X, SCS_Y, CBW_Z – 10*log10(12*SCS_Y*nPRB) + D – SNRREFSENS + ∆thermal
where 
-	REFSENSBand_X, SCS_Y, CBW_Z is the REFSENS value in dBm for Band X, SCS Y and CBW Z specified in Table 7.3.2-1 of TS 38.101-1 [6]
-	12 is the number of subcarriers in a PRB
-	SCS Y is the subcarrier spacing associated with the REFSENS value
-	nPRB is the maximum number of PRB for SCS Y and CBW Z associated with the REFSENS value, and is specified in Table 5.3.2-1 of TS 38.101-1 [6]
-	D is diversity gain equal to 3 dB
-	SNRREFSENS = -1 dB is the SNR used for simulation of REFSENS
-	∆thermal is the amount of dB that the wanted noise is set above UE thermal noise, giving a defined rise in total noise. ∆thermal = 16dB, giving a rise in total noise of 0.1dB, regarded as insignificant.
The calculated Noc value for the baseline of Band n12, 15 kHz SCS, 15 MHz CBW is -135.5 dBm/Hz.
An allowance of 1.5dB is made for CA and for future bands, giving an Noc power level of -134 dBm/Hz.
4.4.4	Es
4.4.4.1	Introduction
This clause describes the Es power level for Mode 2 conditions conducted testing of demodulation and CSI requirements.
Unless otherwise stated for CA and EN-DC testing, the same Es level shall be provided on different component carriers.
4.4.4.2	Es for NR operating bands in FR1
The Es power spectrum density shall be larger or equal to the minimum Es power level for each operating band supported by the UE as defined in Clause 4.4.4.2.1. 
Unless otherwise stated, a fixed Es power level of -112 dBm/Hz shall be used for all operating bands.
[bookmark: _Toc21338149][bookmark: _Toc29808257][bookmark: _Toc37068176][bookmark: _Toc37257129][bookmark: _Toc45892260][bookmark: _Toc53175886][bookmark: _Toc61119851][bookmark: _Toc67917067]4.4.4.2.1	Derivation of Es values for NR operating bands in FR1
The minimum Es power level for an operating band, subcarrier spacing and channel bandwidth is derived based on the following equation:
	EsBand_X, SCS_Y, CBW_Z = REFSENSBand_X, SCS_Y, CBW_Z – 10*log10(12*SCS_Y*nPRB) + D – SNRREFSENS + dBEVM +∆thermal
where:
-	REFSENSBand_X, SCS_Y, CBW_Z is the REFSENS value in dBm for Band X, SCS Y and CBW Z specified in Table 7.3.2-1 of TS 38.101-1 [6]
-	12 is the number of subcarriers in a PRB
-	SCS Y is the subcarrier spacing associated with the REFSENS value
-	nPRB is the maximum number of PRB for SCS Y and CBW Z associated with the REFSENS value, and is specified in Table 5.3.2-1 of TS 38.101-1 [6]
-	D is diversity gain equal to 3 dB
-	SNRREFSENS = -1 dB is the SNR used for simulation of REFSENS
-	dBEVM is the SNR of the applied signal due to EVM impairment on the wanted Es. An allowed EVM of 3% gives a dBEVM of 30.5dB, derived as 20*log10(1/0.03).
-	∆thermal is the amount of dB that the impairment due to EVM on the wanted Es is set above UE thermal noise, giving a defined rise in total impairment. ∆thermal = 7.6dB, giving a rise in total impairment of 0.7dB, regarded as acceptable.
The calculated Es value for the baseline of Band n12, 15kHz SCS, 15MHz CBW is -113.5 dBm/Hz.
An allowance of 1.5dB is made for CA and for future bands, giving an Es power level of -112 dBm/Hz.
[bookmark: _Toc21338150][bookmark: _Toc29808258][bookmark: _Toc37068177][bookmark: _Toc37257130][bookmark: _Toc45892261][bookmark: _Toc53175887][bookmark: _Toc61119852][bookmark: _Toc67917068]4.5	Radiated requirements
4.5.0	Introduction
The requirements are defined for the following modes:
-	Mode 1: conditions with external noise source
-	Wanted signal with power level Es is transmitted.
-	External white noise source with power spectral density Noc is used.
-	Es and Noc levels are selected to achieve target SNR as described in Clause 4.5.2.
-	Mode 2: Noise free conditions 
-	Wanted signal with power level Es is transmitted.
-	No external noise transmitted.
[bookmark: _Toc21338151][bookmark: _Toc29808259][bookmark: _Toc37068178][bookmark: _Toc37257131][bookmark: _Toc45892262][bookmark: _Toc53175888][bookmark: _Toc61119853][bookmark: _Toc67917069]4.5.1	Reference point
[bookmark: _Hlk11241989]The reference point for SNR, Es and Noc of DL signal from the UE perspective is the input of UE antenna array.
[image: ]
Figure 4.5.1-1: Reference point for radiated Demodulation and CSI requirements
[bookmark: _Toc21338152][bookmark: _Toc29808260][bookmark: _Toc37068179][bookmark: _Toc37257132][bookmark: _Toc45892263][bookmark: _Toc53175889][bookmark: _Toc61119854][bookmark: _Toc67917070]4.5.2	SNR definition
For Mode 1 conditions UE demodulation and CSI requirements, the Minimum performance requirement in clause 7, 8, 9 and 10 are defined relative to the baseband SNR level SNRBB. The SNR at the reference point is defined as 
	SNR = SNRBB + ∆BB
where ∆BB is specified in clause 4.5.3.
The reference point SNR is defined as:
	
-	NRX denotes the number of receiver reference points, and the super script receiver reference point j.
-	The above SNR definition assumes that the REs are not precoded, and does not account for any gain which can be associated to the precoding operation.
-	Unless otherwise stated, the SNR refers to the SSS wanted signal. 
-	The downlink SSS transmit power is defined as the linear average over the power contributions in [W] of all resource elements that carry the SSS within the operating system bandwidth.
-	The power ratio of other wanted signals to the SSS is defined in Clause C.3.1.
[bookmark: _Toc21338153][bookmark: _Toc29808261][bookmark: _Toc37068180][bookmark: _Toc37257133][bookmark: _Toc45892264][bookmark: _Toc53175890][bookmark: _Toc61119855][bookmark: _Toc67917071]4.5.3	Noc
[bookmark: _Toc21338154][bookmark: _Toc29808262][bookmark: _Toc37068181][bookmark: _Toc37257134][bookmark: _Toc45892265][bookmark: _Toc53175891][bookmark: _Toc61119856][bookmark: _Toc67917072]4.5.3.1	Introduction
For Mode 1 conditions radiated testing of demodulation and CSI requirements it is not feasible in practice to use signal levels high enough to make the noise contribution of the UE negligible. Demodulation requirements are therefore specified with the applied noise higher than the UE peak EIS level in TS 38.101-2 [7] by a defined amount, so that the impact of UE noise floor is limited to no greater than a value ∆BB at the specified Noc level. As UEs have EIS levels that are dependent on operating band and power class, Noc level is dependent on operating band and power class.
[bookmark: _Toc21338155][bookmark: _Toc29808263][bookmark: _Toc37068182][bookmark: _Toc37257135][bookmark: _Toc45892266][bookmark: _Toc53175892][bookmark: _Toc61119857][bookmark: _Toc67917073]4.5.3.2	Noc for NR operating bands in FR2
Values for Noc according to operating band and power class for single carrier requirements are specified in Table 4.5.3.2-1 for ∆BB =1dB.
Table 4.5.3.2-1: Noc power level for different UE power classes and frequency bands
	Operating band
	UE Power class

	
	1
	2
	3
	4

	n257
	-167.36.8
	-161.83
	-158.17.6
	-166.83

	n258
	-167.36.8
	-161.83
	-158.17.6
	-166.83

	n260
	-164.33.8
	
	-155.50
	-164.83

	n261
	-167.36.8
	-161.83
	-158.17.6
	-166.83

	Note 1:	Noc levels are specified in dBm/Hz



For PC3 multi-band devices, the Noc power level (NocMB) shall increase by multi-band relaxation defined in Table 6.2.1.3-4 of TS 38.101-2 [7]:
	NocMB = NocSB + ∆MBP,n
-	NocSB is the Noc defined in Table 4.5.3.2-1
-	∆MBP,n values are specified in TS 38.101-2 [7].
For CA case, the Noc power level (NocCA) shall increase by a relaxation factor defined in TS 38.101-2 [7] Table 7.3A.2.1-1:
	NocCA = NocSC + ΔRIB
-	NocSC is derived by assuming UE supports single carrier. 
-	ΔRIB values are specified in TS 38.101-2 [7].
[bookmark: _Toc21338156][bookmark: _Toc29808264][bookmark: _Toc37068183][bookmark: _Toc37257136][bookmark: _Toc45892267][bookmark: _Toc53175893][bookmark: _Toc61119858][bookmark: _Toc67917074]4.5.3.3	Derivation of Noc values for NR operating bands in FR2
The Noc values in Table 4.5.3.2-1 are based on REFSENS for the operating band X and on the UE Power class P, derived based on the following equation:and taking a baseline of UE Power class 3 in Band n260.
	NocPC_P, Band_X = REFSENSPC_P3, n260Band_X, 50MHz -10Log10(12 x 120kHzSCSREFSENS x PRBREFSENS x 12) – SNRREFSENS + ∆thermal
where:
-	REFSENSPC_P3, n260Band_X, 50MHz is the REFSENS value in dBm specified for the Power Class P of3 UE in Band Xn260 for 50MHz Channel bandwidth in clauseTable 7.3.2.3-1 of TS 38.101-2 [7].
-	12 is the number of subcarriers in a PRB
-	SCSREFSENS is a subcarrier spacing associated with NRB for 50MHz in Table 5.3.2-1 of TS 38.101-2 [7], chosen as 120 kHz is chosen as a subcarrier spacing to select PRBREFSENS.
-	PRBREFSENS is NRB associated with subcarrier spacing 120 kHz for 50MHz in Table 5.3.2-1 of TS 38.101-2 [7] and is 32.
-	12 is the number of subcarriers in a PRB
-	SNRREFSENS = -1 dB is the SNR used for simulation of REFSENS
-	∆thermal is the amount of dB that the wanted noise is set above UE thermal noise, giving a rise in total noise of ∆BB. ∆thermal = -10Log10(10^(∆BB/10)-1) = 65.87dB, giving a rise in total noise ∆BB of 1 dB.
For example, tThe calculated Noc value for the baseline of UE Power class 3 in Band n260 is rounded to -155.5 dBm/Hz, rounded to 0.1dB.
The following methodology to define the Noc level for UE power class X (PC_X) and operating band Y (Band_Y) is used for the single carrier case and single band devices:
	Noc(PC_X, Band_Y) = -155 dBm/Hz + REFSENSPC_X, Band_Y, 50MHz – REFSENSPC3, n260, 50MHz 
where REFSENS values are specified in TS 38.101-2 [7].
[bookmark: _Toc21338157][bookmark: _Toc29808265][bookmark: _Toc37068184][bookmark: _Toc37257137][bookmark: _Toc45892268][bookmark: _Toc53175894][bookmark: _Toc61119859][bookmark: _Toc67917075]4.5.4	Angle of arrival
Unless otherwise stated, the downlink signal and noise are aligned to the direction with the following criteria:
-	Select the known Rx beam peak direction reused from RF testing if available, as far as it satisfies the minimum isolation requirement defined in TS 38.521-4 [16] and rank number in TS 38.521-4 [16] corresponding to the test cases 
-	Otherwise select one direction which satisfies the REFSENS defined in TS 38.101-2 [7], minimum isolation requirement defined in TS 38.521-4 [16] and rank number in TS 38.521-4 [16] corresponding to the test cases.
4.5.5	Es
For Mode 2 the test system shall transmit the wanted signal with power level Es which is the best achievable power level by the test system. 
The test system shall be able to determine achievable Es level and the maximum achievable SNR level


<< End of changes >>
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