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<<START OF FIRST CHANGE>>

Table A.4-2B: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A3A4-31A
	G-FR1-A4-31
	G-FR1-A4-32A
	G-FR1-A4-32

	Subcarrier spacing [kHz]
	15
	15
	30
	30

	Allocated resource blocks
	12
	25
	12
	50

	CP-OFDM Symbols per slot (Note 1)
	11
	11
	11
	11

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	4032
	8456
	4032
	16896

	Transport block CRC (bits)
	24
	24
	24
	24

	Code block CRC size (bits)
	-
	24
	-
	24

	Number of code blocks - C
	1
	2
	1
	3

	Code block size including CRC (bits) (Note 2)
	4056
	4264
	4056
	5664

	Total number of bits per slot
	6336
	13200
	6336
	26400

	Total symbols per slot
	1584
	3300
	1584
	6600

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, l0 = 2 for PUSCH mapping type A, l0 = 2 for PUSCH mapping type B, as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [15].



<<END OF FIRST CHANGE>>



<<START OF SECOND CHANGE>>

Table C.3-1: Derivation of Test Requirements (Performance tests)
	Test 
	Minimum Requirement in TS 38.104 [2]
	Test Tolerance
(TT)
	Test requirement in the present document

	8.2.1	Performance requirements for PUSCH with transform precoding disabled
	SNRs as specified
	0.6 dB for 1Tx cases
0.8 dB for 2Tx cases 
	Formula: SNR + TT
T-put limit unchanged

	8.2.2	Performance requirements for PUSCH with transform precoding enabled
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	8.2.3	Performance requirements for UCI multiplexed on PUSCH
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
BLER limit unchanged

	8.2.4	Performance requirements for PUSCH for high speed train
	SNRs as specified
	0.3 dB
	Formula: SNR + TT
T-put limit unchanged

	8.2.5	Performance requirements for UL timing adjustment
	SNRs as specified 
	0.3 dB for AWGN
	Formula: SNR + TT
T-put limit unchanged

	8.2.6 Performance requirements for PUSCH with 0.001% BLER
	SNRs as specified
	0.3 dB
	Formula: SNR + TT + 1dB

1dB is added to the test requirement to facilitate early test pass. The BLER delivered by the device during the test will be lower than the test requirement, which enables compliance to the requirement to be demonstrated with a number of observed block errors lower than a certain threshold.

	8.2.7 Performance requirements for PUSCH repetition Type A
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
BLER limit unchanged

	8.2.8 Performance requirements for PUSCH Mapping Type B with non-slot transmission
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
T-put limit unchanged

	8.3.1	Performance requirements for PUCCH format 0
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
False ACK limit unchanged
Correct ACK limit unchanged 

	8.3.2	Performance requirements for PUCCH format 1 
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
False ACK limit unchanged
False NACK limit unchanged
Correct ACK limit unchanged

	8.3.3	Performance requirements for PUCCH format 2 
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
False ACK limit unchanged
Correct ACK limit unchanged 
UCI BLER limit unchanged

	8.3.4	Performance requirements for PUCCH format 3
	SNRs as specified
	0.6 dB
	Formula: SNR + TT 
UCI BLER limit unchanged

	8.3.5	Performance requirements for PUCCH format 4
	SNRs as specified
	0.6 dB
	Formula: SNR + TT 
UCI BLER limit unchanged

	8.3.6	Performance requirements for multi-slot PUCCH
	SNRs as specified
	0.6 dB
	Formula: SNR + TT
False ACK limit unchanged
False NACK limit unchanged
Correct ACK limit unchanged

	8.4.1	PRACH false alarm probability and missed detection
	SNRs as specified
	0.6 dB for fading cases
0.3 dB for AWGN cases
	Formula: SNR + TT
PRACH false detection limit unchanged
PRACH detection limit unchanged 

	8.4.2	Performance requirements for PRACH for high speed train
	SNRs as specified
	0.6 dB for fading cases
0.3 dB for AWGN cases
	Formula: SNR + TT
PRACH false detection limit unchanged
PRACH detection limit unchanged



<<END OF SECOND CHANGE>>


