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1	Introduction
The topic on UE PRS-RSRP measurement was discussed during the RAN4 98-bis-e meeting without a conclusion. The current status is summarized in the WF [1] as shown below.
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This paper discusses the open issue listed above in the WF and provide our view.
2	Discussions
As to the issue of PRS-RSRP configured for DL-TDOA or Multi-RTT, we observed that in TS 38.133, current requirements apply. As a matter of fact, the current requirements don’t restrict the use case to AoD or TDOA or Multi-RTT.
	9.9.3	PRS-RSRP measurements
9.9.3.1	Introduction
[bookmark: _Hlk60846667]The requirements in clause 9.9.3.5 shall apply provided the UE has received a message from LMF via LPP [34] requesting the UE to measure and report PRS-RSRP measurements defined in TS 38.215 [4].
9.9.3.2	Requirements applicability
The requirements in clause 9.9.3 apply for periodic and triggered PRS-RSRP measurements, provided:
-	PRS-RSRP related side conditions given in clause 10.1.24 are met for a corresponding Band.


Observation 1: In TS 38.133, current requirements applicability apply to DL-TDOA or Multi-RTT.

Current requirements in 9.3.3 apply to DL-TDOA or Multi-RTT. 
3	Conclusion
Observation 1: In TS 38.133, current requirements applicability apply to DL-TDOA or Multi-RTT.
Proposal 1: Current requirements in 9.3.3 apply to DL-TDOA or Multi-RTT.
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PRS-RSRP requirements when configured for DL-TDOA or multi-RTT
~ Option 1(QC)
+ According to a prior agreement, RANA may revise the number of samples (Nsample) in
the requirement if more samples are needed to meet PRS-RSRP accuracy requirements.
~ Option 2a (vivo, HW, CATT, OPPO, Intel)

* UE behaviour is not defined when PRS-RSRP is configured additionally to RSTD or UE Rx-
Tx measurement.

* Current requirements in clause 9.9.3 also apply for the case when PRS-RSRP is measured
for DL-TDOA or Multi-RTT.

~ Option 2b (Nokia, Intel)
* Regarding UE behavior, a UE continues to measure PRS-RSRP over the entire RSTD/UE Rx-
Tx measurement period, when PRS-RSRP is configured together with RSTD/UE Rx-Tx.
+ RSRP requirements in cause 9.9.3 lso apply for the case when configuring PRS-RSRP
‘with RSTD or UE Rx-Tx.

~ Option 3 (Ericsson, Nokia)

* UE behavior when PRS-RSRP s configured together with RSTD/UE Rx-Tx and the required
PRS-RSRP measurement period is shorter than that for RSTD/UE Rx-T (configured
without PRS-RSRP), then the PRS-RSRP measurement continues over the entire RSTD/UE
Rx-Tx measurement period.




