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	Reason for change:
	Low frequency values in the additional spurious emissions requirements cannot be tested properly using 1 MHz measurement bandwidth.

	
	

	Summary of change:
	The measurement bandwidth for low frequencies in the NS_27 are changed to follow the values used in 6.5.3.1.

	
	

	Consequences if not approved:
	The additional spurious emissions for NS_27 can not be tested properly.
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<<Unchaged sections skipped>>
[bookmark: _Toc21344368][bookmark: _Toc29801854][bookmark: _Toc29802278][bookmark: _Toc29802903][bookmark: _Toc36107645][bookmark: _Toc37251411][bookmark: _Toc45888291][bookmark: _Toc45888890][bookmark: _Toc59650217][bookmark: _Toc61357487][bookmark: _Toc61359261]6.5.3.3	Additional spurious emissions
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
<<Unchanged clauses and tables omitted>>
6.5.3.3.14	Requirement for network signalling value "NS_27"
When "NS 27" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.14-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.14-1: Additional requirements for "NS_27"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 40
	

	9 kHz – 150 kHz
	-40
	1 kHz

	150 kHz – 30 MHz
	-40
	10 kHz

	30 MHz – 1000 MHz
	-40
	100 kHz

	9 kHz1000 MHz – 3530 MHz
	-40
	1 MHz

	3530 MHz – 3540 MHz
	-25
	

	3710 MHz – 3720 MHz
	-25
	

	3720 MHz – 12.75 GHz
	-40
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