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<Start of Change 1 - R4-2106012>
[bookmark: _Toc21102584][bookmark: _Toc29810433][bookmark: _Toc36635785][bookmark: _Toc37272731][bookmark: _Toc45885806][bookmark: _Toc53182915][bookmark: _Toc58915582][bookmark: _Toc58917763][bookmark: _Toc66693632]4.6	Manufacturer's declarations
The following BS manufacturer's declarations listed in table 4.6-1, when applicable to the BS under test, are required to be provided by the manufacturer for radiated requirements testing for BS type 1-H, BS type 1-O and BS type 2-O.
For the BS type 1-H declarations required for the conducted requirements testing, refer to TS 38.141-1 [3], clause 4.6.
Table 4.6-1 Manufacturers declarations for BS type 1-H, BS type 1-O and BS type 2-O radiated test requirements
	Declaration identifier
	Declaration
	Description
	Applicability
(Note 1)

	
	
	
	BS type 1-H
(Note 2)
	BS type 1-O
	BS type 2-O

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	D.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3. The vendor may declare any number of beams with unique identifiers. The minimum set to declare for conformance, corresponds to the beams at the reference beam direction with the highest intended EIRP, and covering the properties listed below:
1)	A beam with the narrowest intended BeWθ and narrowest intended BeWϕ possible when narrowest intended BeWθ is used.
2)	A beam with the narrowest intended BeWϕ and narrowest intended BeWθ possible when narrowest intended BeWϕ is used.
3)	A beam with the widest intended BeWθ and widest intended BeWϕ possible when widest intended BeWθ is used.
4)	A beam with the widest intended BeWϕ and widest intended BeWθ possible when widest intended BeWϕ is used.
5)	A beam which provides the highest intended EIRP of all possible beams.
When selecting the above five beam widths for declaration, all beams that the BS is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.
(Note 3)
	x
	x
	x

	D.4
	Operating bands and frequency ranges
	List of NR operating band(s) supported by the BS and if applicable, frequency range(s) within the operating band(s) that the BS can operate in. 
Supported bands declared for every beam (D.3).

(Note 4)
	c
	x
	x

	D.5
	BS requirements set
	Declaration of one of the NR base station requirement's set as defined for BS type 1-H, BS type 1-O, or BS type 2-O.
	c
	x
	x

	D.6
	BS class
	Declared as Wide Area BS, Medium Range BS, or Local Area BS.
	c
	x
	x

	D.7
	BS channel band width and SCS support
	BS supported SCS and channel bandwidth per supported SCS. Declared for each beam (D.3) and each operating band (D.4).
	c
	x
	x

	D.8
	OTA peak directions set reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam (D.3).
	x
	x
	x

	D.9
	OTA peak directions set
	The OTA peak directions set for each beam. Declared for every beam (D.3).
	x
	x
	x

	D.10
	OTA peak directions set maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
1)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive Φ direction, while the θ value being the closest possible to the reference beam centre direction.
2)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative Φ direction, while the θ value being the closest possible to the reference beam centre direction.
3)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive θ direction, while the Φ value being the closest possible to the reference beam centre direction.
4)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative θ direction, while the Φ value being the closest possible to the reference beam centre direction.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam (D.3).
	x
	x
	x

	D.11
	Rated beam EIRP
	The rated EIRP level per carrier (Prated,c,EIRP) at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8). Declared for every beam (D.3).
(Note 12, 14, 18)
	x
	x
	x

	D.12
	Beamwidth
	The beamwidth for the reference beam direction pair and the four maximum steering directions. Declared for every beam (D.3).
	x
	x
	x

	D.13
	Equivalent beams
	List of beams which are declared to be equivalent.
Equivalent beams imply that the beams are expected to have identical OTA peak directions sets and intended to have identical spatial properties at all steering directions within the OTA peak directions set when presented with identical signals. All declarations (D.4 – D.12) made for the beams are identical and the transmitter unit, RDN and antenna array responsible for generating the beam are of identical design.
	x
	x
	x

	D.14
	Parallel beams
	List of beams which have been declared equivalent (D.13) and can be generated in parallel using independent RF power resources.
Independent power resources mean that the beams are transmitted from mutually exclusive transmitter units.
	x
	x
	x

	D.15
	Number of carriers at maximum TRP
	The number of carriers per operating band the BS is capable of generating at maximum TRP declared for every beam (D.3).
	n/a
	x
	x

	D.16
	Operating bands with multi-band dependencies
	List of operating bands which are generated using transceiver units supporting operation in multiple operating bands through common active RF components. Declared for each operating band for which multi-band transceiver is used.
	c
	x
	n/a

	D.17
	Maximum radiated Base Station RF Bandwidth
	Maximum Base Station RF Bandwidth in the operating band, declared for each supported operating band (D.4).
(Note 15)
	c
	x
	x

	D.18
	Maximum Radio Bandwidth of the operating band with multi-band dependencies
	Largest Radio Bandwidth that can be supported by the operating bands with multi-band dependencies.
Declared for each supported operating band which has multi-band dependencies (D.16).
	c
	x
	n/a

	D.19
	Total RF bandwidth (BWtot)
	Total RF bandwidth BWtot of transmitter and receiver, declared per the band combinations (D.52). 
	c
	x
	x

	D.20
	CA-only operation
	Declared of CA-only (with equal power spectral density among carriers) but not multiple carriers operation, declared per operating band (D.4) and per beam (D.3).
	c
	x
	x

	D.21
	Maximum number of supported carriers per operating band in multi-band operations 
	Maximum number of supported carriers per supported operating band declared to have multi-band dependencies (D.16).
	c
	x
	n/a

	D.22
	Contiguous or non-contiguous spectrum operation support
	Ability of BS to support contiguous or non-contiguous (or both) frequency distribution of carriers when operating multi-carrier in an operating band.
	c
	x
	x

	D.23
	OSDD identifier
	A unique identifier for the OSDD.
	x
	x
	n/a

	D.24
	OSDD operating band support
	Operating band supported by the OSDD, declared for every OSDD (D.23).
(Note 5)
	x
	x
	n/a

	D.25
	OTA sensitivity supported BS channel bandwidth and SCS
	The BS supported SCS and channel bandwidth per supported SCS by each OSDD.
	x
	x
	n/a

	D.26
	Redirection of receiver target support
	Ability to redirect the receiver target related to the OSDD.

	x
	x
	n/a

	D.27
	Minimum EIS for FR1 (EISminSENS)
	The minimum EISminSENS requirement (i.e. maximum allowable EIS value) applicable to all sensitivity RoAoA per OSDD.
Declared per NR supported channel BW for the OSDD (D.30).
The lowest EIS value for all the declared OSDD's is called minSENS, while its related range of angles of arrival is called minSENS RoAoA.
(Note 6)
	x
	x
	n/a

	D.28
	EIS REFSENS for FR2 (EISREFSENS_50M)
	The EISREFSENS_50M level applicable in the OTA REFSENS RoAoA, (used as a basis for the derivation of the FR2 EISREFSENS for other channel bandwidths supported by BS). (Note 7)
	n/a
	n/a
	x

	D.29
	Receiver target reference direction Sensitivity Range of Angle of Arrival
	The sensitivity RoAoA associated with the receiver target reference direction (D.31) for each OSDD.
	x
	x
	n/a

	D.30
	Receiver target redirection range
	For each OSDD the associated union of all the sensitivity RoAoA achievable through redirecting the receiver target related to the OSDD.
(Note 8)
	x
	x
	n/a

	D.31
	Receiver target reference direction
	For each OSDD an associated direction inside the receiver target redirection range (D.30).
(Note 9)
	x
	x
	n/a

	D.32
	Conformance test directions sensitivity RoAoA
	For each OSDD that includes a receiver target redirection range, four sensitivity RoAoA comprising the conformance test directions (D.33).
	x
	x
	n/a

	D.33
	Conformance test directions
	For each OSDD four conformance test directions.
If the OSDD includes a receiver target redirection range the following four directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
If an OSDD does not include a receiver target redirection range the following 4 directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
	x
	x
	n/a

	D.34
	OTA coverage range
	Declared as a single range of directions within which selected TX OTA requirements are intended to be met.
(Note 10)
	x
	x
	x

	D.35
	OTA coverage range reference direction
	The direction describing the reference direction of the OTA converge range (D.34).
(Note 11)
	x
	x
	x

	D.36
	OTA coverage range maximum directions
	The directions corresponding to the following points:
1)	The direction determined by the maximum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
	x
	x
	x

	D.37
	The rated carrier OTA BS power, Prated,c,TRP
	Prated,c,TRP is declared as TRP OTA power per carrier, declared per supported operating band.
(Note 12, 14, 18)
	n/a
	x
	x

	D.38
	Rated transmitter TRP, Prated,t,TRP
	Rated total radiated output power.
Declared per supported operating band.
(Note 12,14, 18)
	n/a
	x
	x

	D.39
	CLTA placement for co-location test
	The manufacturer shall declare the side of EUT where radiating elements are placed closest to the edge of EUT when applicable. The CLTA shall be placed at the EUT side where radiating elements are placed closest.
	n/a
	x
	n/a

	D.40
	Spurious emission category
	Declare the BS spurious emission category as either category A or B with respect to the limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [5].
	c
	x
	x

	D.41
	Additional operating band unwanted emissions
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in clause 6.7.4 apply.
(Note 16, Note 19)
	c
	x
	x

	D.42
	Co-existence with other systems
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or PHS operating in another operating band are deployed.
	c
	x
	x

	D.43
	Co-location with other base stations
	The manufacturer shall declare whether the BS under test is intended to operate co-located with Base Stations of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD and/or E-UTRA operating in another operating band.
	c
	x
	n/a

	D.44
	Single-band RIB or multi-band RIB
	List of single-band RIB and/or multi-band RIB for the supported operating bands (D.4). 
	c
	x
	n/a

	D.45
	Single or multiple carrier
	BS capability to operate with a single carrier (only) or multiple carriers. Declared per supported operating band, per RIB. 
(Note 17)
	c
	x
	x

	D.46
	Maximum number of supported carriers per operating band
	Maximum number of supported carriers. Declared per supported operating band, per RIB.
(Note 15)
	c
	x
	x

	D.47
	Total maximum number of supported carriers
	Maximum number of supported carriers for all supported operating bands. Declared per RIB.
	c
	x
	x

	D.48
	Other band combination multi-band restrictions
	Declare any other limitation under simultaneous operation in the declared band combinations (D.16), which have any impact on the test configuration generation.
	c
	x
	n/a

	D.49
	Ncells
	Number corresponding to the minimum number of cells that can be transmitted by a BS in a particular operating band. Declared per operating band (D.4).
	c
	n/a
	n/a

	D.50
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers in each supported operating band. Declared per operating band (D.4).
	c
	x
	x

	D.51
	Maximum supported power difference between carriers is different operating bands
	Maximum supported power difference between any two carriers in any two different supported operating bands. Declared per operating bands combination (D.52).
	c
	x
	n/a

	D.52
	Operating band combination support
	List of operating bands combinations supported by single-band RIB(s) and/or multi-band RIB(s) of the BS. 
	c
	x
	n/a

	D.53
	OTA REFSENS RoAoA
	Range of angles of arrival associated with the OTA REFSENS. 
	n/a
	x
	x

	D.54
	OTA REFSENS receiver target reference direction
	Reference direction inside the OTA REFSENS RoAoA (D.53).
	n/a
	x
	x

	D.55
	OTA REFSENS conformance test directions
	The following four OTA REFSENS conformance test directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
	n/a
	x
	x

	D.56
	Supported frequency range of the NR operating band
	List of supported frequency ranges representing fractional bandwidths (FBW) of operating bands with FBW larger than 6%.
	x
	x
	x

	D.57
	Rated beam EIRP at lower end of the fractional bandwidth (Prated,c,FBWlow)
	The rated EIRP level per carrier at lower frequency range of the fractional bandwidth (Prated,c,FBWlow), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8).
Declared per beam for all supported frequency ranges (D.56).
(Note 12, 13, 14, 15, 18)
	x
	x
	x

	D.58
	Rated beam EIRP at higher frequency range of the fractional bandwidth (Prated,c,FBWhigh)
	The rated EIRP level per carrier at higher frequency range of the fractional bandwidth (Prated,c,FBWhigh), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8).
Declared per beam for all supported frequency ranges in (D.56).
(Note 12, 13, 14 ,15, 18)
	x
	x
	x

	D.59
	Relation between supported maximum RF bandwidth, number of carriers and Rated maximum TRP 
	If the rated transmitter TRP and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated transmitter TRP;
-	The reduced total output power at the maximum number of supported carriers.
	n/a
	x
	x

	D.60
	Inter-band CA 
	Declaration of operating band(s) combinations supporting inter‑band CA. Declared per operating band combination (D.52). 
	c
	x
	x

	D.61
	Intra-band contiguous CA 
	Declaration of operating band(s) supporting intra-band contiguous CA. Declared per operating band with CA support.
	c
	x
	x

	D.62
	Intra-band non-contiguous CA 
	Declaration of operating band(s) supporting intra-band non‑contiguous CA. Declared per operating band with CA support. 
	c
	x
	x

	D.63
	Total maximum number of supported carriers in multi-band operation
	Maximum number of supported carriers for all supported operating bands declared to have multi-band dependencies (D.16). 
	c
	x
	n/a

	D.100
	PUSCH mapping type

	Declaration of the supported PUSCH mapping type for FR1 as specified in TS 38.211 [20], i.e., type A, type B or both.
	c
	x
	n/a

	D.101
	PUSCH additional DM-RS positions
	Declaration of the supported additional DM-RS position(s) for FR2, i.e., pos0, pos1, or both.
	n/a
	n/a
	x

	D.102
	PUCCH format
	Declaration of the supported PUCCH format(s) as specified in TS 38.211 [20], i.e., format 0, format 1, format 2, format 3, format 4.
	c
	x
	x

	D.103
	PRACH format and SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [20], i.e., format: 0, A1, A2, A3, B4, C0, C2.
Declaration of the supported SCS(s) per supported PRACH format with short sequence, as specified in TS 38.211 [20], i.e.: 
- For BS type 1-O: 15 kHz, 30 kHz or both.
- For BS type 1-O: 60 kHz, 120 kHz or both.
	c
	x
	x

	D.104
	Additional DM-RS for PUCCH format 3
	Declaration of the supported additional DM-RS for PUCCH format 3: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	D.105
	Additional DM-RS for PUCCH format 4
	Declaration of the supported additional DM-RS for PUCCH format 4: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	D.106
	PUSCH PT-RS 
	Declaration of PT-RS in PUSCH support: without PT-RS, with PT-RS or both.
	n/a
	n/a
	x

	D.107
	PUCCH multi-slot 
	Declaration of multi-slot PUCCH support.
	c
	x
	n/a

	D.108
	UL CA
	For the highest supported SCS, declaration of the carrier combination with the largest aggregated bandwidth. If there is more than one combination, the carrier combination with the largest number of carriers shall be declared.
	c
	x
	x

	D.109
	High speed train
	Declaration of high speed train scenario support, i.e. HST support or no HST support
	c
	x
	n/a

	D.110
	Maximum speed of high speed train for PUSCH
	Declaration of supported maximum speed for high speed train scenario, i.e. 350 km/h or 500 km/h. 
This declaration is applicable to PUSCH for high speed train and UL timing adjustment only if BS declares to support high speed train in D.109.
	c
	x
	n/a

	D.111
	PRACH format for high speed train
	Declaration of supported PRACH format(s) for high speed train scenario, i.e. format 0 restricted set type A, format 0 restricted set type B, format A2, format B4, format C2.
This declaration is applicable to PRACH for high speed train only if BS declares to support high speed train in D.109.
	c
	x
	n/a

	[D.112]
	Interlaced formats
	Declaration of support of interlaced PUSCH and PUCCH formats, i.e. interlaced format support or no interlaced format support. 
	c
	x
	n/a

	[D.113]
	PRACH format with LRA = 1151 for 15 kHz SCS and LRA = 571 for 30 kHz SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [17], i.e., format: A2, B4, C2.
 
Declaration of the supported SCS(s) per supported PRACH format as specified in TS 38.211 [17], i.e., 15 kHz, 30 kHz or both.
	c
	x
	n/a

	[D.114]
	CG-UCI
	Declaration of support of GC-UCI multiplexed on PUSCH as specified in TS 38.211 [17]. 
	c
	x
	n/a

	NOTE 1:	Manufacturer declarations applicable per BS requirement set were marked as "x". Manufacturer declarations not applicable per BS requirement set were marked as "n/a".
NOTE 2:	For BS type 1-H, the only radiated declarations are related to EIRP and EIS requirements. For BS type 1-H declarations required for the conducted requirements testing, refer to TS 38.141-1 [3]. For declarations marked as 'c', related conducted declarations in TS 38.141-1 [3] apply. When separately declared, they shall still use the same declaration identifier.
NOTE 3:	Depending on the capability of the system some of these beams may be the same. For those same beams, testing is not repeated.
NOTE 4:	These operating bands are related to their respective single‑band RIBs.
NOTE 5:	As each identified OSDD has a declared minimum EIS value (D.27), multiple operating band can only be declared if they have the same minimum EIS declaration.
NOTE 6:	If the BS type 1-H or BS type 1-O is not capable of redirecting the receiver target related to the OSDD then there is only one RoAoA applicable to the OSDD.
NOTE 7:	Although EISREFSENS_50M level is based on a reference measurement channel with BWChannel = 50 MHz, it does not imply that BS has to support 50 MHz channel bandwidth.
NOTE 8:	Not applicable for BS type 2-O.
NOTE 9:	For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
NOTE 10:	OTA coverage range is used for conformance testing of such TX OTA requirements as occupied bandwidth, frequency error, TAE or EVM.
NOTE 11:	The OTA coverage reference direction may be the same as the Reference beam direction pair (D.8) but does not have to be.
NOTE 12:	If a BS type 2-O is capable of 64QAM DL operation but not capable of 256QAM DL operation, then up to two rated output power declarations may be made. One declaration is applicable when configured for 64QAM transmissions and the other declaration is applicable when not configured for 64QAM transmissions.
NOTE 13:	If D.57 and D.58 are declared for certain frequency range (D.56), there shall be no "Rated beam EIRP" declaration (D.11) for the operating band containing that particular frequency range.
NOTE 14:	If a BS type 1-H or BS type 1-O is capable of 256QAM DL operation then two rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions and the other declaration is applicable when not configured for 256QAM transmissions.
NOTE 15:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared.
NOTE 16:	If BS is declared to support Band n20 (D.4), the manufacturer shall declare if the BS may operate in geographical areas allocated to broadcasting (DTT). Additionally, related declarations of the emission levels and maximum output power shall be declared. 
NOTE 17:	In case of BS type 1-H, this declaration applies per TAB connector. 
NOTE 18:	If a BS type 2-O is capable of 256QAM DL operation, then up to three rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions, a different declaration is applicable when configured for 64QAM transmissions and the other declaration is applicable when not configured neither for 256QAM nor 64QAM transmissions.
NOTE 19:	If BS is declared to support Band n24 (D.4), the manufacturer shall declare if the BS may operate in geographical areas where FCC regulations apply. Additionally, related declarations of the emission levels and maximum output power shall be declared.




<End of Change 1>


<Start of Change 2 - R4-2106012>
[bookmark: _Toc58915905][bookmark: _Toc58918086][bookmark: _Toc66693956]8.1.2.4	Applicability of PUSCH for high speed train performance requirements
[bookmark: _Toc58915906][bookmark: _Toc58918087][bookmark: _Toc66693957]8.1.2.4.1	Appliability of requirements for different speeds
Unless otherwise stated, a BS that declares to support 500km/h (see D.110 in table 4.6-1) and passes the tests for 500km/h, can also consider the tests for 350km/h as passed.
[bookmark: _Toc58915907][bookmark: _Toc58918088][bookmark: _Toc66693958]8.1.2.4.2	Applicability of requirements for 1T1R
In high speed train requirements, unless otherwise stated, for a BS supporting different numbers of antenna connectors (for BS type1-C) or TAB connectors (for BS type 1-H) (see D.37 in table 4.6-1), if the BS supports 1RX, the tests with low MIMO correlation level shall apply only for either one connector or the second lowest number of supported connectors, in addition to the highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration. 
If the BS doesn't support 1RX, the tests with low MIMO correlation level shall apply only for the lowest and highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration.
Note: The highest number of connectors can simultaneously be second lowest number.
8.1.2.5	Applicability of interlaced PUSCH performance requirements
8.1.2.5.1	General applicability of interlaced PUSCH performance requirements
Interlaced PUSCH requirement tests shall apply only for a BS declaring support of interlaced formats (see D.112 in table 4.6-1). 
8.1.2.5.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1). 
Unless otherwise stated, for each subcarrier-spacing declared to be supported for interlaced PUSCH, the tests shall apply only for the supported subcarrier spacing. If both 15kHz and 30kHz SCS are declared to be supported, the tests shall be done for 30kHz SCS (see D.7 in table 4.6-1).
8.1.2.5.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the tests for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement defined for 20 MHz channel bandwidth. For 15kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {110, 120, …,210}. For 30kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {55, 60, …,105}.  
8.1.2.5.4	Applicability of requirements for different configurations
Unless otherwise stated, PUSCH requirement tests shall apply only for the mapping type declared to be supported (see D.100 in table 4.6-1). If both mapping type A and type B are declared to be supported, the tests shall be done for either type A or type B; the same chosen mapping type shall then be used for all tests.
8.1.2.5.5	Applicability of CG-UCI multiplexed on PUSCH requirements
Unless otherwise stated, interlaced CG-UCI multiplexed on interlaced PUSCH requirements shall apply only for a BS declaring support of CG-UCI (see [D.114] in table 4.6-1). 
8.1.2.6	Applicability of interlaced PUCCH performance requirements
8.1.2.6.1	General applicability of interlaced PUCCH performance requirements
Interlaced PUCCH requirement tests shall apply only for a BS declaring support of interlaced formats (see D.112 in table 4.6-1). 
8.1.2.6.2	Applicability of requirements for different formats
Unless otherwise stated, interlaced PUCCH requirement tests shall apply only for each interlaced PUCCH format declared to be supported (see D.102 in table 4.6-1).
8.1.2.6.3	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUCCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1).
8.1.2.6.4	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported by the BS, the tests for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement defined for 20 MHz channel bandwidth. For 15kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {110, 120, …,210} for PUCCH formats 0, 1, and 2, and {110, 120, …,200} for PUCCH format 3. For 30kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {55, 60,…,105} for PUCCH formats 0, 1, and 2, and {55, 60, …,100} for PUCCH format 3.  
8.1.2.7	Applicability of performance requirements for PRACH with LRA =1151 and LRA =571
8.1.2.7.1	Applicability of requirements for different formats
Unless otherwise stated, PRACH requirement tests shall apply only for each PRACH format declared to be supported (see [D.113] in table 4.6-1).
8.1.2.7.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, for each PRACH format with LRA =1151 and LRA =571 declared to be supported, the tests shall apply only for the supported subcarrier spacing. If both 15kHz and 30kHz SCS are declared to be supported, the tests shall be done for 30kHz SCS (see [D.113] in table 4.6-1).
8.1.2.7.3	Applicability of requirements for different channel bandwidths
Unless otherwise stated, for the subcarrier spacing to be tested, the tests shall apply only for anyone channel bandwidth declared to be supported (see D.7 in table 4.6-1).

<End of Change 2>

<Start of Change 3 - R4-2106018, R4-2108518, R4-2108089>
[bookmark: _Toc58915993][bookmark: _Toc58918174][bookmark: _Toc66694044]8.2.9.5.2	Test Requirement for BS type 2-O
The block error rate of MsgA PUSCH for the reference measurement channel as specified in Annex A at the SNR given in table 8.2.9.5.2-1 to table 8.2.9.5.2-2 shall not exceed 1%.
Table 8.2.9.5.2-1: Test requirements for MsgA PUSCH for 2-step RA type, Type B, 60 kHz SCS
	Number of TX antennas
	Number of RX demodulation branches
	Cyclic prefix
	Propagation conditions 
(Annex G)
	BLER
	FRC
(Annex A)
	Time offset (Note 1)
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300
	1%
	G-FR2-A3-25
	0, 0.1, 0.6
	9.3

	Note 1:	The time offset values are described as X, Y, Z where X is the first TO value, Y is the step in which the TO should be incremented, and Z is the largest TO value in the range.



Table 8.2.9.5.2-2: Test requirements for MsgA PUSCH for 2-step RA type, Type B, 120 kHz SCS
	Number of TX antennas
	Number of RX demodulation branches
	Cyclic prefix
	Propagation conditions 
(Annex G)
	BLER
	FRC
(Annex A)
	Time offset (Note 1)
	SNR
(dB)

	1
	2
	Normal
	TDLA30-300
	1%
	G-FR2-A3-26
	0, 0.1, 0.5
	8.9

	Note 1:	The time offset values are described as X, Y, Z where X is the first TO value, Y is the step in which the TO should be incremented, and Z is the largest TO value in the range.



[bookmark: _Toc61178968][bookmark: _Toc61179438]8.2.10	Requirements for interlaced PUSCH 
[bookmark: _Toc61178969][bookmark: _Toc61179439][bookmark: OLE_LINK64]8.2.10.1	Definition and applicability	
The performance requirement of PUSCH with interlace allocation is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annex A. The performance requirements assume HARQ retransmissions.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.5.
[bookmark: OLE_LINK6]8.2.10.2	Minimum Requirement
[bookmark: OLE_LINK11]For BS type 1-O, the minimum requirement is in TS 38.104 [2], clause 11.2.1.1.
For BS type 2-O, no requirement and no test are defined.
8.2.10.3	Test Purpose
The test shall verify the receiver's ability to achieve throughput under multipath fading propagation conditions for a given SNR
8.2.10.4	Method of test
[bookmark: _Toc21100113][bookmark: _Toc29809911][bookmark: _Toc36645296][bookmark: _Toc37272350][bookmark: _Toc45884596][bookmark: _Toc53182620][bookmark: _Toc58860364][bookmark: _Toc58862868][bookmark: _Toc61182861]8.2.10.4.1	Initial Conditions
Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier: M, see clause 4.9.1.
RF channels to be tested for carrier aggregation: MBW Channel CA; see clause 4.9.1.
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table 4.6-1).
[bookmark: _Toc29809912][bookmark: _Toc36645297][bookmark: _Toc37272351][bookmark: _Toc45884597][bookmark: _Toc53182621][bookmark: _Toc58860365][bookmark: _Toc58862869][bookmark: _Toc61182862]8.2.10.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A, and according to additional test parameters listed in table 8.2.10.4.2-1.
Table 8.2.10.4.2-1: Test parameters for testing PUSCH
	Parameter
	Value

	BS type
	BS type 1-O

	Transform precoding
	Disabled

	Default TDD UL-DL pattern (Note 1)
	15 kHz SCS:
3D1S1U, S=10D:2G:2U
30 kHz SCS:
7D1S2U, S=6D:4G:4U

	HARQ
	Maximum number of HARQ transmissions
	4

	
	RV sequence
	0, 2, 3, 1

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	single-symbol DM-RS

	
	Additional DM-RS position
	pos1

	
	Number of DM-RS CDM group(s) without data
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB

	
	DM-RS port(s)
	0

	
	DM-RS sequence generation
	NID0=0, nSCID =0

	Time domain 
	PUSCH mapping type
	A, B

	resource
	Start symbol
	0

	assignment
	Allocation length
	14

	Frequency domain resource assignment
	RB assignment
	Full applicable test bandwidth.
First interlace with RBs 0,10,20,…,100 are allocated for tests with 15kHz and first interlace with RBs 0,5,10,…50 are allocated for tests with 30kHz.

	
	Frequency hopping
	Disabled

	Code block group based PUSCH transmission
	Disabled

	NOTE 1:	The same requirements are applicable to FDD and TDD with different UL-DL patterns.



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.2.10.5.1, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.2.10.4.2-2.
Table 8.2.10.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	1-O
	15
	20
	-80.2 - ΔOTAREFSENS dBm / 19.08 MHz

	
	30
	20
	-80.4 - ΔOTAREFSENS dBm / 18.36 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.



8.2.10.5	Test Requirement
[bookmark: _Toc58918145][bookmark: _Toc58915964]8.2.10.5.1	Test requirement for BS type 1-O
The throughput measured according to clause 8.2.10.4.2 shall not be below the limits for the SNR levels specified in table 8.2.10.5-1.
[bookmark: OLE_LINK21]Table 8.2.10.5-1: Minimum requirements for PUSCH with 70% of maximum throughput, Type A, 20 MHz channel bandwidth, 15 kHz SCS
	[bookmark: OLE_LINK41]Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex G)
	Fraction of  maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLA30-10 Low
	70%
	G-FR1-A5-15
	pos1
	[12.9]



Table 8.2.10.5-2: Minimum requirements for PUSCH with 70% of maximum throughput, Type A, 20 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex G)
	Fraction of  maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLA30-10 Low
	70%
	G-FR1-A5-16
	pos1
	[12.8]



[bookmark: OLE_LINK36]Table 8.2.10.5-3: Minimum requirements for PUSCH with 70% of maximum throughput, Type B, 20 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex G)
	Fraction of  maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLA30-10 Low
	70%
	G-FR1-A5-15
	pos1
	[12.9]



Table 8.2.10.5-4: Minimum requirements for PUSCH with 70% of maximum throughput, Type B, 20 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic prefix
	Propagation conditions and correlation matrix (Annex G)
	Fraction of  maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDLA30-10 Low
	70%
	G-FR1-A5-16
	pos1
	[12.8]



NOTE:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex C.
[bookmark: _Toc21102953][bookmark: _Toc29810802][bookmark: _Toc36636154][bookmark: _Toc37273100][bookmark: _Toc45886180][bookmark: _Toc53183259][bookmark: _Toc58915929][bookmark: _Toc66701076][bookmark: _Toc68697233]8.2.11	Performance requirements for CG-UCI multiplexed on interlaced PUSCH
[bookmark: _Toc21102954][bookmark: _Toc29810803][bookmark: _Toc36636155][bookmark: _Toc37273101][bookmark: _Toc45886181][bookmark: _Toc53183260][bookmark: _Toc58915930][bookmark: _Toc66701077][bookmark: _Toc68697234]8.2.11.1	Definition and applicability
The performance requirement of CG-UCI multiplexed on interlaced PUSCH is determined by the parameter: block error probability (BLER) of CG-UCI. The performance is measured by the required SNR at block error probability of CG-UCI not exceeding 1 %.
The CG-UCI BLER is defined as the probability of incorrectly decoding the CG-UCI information when the CG-UCI information is sent.
In the test of UCI multiplexed on interlaced PUSCH, the UCI information only contains CG-UCI information, there is no HACK/ACK, CSI part 1 or CSI part 2 information transmitted.
The number of UCI information bit payload per slot is defined as 18 bits.
The 18 bits CG-UCI information is further defined with the bitmap [c0 c1 c2 … c17] as follows: 
· HARQ process number: [c0 c1 c2 c3] = [ 0 0 0 1]
· RV sequence: [c4 c5] = [0 0]
· NDI: [c6] = [1]
· COT sharing information field: [c7 c8 … c17] = [0 0 0 0 0 0 0 0 0 0 0]
In the test, PUSCH data and CG-UCI are transmitted simultaneously.
Which specific test(s) is applicable to BS is based on the test applicability rule defined in clause 8.1.2.
[bookmark: _Toc21102955][bookmark: _Toc29810804][bookmark: _Toc36636156][bookmark: _Toc37273102][bookmark: _Toc45886182][bookmark: _Toc53183261][bookmark: _Toc58915931][bookmark: _Toc66701078][bookmark: _Toc68697235]8.2.11.2	Minimum Requirement
The minimum requirement is in TS 38.104 [2] clause 11.2.1.11.
[bookmark: _Toc21102956][bookmark: _Toc29810805][bookmark: _Toc36636157][bookmark: _Toc37273103][bookmark: _Toc45886183][bookmark: _Toc53183262][bookmark: _Toc58915932][bookmark: _Toc66701079][bookmark: _Toc68697236]8.2.11.3	Test purpose
The test shall verify the receiver's ability to detect UCI with CG-UCI multiplexed on interlaced PUSCH under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21102957][bookmark: _Toc29810806][bookmark: _Toc36636158][bookmark: _Toc37273104][bookmark: _Toc45886184][bookmark: _Toc53183263][bookmark: _Toc58915933][bookmark: _Toc66701080][bookmark: _Toc68697237]8.2.11.4	Method of test
[bookmark: _Toc21102958][bookmark: _Toc29810807][bookmark: _Toc36636159][bookmark: _Toc37273105][bookmark: _Toc45886185][bookmark: _Toc53183264][bookmark: _Toc58915934][bookmark: _Toc66701081][bookmark: _Toc68697238]8.2.11.4.1	Initial conditions
Test environment: Normal; see annex B.2.
[bookmark: _Toc21102959]RF channels to be tested for single carrier: M; see clause 4.9.1
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table 4.6-1).
[bookmark: _Toc29810808][bookmark: _Toc36636160][bookmark: _Toc37273106][bookmark: _Toc45886186][bookmark: _Toc53183265][bookmark: _Toc58915935][bookmark: _Toc66701082][bookmark: _Toc68697239]8.2.11.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured to the corresponding UL reference measurement channel defined in annex A, and according to additional test parameters lised in table 8.2.11.4.2-1. The UCI information bit payload per slot is equal to 18 bits.
Table: 8.2.11.4.2-1 Test parameters for testing CG-UCI multiplexed on interlaced PUSCH 
	Parameter
	Value

	Transform precoding
	Disabled

	Default TDD UL-DL pattern 
	30 kHz SCS:
7D1S2U, S=6D:4G:4U

15 kHz SCS: 
3D1S1U S=10D:2G:2U

	HARQ
	Maximum number of HARQ transmissions
	1

	
	RV sequence
	0

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	Single-symbol DM-RS

	
	Additional DM-RS position
	pos1

	
	Number of DM-RS CDM group(s) without data
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB

	
	DM-RS port(s)
	{0}

	
	DM-RS sequence generation
	NID0=0, nSCID =0

	Time domain
	PUSCH mapping type
	A,B

	resource
	Start symbol
	0

	assignment
	Allocation length
	14

	Frequency
	RB assignment
	Full applicable test bandwidth.
First interlace with RBs 0,10,20,…,100 are allocated for tests with 15kHz and first interlace with RBs 0,5,10,…50 are allocated for tests with 30kHz.

	domain resource assignment
	Frequency hopping
	Disabled

	Code block group based PUSCH transmission
	Disabled

	PT-RS 
	Disabled

	UCI 
	Number of information bits 
	18

	
	scaling 
	1

	
	betaOffsetCG-UCI-Index1
	8

	
	UCI partition for frequency hopping
	Disabled



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.2.11.5.1 and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.2.11.4.2-2.
Table 8.2.11.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	1-O
	15
	20
	-80.2 - ΔOTAREFSENS dBm / 19.08 MHz

	1-O
	30
	20
	-80.4 - ΔOTAREFSENS dBm / 18.36 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.



[bookmark: _Toc21102960][bookmark: _Toc29810809]8)	The signal generators send a test pattern where CG-UCI information can be multiplexed on interlaced PUSCH. The following statistics are kept: the number of incorrectly decoded CG-UCI information transmitted during UCI multiplexed on interlaced PUSCH transmission.
[bookmark: _Toc36636161][bookmark: _Toc37273107][bookmark: _Toc45886187][bookmark: _Toc53183266][bookmark: _Toc58915936][bookmark: _Toc66701083][bookmark: _Toc68697240]8.2.11.5	Test Requirement
[bookmark: _Toc66701111][bookmark: _Toc68697268][bookmark: _Toc21102961][bookmark: _Toc29810810][bookmark: _Toc36636162][bookmark: _Toc37273108][bookmark: _Toc45886188][bookmark: _Toc53183267][bookmark: _Toc58915937][bookmark: _Toc66701084][bookmark: _Toc68697241]8.2.11.5.1	Test requirement for BS type 1-O
The fraction of incorrectly decoded CG-UCI according to clause 8.2.11.4.2 shall be less than 1 % for the SNR listed in table 8.2.11.5.1-1 to table 8.2.11.5.1-4.
Table 8.2.11.5.1-1: Test requirements for CG-UCI multiplexed on interlaced PUSCH, Type A, 20 MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix (Annex J)
	CG-UCI bits
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	18
	pos1
	G-FR1-A5-15
	[5.3]



Table 8.2.11.5.1-2: Test requirements for CG-UCI multiplexed on interlaced PUSCH, Type A, 20 MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix (Annex J)
	CG-UCI bits
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	18
	pos1
	G-FR1-A5-16
	[5.5]



Table 8.2.11.5.1-3: Test requirements for CG-UCI multiplexed on interlaced PUSCH, Type B, 20MHz channel bandwidth, 15 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix (Annex J)
	CG-UCI bits
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	18
	pos1
	G-FR1-A5-15
	[5.4]



Table 8.2.11.5.1-4: Test requirements for CG-UCI multiplexed on interlaced PUSCH, Type B, 20MHz channel bandwidth, 30 kHz SCS
	Number of TX antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix (Annex J)
	CG-UCI bits
	Additional DM-RS position
	FRC
(Annex A)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	18
	pos1
	G-FR1-A5-16
	[5.0]



[bookmark: _Toc58915994][bookmark: _Toc58918175][bookmark: _Toc66694045]8.3	OTA performance requirements for PUCCH
[bookmark: _Toc21102964][bookmark: _Toc29810813][bookmark: _Toc36636173][bookmark: _Toc37273119][bookmark: _Toc45886207][bookmark: _Toc53183286][bookmark: _Toc58915995][bookmark: _Toc58918176][bookmark: _Toc66694046]8.3.1	Performance requirements for PUCCH format 0
[bookmark: _Toc21102965][bookmark: _Toc29810814][bookmark: _Toc36636174][bookmark: _Toc37273120][bookmark: _Toc45886208][bookmark: _Toc53183287][bookmark: _Toc58915996][bookmark: _Toc58918177][bookmark: _Toc66694047]8.3.1.1	Definition and applicability
The performance requirement of single user PUCCH format 0 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
<End of Change 3>


<Start of Change 4 - R4-2106021, R4-2106024, R4-2108467, R4-2108668>
[bookmark: _Toc21103055][bookmark: _Toc29810904][bookmark: _Toc36636264][bookmark: _Toc37273210][bookmark: _Toc45886298]8.3.6.1.2.5	Test Requirement
[bookmark: _Toc21103056][bookmark: _Toc29810905][bookmark: _Toc36636265][bookmark: _Toc37273211][bookmark: _Toc45886299]8.3.6.1.2.5.1	Test Requirement for BS type 1-O
The fraction of falsely detected ACK bits shall be less than 1% and the fraction of correctly detected ACK bits shall be larger than 99% for the SNR listed in table 8.3.6.1.2.5.1-1.
Table 8.3.6.1.2.5.1-1: Required SNR for multi-slot PUCCH format 1 with 30 kHz SCS
	Number of TX
	Number of RX
	Cyclic Prefix
	Propagation conditions and correlation matrix
	Channel bandwidth (MHz) / SNR (dB)

	antennas
	antennas
	
	(Annex G)
	40 MHz

	1
	2
	Normal
	TDLC-300-100 Low
	-7.0



[bookmark: _Toc21103057][bookmark: _Toc29810906][bookmark: _Toc36636266][bookmark: _Toc37273212][bookmark: _Toc45886300]8.3.6.1.2.5.2	Void
8.3.7	Performance requirements for interlaced PUCCH format 0
8.3.7.1	Definition and applicability
The performance requirement of single user interlaced PUCCH format 0 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as conditional probability of detection of the ACK when the signal is present.
The ACK missed deection requirement only applies to the PUCCH format 0 with 1 UCI bits. The UCI information only contains ACK information
The 1bit UCI information is further defined with bitmap as [1].
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.6.
[bookmark: _Toc21102966][bookmark: _Toc29810815][bookmark: _Toc36636175][bookmark: _Toc37273121][bookmark: _Toc45886209][bookmark: _Toc53183288][bookmark: _Toc58915997]8.3.7.2	Minimum Requirement
For BS type 1-O, the minimum requirements are in TS 38.104 [2] clause 11.3.1.8 and 11.3.1.9.
[bookmark: _Toc21102967][bookmark: _Toc29810816][bookmark: _Toc36636176][bookmark: _Toc37273122][bookmark: _Toc45886210][bookmark: _Toc53183289][bookmark: _Toc58915998]8.3.7.3	Test purpose
The test shall verify the receiver's ability to detect ACK under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21102968][bookmark: _Toc29810817][bookmark: _Toc36636177][bookmark: _Toc37273123][bookmark: _Toc45886211][bookmark: _Toc53183290][bookmark: _Toc58915999]8.3.7.4	Method of test
[bookmark: _Toc21102969][bookmark: _Toc29810818][bookmark: _Toc36636178][bookmark: _Toc37273124][bookmark: _Toc45886212][bookmark: _Toc53183291][bookmark: _Toc58916000]8.3.7.4.1	Initial conditions
Test environment:	Normal, see annex B.2.
[bookmark: _Toc21102970]RF channels to be tested:	single carrier  M; see clause 4.9.1.
Direction to be tested:	OTA REFSENS receiver target reference direction (see D.54 in table 4.6-1).
[bookmark: _Toc29810819][bookmark: _Toc36636179][bookmark: _Toc37273125][bookmark: _Toc45886213][bookmark: _Toc53183292][bookmark: _Toc58916001]8.3.7.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to TS 38.211 [20] and according to additional test parameters listed in table 8.3.7.4.2-1.
Table 8.3.7.4.2-1: Test parameters
	Parameter
	Test

	Number of UCI information bits
	1

	Number of symbols
	1

	Intra-slot frequency hopping
	N/A 

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	13

	Number of interlaces
	1

	Interlace index
	0Note1

	NOTE 1: 	RBs 0, 10, 20, …, 100 are allocated for 15kHz SCS and RBs 0, 5, 10, …, 50 are allocated for 30kHz SCS.



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.2.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.3.7.5.1 for BS type 1-O, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level quoted in table 8.3.7.4.2-2.
Table 8.3.7.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	BS type 1-O
	15
	20
	-77.2 - ΔOTAREFSENS dBm / 19.08 MHz 

	
	30
	20
	-77.4 - ΔOTAREFSENS dBm / 18.36 MHz 

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.



8)	The signal generator sends a test pattern with the pattern outlined in figure 8.3.7.4.2-1. The following statistics are kept: the number of ACKs detected in the idle periods and the number of missed ACKs.


Figure 8.3.7.4.2-1: Test signal pattern for single user interlaced PUCCH format 0 demodulation tests

[bookmark: _Toc21102971][bookmark: _Toc29810820][bookmark: _Toc36636180][bookmark: _Toc37273126][bookmark: _Toc45886214][bookmark: _Toc53183293][bookmark: _Toc58916002]8.3.7.5	Test Requirement
[bookmark: _Toc21102972][bookmark: _Toc29810821][bookmark: _Toc36636181][bookmark: _Toc37273127][bookmark: _Toc45886215][bookmark: _Toc53183294][bookmark: _Toc58916003]8.3.7.5.1	Test requirement for BS type 1-O
The fraction of falsely detected ACKs shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.3.7.5.1-1.
Table 8.3.7.5.1-1: Test requirements for interlaced PUCCH format 0 with 15 kHz SCS, 20MHz channel bandwidth
	Number of Tx antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex G)
	Number of
OFDM symbols
	SNR (dB)

	1
	2
	TDLA30-10 Low
	1
	[-2.2]



Table 8.3.7.5.1-2: Test requirements for interlaced PUCCH format 0 with 30 kHz SCS, 20MHz channel bandwidth
	Number of Tx antennas
	Number of RX antennas
	Propagation conditions and correlation matrix (Annex G)
	Number of
OFDM symbols
	SNR (dB)

	1
	2
	TDLA30-10 Low
	1
	[-1.4]



[bookmark: _Toc21102974][bookmark: _Toc29810823][bookmark: _Toc36636183][bookmark: _Toc37273129][bookmark: _Toc45886217][bookmark: _Toc53183296][bookmark: _Toc58916005]8.3.8	Performance requirements for interlaced PUCCH format 1
[bookmark: _Toc21102975][bookmark: _Toc29810824][bookmark: _Toc36636184][bookmark: _Toc37273130][bookmark: _Toc45886218][bookmark: _Toc53183297][bookmark: _Toc58916006]8.3.8.1	NACK to ACK detection
[bookmark: _Toc21102976][bookmark: _Toc29810825][bookmark: _Toc36636185][bookmark: _Toc37273131][bookmark: _Toc45886219][bookmark: _Toc53183298][bookmark: _Toc58916007]8.3.8.1.1	Definition and applicability
The performance requirement of interlaced PUCCH format 1 for NACK to ACK detection is determined by the two parameters: probability of false detection of the ACK and the NACK to ACK detection probability. The performance is measured by the required SNR at probability of the NACK to ACK detection equal to 0.1% or less. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK at particular bit position when input is only noise. Each false bit detection is counted as one error.
The NACK to ACK detection probability is the probability of detecting an ACK bit when a NACK bit was sent on particular bit position. Each NACK bit erroneously detected as ACK bit is counted as one error. Erroneously detected NACK bits in the definition do not contain the NACK bits which are mapped from DTX, i.e. NACK bits received when DTX is sent should not be considered.
The NACK to ACK deection requirement only applies to the PUCCH format 1 with 2 UCI bits. The UCI information only contrains ACK/NACK information.
The 2bits UCI information is further defined with bitmap as [0 1].
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.6.
[bookmark: _Toc21102977][bookmark: _Toc29810826][bookmark: _Toc36636186][bookmark: _Toc37273132][bookmark: _Toc45886220][bookmark: _Toc53183299][bookmark: _Toc58916008]8.3.8.1.2	Minimum Requirement
For BS type 1-O, the minimum requirement is in TS 38.104 [2], clause 11.3.1.9.
[bookmark: _Toc21102978][bookmark: _Toc29810827][bookmark: _Toc36636187][bookmark: _Toc37273133][bookmark: _Toc45886221][bookmark: _Toc53183300][bookmark: _Toc58916009]8.3.8.1.3	Test purpose
The test shall verify the receiver's ability not to falsely detect NACK bits as ACK bits under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21102979][bookmark: _Toc29810828][bookmark: _Toc36636188][bookmark: _Toc37273134][bookmark: _Toc45886222][bookmark: _Toc53183301][bookmark: _Toc58916010]8.3.8.1.4	Method of test
[bookmark: _Toc21102980][bookmark: _Toc29810829][bookmark: _Toc36636189][bookmark: _Toc37273135][bookmark: _Toc45886223]8.3.8.1.4.1	Initial Conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table 4.6-1).
[bookmark: _Toc21102981][bookmark: _Toc29810830][bookmark: _Toc36636190][bookmark: _Toc37273136][bookmark: _Toc45886224]8.3.8.1.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to TS 38.211 [20], and according to additional test parameters listed in table 8.3.8.1.4.2-1.
Table 8.3.8.1.4.2-1: Test parameters
	Parameter
	Test

	Number of information bits
	2

	Number of symbols
	14

	Intra-slot frequency hopping
	N/A

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0

	Number of interlace
	1

	Interlace index
	0Note1

	NOTE 1: 	RBs 0, 10, 20, …, 100 are allocated for 15kHz SCS and RBs 0, 5, 10, …, 50 are allocated for 30kHz SCS.



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.3.8.1.5.1 for BS type 1-O, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.3.8.1.4.2-2.
Table 8.3.8.1.4.2-2: AWGN power level at the BS input
	BS type
	Subcarrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	BS type 1-O
	15
	20
	-77.2 – ΔOTAREFSENS dBm / 19.08 MHz

	
	30
	20
	-77.4 – ΔOTAREFSENS dBm / 18.36 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.



8)	The signal generator sends random codeword from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits detected in the idle periods and the number of NACK bits detected as ACK.
[bookmark: _Toc21102982][bookmark: _Toc29810831][bookmark: _Toc36636191][bookmark: _Toc37273137][bookmark: _Toc45886225][bookmark: _Toc53183302][bookmark: _Toc58916011]8.3.8.1.5	Test Requirement
[bookmark: _Toc21102983][bookmark: _Toc29810832][bookmark: _Toc36636192][bookmark: _Toc37273138][bookmark: _Toc45886226]8.3.8.1.5.1	Test Requirement for BS type 1-O
The fraction of falsely detected ACK bits shall be less than 1 % and the fraction of NACK bits falsely detected as ACK shall be less than 0.1 % for the SNR listed in tables 8.3.8.1.5.1-1.
Table 8.3.8.1.5.1-1: Required SNR for interlaced PUCCH format 1 with 15 kHz SCS, 20MHz channel bandwidth 
	Number of Tx antennas
	Number of RX antennas
	Cyclic-Prefix
	Propagation conditions and correlation matrix (Annex G)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	[-13.2]



Table 8.3.8.1.5.1-2: Required SNR for interlaced PUCCH format 1 with 30 kHz SCS, 20MHz channel bandwidth 
	Number of Tx antennas
	Number of RX antennas
	Cyclic-Prefix
	Propagation conditions and correlation matrix (Annex G)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	[-12.7]



[bookmark: _Toc21102985][bookmark: _Toc29810834][bookmark: _Toc36636194][bookmark: _Toc37273140][bookmark: _Toc45886228][bookmark: _Toc53183303][bookmark: _Toc58916012]8.3.8.2	ACK missed detection
[bookmark: _Toc21102986][bookmark: _Toc29810835][bookmark: _Toc36636195][bookmark: _Toc37273141][bookmark: _Toc45886229][bookmark: _Toc53183304][bookmark: _Toc58916013]8.3.8.2.1	Definition and applicability
The performance requirement of interlaced PUCCH format 1 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a conditional probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as conditional probability of detection of the ACK when the signal is present.
The ACK missed deection requirement only applies to the PUCCH format 1 with 2 UCI bits. The UCI information only contrains ACK/NACK information.
The 2bits UCI information is further defined with bitmap as [0 1].
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.6.
[bookmark: _Toc21102987][bookmark: _Toc29810836][bookmark: _Toc36636196][bookmark: _Toc37273142][bookmark: _Toc45886230][bookmark: _Toc53183305][bookmark: _Toc58916014]8.3.8.2.2	Minimum Requirement
For BS type 1-O, the minimum requirement is in TS 38.104 [2], clause 11.3.1.9.
[bookmark: _Toc21102988][bookmark: _Toc29810837][bookmark: _Toc36636197][bookmark: _Toc37273143][bookmark: _Toc45886231][bookmark: _Toc53183306][bookmark: _Toc58916015]8.3.8.2.3	Test purpose
The test shall verify the receiver's ability to detect ACK bits under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21102989][bookmark: _Toc29810838][bookmark: _Toc36636198][bookmark: _Toc37273144][bookmark: _Toc45886232][bookmark: _Toc53183307][bookmark: _Toc58916016]8.3.8.2.4	Method of test
[bookmark: _Toc21102990][bookmark: _Toc29810839][bookmark: _Toc36636199][bookmark: _Toc37273145][bookmark: _Toc45886233]8.3.8.2.4.1	Initial Conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier: M; see clause 4.9.1
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table 4.6-1).
[bookmark: _Toc21102991][bookmark: _Toc29810840][bookmark: _Toc36636200][bookmark: _Toc37273146][bookmark: _Toc45886234]8.3.8.2.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to TS 38.211 [20], and according to additional test parameters listed in table 8.3.8.2.4.2-1.
Table 8.3.8.2.4.2-1: Test Parameters
	Parameter
	Test

	Number of information bits
	2

	Number of symbols
	14

	Intra-slot frequency hopping
	N/A

	Group and sequence hopping
	neither

	Hopping ID
	0

	Initial cyclic shift
	0

	First symbol
	0

	Index of orthogonal cover code (timeDomainOCC)
	0

	Number of interlace
	1

	Interlace index
	0Note1

	NOTE 1: 	RBs 0, 10, 20, …,100 are allocated for 15kHz SCS and RBs 0, 5, 10, …, 50 are allocated for 30kHz SCS.



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.2.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.3.8.2.5.1 for BS type 1-O, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.3.8.2.4.2-2.
Table 8.3.8.2.4.2-2: AWGN power level at the BS input
	BS type
	Subcarrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	BS type 1-O
	15
	20
	-77.2 – ΔOTAREFSENS dBm / 19.08 MHz

	
	30
	20
	-77.4 – ΔOTAREFSENS dBm / 18.36 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.



8)	The signal generator sends random codewords from applicable codebook, in regular time periods. The following statistics are kept: the number of ACK bits falsely detected in the idle periods and the number of missed ACK bits. Each falsely detected ACK bit in the idle periods is accounted as one error for the statistics of false ACK detection, and each missed ACK bit is accounted as one error for the statistics of missed ACK detection.
	Note that the procedure described in this clause for ACK missed detection has the same condition as that described in clause 8.3.8.1.4.2 for NACK to ACK detection. Both statistics are measured in the same testing.
[bookmark: _Toc21102992][bookmark: _Toc29810841][bookmark: _Toc36636201][bookmark: _Toc37273147][bookmark: _Toc45886235][bookmark: _Toc53183308][bookmark: _Toc58916017]8.3.8.2.5	Test Requirement
[bookmark: _Toc21102993][bookmark: _Toc29810842][bookmark: _Toc36636202][bookmark: _Toc37273148][bookmark: _Toc45886236]8.3.8.2.5.1	Test Requirement for BS type 1-O
The fraction of falsely detected ACK bits shall be less than 1% and the fraction of correctly detected ACK bits shall be larger than 99% for the SNR listed in tables 8.3.8.2.5-1.
Table 8.3.8.2.5.1-1: Required SNR for interlaced PUCCH format 1 with 15 kHz SCS, 20MHz channel bandwidth 
	Number of Tx antennas
	Number of RX antennas
	Cyclic-Prefix
	Propagation conditions and correlation matrix (Annex G)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	[-13.8]



Table 8.3.8.2.5.1-2: Required SNR for interlaced PUCCH format 1 with 30 kHz SCS, 20MHz channel bandwidth 
	Number of Tx antennas
	Number of RX antennas
	Cyclic-Prefix
	Propagation conditions and correlation matrix (Annex G)
	SNR (dB)

	1
	2
	Normal
	TDLA30-10 Low
	[-13.5]



8.3.9	Performance requirements for interlaced PUCCH format 2
[bookmark: _Toc21102996][bookmark: _Toc29810845][bookmark: _Toc36636205][bookmark: _Toc37273151][bookmark: _Toc45886239][bookmark: _Toc53183310][bookmark: _Toc58916019][bookmark: _Toc66701166]8.3.9.1	Definition and applicablity
The performance is measured by the required SNR at UCI block error probability not exceeding.
The UCI block error probability is defined as the probability of incorrectly decoding the UCI information when the UCI information is sent. The UCI information does not contain CSI part 2.
The UCI block error probability performance requirement only applies to the PUCCH format 2 with 22 UCI bits.
The 22bits UCI information case is assumed random information bit selection.
Which specific test(s) are applicable to BS is based on the test applicabity rules defines in clause 8.1.2.6.
8.3.9.2	Minimum Requirement
For BS type 1-O, the minimum requirement is in TS 38.104 [2] clause 11.3.1.10.
[bookmark: _Toc21102999][bookmark: _Toc29810848][bookmark: _Toc36636208][bookmark: _Toc37273154][bookmark: _Toc45886242][bookmark: _Toc53183313][bookmark: _Toc58916022][bookmark: _Toc66701169]8.3.9.3	Test Purpose
The test shall verify the receiver's ability to detect UCI under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21103000][bookmark: _Toc29810849][bookmark: _Toc36636209][bookmark: _Toc37273155][bookmark: _Toc45886243][bookmark: _Toc53183314][bookmark: _Toc58916023][bookmark: _Toc66701170]8.3.9.4	Method of test
[bookmark: _Toc21103001][bookmark: _Toc29810850][bookmark: _Toc36636210][bookmark: _Toc37273156][bookmark: _Toc45886244]8.3.9.4.1	Initial conditions
Test environment:	Normal, see clause B.2.
[bookmark: _Toc21103002]RF channels to be tested for single carrier;	M; see clause 4.9.1
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table.4.6-1).
[bookmark: _Toc29810851][bookmark: _Toc36636211][bookmark: _Toc37273157][bookmark: _Toc45886245]8.3.9.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to TS 38.211 [20], and according to additional test parameters listed in table 8.3.9.4.2-1.
Table 8.3.9.4.2-1: Test parameters
	Parameter
	Value 

	Modulation order
	QSPK

	Intra-slot frequency hopping
	N/A

	Number of symbols
	1

	The number of UCI information bits
	22

	First symbol
	13

	DM-RS sequence generation
	NID0=0

	Number of interlaces
	1

	Interlace index
	0(note 1)

	OCC-length-r16
	Not configured

	NOTE 1: 	RBs 0,10,20,…,100 are allocated for 15kHz SCS and RBs 0, 5, 10,…,50 are allocated for 30kHz SCS



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.3.9.5 for BS type 1-O, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.3.9.4.2-2.
Table 8.3.9.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing
(kHz)
	Channel bandwidth
(MHz)
	AWGN power level

	BS type 1-O
	15 kHz
	20
	-77.2 -ΔOTAREFSENS dBm / 19.08 MHz

	BS type 1-O
	30 kHz
	20
	-77.4 - ΔOTAREFSENS dBm / 18.36 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.



8)	The signal generator sends a test pattern with pattern outlined in figure 8.3.9.4.2-1. The following statistics are kept: he number of incorrectly decoded UCI.


Figure 8.3.9.4.2-1: Test signal pattern for interlaced PUCCH format 2 demodulation tests
[bookmark: _Toc21103003][bookmark: _Toc29810852][bookmark: _Toc36636212][bookmark: _Toc37273158][bookmark: _Toc45886246][bookmark: _Toc53183315][bookmark: _Toc58916024][bookmark: _Toc66701171]8.3.9.5	Test requirement
The fraction of incorrectly decoded UCI is shall be less than 1% for the SNR listed in table 8.3.9.5-1 and table 8.3.9.5-2.
Table 8.3.9.5-1: Required SNR for interlaced PUCCH format 2 with 15 kHz SCS, 20 MHz channel bandwidth
	Number of Tx antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix
(Annex J)
	SNR(dB)

	1
	2
	Normal
	TDLA30-10 Low
	[4.1]



Table 8.3.9.5-2: Required SNR for interlaced PUCCH format 2 with 30 kHz SCS, 20 MHz channel bandwidth
	Number of Tx antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix
(Annex J)
	SNR(dB)

	1
	2
	Normal
	TDLA30-10 Low
	[4.5]



8.3.10	Performance requirements for interlaced PUCCH format 3
8.3.10.1	Definition and applicablity
The performance requirement of interlaced PUCCH format 3 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK on the wanted signal. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as probability of detection of the ACK when the signal is present.
The ACK missed deection requirement only applies to the PUCCH format 3 with 4 UCI bits. The UCI information only contrains ACK information.
The 4bits UCI information case is further defined with the bitmap as [1 1 1 1].
Which specific test(s) are applicable to BS is based on the test applicabity rules defines in clause 8.1.2.6.
8.3.10.2	Minimum Requirement
For BS type 1-O, the minimum requirement is in TS 38.104 [2] clause 11.3.1.11
8.3.10.3	Test Purpose
The test shall verify the receiver's ability to detect ACK bits under multipath fading propagation conditions for a given SNR.
8.3.10.4	Method of test
8.3.10.4.1	Initial conditions
Test environment:	Normal, see clause B.2.
RF channels to be tested for single carrier;	M; see clause 4.9.1
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table.4.6-1).
8.3.10.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to TS 38.211 [20], and according to additional test parameters listed in table 8.3.10.4.2-1.
Table 8.3.10.4.2-1: Test parameters
	Parameter
	Value

	Modulation order
	QPSK

	Intra-slot frequency hopping
	N/A

	Group and sequence hopping
	Neither

	Hopping ID
	0

	Number of symbols
	4

	The number of UCI information bits
	4

	Index of OCC
	Not configured

	Length of OCC
	Not configured

	Cyclic shift index for DMRS
	0

	Number of Interlace
	1

	Interlace index
	0(note 1)

	NOTE 1: 	RBs 0,10,20,…,90 are allocated for 15kHz SCS and RBs 0,5,10,…,45 are allocated for 30kHz SCS



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.3.10.5 for BS type 1-O, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.3.10.4.2-2.
Table 8.3.10.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing
(kHz)
	Channel bandwidth
(MHz)
	AWGN power level

	BS type 1-O
	15 kHz
	20
	-77.2 -ΔOTAREFSENS dBm / 19.08 MHz

	BS type 1-O
	30 kHz
	20
	-77.4 - ΔOTAREFSENS dBm / 18.36 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.



8)	The signal generator sends a test pattern with pattern outlined in figure 8.3.10.4.2-1. The following statistics are kept: the number of ACK bits detected in the idle periods and the number of missed ACKs.


Figure 8.3.10.4.2-1: Test signal pattern for interlaced PUCCH format 3 demodulation tests
8.3.10.5	Test requirement
The fraction of falsely detected ACKs shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.3.10.5.1-1 and table 8.3.10.5.1-2.
Table 8.3.10.5.1-1: Required SNR for interlaced PUCCH format 3 with 15 kHz SCS, 20 MHz channel bandwitdth
	Number of Tx antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix
(Annex G)
	Additional
DM-RS configuration 
	SNR(dB)

	1
	2
	Normal
	TDLA30-10 Low
	No additional DM-RS
	[-4.0]



Table 8.3.10.5.1-2: Required SNR for interlaced PUCCH format 3 with 30 kHz SCS, 20 MHz channel bandwitdth
	Number of Tx antennas
	Number of demodulation  branches
	Cyclic Prefix
	Propagation conditions and correlation matrix
(Annex G)
	Additional
DM-RS configuration 
	SNR(dB)

	1
	2
	Normal
	TDLA30-10 Low
	No additional DM-RS
	[-3.6]



[bookmark: _Toc21103058][bookmark: _Toc29810907][bookmark: _Toc36636267][bookmark: _Toc37273213][bookmark: _Toc45886301][bookmark: _Toc53183346][bookmark: _Toc58916055][bookmark: _Toc58918236][bookmark: _Toc66694106]8.4	OTA performance requirements for PRACH
[bookmark: _Toc21103059][bookmark: _Toc29810908][bookmark: _Toc36636268][bookmark: _Toc37273214][bookmark: _Toc45886302][bookmark: _Toc53183347][bookmark: _Toc58916056][bookmark: _Toc58918237][bookmark: _Toc66694107]8.4.1	PRACH false alarm probability and missed detection
[bookmark: _Toc21103060][bookmark: _Toc29810909][bookmark: _Toc36636269][bookmark: _Toc37273215][bookmark: _Toc45886303][bookmark: _Toc53183348][bookmark: _Toc58916057][bookmark: _Toc58918238][bookmark: _Toc66694108]8.4.1.1	Definition and applicability
The performance requirement of PRACH for preamble detection is determined by the two parameters: total probability of false detection of the preamble (Pfa) and the probability of detection of preamble (Pd). The performance is measured by the required SNR at probability of detection, Pd of 99%. Pfa shall be 0.1% or less.
<End of Change 4>


<Start of Change 5 - R4-2106027, R4-2108526>
8.4	OTA performance requirements for PRACH
8.4.1	PRACH false alarm probability and missed detection
8.4.1.1	Definition and applicability
The performance requirement of PRACH for preamble detection is determined by the two parameters: total probability of false detection of the preamble (Pfa) and the probability of detection of preamble (Pd). The performance is measured by the required SNR at probability of detection, Pd of 99%. Pfa shall be 0.1% or less.
Pfa is defined as a conditional total probability of erroneous detection of the preamble (i.e. erroneous detection from any detector) when input is only noise.
Pd is defined as conditional probability of detection of the preamble when the signal is present. The erroneous detection consists of several error cases – detecting only different preamble(s) than the one that was sent, not detecting any preamble at all, or detecting the correct preamble but with the out-of-bounds timing estimation value. For AWGN, TDLC300-100, TDLA30-10,  and TDLA30-300, a timing estimation error occurs if the estimation error of the timing of the strongest path is larger than the time error tolerance values given in table 8.4.1.1-1.
Table 8.4.1.1-1: Time error tolerance for AWGN, TDLC300-100, TDLA30-10,  and TDLA30-300
	PRACH
	PRACH SCS
	Time error tolerance

	preamble
	(kHz)
	AWGN
	TDLC300-100
	TDLA30-10
	TDLA30-300

	0
	1.25
	1.04 us
	2.55 us
	N/A
	N/A

	A1, A2, A3, B4, C0, C2
	15
	0.52 us
	2.03 us
	0.67 us
	N/A

	
	30
	0.26 us
	1.77 us
	0.41 us
	N/A

	
	60 (FR2)
	0.13 us
	N/A
	N/A
	0.28 us

	
	120
	0.07 us
	N/A
	N/A
	0.22 us



[bookmark: _Toc21103061][bookmark: _Toc29810910][bookmark: _Toc36636270]The test preambles for normal mode are listed in table A.6-1 and A.6-2.  The test preambles for high speed train restricted set type A are listed in table A.6-3 and the test preambles for high speed train restricted set type B are listed in table A.6-4. The test preambles for high speed train short formats are listed in table A.6-5.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2. The performance requirements for high speed train (table 8.4.1.6.1-1 to 8.4.1.6.1-4) are optional. The test preambles for PRACH with LRA=1151 and LRA=571 are listed in table A.6-6.
[bookmark: _Toc37273216][bookmark: _Toc45886304][bookmark: _Toc53183349][bookmark: _Toc58916058][bookmark: _Toc58918239][bookmark: _Toc66694109]8.4.1.2	Minimum requirement
For BS type 1-O, the minimum requirement is in TS 38.104 [2] clause 11.4.1.1 and 11.4.1.2.
For BS type 2-O, the minimum requirement is in TS 38.104 [2] clause 11.4.2.1 and 11.4.2.2.
[bookmark: _Toc21103062][bookmark: _Toc29810911][bookmark: _Toc36636271][bookmark: _Toc37273217][bookmark: _Toc45886305][bookmark: _Toc53183350][bookmark: _Toc58916059][bookmark: _Toc58918240][bookmark: _Toc66694110]8.4.1.3	Test purpose
The test shall verify the receiver's ability to detect PRACH preamble under static conditions and multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21103063][bookmark: _Toc29810912][bookmark: _Toc36636272][bookmark: _Toc37273218][bookmark: _Toc45886306][bookmark: _Toc53183351][bookmark: _Toc58916060][bookmark: _Toc58918241][bookmark: _Toc66694111]8.4.1.4	Method of test
[bookmark: _Toc21103064][bookmark: _Toc29810913][bookmark: _Toc36636273][bookmark: _Toc37273219][bookmark: _Toc45886307][bookmark: _Toc53183352][bookmark: _Toc58916061][bookmark: _Toc58918242][bookmark: _Toc66694112]8.4.1.4.1	Initial conditions
Test environment:	Normal, see clause B.2.
[bookmark: _Toc21103065]RF channels to be tested:	for single carrier: M; see clause 4.9.1.
Direction to be tested:	OTA REFSENS receiver target reference direction (see D.54 in table 4.6-1).
[bookmark: _Toc29810914][bookmark: _Toc36636274][bookmark: _Toc37273220][bookmark: _Toc45886308][bookmark: _Toc53183353][bookmark: _Toc58916062][bookmark: _Toc58918243][bookmark: _Toc66694113]8.4.1.4.2	Procedure

1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameter msg1-FrequencyStart is set to 0.
6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the AWGN generator, according to the SCS and channel bandwidth. The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.4.1.4.2-1.
Table 8.4.1.4.2-1: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	BS type 1-O
	15
	5
	-83.5 - ΔOTAREFSENS dBm / 4.5MHz

	
	
	10
	-80.3 - ΔOTAREFSENS dBm / 9.36MHz

	
	
	20
	-77.2 - ΔOTAREFSENS dBm / 19.08MHz

	
	30
	10
	-80.6 - ΔOTAREFSENS dBm / 8.64MHz

	
	
	20
	-77.4 - ΔOTAREFSENS dBm / 18.36MHz

	
	
	40
	-74.2 - ΔOTAREFSENS dBm / 38.16MHz

	
	
	100
	-70.1 - ΔOTAREFSENS dBm / 98.28MHz

	BS type 2-O
	60
	50
	EISREFSENS_50M + ΔFR2_REFSENS + 15 dBm / 47.52 MHz

	
	
	100
	EISREFSENS_50M + ΔFR2_REFSENS + 18 dBm / 95.04 MHz

	
	120
	50
	EISREFSENS_50M + ΔFR2_REFSENS + 15 dBm / 46.08 MHz

	
	
	100
	EISREFSENS_50M + ΔFR2_REFSENS + 18 dBm / 95.04 MHz

	
	
	200
	EISREFSENS_50M + ΔFR2_REFSENS + 21 dBm / 190.08 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.
NOTE 2:	ΔFR2_REFSENS = -3 dB as described in clause 7.1, since the OTA REFSENS receiver target reference direction (as declared in D.54 in table 4.6-1) is used for testing.
NOTE 3:	EISREFSENS_50M as declared in D.28 in table 4.6-1.



8)	Adjust the frequency offset of the test signal according to table 8.4.1.5.1-1 or 8.4.1.5.1-2 or 8.4.1.5.1-3  or 8.4.1.6.1-1 or 8.4.1.6.1-2 or 8.4.1.6.1-3 or 8.4.1.6.1-4 or 8.4.1.5.2-1 or 8.4.1.5.2-2 or 8.4.1.7.1-1 or 8.4.1.7.1-2.
9)	Adjust the equipment so that the SNR specified in table 8.4.1.5.1-1 or 8.4.1.5.1-2 or 8.4.1.5.1-3  or 8.4.1.6.1-1 or 8.4.1.6.1-2 or 8.4.1.6.1-3 or 8.4.1.6.1-4 or 8.4.1.5.2-1 or 8.4.1.5.2-2 or 8.4.1.7.1-1 or 8.4.1.7.1-2  is achieved at the BS input during the PRACH preambles.
10) The test signal generator sends a preamble and the receiver tries to detect the preamble. This pattern is repeated as illustrated in figure 8.4.1.4.2-1. The preambles are sent with certain timing offsets as described below. The following statistics are kept: the number of preambles detected in the idle period and the number of missed preambles.


Figure 8.4.1.4.2-1: PRACH preamble test pattern
The timing offset base value for PRACH preamble format 0 is set to 50% of Ncs. This offset is increased within the loop, by adding in each step a value of 0.1us, until the end of the tested range, which is 0.9us. Then the loop is being reset and the timing offset is set again to 50% of Ncs. The timing offset scheme for PRACH preamble format 0 is presented in Figure 8.4.1.4.2-2.


Figure 8.4.1.4.2-2: Timing offset scheme for PRACH preamble format 0
The timing offset base value for PRACH preamble format A1, A2, A3, B4, C0 and C2 is set to 0. This offset is increased within the loop, by adding in each step a value of 0.1us, until the end of the tested range, which is 0.8us. Then the loop is being reset and the timing offset is set again to 0. The timing offset scheme for PRACH preamble format A1, A2, A3, B4, C0 and C2 is presented in Figure 8.4.1.4.2-3.


Figure 8.4.1.4.2-3: Timing offset scheme for PRACH preamble format A1 A2, A3, B4, C0 and C2
[bookmark: _Toc21103066][bookmark: _Toc29810915][bookmark: _Toc36636275][bookmark: _Toc37273221][bookmark: _Toc45886309][bookmark: _Toc53183354][bookmark: _Toc58916063][bookmark: _Toc58918244][bookmark: _Toc66694114]8.4.1.5	Test requirement for Normal Mode
[bookmark: _Toc21103067][bookmark: _Toc29810916][bookmark: _Toc36636276][bookmark: _Toc37273222][bookmark: _Toc45886310][bookmark: _Toc53183355][bookmark: _Toc58916064][bookmark: _Toc58918245][bookmark: _Toc66694115]8.4.1.5.1	Test requirement for BS type 1-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.5.1-1 to 8.4.1.5.1-3.
Table 8.4.1.5.1-1: PRACH missed detection test requirements for Normal Mode, 1.25 kHz SCS
	Number of TX
	Number of demodulation
	Propagation conditions and
	Frequency offset
	SNR (dB)

	antennas
	branches
	correlation matrix (annex J)
	
	Burst format 0

	1
	2
	AWGN
	0
	-14.2

	
	
	TDLC300-100 Low
	400 Hz 
	-6.0



Table 8.4.1.5.1-2: PRACH missed detection test requirements for Normal Mode, 15 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-9.0
	-12.3
	-13.9
	-16.5
	-6.0
	-12.2

	
	
	TDLC300-100 Low
	400 Hz
	-1.5
	-4.2
	-6.0
	-8.2
	1.4
	-4.3



Table 8.4.1.5.1-3: PRACH missed detection test requirements for Normal Mode, 30 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.8
	-11.7
	-13.5
	-16.2
	-5.8
	-11.6

	
	
	TDLC300-100 Low
	400 Hz
	-2.2
	-5.1
	-6.8
	-9.3
	0.7
	-5.0



Table 8.4.1.5.1-4: Void

Table 8.4.1.5.1-5: Void

[bookmark: _Toc45886311][bookmark: _Toc53183356][bookmark: _Toc58916065][bookmark: _Toc58918246][bookmark: _Toc66694116]8.4.1.6	Test requirement for high speed train
[bookmark: _Toc45886312][bookmark: _Toc53183357][bookmark: _Toc58916066][bookmark: _Toc58918247][bookmark: _Toc66694117]8.4.1.6.1	Test requirement for BS type 1-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.6.1-1 to 8.4.1.6.1-4.
Table 8.4.1.6.1-1: PRACH missed detection requirements for high speed train, burst format 0, restricted set type A, 1.25 kHz SCS
	Number of TX antennas
	Number of demodulation
	Propagation conditions and correlation matrix (annex J)
	Frequency offset
	SNR (dB)

	
	branches
	
	
	Burst format 0

	1
	2
	AWGN
	625 Hz
	-11.7

	
	
	AWGN
	1340 Hz
	-13.5

	
	
	TDLC300-100 Low
	0 Hz
	[-5.7]



Table 8.4.1.6.1-2: PRACH missed detection requirements for high speed train, burst format 0, restricted set type B, 1.25 kHz SCS
	Number of TX antennas
	Number of demodulation
	Propagation conditions and correlation matrix (annex J)
	Frequency offset
	SNR (dB)

	
	branches
	
	
	Burst format 0

	1
	2
	AWGN
	625 Hz
	-11.3

	
	
	AWGN
	2334 Hz
	-12.8

	
	
	TDLC300-100 Low
	0 Hz
	[-5.4]



Table 8.4.1.6.1-3: PRACH missed detection requirements for high speed train, 15 kHz SCS
	Number of
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	1740 Hz
	-11.0
	-14.0
	-10.8



Table 8.4.1.6.1-4: PRACH missed detection requirements for high speed train, 30 kHz SCS
	Number of
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	3334 Hz
	-10.9
	-14.3
	-10.7



[bookmark: _Toc21103068][bookmark: _Toc29810917][bookmark: _Toc36636277][bookmark: _Toc37273223][bookmark: _Toc45886313][bookmark: _Toc53183358][bookmark: _Toc58916067][bookmark: _Toc58918248][bookmark: _Toc66694118]8.4.1.5.2	Test requirement for BS type 2-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.5.2-1 to 8.4.1.5.2-2.
Table 8.4.1.5.2-1: PRACH missed detection test requirements for Normal Mode, 60 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.6
	-11.6
	-13.2
	-15.5
	-5.7
	-11.5

	
	
	TDLA30-300 Low
	4000 Hz
	-1.0
	-3.2
	-4.2
	-6.3
	1.7
	-3.3



Table 8.4.1.5.2-2: PRACH missed detection test requirements for Normal Mode, 120 kHz SCS
	Number
	Number of
	Propagation
	Frequency
	SNR (dB)

	of TX antennas
	demodulation branches
	conditions and correlation matrix (annex J)
	offset
	Burst format A1
	Burst format A2
	Burst format A3
	Burst format B4
	Burst format C0
	Burst format C2

	1
	2
	AWGN
	0
	-8.4
	-11.2
	-13.0
	-15.5
	-5.5
	-11.1

	
	
	TDLA30-300 Low
	4000 Hz
	-1.1
	-3.8
	-5.2
	-6.9
	1.8
	-3.6



8.4.1.7	Test requirement for PRACH with LRA=1151 and LRA=571
8.4.1.7.1	Test requirement for BS type 1-O
Pfa shall not exceed 0.1%. Pd shall not be below 99% for the SNRs in tables 8.4.1.7.1-1 to 8.4.1.7.1-4.
Table 8.4.1.7.1-1: Missed detection requirements for PRACH with LRA=1151, 15 kHz SCS
	Number of 
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	0
	[-20.8]
	[-24.8]
	[-20.8]

	
	
	TDLA30-10 Low
	400 Hz
	[-14.5]
	[-17.7]
	[-14.6]



Table 8.4.1.7.1-2: Missed detection requirements for PRACH with LRA=571, 30 kHz SCS
	Number of 
	Number of
	Propagation
	Frequency
	SNR (dB)

	TX antennas
	demodulation branches
	conditions and correlation matrix (Annex G)
	offset
	Burst format A2
	Burst format B4
	Burst format C2

	1
	2
	AWGN
	0
	[-17.8]
	[-21.7]
	[-17.8]

	
	
	TDLA30-10 Low
	400 Hz
	[-11.5]
	[-15.2]
	[-11.5]



[bookmark: _Toc21103069][bookmark: _Toc29810918][bookmark: _Toc36636278][bookmark: _Toc37273224][bookmark: _Toc45886314][bookmark: _Toc53183359][bookmark: _Toc58916068][bookmark: _Toc58918249][bookmark: _Toc66694119]Annex A (normative):
Reference measurement channels
<End of Change 5>

<Start of Change 6 - R4-2106017>
[bookmark: _Toc21103074][bookmark: _Toc29810923][bookmark: _Toc36636283][bookmark: _Toc37273229][bookmark: _Toc45886319][bookmark: _Toc53183364][bookmark: _Toc58916075][bookmark: _Toc58918256][bookmark: _Toc66694126]A.5	Fixed Reference Channels for performance requirements (64QAM, R=567/1024)
The parameters for the reference measurement channels are specified in table A.5-2 for FR1 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
The parameters for the reference measurement channels are specified in table A.5-3 to table A.5-4 for FR2 PUSCH performance requirements:
-	FRC parameters are specified in table A.5-3 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer. 
-	FRC parameters are specified in table A.5-4 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
Table A.5-1: Void
Table A.5-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR1-A5-8
	G-FR1-A5-9
	G-FR1-A5-10
	G-FR1-A5-11
	G-FR1-A5-12
	G-FR1-A5-13
	G-FR1-A5-14

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Code rate (Note 2)
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024

	Payload size (bits)
	12040
	25104
	50184
	11528
	24576
	50184
	131176

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	2
	3
	6
	2
	3
	6
	16

	Code block size including CRC (bits) (Note 2)
	6056
	8400
	8392
	5800
	8224
	8392
	8224

	Total number of bits per slot
	21600
	44928
	91584
	20736
	44064
	91584
	235872

	Total symbols per slot
	3600
	7488
	15264
	3456
	7344
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.5-3: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR2-A5-1
	G-FR2-A5-2
	G-FR2-A5-3
	G-FR2-A5-4
	G-FR2-A5-5

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Code rate (Note 2)
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024

	Payload size (bits)
	23568
	47112
	11528
	23568
	47112

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	6
	2
	3
	6

	Code block size including CRC (bits) (Note 2)
	7888
	7880
	5800
	7888
	7880

	Total number of bits per slot
	42768
	85536
	20736
	42768
	85536

	Total symbols per slot
	7128
	14256
	3456
	7128
	14256

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos0 with l0= 0 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.5-4: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR2-A5-6
	G-FR2-A5-7
	G-FR2-A5-8
	G-FR2-A5-9
	G-FR2-A5-10

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Code rate (Note 2)
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024

	Payload size (bits)
	21000
	42016
	10248
	21000
	42016

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	5
	2
	3
	5

	Code block size including CRC (bits) (Note 2)
	7032
	8432
	5160
	7032
	8432

	Total number of bits per slot
	38016
	76032
	18432
	38016
	76032

	Total symbols per slot
	6336
	12672
	3072
	6336
	12672

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1 with l0 = 0 and l = 8 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.5-5: FRC parameters for FR1interlaced PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR1-A5-15
	G-FR1-A5-16

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	11
	11

	CP-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	64QAM
	64QAM

	Code rate 
	567/1024
	567/1024

	Payload size (bits)
	5248
	5248

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	24
	24

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	5272
	5272

	Total number of bits per slot
	9504
	9504

	Total symbols per slot
	1584
	1584

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1, l0= 2 and l =11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [15].



<End of Change 6>

<Start of Change 7 - R4-2106027>
[bookmark: _Toc21103075][bookmark: _Toc29810924][bookmark: _Toc36636284][bookmark: _Toc37273230][bookmark: _Toc45886320][bookmark: _Toc53183365][bookmark: _Toc58916076][bookmark: _Toc58918257][bookmark: _Toc66694127]A.6	PRACH Test preambles
Table A.6-1 Test preambles for Normal Mode in FR1
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	0
	1.25
	13
	22
	32

	A1, A2, A3,
	15
	23
	0
	0

	B4, C0, C2
	30
	46
	0
	0



Table A.6-2 Test preambles for Normal Mode in FR2
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	A1, A2, A3
	60
	69
	0
	0

	, B4, C0, C2
	120
	69
	0
	0



Table A.6-3: Test preambles for high speed train restricted set type A
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	0
	1.25
	15
	384
	0



Table A.6-4: Test preambles for high speed train restricted set type B
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	0
	1.25
	15
	30
	30



Table A.6-5: Test preambles for high speed train short formats
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	A2, B4, C2
	15
	23
	0
	0

	
	30
	46
	0
	0



Table A.6-6: Test preambles for PRACH with LRA=1151 and LRA=571
	Burst format
	SCS (kHz)
	Ncs
	Logical sequence index
	v

	A2, B4, C2
	15
	164
	0
	0

	
	30
	190
	0
	0



[bookmark: _Toc36636285][bookmark: _Toc37273231][bookmark: _Toc45886321][bookmark: _Toc53183366][bookmark: _Toc58916077][bookmark: _Toc58918258][bookmark: _Toc66694128]A.7	Fixed Reference Channels for performance requirements (16QAM, R=434/1024)
The parameters for the reference measurement channels are specified in table A.7-1 for FR2 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layers.

<End of Change 7>
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