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<New clause>
[bookmark: _Toc21127504][bookmark: _Toc29811713][bookmark: _Toc36817265][bookmark: _Toc37260181][bookmark: _Toc37267569][bookmark: _Toc44712171][bookmark: _Toc45893484]6.6.4.5.6.5	Additional operating band unwanted emissions limits for Band n77
The following requirement may apply to BS operating in 3.45-3.55 GHz in Band n77 in certain regions. Emissions shall not exceed the maximum levels specified in table 6.6.4.5.6.5-1.
Table 6.6.4.5.6.5-1: Additional operating band unwanted emission limits for Band n77
	Channel bandwidth [MHz]
	Frequency range [MHz]
	Filter centre frequency, Ffilter [MHz]
	Minimum requirement [dBm]
	Measurement bandwidth [MHz]
	Note

	All
	3440 – 3560
	3440.5  Ffilter < 3559.5
	-13
	1
	Applicable from the authorized block edges

	All
	3430 – 3440
3560 – 3570
	3430.5  Ffilter < 3439.5
3560.5  Ffilter < 3569.5
	-25
	1
	

	All
	 3430
> 3570
	Ffilter < 3429.5
3570.5  Ffilter
	-40
	1
	



NOTE:	The resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
<End of change>

