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1. Introduction

In last RAN4 meeting, there is discussion on the measurement accuracy requirements for CSI-RS based L3 measurement. A WF was agreed [1]. This contribution provides further discussion on the side condition for CSI-SINR measurement.
2. Discussion 
The agreements on side condition for specifying CSI-SINR measurement accuracy requirements are duplicated as following:

	Specify CSI-SINR accuracy requirement based on the following conditions on timing offset between the reference measurement timing and the target CSI-RS (TΔ) and Es/Iot side condition(s)

· Side condition #1: 

· |TΔ|≤ CP/2 and Es/Iot ≤ 15 dB

· Side condition #2 

· |TΔ|≤ CP and Es/Iot ≤ [6] dB

· Note: the value of Es/Iot can be revisited based on additional simulation results in next meeting. 

· No dedicated test cases will be introduced for side condition #2


The remaining open issue is the Es/Iot for the side condition #2 (|TΔ|≤ CP). Table 1 is the summary of the simulation results. According to the agreements in RAN4#98-e, it was agreed to reuse the accuracy requirements of SS-SINR measurement to specify the CSI-SINR measurement accuracy requirements [2]. According to our simulation results for AWGN, for Es/Iot ≤15dB, the SS-SINR accuracy can be applied. But according to the comments from companies in last meeting, some companies’ simulation results show that the SS-SINR accuracy requirements cannot be met for CSI-SINR for the higher side condition for fading channel. To move forward, we can compromise to Es/Iot ≤ [6] dB.  
Table 1 simulation results for FR1 CSI-SINR, AWGN
	Side condition
	SCS
	5%
	95%
	max (5%, 95%)

	6
	30kHz
	-0.29
	0.27
	0.29

	
	15kHz
	-0.29
	0.27
	0.29

	10
	30kHz
	-0.18
	0.30
	0.30

	
	15kHz
	-0.18
	0.30
	0.30

	12
	30kHz
	-0.14
	0.33
	0.33

	
	15kHz
	-0.14
	0.34
	0.34

	15
	30kHz
	-0.10
	0.40
	0.40

	
	15kHz
	-0.10
	0.39
	0.39


Proposal 1: for CSI-SINR measurement accuracy requirements with side condition #2 (|TΔ|≤ CP), we can accept Es/Iot ≤ [6] dB to move forward.
3. Conclusion
This contribution provides discussion on side condition for CSI-SINR measurement. And proposals are:
Proposal 1: for CSI-SINR measurement accuracy requirements with side condition #2 (|TΔ|≤ CP), we can accept Es/Iot ≤ [6] dB to move forward.
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