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1
Introduction
In RAN4#98-Bis-e, one of activities is to trigger relaxation value discussion for CA_n259+n260 and CA_n257+n258 of “Inter-band DL CA based on IBM within same frequency group” type. We share our view here.
2
Views and Proposals
There are already two agreements in prior WFs. They show that RAN4 already has some consensus on the requirement framework.
· Agreement in WF [1]: Inter-band DL CA based on IBM within same frequency are implementable
· Agreement in WF [2]: Current “IBM within different freq group” requirement framework will also be applied to “IBM within same freq group

Besides, in the latest WID [3]: 


Hence, before kick-off the exact relaxation value discussion for specific band combination of “inter-band DL CA based on IBM within same frequency group” type, we propose to apply below flow:

Proposal1: Clarify operator demand on specific band combination of “inter-band DL CA based on IBM within same frequency group” type firstly, before kick-off relaxation value discussion for specific band combination. 
Proposal2: RAN4 shall propose to remove the “if feasible define UE RF requirements for inter-band CA within the same freq. group (e.g. 28GHz + 28GHz) for (IBM) based on explicitly requested band combinations.” objective of “Inter-band DL CA enhancements” in WID, if no operator demand.
3
Conclusion
We propose our view on “inter-band DL CA based on IBM within same frequency group” type:
Proposal1: Clarify operator demand on specific band combination of “inter-band DL CA based on IBM within same frequency group” type firstly, before kick-off relaxation value discussion for specific band combination.
Proposal2: RAN4 shall propose to remove the “if feasible define UE RF requirements for inter-band CA within the same freq. group (e.g. 28GHz + 28GHz) for (IBM) based on explicitly requested band combinations.” objective of “Inter-band DL CA enhancements” in WID, if no operator demand.
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Study and if feasible define UE RF requirements for inter-band CA within the same freq. group (e.g. 28GHz + 28GHz) for (IBM) based on explicitly requested band combinations.











