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1. Introduction
[bookmark: _Hlk528680199]In RAN4#98-bis-e meeting, most of simulation assumptions for CQI report are agreed. Only report method is open but won’t impact performance. In this contribution, we submit the simulation results based on the WF [1] and our preference on CQI report method.  

2. Simulation assumptions and results for PDSCH 
[bookmark: _Hlk43884116]Table 2-1	DL transmission model
	DL Transmission Model
	Maximum DL COT Duration 
	ms
	4.5

	
	Idle Time after UL COT 
	ms
	0.5

	
	DL Transmission Model Period/
Fixed Frame Period (Note 1)

	ms
	5

	
	Probability of LBT Failure pLBT
	
	0.25 

	
	UL scheduling for HARQ feedback within FFP
	
	Starts at 4ms (8th slot) and lasts for 0.5 ms (1 slot). 

	
	Possible values of the DL Transmission duration within the COT
	Slots
	{2,4,6,7}

	
	Possible values of the overall duration of the last slot in the DL Transmission duration
	Symbols
	If DL Transmission duration is equal to 2 Slots = {14};
If DL If DL Transmission duration is larger than 2 Slots = {6,9,12,14};

	Notes:
1) The Fixed Frame Period denomination applies only for ChannelAccessType-r16 = ‘semistatic’. For ChannelAccessType-r16 = ‘dynamic’ this parameter is identified only as DL Transmission Model Period.



Table 2-2 Basic configuration for CSI demodulation
	Parameters
	Unit
	Value

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	 
	Periodic

	
	Number of CSI-RS ports
	 
	[2]

	
	CDM Type
	 
	[FD-CDM2]

	
	Density (ρ)
	 
	[1]

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	 
	[Row 3,(6,-)]

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	 
	[13]

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	 
	Aperiodic



Table 2-3 simulation results for NR-U CQI report 
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3. Conclusion
In this contribution, we deliver our simulation results based on the WF in the last meeting.
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