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1．During previous discussions RAN4 agreed that factors to be considered in interruption requirements for measurements on deactivated SCell shall be the same with SCell activation. i.e, 
1) RF retuning time: For inter-band case, UE needs some time to power on a new RF. For intra-band case, UE needs some time to change the bandwidth/center frequency of the operating RF. RAN4 assumes 0.5ms is needed for both cases.
2) AGC time: For intra-band case, RAN4 assumes that UE uses SSBs sent from aggressor cell and victim cell(s) to determine AGC gain for each cell. So a SMTC duration is needed.
As a result, RAN4 have agreed that two interruptions will be caused before and after SMTC for deactivated SCell respectively. length of each interruption directly refers to the interruption requirements for SCell activation.
	TS 38.133, cl.8.2.2.2.3

Interruptions on PCell due to measurements when an SCell is deactivated are allowed with up to 0.5% probability of missed ACK/NACK when the configured measCycleSCell [2] is 640 ms or longer. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption shall not exceed requirement in Table 8.2.2.2.2-1 if the PCell is not in the same band as the deactivated SCell. Each interruption shall not exceed requirement in Table 8.2.2.2.2-2 if the PCell is in the same band as the deactivated SCell.
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However, It is obvious that the interruption behaviour defined in cl. 8.2.2.2.3 is wrong for intra-band case (depicted as the figure above).The issues are:
· AGC retuning can only happens during SMTC duration. So causing the 0.5ms + SMTC duration interruption entirely before the SMTC doesn't make sense.
· UE can't, also needn't to perform AGC after the SMTC window since AGC gains for activated serving cells are already known.

So the correct interruption behaviour and location of interruption window shall be depicted as follows:
[image: ]
We have also prepared ProSe CRs R4-2110358 and R4-21xxxxxx to make corresponding changes to interruption requirements to LTE/NR serving cells when performing measurements on deactivated NR SCell under EN-DC/SA.
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<Start of modified section 1>
A.4.5.2.3	E-UTRAN – NR FR1 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
A.4.5.2.3.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in TS 38.133 clause 8.2.1.2. Supported test configurations are shown in table A.4.5.2.3.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.3.1-2 and A.4.5.2.3.1-3 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are three cells: Cell1, Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell3 is NR PSCell and NR deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received at the UE antenna connector, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL. 
Table A.4.5.2.3.1-1: Interruptions during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.3.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in synchronous EN-DC 
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2, 3
	One is E-UTRAN RF channel and the other two are NR RF channels

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Active PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 3.

	CP length
	
	Normal
	Applicable to Cell1, Cell2 and Cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.4.5.2.3.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Parameter
	Unit
	Cell2
	Cell3

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1,4
	
	FDD
	FDD

	
	Config 2,3,5,6
	
	TDD
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 
	40: NRB,c = 106 

	Initial DL BWP Configuration
	Config 1,4
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 2,5
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 3,6
	
	DLBWP.0.1
	DLBWP.0.1

	Dedicated DL BWP Configuration
	Config 1,4
	
	DLBWP.1.1
	DLBWP.1.1

	
	Config 2,5
	
	DLBWP.1.1
	DLBWP.1.1

	
	Config 3,6
	
	DLBWP.1.1
	DLBWP.1.1

	Initial UL BWP Configuration
	Config 1,4
	
	ULBWP.0.1
	ULBWP.0.1

	
	Config 2,5
	
	ULBWP.0.1
	ULBWP.0.1

	
	Config 3,6
	
	ULBWP.0.1
	ULBWP.0.1

	Dedicated UL BWP Configuration
	Config 1,4
	
	ULBWP.1.1
	ULBWP.1.1

	
	Config 2,5
	
	ULBWP.1.1
	ULBWP.1.1

	
	Config 3,6
	
	ULBWP.1.1
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	-

	
	Config 3,6
	
	SR.2.1 TDD
	-

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC Configuration
	
	SMTC.1
	SMTC.1

	TCI state
	
	TCI.State.0
	TCI.State.0

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	dBm/15 kHz
	-104
	-104

	SS-RSRP Note 3
	dBm/15 kHz
	-87
	-87

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-58.96
	-58.96

	
	Config 3,6
	dBm/
38.16MHz
	-52.86
	-52.86

	Time offset to Cell1 Note 4
	s
	33
	33

	Time offset to Cell2 Note 5
	s
	-
	3

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells
Note 5:	Receive time difference between slot boundaries of signals received from the two cells at the UE antenna connector including time alignment error between the two cells.



A.4.5.2.3.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.3.2-1 if the NR PSCell is not in the same band as the deactivated SCell or Table A.4.5.2.3.2-2 if the NR PSCell is in the same band as the deactivated SCell.
If the NR PSCell is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on NR PSCell immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.3.2-1.
If the NR PSCell is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PSCell no earlier than 1 slot before an SMTC and no later than 1 slot after the SMTC. the interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.3.2-2.
Table A.4.5.2.3.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	0
	1
	1

	1
	0.5
	1



Table A.4.5.2.3.2-2: Interruption duration if the NR PSCell is in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	0
	1
	1 2 + SMTC duration

	1
	0.5
	1 2 + SMTC duration



For synchronous inter-band EN-DC, the UE is only allowed to cause interruptions on E-UTRA PCell immediately before and immediately after an SMTC. Each interruption on E-UTRA PCell shall not exceed 1 subframe.
For synchronous intra-band EN-DC, the UE is only allowed to cause an interruption on E-UTRA PCell no earlier than 1 subframe before an SMTC and no later than 1 subframe after the SMTC. The interruption on E-UTRA PCell shall not exceed SMTC duration + 2 subframes.
Each interruption on E-UTRAN PCell shall not exceed 1ms + SMTC duration subframes for intraband EN-DC, 1 subframe for synchronous interband EN-DC.
The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.2.4	E-UTRAN – NR FR1 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
A.4.5.2.4.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in TS 38.133 clause 8.2.1. Supported test configurations are shown in table A.4.5.2.4.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.4.5.2.4.1-2 and A.4.5.2.4.1-3 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-1. In the test there are three cells: Cell1, Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell3 is NR PSCell and NR deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received at the UE antenna connector, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL. 
Table A.4.5.2.4.1-1: Interruptions during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.5.2.4.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2, 3
	One is E-UTRAN RF channel and the other two are NR RF channels

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 3.

	CP length
	
	Normal
	Applicable to Cell1, Cell2 and Cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.4.5.2.4.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell2
	Cell3

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1,4
	
	FDD
	FDD

	
	Config 2,3,5,6
	
	TDD
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106 
	40: NRB,c = 106 

	Initial BWP Configuration
	Config 1,4
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 2,5
	
	DLBWP.0.1
	DLBWP.0.1

	
	Config 3,6
	
	DLBWP.0.1
	DLBWP.0.1

	Dedicated DL BWP Configuration
	Config 1,4
	
	DLBWP.1.1
	DLBWP.1.1

	
	Config 2,5
	
	DLBWP.1.1
	DLBWP.1.1

	
	Config 3,6
	
	DLBWP.1.1
	DLBWP.1.1

	Initial UL BWP Configuration
	Config 1,4
	
	ULBWP.0.1
	ULBWP.0.1

	
	Config 2,5
	
	ULBWP.0.1
	ULBWP.0.1

	
	Config 3,6
	
	ULBWP.0.1
	ULBWP.0.1

	Dedicated UL BWP Configuration
	Config 1,4
	
	ULBWP.1.1
	ULBWP.1.1

	
	Config 2,5
	
	ULBWP.1.1
	ULBWP.1.1

	
	Config 3,6
	
	ULBWP.1.1
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	-

	
	Config 3,6
	
	SR.2.1 TDD
	-

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD  
	CR.1.1 FDD  

	
	Config 2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	PDCCH CORESET parameters
	Config 1,4
	
	CCR.1.1 FDD  
	CCR.1.1 FDD  

	
	Config 2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1
	SSB.2 FR1

	SMTC Configuration
	
	
	SMTC.1
	SMTC.1

	TCI state
	
	TCI.State.0
	TCI.State.0

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	dBm/15 kHz
	-104
	-104

	SS-RSRP Note 3
	dBm/15 kHz
	-87
	-87

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-58.96
	-58.96

	
	Config 3,6
	dBm/
38.16MHz
	-52.86
	-52.86

	Time offset to Cell1 Note 4
	ms
	3
	3

	Time offset to Cell2 Note 5
	s
	-
	3

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell at the UE antenna connector including time alignment error between the two cells
Note 5:	Receive time difference between slot boundaries of signals received from the two cells at the UE antenna connector including time alignment error between the two cells.



A.4.5.2.4.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.4.2-1 and Table A.4.5.2.4.2-2.
If the NR PSCell is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on NR PSCell immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.4.2-1.
If the NR PSCell is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PSCell no earlier than 1 slot before an SMTC and no later than 1 slot after the SMTC. the interruption on NR PSCell shall not exceed the value defined in Table A.4.5.2.4.2-2.
Table A.4.5.2.4.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	0
	1
	1

	1
	0.5
	1



Table A.4.5.2.4.2-2: Interruption duration if the NR PSCell is in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	0
	1
	1 2 + SMTC duration

	1
	0.5
	1 2 + SMTC duration



Each interruption on E-UTRAN PCell shall not exceed 1ms + SMTC duration subframes for synchronous intraband EN-DC, or 2 subframes for asynchronous interband EN-DC.For asynchronous inter-band EN-DC, the UE is only allowed to cause interruptions on E-UTRA PCell immediately before and immediately after an SMTC. Each interruption on E-UTRA PCell shall not exceed 2 subframe.
The rate of correct events observed during repeated tests shall be at least 90%.

<End of modified section 1>

<Start of modified section 2>
[bookmark: _Toc535476373]A.5.5.2.3	E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
[bookmark: _Toc535476374]A.5.5.2.3.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in clause 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.3.1-1.
The general test parameters are given in Table A.5.5.2.3.1-2, and NR cell specific test parameters are given in Table A.5.5.2.3.1-3 and A.5.5.2.3.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-2. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell 3 is NR FR2 PSCell and NR FR2 deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell for the deactivated NR SCells is received by the UE, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL.
Table A.5.5.2.3.1-1: Interruption during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.5.2.3.1-2: General test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2, 3
	One is E-UTRAN RF channel and the other two are NR RF channels

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 3.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	AoA number
	
	1
	Applicable to cell2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	



Table A.5.5.2.3.1-3: NR cell specific test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR2
	FR2

	Duplex mode
	Config 1,2 
	
	TDD
	TDD

	TDD configuration
	Config 1,2
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP Configuration
	Config 1,2
	
	DLBWP.0.1
	DLBWP.0.1

	Downlink dedicated BWP Configuration
	Config 1,2
	
	DLBWP.1.1
	DLBWP.1.1

	Uplink initial BWP configuration
	Config 1,2
	
	ULBWP.0.1
	ULBWP.0.1

	Uplink dedicated BWP configuration
	Config 1,2
	
	ULBWP.1.1
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD
	-

	RMSI CORESET Reference Channel
	Config 1,2
	
	CR.3.1 TDD  
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	CCR 3.1 TDD
	CCR 3.1 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR2
	SSB.1 FR2

	SMTC Configuration
	Config 1,2
	
	SMTC.1 
	SMTC.1 

	TRS configuration
	Config 1,2
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	TCI state
	Config 1,2
	
	TCI.State.0
	TCI.State.0

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Propagation Condition 
	
	AWGN
	AWGN

	Time offset to cell1 Note 2
	s
	3
	3

	Time offset to cell1 Note 3
	s
	-
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells
Note 3: 	Receive time difference of signals received between slot timing boundary from two NR Cells including time alignment error between the two cells



[bookmark: _Toc535476375]Table A.5.5.2.3.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC

	Parameter
	Unit
	Cell 2
	Cell 3

	Angle of arrival configuration
	
	Setup 1 defined in clause A.3.15.1

	Assumption for UE beamsNote 6
	
	Fine
	Rough

	
Note1

	NR_TDD_FR2_A
	dBm/15kHz
	-111.7
	-104.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	-102.7
	-95.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	-90.7
	-90.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	

	NR_TDD_FR2_A
	dB
	12
	5

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	Ês/Noc
	NR_TDD_FR2_A
	dB
	12
	5

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	-61.45
	-60.52

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.5.2.3.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.3.2-1 and Table A.5.5.2.3.2-2.
If the NR PSCell is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on NR PSCell immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.3.2-1.
If the NR PSCell is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PSCell no earlier than 4 slot before an SMTC and no later than 4 slot after the SMTC. the interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.3.2-2.
Table A.5.5.2.3.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length
(slot)

	3
	0.125
	4



Table A.5.5.2.3.2-2: Interruption duration if the NR PSCell is in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length
(slot)

	3
	0.125
	4 8 + SMTC duration


Each interruption on E-UTRAN PCell shall not exceed 1 subframe for synchronous interband EN-DC.

Each interruption on E-UTRAN PCell shall not exceed 1 subframe.
For synchronous inter-band EN-DC, the UE is only allowed to cause interruptions on E-UTRA PCell immediately before and immediately after an SMTC. Each interruption on E-UTRA PCell shall not exceed 1 subframe.
The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476376]A.5.5.2.4	E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
[bookmark: _Toc535476377]A.5.5.2.4.1	Test Purpose and Environment
The purpose of this test is to verify E-UTRAN PCell and NR PSCell interruptions during the measurement on the deactivated NR SCC, the UE missed ACK/NACK does not exceed the limits. This test will verify the missed ACK/NACK rate for E-UTRAN PCell and NR PSCell in EN-DC specified in clause 8. 2.1.2. Supported test configurations are shown in table A.5.5.2.4.1-1.
The general test parameters are given in Table A.5.5.2.4.1-2, and NR cell specific test parameters are given in Table A.5.5.2.4.1-3 and A.5.5.2.4.1-4 below. And the E-UTRAN cell specific test parameters can refer to Table A.3.7.2.1-2. In the test there are three cells: Cell1 Cell2 and Cell3. Cell1 is LTE PCell, Cell2 and Cell 3 is NR FR2 PSCell and NR FR2 deactivated SCell. Cell1 shall be configured as LTE PCell and Cell2 shall be configured as NR PSCell. The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell for the deactivated NR SCells is received by the UE, defines the start of time period T1. During T1, LTE PCell and NR PSCell are continuously scheduled in DL.
Table A.5.5.2.4.1-1: Interruption during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.5.5.2.4.1-2: General test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	One is E-UTRAN RF channel and the other two are NR RF channel

	Active PCell
	
	Cell1
	PCell on E-UTRAN RF channel number 1.

	Configured PSCell
	
	Cell2
	PSCell on NR RF channel number 2.

	Configured deactivated SCell
	
	Cell3
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to cell1, cell 2 and cell3

	AoA number
	
	1
	Applicable to cell2 and cell3

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.5.5.2.3.1-3: NR cell specific test parameters for E-UTRAN – NR interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR2
	FR2

	Duplex mode
	Config 1,2 
	
	TDD
	TDD

	TDD configuration
	Config 1,2
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	Config 1,2
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP Configuration
	Config 1,2
	
	DLBWP.0.1

	Downlink dedicated BWP Configuration
	Config 1,2
	
	DLBWP.1.1

	Uplink initial BWP configuration
	Config 1,2
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	Config 1,2
	
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.3.1 TDD
	-

	RMSI CORESET Reference Channel
	Config 1,2
	
	CR.3.1 TDD  
	CR.3.1 TDD  

	PDCCH CORESET parameters
	Config 1,2
	
	CCR.3.1 TDD
	CCR.3.1 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SSB Configuration
	
	
	SSB.1 FR2
	SSB.1 FR2

	SMTC Configuration
	Config 1,2
	
	SMTC.1 FR2
	SMTC.1 FR2

	TRS configuration
	Config 1,2
	
	TRS.2.1 TDD
	TRS.2.1 TDD

	TCI state
	Config 1,2
	
	TCI.State.0
	TCI.State.0

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Propagation Condition 
	
	AWGN
	AWGN

	Time offset to cell1 Note 2
	ms
	3
	3

	Time offset to cell1 Note 3
	s
	-
	3

	Note 1: 	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: 	Receive time difference of signals received between subframe timing boundary of E-UTRA PCell and slot timing boundary of PSCell including time alignment error between the two cells
Note 3: 	Receive time difference of signals received between slot timing boundary from two NR Cells including time alignment error between the two cells



[bookmark: _Toc535476378]Table A.5.5.2.4.1-4: NR cell specific OTA related test parameters for E-UTRAN – NR FR2 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Angle of arrival configuration
	
	Setup 1 defined in clause A.3.15.1

	Assumption for UE beamsNote 6
	
	Fine
	Rough

	[image: ]Note1

	NR_TDD_FR2_A
	dBm/15kHz
	-111.7
	-104.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	[image: ]Note1

	NR_TDD_FR2_A
	dBm/SCSNote3
	-102.7
	-95.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note4
	-90.7
	-90.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	[image: ]
	dB
	12
	5

	Ês/Noc
	dB
	12
	5

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	-61.45
	-60.52

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



A.5.5.2.4.2	Test Requirements
The UE shall be continuously scheduled in LTE PCell and NR PSCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on NR PSCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.4.2-1 and Table A.5.5.2.4.2-2.
If the NR PSCell is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on NR PSCell immediately before and immediately after an SMTC. Each interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.4.2-1.
If the NR PSCell is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PSCell no earlier than 4 slot before an SMTC and no later than 4 slot after the SMTC. the interruption on NR PSCell shall not exceed the value defined in Table A.5.5.2.4.2-2.
Table A.5.5.2.4.2-1: Interruption duration if the NR PSCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length
(slot)

	3
	0.125
	4



Table A.5.5.2.4.2-2: Interruption duration if the NR PSCell is in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length
(slot)

	3
	0.125
	4 8 + SMTC duration



Each interruption on E-UTRAN PCell shall not exceed 1 subframe.For asynchronous inter-band EN-DC, the UE is only allowed to cause interruptions on E-UTRA PCell immediately before and immediately after an SMTC. Each interruption on E-UTRA PCell shall not exceed 2 subframe.
The rate of correct events observed during repeated tests shall be at least 90%.
<End of modified section 2>

<Start of modified section 3>
A.6.5.2.1	Interruptions during measurements on deactivated NR SCC in FR1
A.6.5.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE missed ACK/NACK rate does not exceed the limits at NR PSCell interruptions during the measurement on the deactivated NR SCC. This test will verify the missed ACK/NACK rate for PCell in standalone NR specified in clause 8.2.2.2. Supported test configurations are shown in table A.6.5.2.1.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.6.5.2.1.1-2 and A 6.5.2.1.1-3 below. In the test there are two cells: Cell1 and Cell2. Cell1 is PCell, Cell2 is an NR deactivated SCell. Cell1 shall be configured as PCell and Cell2 shall be configured as SCell. 
The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received at the UE antenna connector defines the start of time period T1. During T1, PCell is continuously scheduled in DL.
Table A.6.5.2.1.1-1: Interruptions during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD – FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD – TDD duplex mode

	3
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD – FDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD – TDD duplex mode

	5
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD – TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.5.2.1.1-2: General test parameters for interruptions during measurements on deactivated NR SCC in standalone NR
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two NR RF channels

	Active PCell
	
	Cell1
	PCell on NR RF channel number 1.

	Configured deactivated SCell
	
	Cell2
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to Cell1 and Cell2

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.6.5.2.1.1-3: NR cell specific test parameters for interruptions during measurements on deactivated NR SCC in standalone NR
	Parameter
	Unit
	Cell1
	Cell2

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1
	
	FDD
	FDD

	
	Config 2,5
	
	TDD
	TDD

	
	Confiq 3
	
	TDD
	FDD

	
	Confiq 4
	
	FDD
	TDD

	TDD configuration
	Config 1
	
	Not Applicable
	Not Applicable

	
	Config 2
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3
	
	TDDConf.1.1
	Not Applicable

	
	Confiq 4
	
	Not Applicable
	TDDConf.1.1

	
	Confiq 5
	
	TDDConf.1.2
	TDDConf.1.2

	BWchannel
	Config 1,2,3,4
	
	10 MHz: NRB,c = 52
	10 MHz: NRB,c = 52

	
	Config 5
	
	40 MHz: NRB,c = 106
	40 MHz: NRB,c = 106

	Initial BWP Configuration
	
	
	DLBWP.0.2Note6

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	Config 3
	
	SR.1.1 TDD
	SR.1.1 FDD

	
	Confiq 4
	
	SR.1.1 FDD
	SR.1.1 TDD

	
	Confiq 5
	
	SR.2.1 TDD
	SR.2.1 TDD

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.1 TDD
	TRS.1.1 FDD

	
	Confiq 4
	
	TRS.1.1 FDD
	TRS.1.1 TDD

	
	Confiq 5
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3
	
	CR.1.1 TDD
	CR.1.1 FDD

	
	Confiq 4
	
	CR.1.1 FDD
	CR.1.1 TDD

	
	Confiq 5
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 FDD 
	CCR.1.1 FDD 

	
	Config 2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3
	
	CCR.1.1 TDD
	CCR.1.1 FDD

	
	Config 4
	
	CCR.1.1 FDD
	CCR.1.1 TDD

	
	Config 5
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC Configuration
	
	SMTC.1
	SMTC.1

	SSB Configuration
	Config 1,2,3,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 5
	
	SSB.2 FR1
	SSB.2 FR1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	dBm/15 kHz
	-104
	-104

	SS-RSRP Note 3
	dBm/15 kHz
	-87
	-87

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	NocNote 2
	Config 1,2,3,4
	dBm/SCS
	-104
	-104

	
	Config 5
	
	-101
	-101

	IoNote3
	Config 1,2,3,4
	dBm/
9.36MHz
	-58.96
	-58.96

	
	Config 5
	dBm/
38.16MHz
	-52.86
	-52.86

	Time offset to Cell1 Note 5
	s
	-
	3

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselvess.
Note 4:	Void
Note 5:	Receive time difference between slot boundaries of signals received from the two cells at the UE antenna connector including time alignment error between the two cells.
Note 6:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2 defined in clause 12 of TS 38.213 [3].



A.6.5.2.1.2	Test Requirements
The UE shall be continuously scheduled on PCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on PCell. 
The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on PCell shall not exceed the value defined in Table A.6.5.2.1.2-1 if the PCell is not in the same band as the deactivated SCell or Table A.6.5.2.1.2-2 if the PCell is in the same band as the deactivated SCell.
If the NR PCell is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on NR PCell immediately before and immediately after an SMTC. Each interruption on NR PCell shall not exceed the value defined in Table A.6.5.2.1.2-1.
If the NR PCell is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PCell no earlier than 1 slot before an SMTC and no later than 1 slot after the SMTC. the interruption on NR PCell shall not exceed the value defined in Table A.6.5.2.1.2-2.
Table A.6.5.2.1.2-1: Interruption duration if the PCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	0
	1
	1

	1
	0.5
	1



Table A.6.5.2.1.2-2: Interruption duration if the PCell is in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length


	0
	1
	1 2 + SMTC duration

	1
	0.5
	1 2 + SMTC duration



The rate of correct events observed during repeated tests shall be at least 90%.
<End of modified section 3>

<Start of modified section 4>
A.7.5.2.1	Interruptions during measurements on deactivated NR SCC in FR2
A.7.5.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE missed ACK/NACK rate does not exceed the limits at NR PSCell interruptions during the measurement on the deactivated NR SCC. This test will verify the missed ACK/NACK rate for PCell in standalone NR specified in clause 8.2.2.2. Supported test configurations are shown in table A.7.5.2.1.1-1.
The general test parameters and NR cell specific test parameters are given in Table A.7.5.2.1.1-2 and A.7.5.2.1.1-3 below. In the test there are two cells: Cell1 and Cell2. Cell1 is PCell, Cell2 is an NR deactivated SCell. Cell1 shall be configured as PCell and Cell2 shall be configured as SCell. 
The test consists of one time period, with duration of T1. Prior to the start of the time duration T1, the UE is connected to Cell1 and Cell2. The point in time at which the RRC message including measCycleSCell or allowInterruptions for the deactivated NR SCells is received at the UE antenna connector, defines the start of time period T1. During T1, PCell is continuously scheduled in DL.
Table A.7.5.2.1.1-1: Interruptions during measurements on deactivated NR SCC supported test configurations
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD – TDD duplex mode



Table A.7.5.2.1.1-2: General test parameters for interruptions during measurements on deactivated NR SCC in standalone NR
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two NR RF channels

	Active PCell
	
	Cell1
	PCell on NR RF channel number 1.

	Configured deactivated SCell
	
	Cell2
	Deactivated SCell on NR RF channel number 2.

	CP length
	
	Normal
	Applicable to Cell1 and Cell2

	DRX
	
	OFF
	

	Measurement gap pattern Id
	
	OFF
	

	SCell measurement cycle (measCycleSCell)
	ms
	640
	

	T1
	s
	10
	



Table A.7.5.2.1.1-3: NR cell specific test parameters for interruptions during measurements on deactivated NR SCC in standalone NR
	Parameter
	Unit
	Cell1
	Cell2

	Frequency Range
	
	FR2

	Duplex mode
	
	
	TDD

	TDD configuration
	
	
	TDDConf.3.1

	BWchannel
	
	
	100 MHz: NRB,c = 66

	Initial DL BWP Configuration
	
	
	DLBWP.0.2Note4

	Initial UL BWP Configuration
	
	
	ULBWP.0.2 Note6

	Downlink dedicated BWP Configuration
	
	
	DLBWP.1.1

	Uplink dedicated BWP configuration
	
	
	ULBWP.1.1

	PDSCH Reference measurement channel
	
	
	SR.3.1 TDD

	RMSI CORESET parameters
	
	
	CR.3.1 TDD

	Dedicated CORESET parameters
	
	
	CCR.3.1 TDD

	OCNG Patterns
	
	OP.1

	SMTC Configuration
	
	SMTC.1

	SSB Configuration
	
	
	SSB.1 FR2

	TCI State
	
	
	TCI.State.0

	TRS Configuration
	
	
	TRS.2.1 TDD

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Time offset to Cell1 Note 3
	s
	-
	3

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Receive time difference between slot boundaries of signals received from the two cells at the UE antenna connector including time alignment error between the two cells.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2 defined in clause 12 of of TS 38.213 [3].



Table A.7.5.2.1.1-4: OTA related test parameters for interruptions during measurements on deactivated NR SCC in standalone NR
	Parameter
	Unit
	Cell 1
	Cell 2

	Angle of arrival configuration
	
	Setup1 according to table A.3.15.1
	Setup 1according to table A.3.15.1

	Assumption for UE beams Note 6
	
	Rough
	Rough

	
Note1

	NR_TDD_FR2_A
	dBm/15kHz
	-104.7
	-104.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCS
	-95.7
	-95.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/120KHz Note3
	-88.7
	-88.7

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	

	
	dB
	7
	7

	

	dB
	7
	7

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	-58.92
	-58.92

	
	NR_TDD_FR2_B
	
	
	

	
	NR_TDD_FR2_F
	
	
	

	
	NR_TDD_FR2_G
	
	
	

	
	NR_TDD_FR2_T
	
	
	

	
	NR_TDD_FR2_Y
	
	
	

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0 dBi gain antenna at the centre of the quiet zone
Note 6: 	Information about types of UE beams is given in B.2.1.3 and does not limit UE implementation or test system implementation.



A.7.5.2.1.2	Test Requirements
The UE shall be continuously scheduled on PCell during the entire length of T1. During the time duration T1 the UE shall transmit at least 99.5% of ACK/NACK on PCell. The UE is only allowed to cause interruptions immediately before and immediately after an SMTC. Each interruption on PCell shall not exceed the value defined in Table A.7.5.2.1.2-1 if the PCell is not in the same band as the deactivated SCell or Table A.7.5.2.1.2-2 if the PCell is in the same band as the deactivated SCell.
If the NR PCell is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on NR PCell immediately before and immediately after an SMTC. Each interruption on NR PCell shall not exceed the value defined in Table A.7.5.2.1.2-1.
If the NR PCell is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PCell no earlier than 4 slots before an SMTC and no later than 4 slots after the SMTC. the interruption on NR PCell shall not exceed the value defined in Table A.7.5.2.1.2-2.
Table A.7.5.2.1.2-1: Interruption duration if the PCell is not in the same band as the deactivated SCell
	[image: ]
	NR Slot length (ms)
	Interruption length
(slot)

	3
	0.125
	4



Table A.7.5.2.1.2-2: Interruption duration if the PCell is in the same band as the deactivated SCell
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	NR Slot length (ms)
	Interruption length
(slot)

	3
	0.125
	4 8 + SMTC duration



The rate of correct events observed during repeated tests shall be at least 90%.
<End of modified section 4>
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