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Background
This contribution provides text proposal on the CA configuration CA_n1A-n3A_n78A as defined in WID [1].
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc42865118][bookmark: _Toc46234301][bookmark: _Toc46235278]6.x	CA_n1-n3-n78
6.x.1	Configurations
Table 6.x.1-1: NR CA configurations and bandwidth combinations sets for supporting power class 2
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5 MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90 MHz
	100 MHz
	Bandwidth combination set

	CA_n1A-n3A-n78A
	CA_n1A-n78A, 
CA_n3A-n78A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	



6.x.2	Maximum output power
Table 6.x.2-1 UE Power Class 2 for uplink inter-band CA (two bands)
	Uplink CA configuration
	Power class 2 cases for CA_n1-n78
	CA power class
	Carrier n1 power class
	Carrier n78 power class

	CA_n1-n78
	Case a
	26dBm
	23dBm
	23dBm

	
	Case b
	26dBm
	23dBm
	26dBm


The tolerance +2/-3 dB is applied. Also when the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.

Table 6.x.2-2 UE Power Class 2 for uplink inter-band CA (two bands)
	Uplink CA configuration
	Power class 2 cases for CA_n3-n78
	CA power class
	Carrier n3 power class
	Carrier n78 power class

	CA_n3-n78
	Case a
	26dBm
	23dBm
	23dBm

	
	Case b
	26dBm
	23dBm
	26dBm


The tolerance +2/-3 dB is applied. Also when the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
6.x.3	REFSENS requirements
[bookmark: _Toc30066232][bookmark: _Toc71568710]6.x.3.1	Power class 2 case a
According to PC3 CA_n1-n3-n78, the IMD2 of UL n1 and UL n78 may fall into the Rx of the 3rd band n3. Due to higher Tx power, more MSD is required for PC2 CA. The additional MSD requirements are defined in Table 6.x.3.1-1.
Table 6.x.3.1-1: 3DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC2 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA band combination
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1-n3-n78
	n1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n3
	1735
	5
	25
	1830
	33.9
	
	IMD2

	
	n78
	3780
	10
	52
	3780
	N/A
	TDD
	N/A



[bookmark: _Toc71568711]6.x.3.2	Power class 2 case b
No additional MSD requirements are identified due to higher Tx power from n78 UL.
[bookmark: _GoBack]
---End of changes---
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