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1
Introduction
In this contribution, we provide a text proposal to TR25.xxx to maintain 4C-HSDPA scenarios in standards. It reflects the ongoing 4C-HSDPA scenarios in Rel-10 time frame [1] and captures all other proposed scenarios for future release time frame [2].
2
Text Proposal

*************************************** Beginning of Change ***********************************
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].



4C-HSDPA
Four Carrier HSDPA. HSDPA operation comprising of 3 or 4 carriers in a single or dual bands.
4
4C-HSDPA Downlink Configurations per Release Time Frame

4.1
Release 10 Time Frame


The list of 4C-HSDPA downlink configurations for release 10 time frame is given in Table x.1-1.
Table x.1-1: 4C-HSDPA downlink configurations for release 10 time frame
	
	Band A
	Band B

	Configuration
	Band number
	Number of DL adjacent carriers
	Band number 
	Number of DL adjacent carriers

	10-1
	I
	3
	N/A
	N/A

	10-2
	I
	3
	VIII
	1

	10-3
	I
	2
	VIII
	1

	10-4
	I
	2
	V
	2

	10-5
	I
	2
	V
	1

	10-6
	II
	2
	IV
	2

	10-7
	II
	2
	IV
	1

	10-8
	II
	1
	IV
	2


4.2
Release X Time Frame

Provide the list of 4C-HSDPA downlink configurations that will be specified in RAN WG4 during Release X time frame. New subsections can be created under Section 4 as new 4C-HSDPA downlink configurations are agreed for new release time frame.

5
4C-HSDPA Downlink Configurations for Future Release Time Frame


The list of 4C-HSDPA downlink configurations for the future release time frame is given in Table y-1.

Table y-1: 4C-HSDPA downlink configurations for future release time frame

	Priority Order
	Configuration
	Band A
	Band B

	
	
	Band number
	Number of DL adjacent carriers
	Band number 
	Number of DL adjacent carriers

	# 1
	F-1
	I
	4
	N/A
	N/A

	
	F-2
	I
	2
	VIII
	2

	
	F-3
	I
	3
	III
	1

	
	F-4
	I
	2
	III
	1

	
	F-5
	V
	3
	N/A
	N/A

	# 2
	F-6
	I
	2
	III
	2

	
	F-7
	I
	2
	XI
	2

	
	F-8
	II
	3
	IV
	1

	
	F-9
	IX
	4
	N/A
	N/A

	
	F-10
	IX
	3
	N/A
	N/A


*************************************** End of Change ****************************************
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