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4.2.2.11 Reselection to CSG cells
Reselection from non CSG to CSG cells may be performed using UE autonomous search as defined in [1] when at least one CSG ID is included in the UE’s CSG whitelist.  The requirements in this section are valid for reselection to CSG cells previously visited by the UE when the radio configuration parameters, including the carrier frequency and physical cell identity of the CSG cell, non CSG cell and other neighbour cells are unchanged from the most recent previous visit.
4.2.2.11.1 Reselection from a non CSG to an interfrequency CSG cell
The UE shall perform reselection to an allowed interfrequency CSG cell in its whitelist withn [TBD] minutes in the conditions shown in table 4.3. There is no need for statistical testing of this requirement.
Table 4.3: Parameters for CSG interfrequency reselection
	Parameter
	Unit
	Cell 1
	Cell 2

	UARFCN Note1
	
	Channel 1
	Channel 2

	CSG indicator
	
	False
	True

	Primary scrambling code Note1
	
	Scrambling code 1
	Scrambling code 2

	CSG identity
	
	Not sent
	Already stored in UE whitelist from previous visit

	Propagation conditions
	
	Static, non multipath

	CSG cell previously visited by UE
	
	Yes
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	dBm/3.84 MHz
	Off
	Off

	CPICH_EcNote2
	dBm
	≥[-80]
	≥[-80]

	PCCPCH_Ec
	dB
	-2
	-2

	SCCPCH_Ec
	dB
	-2
	-2

	AICH_Ec
	dB
	-5
	-5

	SCH_Ec
	dB
	-5
	-5

	PICH_Ec
	dB
	-5
	-5

	Note 1:For this requirement to be applicable, the UARFCN and scrambling code for cell 1 and cell 2 shall be unchanged from when the CSG cell was visited previously

Note 2: Chosen to ensure that CSG autonomous search has a high probability of success on every attempt made by UE
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